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PART  1: Review Comments 

 

 Reviewer’s comment Author’s comment (if agreed with reviewer, 

correct the manuscript and highlight that part in 

the manuscript. It is mandatory that authors 

should write his/her feedback here) 

Compulsory REVISION comments 

 

The paper presents the concept of using a linear 

array instead of a circular array to deriver Rayleigh 

wave phase velocities from recorded Microtremor 

data. It is presented as modification to the SPAC 

method.  However, the following comments need to 

be addressed:  

 

The authors only show the phase velocity versus 

frequency plots but not the velocity versus depth 

plots for either the theoretical or field examples. For 

practical applications the objective is to determine 

the shear-wave velocities.  The paper will be useful if 

the authors show the resulting Vs  profile for all their 

trials. Also, need to address how the azimuth 

dependence may or may not translate to errors in the 

Vs model.   

 

The paper does not go into any discussion of using 

more sensors and how that might influence the 

analysis. Will more sensors help or three all that is 

required?  Does increasing spatial sampling affect the 

CCF ? Or has it no effect at all?  

 

Does the distance of the source from the array have 

an effect on CCF?  

 

The authors fail to mention or reference the other 

existing Rayleigh wave phase velocity measurement 

techniques that use a linear array like ReMi (Louie, 
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2001). ReMi method is widely used and accepted 

method that using sensors deployed in a linear 

fashion. The authors must at least reference this in 

their paper. They should also illustrate how their 

method compares to this and also the differences.  

 

Minor REVISION comments 

 

  

Optional/General comments 
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