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Removal of Fe(II) from Aqueous Solution by Maize
Stalks as a Cheap Biosorbent

ABSTRACT

Aim: To evaluate the ability of maize stalks to remove Fe(II) ions from aqueous solution.

Study Design: All factors affecting the adsorption process were examined to optimize the removal
method.

Place and Duration of Study: Holding Company of Water and Wastewater, agazig, Al-Sharqia,
Egypt, from January 2013 to April 2013.

Methodology: Different parameters affecting Fe(Il) removal were investigated in batch experiments.
These parameters include contact time, initial metal concentration, adsorbent dose, stirring rate, pH and
temperature. Langmuir and Freundlich isotherm models were applied to the equilibrium data.
Adsorption process was performed at different temperatures to evaluate the thermodynamic
parameters.

Results: The developed method showed applicability to Langmuir isotherm model. The adsorption
process is endothermic and the removal efficiency is a maximum at slightly acidic media.

Conclusion: The proposed method could be applicable for removal of low concentrations of Fe(II)

ions from aqueous solutions.
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1. INTRODUCTION

Groundwate ution can occur in various ways, in addition to natural or geochemical contamination,
by leaks in pipelines, from landfill leachates, etc. It can be divided into three main contamination
categories, by organic compounds, by microorganisms, and inorganic pollutants. Some regions in
Egypt suffer from the contamination of ground water with high concentration of iron and manganese,
which threat human health and leading to chronic diseases. The most common sources of iron in
groundwater are naturally occurring, for example from weathering of iron bearing minerals and rocks.
Industrial effluent, acid-mine drainage, sewage and landfill leachate may also contribute iron to local
groundwater. The contamination of groundwater with metals of inorganic pollution comprises a danger
environmental problem due to the fact that metals are not biodegradable and can cause severe adverse

effects on human health [1].
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Bios( bn is a fast and reversible reaction of the heavy metals with biomass. The by-products
obtaifrom biomaterial production are a cheap source of biosorbents. Several agricultural
waste materials have been studied and developed for the effective removal of heavy metals like maize
bran [2], coffee husks [3], rice straw [4], sugar peat pulp [5], olive pomace [6], apple wastes [7], palm
kernel fibre [8], peanut hull [9], cocoa shell [10], hazelnut husks [11], oak sawdust [12] and grape
stalks [13].

Maize is an economical crop in Egypt; large areas are cultivated with it. The aim of the present study is
to examine the ability of maize stalks as cheap bio-adsorbent for removal of Fe(Il) ions from
aqueous solutions. The different factors affecting adsorption process were evaluated as time of contact,
initial concentration of the metal, solution pH, temperature and adsorbent dosage. Furthermore,
equilibrium, kinetic and thermodynamic studies on the adsorption of Fe(II) ions onto the maize
stalks were also carried out for the design of adsorption process and to optimize the method. The
advantage of using maize stalks as adsorbent is the ability of using the dry biomass after removal

process in the manufacture of a cheap type of artificial wood by special treatment.

2. EXPERIMENTAL

2.1 Materials

2.1.1 Solutions

Stock solution of divalent iron was prepared in bi-distilled water using the analytical reagent grade
ferrous nitrate Fe(NO;),. The initial metal concentration was 1000 mg/L. The cor@rated solutions
were kept in a refrigerator in order to avoid undesirable bacterial growth in the feed medium. The
desired concentrations of metal ions were prepared by suitable dilution of stock solution using bi-
distilled wat

2.1.2 Biosorbent

Maize stalks were collected and used as sorbent for the biosorption of Fe(II). The maize stalks sample
was collected from Sharqiya Governorate region of Egypt. Samples were washed several times using
bi-distilled water to remove extraneous and dust. They were the d in an oven at 105 °C for
@h. The dried biomass was chopped and filtered. The resulting powder was sieved to a particle size
less than 100 pum which used in the tests. The adsorbent was kept dry in a closed container until the

time of use.

2.1.3 Adsorption studies

Batch adsorption experiments were carried out at room temperature (25°C+1). Exactly 50 ml of
synthetic solution of Fe(Il) of different initial concentrations (10-50 mg/L) was stirred at a constant
stirring rate (200 rpm) with a required dose of adsorbents (0.1 g/L) for a specific period of contact time
(90 min) using a magnetic stirrer. The pH values of the solutions were adjusted to the required value by
adding either 1M HCI or 1M NaOH solution. After equilibrium, the final concentration (C.) were
measured spectrophotometrically [14] using absorbance values with Varian Cary 100 (UV-Vis)

spectrophotometer and compared with the absorbance values of the initial solutions. Experiments
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were carried out in duplicate and mean values are presented. The percentage removal of Fe(II) were

calculated using the following relationship:

4
%Metal Removal = “-¢

(M

where Cy and C, are the initial and final (equilibrium) concentrations of the synthetic solution of

a

ferrous solution (mg/L), respectively. Blanks containing second distilled water were used for each
series of experiments as controls. The amount of the synthetic solution of Fe(II) adsorption per unit

mass of maize stalks at equilibrium, g, (mg/g) was calculated by the following equation:

Cop=Ce)V
ge = Loc )

where V is the volume of the synthetic solution of ferrous solution (ml) and W is the weight of maize

stalks (g) added to volume V.

3. RESULTS AND DISCUSSION

3.1 Determination of point of zero charge (pHzpc)

Point of zero charge of an adsorbent surface is the pH at which that surface has a net neutral charge.
This value was evaluated by adding 0.1g of maize stalks to 50 mL of water with varying pH from 2 to
12.2 and stirred for 24 h. The initial pH was adjusted by adding either HCI or NaOH solutions and the

final pH of the solution was plotted against the initial solution pH (Fig. 1). pHzpc for maize stalks is
determined as pH 5.1.

Final pH
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Fig. 1. Point of zero charge (pHzpc) of maize stalks used for the adsorption experiments.
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3.2 Effect of contact time and metal ion concentration

The effect of contact time on the percentage removal of the synthetic solution of ferrous
solution was investigated at different initial concentrations of Fe(II) (10-40 mg/L) as shown in
Fig. 2. The adsorption equilibrium of iron onto maize stalks was completed within 75 min.
The contact time required for the metal ions to reach the equilibrium was relatively short
which indicated the economical availability for the real practical applications. It is clear from
Fig. 2 that the removal percent decreases with increase the initial concentration of metal ion.
The metal ion uptake were found to be 81.0%, 35.2%, 21.3%, and 13.1% for initial metal
concentrations of 10, 20, 30, and 40 mg/L, respectively. This was due to the saturation of the

sorption sites on adsorbents [15].
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Fig. 2. Effect of contact time and initial metal concentration on the removal of Fe(Il) by maize stalks

[adsorbent = 2 g/L, pH = 5].

3.3 Effect of pH

The pH of the solution plays an important role in the adsorption capacity. The effect of initial pH of
Fe(II) solution on the percentage removal was studied by varying the initial pH under constant process
parameters (2 g/L of adsorbent at initial metal concentration 20 mg/L). The results are shown in Fig. 3.
The metal adsorbed by maize stalks was higher at higher pHs. Maximum removal of Fe (about 22.5%)
was achieved at pH 6. As the pH was decreased from 6 to 2.1, the removal percent decreased to 18.1%.
This behavior can be explained on the basis of zero point charge for maize stalks which lie at around a

pH 5.1. At lower pH values below this point, the H" ions compete effectively with Fe(IT) cations
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affecting metal removal. At a slightly higher pH above this zero point charge, the surface of biomass
gets negatively charged, which enhances the positively charged metal cations through electrostatic

force of attraction [16].
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Fig. 3. Effect of initial pH on the removal of Fe(II) by maize stalks [adsorbent = 2 g/L, initial metal

concentration = 20 mg/L].

3.4 Effect of adsorbent dose

The influence of adsorbent dosage on Fe(II) removal by maize stalks is presented in Fig. 4. The
percentage of removal of Fe increased from 28.5% to 49% as the adsorbent dose was increased from
0.05 to 0.25 g/L. The increased removal at high dosages is expected, because of the increased

adsorbent surface area and availability of more adsorption sites.
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Fig. 4. Effect of adsorbent dose on the removal of Fe(Il) by maize stalks [metal concentration = 20

mg/L, pH = 5].

3.5 Effect of stirring speed

The effect of agitation speed on Fe(Il) adsorption at the adsorbent dosage of 2 g/L and initial iron
concentration of it 20 mg/L at pH 5. As shown in Fig. 5, the increase of stirring speed causes a
corresponding increase in metal ion removal. As a result of increasing the stirring speed, the diffusion
rate of metal ions from the bulk liquid to the liquid boundary layer surrounding particles became higher
because of an enhancement of turbulence and a decrease of the thickness of the liquid boundary layer.

Under these conditions, the value of the external diffusion coefficient became higher [17].
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Fig. 5. Effect of stirring speed on the removal of Fe(II) by maize stalks [adsorbent dose = 2 g/L, metal
concentration = 20 mg/L, pH = 5].

3.6 Effect of temperature and thermodynamic parameters
Experiments were performed at different temperature (23, 33, 43 53 °C), keeping the other
conditions the same. The percentage of adsorption increased from \@to 23.2 with the increase of
temperature from 23 to 53 °C at concentration 20 mg/L and pH 5, as indicated from Fig. 6. Therefore,
higher temperature facilitated the adsorption of Fe(II) on maize stalks (i.e. endothermic process). This
may be a result of increasing the mobility of the metal ion with increasing temperature [18].
Furthermore, increasing temperature may produce a swelling effect within the internal structure of the
biosorbent enabling more Fe(Il) ions to penetrate further [19]. In order to evaluate the thermodynamic
feasibility of the adsorption process and to confirm its nature, thermodynamic parameters such as
change in Gibbs energy (AG": kl/mol), enthalpy (AH": kJ/mol) and entropy (AS": kJ/mol K) were

determined using the following equations [20]:

Ke="4/c 3)
ink: = (45°/) @0/ rr) @
AG° = AH® — TAS® 5)

where R (8.314 J/mol K}, T (K), Ca, Cs and K, (L/g) are the gas constant, the absolute temperature, the

amount of dye adsorbed on the adsorbent of the solution at equilibrium (mol/L), the equilibrium
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concentration of the metal ion in the solution (mol/L) and the standard thermodynamic equilibrium
constant, respectively. By plotting a graph of In K, versus 1/ (R* = 0.9227), the values AH’ and AS"

can be estimated from the slopes and intercepts, respectively (Fig. 7).
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Fig. 6. Effect of stirring speed on the removal of Fe(II) by maize stalks [adsorbent dose = 2 g/L, metal
concentration = 20 mg/L, pH = 5].
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Fig. 7. Plots In k. versus 1/T for adsorption of Fe(II) on maize stalks.

Table 1. Thermodynamic parameters of Fe(II) adsorption on maize stalks.

Temperature Thermodynamic Parameters
(7) AG® (kJ/mol) AH' (kJ/mol) AS” (J/mol K)
296 -0.522
306 -0.748 6.174 22.622
316 -0.974
326 -1.200

The data in Table 1 shows the negative values of AG” and positive AH’ and AS’. The change in free
energy for physisorption and chemisorption are between —20 and 0 kJ/mol and—80 to —400 kJ/mol,
respectively. The values of AG® are within the ranges of —20 and 0 kJ/mol indicating a physisorption is
mechanism [21]. The positive value of AH" indicates the presence of an energy barrier in the
adsorption process and endothermic process [22]. The positive value of AS’ suggests increased
randomness at the solid/solution interface occurs in the internal structure of the adsorption of Fe(II)

onto maize stalks.

3.7 Adsorption isotherms
Adsorption isotherms describe how adsorbates interact with adsorbents. For this reason, three isotherm

models were applied to this adsorption study. The Langmuir isotherm theory assumes monolayer
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coverage of adsorbate over a homogeneous adsorbent surface where all sorption sites are identical. The
theory assumes the uniform energies of adsorption onto the adsorbent surface. The linear form of

Langmuir isotherm equation is given as follows [23]:

[ 1 G

oyl (©)

qe dn b an

where ¢, (mg/g) is the amount of adsorbate adsorbed per unit mass of adsorbent at equilibrium, C,
(mg/L) is the final concentration at equilibrium, ¢,, (mg/g) is the maximum adsorption at monolayer
coverage and b (L/mg) is the constant related to the extent of adsorption. The plots of specific
adsorption (C¢/q.) versus equilibrium concentration (C,) at different temperatures are shown in Fig. 8
and the related parameters are listed in Table 2. Due to the high correlation coefficients, the Langmuir
model might be a suitable for fitting the experimental data. The essential features of Langmuir can be
expressed in terms of dimensionless constant called separation factor or equilibrium parameter (Ry)

which is calculated using the following equation [24]:

. 2 B
L™ 14bey

(7

where Cy (mg/L) is the initial concentration of the adsorbate. The values of R| indicate the shapes of
isotherms to be either unfavorable (Ry > 1), linear (Ry = 1), favorable (0 < Ry < 1). In the present
investigation the equilibrium parameter (Table 2) was found to be in the range 0 < R < 1 (between
0.053-0.183) indicating that the adsorption process was favorable and the Langmuir isotherm was
applicable (R* = 0.9806).

The Freundlich isotherm assuming that the adsorption process takes place on heterogeneous surfaces
and the adsorption capacity is related to the concentration of the adsorbent. The Freundlich model is

based on the following expression [25]:
Ing. = InK +~ InC, (8)
By plotting In g, vs. In C, (Fig. 9), the values of 1/n and In Ky could be evaluated from slope and

intercept, respectively. The data obtained from this plot are shown in Table 2.
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Fig. 8. Langmuir plot for adsorption of Fe(II) on maize stalks.
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Fig. 9. Freundlich plot for adsorption of Fe(Il) on maize stalks




Table 2. Langmuir and Freundlich isotherms parameters for adsorption of Fe(Il) on maize stalks.

Langmuir isotherm Freundlich isotherm
dm b RL R2 KF n R2
(mg/g) | (L/mg) (L/mg)
5.14 0.446 0.053-0.183 0.9806 9.097 -7.507 0.8293

By comparing the correlation coefficients (R*) obtained from the three isotherms plots plots (Table 2),
it can be concluded that Langm@lodel can be applied successfully to the adsorption of Fe(II) on

maize stalks more than Freundlich model.

4. CONCLUSION

The biosorption of Fe(Il) on maize stalks was investigated. It was found that the adsorption process is
dependent on metal initial concentrations and pH of the metal solution and temperature. The
equilibrium was attained after less than 90 min of mixing. The results indicate that the optimum pH for
maximum removal Fe(Il) ions is about 6.0. The adsorption process was found to be endothermic.
Langmuir adsorption model can be applied successfully to the adsorption of Fe(II) ions compared to
Freundlich. The adsorption capacity was 5.14 mg/g according to Langmuir model. Maize stalks which
is an agricultural waste material can be used for industrial water treatment to eliminate low

concentrations of ferrous ions.
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