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ABSTRACT 

A novel modified walnut shell (MWNS) was prepared by the reaction between 

maleic anhydride and raw walnut shell (WNS) in ethyl acetate. MWNSs with different 

carboxyl values (MWNS1 and MWNS2) are obtained and characterized by Fourier 

transform infrared (FTIR). The effects of reaction temperature, reaction time and 

maleic anhydride concentration on the carboxyl value of MWNS have been 

investigated. The results show that the carboxyl value of MWNS increases with the 

increase of temperature and the concentration of maleic anhydride, and it increases 

with the increase of reaction time until the equilibrium reached. When the reaction 

temperature is 77 �, reaction time is 180 min and maleic anhydride concentration is 

2.0 mol/L, the carboxyl value of MWNS is up to 2.80 mmol/g.  
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1 INTRODUCTION 

China is a traditional agricultural country, producing a large amount of agricultural 

and forestry wastes every year. Most of these wastes are mainly treated by 

incineration, which not only causes serious environmental pollution, but also causes 

serious waste of resources. Various agricultural and forestry wastes such as walnut 

shell [1], peanut husk [2], sugarcane bagasse [3], rice husk [4], wheat residue [5] 

andsawdust [6] are lignocellulosic residues, and characterized by low cost, widely 

available, biodegradable, resource recycling and environment-friendly [7]. Currently, 

only a part of the agricultural and forestry wastes is utilized in several industries, such 

as processing fodder, making compost, producing fermented products and compacting 

composite materials [8]. Thence, it is important to consider how to use these resources 

more efficiently. 

Walnut shell (WNS) mainly composed of cellulose (~17.7%), hemicelluloses 

(~36.1%) and lignin (~36.9%) [9], which contain many functional groups and could 

react with other groups (e.g., carboxyl, epoxy and amine groups) [10,11] to synthesize 

new materials as packings or adsorbents. It can be used as a substitute for adsorbent 

materials mainly due to its nontoxicity, high mechanical strength and chemical 

stability. However, untreated WNS has low metal adsorption capacity. Much work 

has been done to increase the adsorption capacity of WNS by reacting with fatty acid 

[10], acrylic acid [12], epichlorohydrin and diethylenetriamine [11] and so on. Our 

laboratory has synthesized a maleic anhydride modified walnut shell [13] which was 



 

 

 

used to adsorb metal ions. However, the current work mainly focuses on the 

adsorption capacity of modified walnut shells, and little research on the modification 

process. Therefore, it is necessary to study the effects of different reaction conditions 

on the carboxyl value of modified walnut shells and find better reaction conditions to 

synthesize products with higher carboxyl value. 

In this study, modified walnut shell (MWNS)was prepared by reaction of maleic 

anhydride with WNS in ethyl acetate. The effects of reaction temperature (T), reaction 

time (t) and maleic anhydride concentration (CMAH) on the carboxyl value (CCOOH) 

have been evaluated, and MWNSs with different carboxyl values (MWNS1 and 

MWNS2) are obtained. WNS, MWNS1 and MWNS2 are characterized by Fourier 

transform infrared (FTIR). 

 

2 EXPERIMENTAL 

2.1 Reagents 

The chemicals involved in this study were maleic anhydride (MAH), ethyl acetate 

(supplied by Shanghai Westlong Biochemical Technology Co. Ltd.), sodium 

hydroxide, hydrochloric acid (35 wt%) (purchased from Shanghai Lingfeng Chemical 

Reagent Co., Ltd.) and anhydrous ethanol (obtained from Shanghai Titan Scientific 

Co., Ltd). All of them were of AR grade. WNS were obtained from market. Prior to 

the reaction, the powder of WNS was swollen in deionized water and dried, and then 

sievedto obtain the particles with diameter range of 100-200 mesh.  



 

 

2.2 Preparation of MWNS 

The synthesis process of MWNS was as follow: first, the dried WNS was soaked 

into anhydrous ethanol for 30 min at room temperature and filtered. Then a certain 

amount of MAH is added to a 250mL three-necked flask containing ethyl acetate to 

obtain different concentrations of MAH solution (CMAH), and WNS obtained in the 

first step is added. The mixture was heated to a set reaction temperature (T) and the 

reaction was performed for certain period of time(t). Subsequently the solid material 

was filtered, washed with deionized water until the eluent pH reached almost neutral. 

Finally, the washed particles were dried in oven to a constant mass. 

The above operation processes were duplicated at different reaction time (15 min, 

30 min, 45 min, 60 min, 90 min, 120 min, 150 min, 180 min, 210 min,240 min and 

270 min) with different MAH concentrations (0.5 mol/L, 1.0 mol/L, 1.5 mol/L, 2.0 

mol/L and 3.0 mol/L) at different reaction temperatures (25 �, 45 �, 65 � and 77 �), 

and the corresponding MWNS products can be obtained.  

The associated reaction of the modification process was showed in Fig. 1. 

 

Fig. 1. The associated reaction of the modification process 

2.3 Determinationof Carboxyl Value 



 

 

 

The carboxyl value of MWNS was measured by acid-base titration. MWNS was 

soaked into NaOH solution for over two days. The leaving NaOH was analyzed by 

back-titration with HCl solution. The carboxyl value(CCOOH) was calculated as 

w

VCVC
C HClHClNaOHNaOH

COOH


                             (1) 

where w(g) is the mass of MWNS. CNaOH, CHCl(mol/L) are the concentrations of 

NaOH and HCl. VNaOH, VHCl(L) are the volumes of NaOH and HCl. 

 

3RESULTS AND DISCUSSION 

3.1 Characterization of WNS, MWNS1 and MWNS2 

The reaction between MAH and WNS involves formation of a chemical bond 

between C-O-C group of MAH and the -OH group from WNS. The interaction leads 

to the formation of -COO- group, and also introduce the -COOH group. Three 

samples (WNS, MWNS1(CCOOH =1.35 mmol/g) and MWNS2 (CCOOH =2.39 mmol/g)) 

were characterized by Fourier transform infrared (FTIR) (NicoletMQGNA-IR 550, 

Thermo Electron Corp., USA) adopting KBr technique. The results are shown in Fig. 

2. From Fig. 2, it can be confirmed by the appearance of the new IR absorption bands 

at 1749 cm-1 and 1655 cm-1, corresponding to carboxyl group and cis C=C bond, 

respectively. Besides, the higher the carboxyl value, the more obvious the band at 

1749 cm-1. So we can conclude that MAH is successfully grafted onto the WNS 

surface. 



 

 

 

Fig.2. FTIR spectra of (a) WNS, (b) MWNS1 and (c) MWNS2. 

3.2 Effect of reaction temperature and reaction time 

The chemical reaction is generally affected by the reaction temperature [14]. The 

effects of reaction temperature and reaction time on carboxyl value of MWNS were 

investigated at the maleic anhydride concentration 3.0 mol/L. The reaction 

temperature and time varied from 25 � to 77 � (the boiling point of ethyl acetate), 

and 0 to 270 min, respectively. The results are shown in Fig. 3. From Fig. 3, the 

carboxyl value of MWNS increases with the increase of temperature at the same 

moment, and at a constant temperature it increases with increasing in reaction time up 

to a relative stable value at which point the modification reaction reaches to 

equilibrium. Table 1 lists the values of time when the reaction reaches to equilibrium 



 

 

(teq) and equilibrium carboxyl values ( eq
COOHC ) at different temperatures. From Table 1, 

teq decreases from 240 min to 150 min, and eq
COOHC  increases from 1.94 mmol/g (at 

25 �) to 2.92 mmol/g (at 77 �) when the temperature rises, indicating the reaction 

rate and the equilibrium carboxyl values increase as the temperature increases. This is 

because the increase in temperature promotes molecular motion and increases the 

possibility of molecular collisions. On the other hand, since the modification reaction 

is a solid-liquid reaction which may be controlled by the internal diffusion. With the 

increase in temperature, diffusion coefficient of MAH in WNS increases. Therefore, 

the reaction temperature is preferably controlled at the boiling point of solvent (77 �). 

 

Fig. 3. Effect of reaction temperature and reaction time on carboxyl value of MWNS. 

Table 1. Reaction time to be equilibrium and equilibrium carboxyl values of MWNS at different 



 

 

 

temperatures 

T (�) 25 45 65 77 

teq (min) 240 210 180 150 

eq
COOHC  (mmol/g) 1.94 2.39 2.73 2.92 

3.3 Effect of the concentration of maleic anhydride 

Concentration of maleic anhydride is another important factor affecting the 

carboxyl value of MWNS. The effect of the concentration of maleic anhydride was 

investigated by varying CMAH from 0.5 mol/L to 3.0 mol/L at 77 �. These results are 

shown in Fig. 4. From Fig. 4, at the same moment, the carboxyl value of MWNS 

increases with the increase of the concentration of maleic anhydride. This may be due 

to an increase in the concentration gradient between the maleic anhydride solution 

bulk and the surface of WNS. When CMAH is less than 2.0 mol/L, the constant 

carboxyl value increases with the increase of CMAH, but it only has a slight increase 

when CMAH is larger than 2.0 mol/L. For example, at 180 min, the carboxyl value 

increases from 1.93 mmol/g to 2.80 mmol/g and from 2.80 mmol/g to 2.92 mmol/g 

when the value of CMAH changes from 0.5 to 2.0 mol/L and from 2.0 to 3.0 mol/L, 

respectively. Thus, the suitable concentration of maleic anhydride is 2.0 mol/L due to 

its economy. 



 

 

 

Fig.4. Effect of the concentration of maleic anhydride on carboxyl value of MWNS. 

 

4. CONCLUSION 

A novel modified walnut shell (MWNS) was prepared by reacting maleic anhydride 

with raw walnut shell (WNS) in ethyl acetate. MWNSs with different carboxyl values 

(MWNS1 and MWNS2) are obtained and characterized by Fourier transform infrared 

(FTIR). The effects of reaction temperature, reaction time and maleic anhydride 

concentration (CMAH) on the carboxyl value of MWNS have been evaluated. The 

results show that at a constant temperature the carboxyl value of MWNS increases 

with the increase of reaction time, and remains a relatively stable value ( eq
COOHC ) at the 

moment the modification reaction reaches to equilibrium (teq). When the temperature 
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increases from 25 � to 77 �, teq reduces from 240 min to 150 min and eq
COOHC  of 

MWNS increases from 1.94 mmol/g to 2.92 mmol/g. In addition, eq
COOHC of MWNS at 

180 min increases from 1.94 mmol/g to 2.80 mmol/g when CMAH is increased from 

0.5 mol/L to 2.0 mol/L, and it changes a little when CMAH is larger than 2.0 mol/L.  

 

COMPETING INTERESTS 

Authors have declared that no competinginterests exist. 

 

REFERENCES 

1. A Safinejad, M Arab Chamjangali, N Goudarzi, G Bagherian. Synthesis and 

characterization of a new magnetic bio-adsorbent using walnut shell powder and 

its application in ultrasonic assisted removal of lead. J Environ Chem Eng. 2017; 5: 

1429–1437. 

2. Li Q, Zhai J, Zhang W. Kinetic studies of adsorption of Pb (II), Cr (III) and Cu (II) 

from aqueous solution by sawdust and modified peanut husk. J Hazard Mater B. 

2006; 141: 163–167. 

3. Osvaldo KJ, Leandro VAG, Julio CPM, Vagner RB, Tânia MSM, Rossimiriam 

PFG, Laurent FG. Adsorption of heavy metal ion from aqueous single metal 

solution by chemically modified sugarcane bagasse. Bioresource Technol. 2007; 

98:1291–1297. 

4. Chowdhury S, Chakraborty S, Saha PD. Response surface optimization of a 

dynamic dye adsorption process: a case study of crystal violet adsorption onto 

NaOH-modified rice husk. Environ Sci Pollut Res. 2013; 20:1698–1705. 

5. Chen SH, Yue QY, Gao BY, Xu X. Equilibrium and kinetic adsorption study of the 



 

 

1 

adsorptive removal of Cr (VI) using modified wheat residue. J Colloid Interf Sci. 

2010; 349: 256–264. 

6. Xia L, Hu YX, Zhang BH. Kinetics and equilibrium adsorption of copper (II) and 

nickel (II) ions from aqueous solution using sawdust xanthate modified with 

ethanediamine. Trans Nonferr Metal Soc China. 2014; 24: 868−875. 

7. Ku H, Wang H, Pattarachaiyakoop N. A review on the tensile properties of natural 

fiber reinforced polymer composites. Compos Part B-Eng. 2015; 42: 856−873. 

8. Tan ZF, Chen KT, Liu PK. Possibilities and challenges of China's forestry biomass 

resource utilization. Renew Sust Energ Rev. 2015; 41: 368−378. 

9. Altun T, Pehlivan E. Removal of Cr (VI) from aqueous solutions by modified 

walnut shells. Food Chem. 2012; 132:693–700. 

10. Zhu MJ, Yao J, Dong LF, Sun JJ. Adsorption of naphthalene from aqueous 

solution onto fatty acid modified walnut shells. Chemosphere. 2016; 144: 

1639–1645. 

11. Cao JS, Lin JX, Fang F, Zhang MT, Hu ZR. A new absorbent by modifying 

walnut shell for the removal of anionic dye: Kinetic and thermodynamic studies. 

Bioresource Technol. 2014; 163: 199–205 

12. Cheng LP, Sun L, Xue WL, Zeng ZX, Li SMS. Adsorption Equilibrium and 

Kinetics of Pb (II) from Aqueous Solution by Modified Walnut Shell. Environ 

Prog & Sustain. 2016; 35:1724−1731. 

13. Li SMS, Zeng ZX, Xue WL. Adsorption of lead ion from aqueous solution by 

modified walnut shell: kinetics and thermodynamics. Environ Technol. 2018; 

Available at: https://doi.org/10.1080/09593330.2018.1430172 

14. Gholami Z, Abdullah AZ, Lee KT. Selective etherification of glycerol over 

heterogeneous mixed oxide catalyst: Optimization of reaction parameters. 



 

 

2 

Chemical Engineering and Science. 2013; 1:79−86. 


