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GROUP DIVISIBLE VARIANCE - SUM THIRD ORDER
ROTATABLE DESIGN THROUGH BALANCED
INCOMPLETE BLOCK DESIGNS IN FOUR
DIMENSIONS

ABSTRACT

In the study of rotatable designs, the variance of the estimated response at a point is a function of the
distance of that point from a particular origin. Group divisible Rotatable Designs have been evolved by
imposing conditions on the levels of factors in a rotatable design. In Group Divisible Third Order
Rotatable Designs (GDTORD), the v-factors are split into two groups of p and (v-p) factors such that
the variance of a response estimated at a point (x, x5, . Xy ) equidistant from the centre of the
designs is a function of the distances d? and d3 from a suitable origin for each group respectively.
Where d? and d3 denotes the distances of the projection of the points in each of the group from a
suitable origin respectively. In this paper a four dimensional Group Divisible Variance-Sum Third
Order Rotatable Design is constructed using a balanced incomplete block designs.

Key words: Third order rotatable designs; BIBD; Group divisible Third order rotatable designs; Group
divisible Variance- sum third order rotatable designs.

1. INTRODUCTION

The study of rotatable designs mainly emphasized on the estimation of absolute response.
[11 Introduced rotatable designs for the  exploration of response  surfaces.
In rotatable designs, the variance of the estimated response at a point is a function of the distance of
that point from origin. In Group divisible rotatable designs the variance of a response estimated at the
point is a function of the distances d? and d3 from a suitable origin for group one and two respectively.
As the factors get divided into two groups, thus these might be called “Group — Divisible Rotatable
Designs” such that for the factors within each group the designs are certainly rotatable when the level
of factors in the other group is held constant. [2] independently studied some generalization of SORD
and introduced Group-Divisible Second Order Rotatable Designs (GDSORD).They introduced
GDSORD by modifying the restrictions on the levels of the factors in a second order rotatable design.
[3] identified some practical grouping of the set of factors and introduced group divisible response
surface designs both of second and third order and gave methods for their construction.
[4] Introduced and constructed Variance Sum Group Divisible Second Order Slope Rotatable
Designs. [5] constructed a Variance Sum second order and third order slope rotatable designs. [6]
Introduced a Variance-Sum Group Divisible Third Order Slope Rotatable Designs. Now we introduce
in this paper a construction of a four dimensional Group Divisible Variance-Sum Third Order Rotatable
Designs using a balanced incomplete block designs.

2. METHODOLOGY
The construction of Group Divisible Third Order Rotatable Designs can in many occasions be made to
depend on known solutions for BIB designs. To consiruct a (p,v— p) GDTORD in four factors we

consider a BIBD with parameter parameters (v =4, b=6, r=3, k=2, A=1) with r >

3 1, which is then divided to form two groups of factors, one of p-dimension and the other (v — p)
dimension with p=>2 and (v — p) = 2.We will first start by writing the transpose of incidence matrix of
the four factor BIBD Design with unknown level a and zero, where a takes the place of 1 in the above
matrix which generates b combinations. From these design points we get b combinations each
containing ka's and (v —k) zeros.Then by combining the points above with their suitably chosen
points set of S(c,0,0...,0) , 25(d,0,0...,0) and 2S(b,b,b...,b) levels with d* = tc? for t > 0 where unique
(1+2t3)°
(1+213)2
0. The equations obtained are satisfied for t = 0.4544 solution forming a four dimensional GDTORD.

solutions is obtained by assuming a function t= chosen suitably for four factors so that t >
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All the unknown levels is determined by the moment conditions for Group Divisible Third Order
Rotatable Designs [7].

Let 4 = f(d) be afunction of the radius of a rotatable design,

4
- . 2 2 2 __v2 2
where d =radius and A a scaling parameter .Also let d~ = Zx w »such that Where di = )i q x|
i=1
2
,d; = )i=3 x]
1:(0) Yx?=Nx fori=1,2
Yxf =N, j=34
(i) Yxi =3NA, fori=1,2
ZX? = 3N}\4 ] = 3I4
(i) Y x° =15N), fori=1,2
Yxf = 15NAg j=34
2 :(a) ()X xf xf =Nl fori#jfori=1,2
j=34
(il) Xy x{ ]2 NA4 forj,j = 3,4
(iii) Tiey X{ X = N2y fori,i' = 1,2
(b) (i) X xfx=5NAg fori=jfori=1,2
j=34
(i) Ty X{ X[ = 5NAg forj,j = 3,4
(iif) Tjey xPx; = 5NAg fori,i' = 1,2
(3) ZZZX?XJ?:{ = NAg fori#=j#k

We have all odd order moments equal to Zero in both the groups.

Non-singularity conditions
1 e K
Bt ~ sz
2.

Aadg _ k+2
A7 ks

The above summations are taken over all design points.

2.1 Method of obtaining a Variance — Sum Group Divisible Third Order Rotatable

Designs

From the design points generated through GDTORD; we obtain a VSGDTORD in four dimensions

meaning, the sum of variance of the response estimates in the direction of any factor axis in each

group of mutually orthogonal spaces, one of p-dimension and the other of (v-p)-dimension given any

point must be a function of the distances di and d% respectively from the design origin. Let D =

((xik))be a set of M design points and y,,y,, .., yy be the N responses to fit the following third order

response surface,

Y(X) = by + X bix; + X byx +22b,P iX; + % X byxixy + X X byx;x +Zb1,x + ¥ byx? i + ¥ byiix? +

¥ by’ ; +E):b]”xx +Zmexx +ZZb]”x,x +ZZZb”kxxxk+ e
The Taylor series approximation is of the form

E(y)= ﬁo+Zﬂzx,+ZZﬁux,xt +Zﬂnxl DI ERD W EEDWDIWIEEND I W2

i=1 i'=i+1 Jj=p+l Jj=p+l j=p+l j'=j+1 i=l j=p+1

Zﬂmx, I3 RS 3p R PO

i=l j=p+l i=1 i'=i+l

where ) is the response, X, and X, is a p factor group, X, and x], is the (v—p) factor group, S's
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are the regression coefficients at both the p factor levels and (v—p) factor levels. For a complete

third-order model, including the intercept, we can express the total number of model terms, L, as

L:(k§3).

We then consider the linear model as

yi= [ (x)B+eg,
i=1,2,..n

Which can be expressed in matrix notation as

Y=Xf+s

The vector Y is an nx1 vector of observations; X is an nxp matrix; £ is a px1 vectors of unknown

parameters; £ is an nx1 vector of independently distributed random variables, with mean zero and

variance o°. By the method of least squares the estimates of the parameters 3 will be obtained.
These are given by

p= (X'X)’IX'Y
let M be the moment matrix,
1
where M=—X'X
N
The determinant of M is obtained, which gives the non-singularity conditions for third order design to

be rotatable. Then the inverse of M will be determined which enables the variances to be obtained.
For a third order full model we have,

L) =LA (0, f5 (0, f5 (0, f; (0],

Where V is the number of factors in a four-dimensional factor space, then we have
2 2 2 2

L) = (L, x5,x5,%5) 5 () = (XX, 6,05, XX, , X, X5, X, X, , X3X,),

f3t ()C) = (x1x2x3 5 X1 Xo Xy s Xy X1 X3 Xy 5y x3x4) and f4t ()C) = (glt ()C), g; (X), g; ()C), gztt (x))where

gé (x)= (x3,x§,x3x12,x3x22,x3xf )’gi (x)= (x4,xj,x4xf,x4x§,x4x32)

Thus for a third order design &, the partitioned matrix of the moment matrix M(&) is given by

M, (&) 0 0 0

3 M, (%) 0 0

M= 0 0 M;($) 0
0 0 0 M, (S)

where M, (&)= j [ f1(x0)Edx) (0, j=1,2,3,4)
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Considering the symmetric designs only we will be in a position to obtain the inverse ofM(gE). For a
symmetric design&, M;(&)(i # j) are null matrices thus M(&) is reduced to a block diagonal

matrix of M(&) = Diag{M,,(£),M,,(&),....M, (&)}.Note that for a symmetric designd,

M, (&), M, (&),....M, (&) are diagonal matrices and further M| (&) in itself is a block diagonal
matrix given by

M, (&) =Diag {M(&),....M; (&)}, (5)

where M;(f)zjg[(x)gf(x)f(dx) (i=1,2).Then for a symmetric design M (&), it is seen that

variances is given as,

4
AEEDNAC)

i=l1
where V(&)= x' [M ()] 'x (i=1,2,3,4)
Summing the above variances we get expression which is a function of

2 2 2.2 2.2 2_4 4.2 2_4 2,22 2.2 2
VDT EADIDIEDIEEADIE P IEE B IE IR
f<j

i'<j' i<j i<j i'<j' i,i'<j' i<j,i'
In order to achieve the variance in a GDTORD, the variance must be a function of d?,d3only.
Therefore we need to cancel all the interactions by equating them to zero.

Then at the point X €  the response is

V(I x)=f" () B

With variances for the two groups being
V(F (x))y=6° () (X'X) S (%)
V(3 ()70 £ () (X X)" f (%))
Where the Variance Sum will be a function of distances d? and d3 only as shown below

?:1 V(y(x) = f(df,d%),Where df = ?:1-751:z > d% = ?:3 x,?

3. RESULTS AND DISCUSSIONS
3.1 Group Divisible Variance-Sum Third order rotatable designs in four dimensions

From the 80 design points of a four dimensional GDTORD generated through BIB designs, the
moment matrix of a four dimensional GDTORD is given by;

1 .
Moment matrix M =—xx
N

Where N =80 design points

for v=4,x,,x, forms the p factor group whereas x,,x, forms the (v-p) factor group. Then for the
full third order model in four factors we have,
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@) =LA ), f; (0, f (), i ()],

The design space is divided into two groups of two factors each, the p- factor and (v-p) factor space
satisfying df = Y.7_; x/ and d3 = 2?23 x}? with the corresponding variances ¥ ([J(x;,)]) and

V([)A/(xj )]) respectively, thus the design is called a Group Divisible Variance-Sum third order

rotatable design in four dimensions.

3.1.1 Group one: Variance V([j/(xi)]) for p dimensional space
For a symmetric design M (&), it is seen that variances for p-factor group is given as,

1 x; X2 1.0000 1.0051 1.0051
M, (&)= x; xx; |=|1.0051 2.1524 0.7175].
(symm)  x; 1.0051 0.7175 2.1524

0.7175 0
My(S) = 0 0
XX x'x; A 34 A, 1.0051 2.1524 0.7175
My = xt xixg |= 154, 34, |=|2.1524 6.0000 1.2000
symm X' x; symm 34 0.7175 1.2000 1.2000

For the variances we have,

(&)= M1/,

a b b
Let (M l’ll)be represented by| b ¢ d |such that
b d ¢

V(€)= [a +2bx] +2bx3 +ex)' +cxy + 2dx12x22]
sz(‘f) = fz' [Mzz((-f)]ilfz

o n 0
Let (M22 )be represented by 0 0 such that

Vo (&)= miix; ]
Via (§) = g, [M44(])(§)]71g1

€ g

f
Let (M;;(l))be represented by| /& k |such that
g k1
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V44(1) (5) [exI +2fx, +hx] +2gx1 X, +2kx4 S+ x2]
V44(1) (5) = V44(2)(§)
The variance V y(x ) Z V(x,)

Summing the above variances we get expression which is a function of
2 2 2.2
le ,sz , ) XXy, xle ,Z X, x: and in cancelling the interactions we;

V([3Ce)) = (ax; +Q2b+e)x; +(2f +)x +hxf +(2b+e)x; +(2f +¢)x) +hxj)  being
function of " x;. " x; only .

Let d? = Y2, x? such that

V([3(x)])=f (@) only

3.1.2 Group Two: Variance V([f/(x/)]) for (v-p) dimensional space

For a symmetric design M (&), it is seen that variances for (v-p)-factor group is given as,

1 X x; 1.0000 1.0051 1.0051
M, (&)= x;  xix; |=|1.0051 2.1524 0.7175|.
(symm)  x; 1.0051 0.7175 2.1524

0.7175 0
Mzz(ég): 0 0

x32 x; xfxf A, 34, A4 1.0051 2.1524 0.7175
M 5= x36 x;‘xf = 154, 34, |=|2.1524 6.0000 1.2000

symm xx, symm 3 0.7175 1.2000 1.2000
M44(4) = M44(3)

Vi) = ﬁ, [M11(§)]71f1 =

a b b
Let (Ml"ll)be represented by| b ¢ d |such that
b d ¢

Vi (é‘) [a+2b)c3 +2bx; +cx3 +cx, +2dx3x4J

V(&)= [ IMyu(OT 1,

a
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n 0
Let (MZ’Zl ) be represented by{O 0} such that

Vo (&) =] i} |

Vi) &)= g; [M 45, (5)]71 83

e f g
Let (M;;m) be represented by| /&  k [such that
g k1

Viss) (g‘f) = [ex32 + 2ﬁc; + hx36 + 2gx32xf + 2/cx;xf +Zx32x:]
V44(3) (é:) = V44(4)(§) = g;; [M44(4)(§)]71 84

The variance V([j/(xj)]) = i Vix,)

Summing the above variances we get expression which is a function of
2 2 2.2 4.2 4_ 2 . . . . .
Zx3 , Zx4 5 ) XXy, ) X4 Xy ,Z x,x; and in cancelling the interactions we;

V([3(x)]) = (ax; +(2b+e)x; +(2f +c)xi +hxy +(2b+e)x; +(2f +c)x; +hx{)a function of
Zx“z»cf only.

Let d5 = 2}23 sz such that

v ([3(x)1)=f (d) only

With variances for the two groups being

V()=o) (X X) £ (x,)

V([PG)l)=c" f(d})

V() ())s” £ () (X'X)" f(x,)

V([3(x)1)=1(d3)

Thus the variance Sum is the function of distances di and d3 only.

i1 V(J ) = f(d},d3),
Thus the considered response surface is a Group Divisible Variance - Sum Third Order Rotatable
Designs in four dimensions through a BIBDS.

4. CONCLUSION

Group divisible Variance sum third order rotatable designs constructed here gave less number of
design points than the corresponding rotatable designs constructed using BIBDS. Further, the number
of normal equations for estimating the parameters estimates is reduced by adopting this method.
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Other investigation on construction of a Group divisible Variance sum TORD for k number of groups is
recommended.
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