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Compulsory REVISION comments 

 

Four important equations, 

(10), (11), (17), and (18), are 

erroneous, the manuscript 

must be rewritten.  

 

The causes are as follows.  

 

1. The authors have not 

considered W12 in the cycle.  

 

2. The net work output of a 

cycle is not equal to qi-q0.   

 

3. The correct expression of 

the efficiency has not been 

given. 

 

 

 

 

Equations, (10), (11), (17), and (18), are correct. 

 

1). The compressor work is calculated by the enthalpy differences (equation 

(12)), since the transformation carried out during the compression process 

corresponds to an open process. The efficiency depends on the net work which 

is defined as the difference between input heat and output heat. See for 

instance: 

“ Michael J. Moran and Howard N. Shapiro, Fundamentals of engineering 

thermodynamics, 4th ed. 1999, John Wiley & Sons, USA” Pages 70 and 71. This 

is a general method for every thermal cycle. 

The compressor work defined as )( 1212 hhW −=  in equation (12) doesn’t 

decrease to the increase of pressure ratio, but the specific work of the cycle. 

This is completely normal in a thermal cycle. At selected pressures the 

compressor is really a blower which develops very low work defined as (h2-h1). 

 

2) The net work of every cycle is just the difference between qi-q0.   

 

3) The expression for the ideal efficiency is correct as is. 

Thank you for your comments 

 

 
Minor REVISION comments 

 

  

Optional/General comments 

 

  

 

 


