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ABSTRACT

Texture analysis is one of the promisingcarefully studying the invariant methods, it is
field of digital image processing. The main targetlassified into three major categories .They are
or goal of texture analysis or recognition is tostatistical methods, model based methods and
understand, process and to model texture arsdructural methods. Each method has its own
ultimately to simulate human visual learningmerits and demerits.

process using different computer technologies This paper provides a comprehensive
which are generally done by implementing theeview of different state — of — the — art
different texture analysis methods like spatiatechnologies currently used and under research in
method, structural method, statistical method. Ifhe area of texture Segmenta{ion and ana|ysis_ The
this paper, an approach is madeto analyzgaper is organized as follows —i@ection I
the different problem areasin this field, toprovides background information about the
highlight the gap or shortcomings in technologytexture analysis and its methods, texture spectrum
and the possible ways to bridge those gaps isnd texture classification using the fractal method
technology. , Section llI discuses the different conventional
KEYWORDS texture recognition techniques .Existing research
Image processing, Image segmentation¥ork and their corresponding results, merits and
Texture recognition, Color image processinggemerits are discussed 8ection IV. Section V
Appearance based modeling, Bidirectionadiscusses on the possible ways to overcome the
texture, Pulse function, Pulse image processing@p or shortcomings in technology and the future

BTF, Neural networks. expected work in the field of texture analysis.
.  INTRODUCTION [I. TEXTURE ANALYSIS
One of the major issues faced in the fielc Texture  analysis refers to the

of image processing and computer vision icharacterization of regions in an image by their
texture analysis and texture recognition. Texturtexture content. Texture analysis is an attempt to
recognition had been an active research topiquantify intuitive qualities described by
since almost three decades. Various scientist aroughness, smoothness, silkiness, or bumpiness
technologist had proposed different methods anthat is a function of the spatial variation in pixe
mathematical interpretation in this field. Textureintensities. The roughness or bumpiness refers to
analysis is the major problem in the applicatiorvariations in the intensity values, or gray levels.
areas like in remote sensing, object recognitior Texture analysis has a wide spread scope. Texture
mobile robot navigation, estimation of 3D surfaceanalysis is used in a variety of applications,
area from 2D images, contour based imaginC|Uding remote sensing, automated inspection,
retrieval and many more. Numerous algorithm@nd medical image processing. Texture analysis
had been proposed in the open literature tcan be used to find the texture boundaries which
overcome the drawbacks of the exsisting methodare called texture segmentation. Texture analysis

The major exsistence of the invarianiS helpful when objects in an image are more

texture analysis algorithms has been paid moiCharacterized by their texture than by intensity.

and more importance and attention. After Texture analysis has a distinct application in the



field of applied crystallography where the crystalstatistical probability density function model is
structure, stress, strain and crystal sizéditted to the spatial distribution of intensitiesthe
determination is done. texture. This methods measure the interactions of

Humans perceive scenes that havémall number of pixels. A popular statistical tool
variation of intensity and color, which have thefor extracting second-order texture information
repeated patterns called the texture. Now what isfEom images is the gray level concurrence matrix.
texture? In a very basic way a texture is ah?]
ensemble of repeated sub patterns that follows a TEXTURE SPECTRUM
set of well defined placement rules. These sub
patterns comprised of fundamental units whichrgyire Spectrum

are called primitives. [2] The various attributeSyegerining the  different texture features which

and the utilities of the texture are explained iny.o present in an image .In this method usually a
brief. The classification of the object patternyiire unit represents the local texture

becomes easy if we can identify the texture. Thg\tormation  for a given pixel and its

attributes of the texture is defined as coarsenesRighhourhood,and the global texture of an image
homogeneity, orientatition and the spatiaig represented by the texture spectrum.A texture

relationship between image intensities or tones i¥nage is represented by a set of small units aalle

determined. [2]. Based on the attributes, textsre g texiyre unit that usually represent or prové tha
broadly classified as micro-texture and macrogy.a texture information for a good pixel and
texture. Both micro-texture and macro-texture ' eighborhood of that pixel.

composed of primitive elements with specific In Square Raster Digital image 5
shapes, sizes and placements. Two important ol resentqin an image isgsurrounc?ed lbIg siaht
attributes of such textures are coarseness ahd.-, P 9 y €lg

directionality. Coarseness relates to the sizéef t neighboring pixels. The local texture information

texture elements. If the primitive element size igor a particular pixel is then extracted from the

large, then the texture is termed a coarse textunee'ghb.Orlng pixel that represents the elements of 3
3 window under the pixel.

or macro texture and if the size is small the” ) _
resultant texture is a fine or micro texture. Thus texture spectrum informationniro

Directionality corresponds to the orientation ofth€ €ight neighborhood pixel that form a smallest

the texture elements and to their spatiadnit- In  neighborhood of 3 by 3
arrangement. [2] pixel.V={Vo+V1....V8) a set denoting nine

Based on feature selection. textu elements where Vi(i=0,1....8) represents the gray

understanding method is classified as spatié%fvel of the ith element in the neighborhood where

methods, structural methods and statistica 0 denote the gray Ievgl of the ce.ntrall pixel. ,
method In spatial methods, a texture is modeled ~ TU(Texture Unit) of the pixel is obtauh

as a surface from which spatially compact and/hich is defined by a set containing
visually perceptual features such as the line§lément.TU={el,e2,23....e8) where Ei(i=1,2...8)
edges, orientation, etc., are extracted over atargEi=0 where Vi<Vo, Ei=1 where Vi=Vo ,Ei=2
area The method looks for such repetitive Where Vi>Vo.Here element Ei occupies the same
perceptual features, and creates a vector of thepesition as the pixel i.Texture units are
perceptual features in the textude. structural represented by the formulae NTU=37(i-1) Ei
characterization, a texture is viewed as made up #fhere i=1,2....8 where NTU represent texture
many primitive textural elements, called ‘texel’ units.Each texture unit number describes the local
arranged according to some of the specifitexture aspect of a given pixel that describes the
placement rulesand in statistical methods arelative gray level relationship  that exists
texture is defined as a random field and &etween the central pixel and its neighborhood

is a statistical way od



.Therefore texture spectrum is defined as thACTIVE COTOUR MODEL

frequency distribution  of all  the texture Monochromatic image segmentation utilizes the
unit(numbers) with the abscissa that represent thgasic properties of the gray level images to detect
NTU and the coordinate frequency of itSThresholding ,region growing ,region splitting

occurrence. and merging are the ways in which segmentation
TEXTURE CLASSIFICATION USING can be performed .The limitation of this image
FRACTALS segmentation is that it produces spurious

edges,gaps ,edge grouping ,and complete reliance

The fractal properties of an image are based df!. the information contained in the local

and computed from the rate of the decrease &ighborhood of animage.Now the active contour
areas where an image is captured at a course '9Pdels proposed in the seminar work of KASS
resolution n as the finer details present insige thel-Al 0N snakes which provides an approach to

area disappears when images are captured {fpu@l analysis of shape .Snakes are contour
lower resolution or scales. model which are used to detect the boundary and

Fractal properties are used for texturShape of an object as well as to track a moving

e . . . %bject in an image sequence .Snakes are used for
classification amongst various images and texturgdge and curve detection .segmentation .shape
compon.ents. modeling and visual tracking .Basically snake is a
Fractal lines and shapes parametric curve and its properties are specifies
The estimated length L(S) is related to the fﬂactahrough a function which is called an energy
dimension d of the line by the formulaefunctional.
L(S)=Fexp”(1-d) where F=constant for a
particular line type .The estimated length is theSHAPE DISTORTION AND
true distance between two points in case of thﬁORMALISATION METHOD
straight line .In case of the straight line theuatt

distance is exactly equal to the estimated distan@gj‘s?d on th? camera placement thgre are four
and this fractal dimension is calculated from th@0ssible basic forms of planar object shape
slope of the line present in the textured image. distortions-rotation,scaling,translation, and

Fractals in Texture Classification skewing . A good shape descriptor should not be
Each pixel in a textured image is considered as affected to these distortions. So it is of prime
cuboids with its length and width equal to theémportantance to normalize the shape patterns in

pixel dimension and height equal to the pixelts original and various distorted forms, such as
intensity. The total exposed surface indicated thg

_ aled, rotated, translated or skewed forms, 4o tha
surface area of the texture .The area is calculat?é

at different integer ruler sizes L which is obtalne ey all,more or less, rgsemble similar to each
by calculating different integer ruler sizes L by©ther- When an appropriate set of features are

averaging adjacent pixels to generate a new imadg&tracted only after such a normalization, shape
with pixel size L .Thus we inferred that A(L) is classification yields much better accuracy.
propositional to L(2-D) where D is the fractal Considering shape normalization of a binary
dimension of the image. D'can be_calc_ulated frornnagef ('s,y) in whichf ('s,y) = 1 indicates that
the slope of A(L) versus L in logarithmic scale . (2 ,y) is an object pixel, otherwise it is a
background pixel. Such a normalization algorithm
to normalize the shapes, called shape compacting
involves the following steps:

[l... TEXTURE RECOGNITION
TECHNIQUES




1. computing the shape dispersion malufix Integrated Cortical Method[3] is proposed in
2 .aligning the coordinate axes with the eigen  the year 2004 ,in the Elsevier journMany of
vectors of hl the texture recognition algorithms rely on the
3. rescaling the axes using the eigen values of hl statistical analysis of image segments. In this
paper a new approach is proposed which depends
FOURIER BASED SHAPE DESCRIPTOR ©On pulse image spectra. The image texture is
METHOD procegsed by a higher order network and cognitive
In this method firstly an object shape signatsre ipulsatlons are used_ to extract_the Image texture.
computed .Then the discrete fourier transform iGeneraIIy the various techniques which are
) ?‘requently applied to a standard texture database

computed on the shape signature. This S|gnaturef|(§r texture analysis are Auto-correlation method,

obtained from either the boundary points of th%o—occurrence method, edge frequency method,

and radii information of the boundar oints%wv,S method, Run Length method, binary stack
y P g?ethod, method of texture operators.

.These points are captured at the interval of equ i
angles from the centroid .Now after computing This paper represents a model that uses

the fourier transform on shape signature fouriefPU/S€ image’ generators to eventually determine
coefficients  captures the general shapéhe pulse spectrum’ of each pixel. These spectra

charecterestic .Fourier descriptors that &'€ then used to classify the pixels. Pulse images

computed are affected by the rotation and scaling€ 9enerated from a single input image. Basically
of the image ,so appropriate normalization of th&2ch Pixel, which ‘is also termed as neuron
boundary is required to make it a standard Siz%onasts of a coupled oscillator consisting of an

and orientation.Fourier descriptors preserves aif'ténal state (F) and a dynamic threshold. It is
the attributes of the shape of an object. mathematically convenient to group the F’s of all
the pixels into a single 2D array, F. Similarlyeth

thresholds are also described as an array. The
REGION BASED SHAPE DESCRIPTORS pulse images tend to isolate the segments,

textures, and edges that are contained in the input
This take in to account all the interior andimage. The pulse spectra of an image are
boundary pixels of the shape.The prominentndicative of the texture-contained therein.
region of the shape descriptor is based on thEherefore, a library of pulse spectra can be
moment. The moments are geometric momentreated and used to classify unknown spectra via
Hu’s invariant moment, Zernike moments, Radiabimple matching of associative memories.
Chebyshev moments.Different types of moments
are used for different moment based classification.

V... RECENT WORKS ON TEXTURE
ANALYSIS

From the last two decades research has
been going on in the field of texture recognition. - R TS — _
Different texture recognition tools, methods, Fig 1:-Classification of pixels as epithelial nuigle
algorithms are used and are applied in a variety of cytoplasm, or secretion [3]
areas starting from medical images to the satellite
images. In this paper we have mainly
concentrated on the skin texture recognition.

A prior work on thetexture
recognition of medical images using the




bidirectional image set better captures the coraplet
appearance. For computer assisted applications ther
are additional challenges beyond captures images.
Computer assisted evaluation requires a
computational representation based on directional
images to extract useful quantitative information.

“a » h >y ’ 'm This type of quantitative evaluation is a fundamaént
Figure 2:- [3 JResults from the use of an assouviat pr(_)blem but bidirectional imaging gives a starting
point.

memory
A structure can be imaged computationally

. .py applying a simple Lambertian shading model to
The method or the systemlls not perfect bUt,S,t'ﬁ) e surface geometry. Specifically, the computed
large segments of the image are classifie

) g° age having intensity I(x,y) is obtained from the
correctly. To improve classification a more|ocq| syrface normal N(x,y) and the illumination
complex recognition scheme was employed. ARjirection L(x,y) from a vector equation given as
improvement in recognition can be realized by 106,y) =NY).L(.Y)

employing an associative memory. The I:AAMHowever this ,model | is o,versimplified The
(fast analog associative memory) was employeg flectan(;e properties of the skin are. vastly
here to recognize pulse spectrum from sever f)m lex

training examples. It classifies each pixel as Yes piex.

, : The typical imaging scenario employed by
(white), No (black), or Undecided (grey). dermatologists in a clinical setting involves a

A work on the bidirectional imaging and ey jar digital camera positioned frontally to the
modeling of skin texture is published on IEEE  gyrface of interest, illuminated by the ambienbtig
transactions on Biomedical engineering in the ayaijlable in a common clinical environment. No
year 2004[4] This article present a method of attempt is made to calibrate the viewing direction
skin imaging which is termed as the bidirectionathe lighting conditions. To obtain bidirectional
imaging that captures significantly ~moremeasurements, the illumination source and camera
properties of appearance than standard imaginghould be moved in positions corresponding to
Specific protocols and methods like bidirectionaboints sampling a hemisphere of possible directions
texture function (BTF) are used to achieve théidirectional measurements can be quite difficalt t
bidirectional imaging and used to create thebtain due to mechanical requirements of the setup.
Rutgers Skin Texture database (clinicaWhen the sample is nonplanar, nonrigid and not-
components). Now using the skin texturefixed, as is the case for human skin, measurements
database, computational surface modeling wa&'e even more cumbersome.
used to perform automated skin texture In bidirectional imaging the main problem
classification using BTF. that is faced is to obtain bidirectional

In this paper, it is shown that a typical measurements, the illumination source and
digital image does not contain sufficient infornoati camera should be moved in positions
to mimic a real clinical visit. The salient featarim  corresponding to points sampling a hemisphere of
a digital image are very dependent on imagingpossible directions. They presented  two
parameters like namely, camera and illuminatioechniques in this paper to achieve bidirectional
direction. Therefore a single image cannot capturgnaging.
all the properties of skin appearance that may Dglethod 1:- uses a light arc and a camera mounted
important for diagnosis. In this method, a seriés oy, a tripod.
images is captured while varying the directionhef t
camera and light source, the salient features iof sk
texture are not discernible in a single image,that

Method 2:- uses a modified light arc and a camera
manipulator that was also used for the face texture
database. [4].



These two methods are essentially the same The recognition method consists of three
because in both the camera and illumination am@ain tasks: (1) creation of image texton librag), (
carefully controlled and a series of images idraining, and (3) classification.
obtained. But bidirectional measurements are Many standard approaches in texture
itself very difficult to obtain due to mechanical modeling characterize an image texture with a
requirements of the setuphe only difference is feature distribution. Models for bidirectional tare
that the equipment for method 2 allows morealso need to account for changes in appearance with
convenient positioning for facial imaging. viewing and illumination direction. In our method,
G the distribution or histogram of features is a fioe
of illumination and viewing direction. In this pape
each texture class is modeled using a collection of
‘texton’ histograms. The dimensionality of the
histogram space is given by the cardinality of the
image ‘texton’ library, which should be inclusive
enough to represent a large range of textured
surfaces.

In this paper [5] skin recognition
system using neural network a skin
recognition system is developed and tested. A
number of skin segmentation algorithm relay on
_ o ) _ skin colour only, but this work relies on both
Figure 5:-The illumination setup for imaging methodgyin color and texture features(features derived
1. [4]Various light poses are obtained by mountihg from GLCM). Feed forward neural network is

light source on a rotative arc. The setup a”OWSused to classify input texture images to be skin o
scanning of horizontal surfaces. yinp 9

Surface
of interest

Cat non-skin textures. Theproposed skin texture
)f) recognition algorithm consists of three main tasks.
/ (1) Creation of the library of representative skin
- - {;‘ | features,
Surface (2) Neural Network Training, and

ol imlerest

(3) Classification.

The library of skin texture is comprised of
300 images of skin textures of size 80X80 pixel.
The library consisted of variety of skin types of
different human races, different places of the

s human body and different lighting conditions.
TR Feed forward back propagation neural
N network with adaptable learning rate is used. The

Neural network have 3ayer; an input layer (13
— neuron), a hidden layer (50 neuron) , and output
ol interest layer (1 neuron). The input to the neural network
is the feature vector and has 13 components these
Figure 6:A-illumination setup for imaging method p are the 4 texture feature and the three color

Various light poses are obtained by mounting tyatli Mements for each color component (R G B), the

source on a rotative arm. The setup allows scanoing NN has only one output as shown in figure 6.
either vertical (top image) or horizontal surfaces
(bottom image)




Figure 6:B- Neural network structure[5]

The NN training process is done using skin and
non-skin texture images from the image library.
The output of the neural network assumed to be 1
for skin input image and -1 for non-skin input
image. Matlab 7.0 was used to implement the

system. SSE (sum square error) was th&igure 8:- Neural network generalization O/P for
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network performance[5]

skin input images|[5]

It can be concluded from the figures that the
system gave very encouraging results for both
skin and non-skin inputs. The use texture and
color feature enhanced the performance of the
system and gave recognition accuracy of 96% in
the generalization test. This accuracy proves that
the texture features are very useful as recognition
features for skins in addition to color featurestth
are used in many applications. Images that are
either taken under lighting conditions are very
different from the lighting conditions under which
that training set is taken, or they are not pldae s
texture i.e. they contain 3D shadow. This are the
limitations of this method.

In the IEEE journal published article
classification of color images of dermatological
ulcers, color image processing methods is
presented for the analysis of images of
dermatological lesions. In this paper the main
aim is on the application of feature extraction
and selection methods which is used for the
classification and analysis of tissue composition
of skin lesion or ulcers in terms of granulation
(red), fibrin(yellow), necrotic(black),



callous(white) and mixed tissue composition. FoBayes theorem . The MLP classifier consists of a
the feature extraction ,each image is firsset of nodes that constitute the input layer, ane o
manually segmented into 2 regions one into lesiomore intermediate or hidden layers of
and the background by an MACF. For eacltomputational nodes, and an output layer . The set
image the H component , saturation componendf measurements to be classified is provided to
L*u*v color component and L*a*b color the input layer and propagates forward, through
component is calculated. Based on the R,G,Bie hidden layers toward the output layer,
,S,u*,v* a* \b* component the mean skew nessreating a computed value for classification.

and kurtosis values are computed. Decision trees employ a strategy of divide-and-
G . o conquer, decomposing a larger problem
. 1 1 D D recursively into simpler sub problems. The KNN
. mWmEEN ifier fi |
h - classifier finds thek nearest neighbors of the

sample to be classified, typically by using a
distance metric (usually the Euclidean distance)
between the attributes of the sample to be

-]
[l
Bl ] classified and the attributes of all of the avdiab
= ; [  samples with known classification . In this study,
e thek value used for the KNN classifier is 10.
" - We analyzed the frequency of selection of
Fig 9:- Creation of CCMs for the analysis of texdin  each attribute in the twelve tests. An evaluation
color images. test was conducted with the classifiers used (naive
Bayes, MLP, KNN, and decision trees) and the
attributes selected once or more, twice or more,
The next step is feature selectionuntil eight times, which was the highest frequency
procedure. For the feature selection procedureptained. The labeling of the images by the
wrapper algorithm was used. The Wrappeflermatologist was used in training and testing of
algorithm generates candidate subsets of attributéde classifiers. The percentage of correctly
and evaluates them by using a learning schentdassified images and the area under the receiver
.This process is repeated with each candidate gefperating characteristic (ROC) curve were
until the stopping criterion is reached. Crossomputed for comparative analysis. The ROC
validation is used to estimate the accuracy of theurve is obtained by plotting a graph of the
learning scheme for a given set of attributessensitivity versus (1-specificity). The sensitivity
Cross validation is a sampling method for theof classification is the ratio of the true negasive
analysis of the performance of a classifier thathe number of negative samples. Then, the area
randomly divides the samples into mutually under the curve (AUC) is calculated. A large
exclusive partitions (folds) of approximately equalAUC  indicates  good  performance in
size ofn/r samples, wherr is the total number of classification. In summary, we can state that,
available samples. For the classification methodyased on the experiments conducted in this
the classifiers that are chosen to run thsetudy, the best approach to the classification of
wrapper algorithm are naive bayes ,multilayegolor images of dermatological ulcers is the MLP
perception, decision tree, and the k-nearestassifier with the following features:
neighbor classifier. The naive Bayes classifiehomogeneity between the components a* and b*,
calculates the probability of a sample which isontrast between the components a* and b*,
used to generate a model with a decision rule thentropy between a* and b*, and contrast between
always provides a response indicating the clagbe components u* and v*.
that has the highest probability after applicatién




and imply important consequences for the health
of the population.

Precise evaluation of pressure ulcers

; constitutes a crucial task in diagnosing,
—— monitoring the evolution and decisions on care
- interventions and pharmacological treatments to
. 2 . be arranged for each particular case. Clinicians
generally evaluate and register each pressure ulcer
using standardized scales and indexes, which are
3 based mainly on the visual inspection of the
W B W& & & & & 4

wound together with other relevant data about the
patient's health-state.  Nevertheless, visual
inspection constitutes actually a very subjective
Figure 10 : Percentage of correctly classified irmag and inaccurate way to deal with the accurate
with each classifier using different thresholds the  classification of tissues in this sort of wound.
frequency of selection of the attributes. The Iglmei The main objective of this paper is to

the horizontal axis indicate the numbers of feaure design a computational approach to tissue

the various sets of features used, starting witho#l P -
the 111 features computed, the features selectergCOgmtlon In pressure ulcer images. In order to

once(99), twice (71), and so on to eight times (2). accurqtely evaluate the wound state, pressure
ulcer tissues have to be detected, segmented and

finally measured.
This paper presents several image

: processing techniques and a hybrid approach
based on neural networks and Bayesian classifiers
to design an automatic procedure for effective
i region segmentation and identification of
significant tissues in pressure ulcer color-digital
. images. Neural networks have shown high

=]

E

=

H

Percentages olcCorrectly o smsdfied images
B

Numbar of feabenes used

Waiphied pwarags ALIC

efficacy rates when applied to similar clinical
problems such as melanoma diagnosis by digital
dermoscopy. Our proposed methodology includes:

classifier using different thresholds on the fregueof 1_)US:|ng Image - processing techniques such_as
selection of the attributes. The labels on the zuntal filtering, kernel smqothlng b.y the mean shift

axis indicate the numbers of features in the variouProcedure, and region growing to segment the
sets of features used, starting with all of the 111Mages;

features computed, the features selected once (99)Extracting significant color and texture features
twice (71), and so on to eight times (2). from these segmented regions;

In the paperBinary Tissue Classification  3)Using statistical analysis to reduce the
on Wound Images with Neural Networks and dimensionality of the feature space;

Bayesian Classifiersit is said that European gyTraining a set of supervised neural networks—
Pressure Ulcer Advisory Panel (EPUAP) defines g, tilayer perceptrons to classify the segmented

pressure ulcer as an area of localized damage {@yions as belonging to one of the different tissue
the skin and underlying tissue caused by Pressurgstegories proposed by the clinicians; and
shear, friction, and/or a combination of these. Thg Training a Bayesian classifier to form a

preventlon,. care, aqd treatment of pressure .ulc ayesian Committee Machine (BCM) which
pathology involve high costs for health services

Reamber of fepreres wed

Figure 11:A. Weighted average AUC for each



combines the predictions from the neurawhen it is applied to specific pressure ulcer
networks to improve the classificationimages taken in environments where the lighting
performance scores of the system. may be less than ideal. On the other hand, skin
texture models could also be used to deal with the
partial problem of separating skin from wound
tissues, but the heterogeneous and imprecise
nature of the images is again a strong handicap for
. these methods. Definitively, a more general
y - approach to the segmentation of several

r A for
E haaling
bezue
I fRcogniTion
=

| R S /e significant tissue types (and not only the skin) is
; e needed. For this purpose, in this paper an adaptive
i ; mean shift procedure for border-preserving region
e Ao, 4 smoothing is used as a preliminary stage for
Fy : A scu, region growing segmentation. The mean shift
; = procedure has shown a high level of reliability in
different image segmentation tasks.

Once the pressure ulcer images are
segmented, a set of color and texture features is
extracted from each resulting region. A principal

| component analysis (PCA) allows the reduction of
' | e dimensionality of the initial color and texture

-.<a  Eapert region
Ragson segmaniation witf =

Fitio e -'---:-5 I feature space. Finally, this pattern set is used to

Iraiming

lﬁgﬂ o ’ train supervised neural networks (multilayer

BCM,
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ey v perceptrons) and Bayesian classifiers, to
S T— categorize the tissue into five different tissue
o [CamraE] “adeton | |FEA-condonsod types: skin, healing, granulation, slough and
e {wratoimg mgts) Necrosis.
The mean shift procedure can be
Figure 11B. describes our overall procesg€onsidered a versatile tool for feature space
for region segmentation and tissue identificatioranalysis and can also provide reliable solutioms fo
on pressure ulcer digital images. Clinicians tooknany vision tasks. In this study, we use the mean
color photographs of pressure ulcers of patientshift  procedure for  continuity-preserving
with home-care assistance. One of the mosmoothing of pressure ulcer digital images, as a

critical concerns for effective tissue identificati previous critical stage to region segmentation.

on wound images is the accurate segmentation of Once the mean shift smoothing procedure
the specific regions present in the image. Pressufas been applied, a region growing algorithm
ulcers mostly have irregular shapes, vagufrives the image segmentation process. In the
boundaries, and very heterogeneous colorationigure given below, this region growing
These conditions make precise automatigegmentation algorithm has been launched on an
segmentation a nontrivial computational taskimage which is the result of the mean shift
where traditional image processing teChnlqueS—smoothing procedure. Segmented regions

such as histogram thresholding, border detectioghtained this way are consistent with the separate
using masks, or watersheds—usually fail. Activegreas of different significant tissues.

contour modeling can give good solutions to the
partial problem of skin/wound segmentation or
wound-border detection, but has some limitations




pigmented skin lesion. In addition, the directional
pattern of detected lines is analyzed to extract
their orientation features in order to detect the
underlying pattern. The method uses a graphical
representation to model the geometric pattern of
valid streaks and the distribution and coverage of
Figure 12: In (a), a digital image of a typical msure the structure.

ulcer on a patient’s sacrum is shown. In (b), theam Malignant melanoma, a form of skin

shift smoothing procedure has been applied t0 thgancer arising from the pigment-producing cells
image in (a). The image in (c) shows the resutisnfr f the epidermis, is most treatable when the

the region-growing segmentation of the Smomh‘:"(gisease is diagnosed early. However, effective

[ in (b). . : .
image in (b) therapies for metastatic melanoma are lacking,

The ma'n.dObJ.?ft'V? of this satu.dy 'S and the five year survival rate is only 15% for the
automatic tissue identification on wound images,, . anced stage.

to obtain a more effective tool for pressure ulcer

clinical evaluation. To this end, we consider the
issue of tissue recognition as the following
categorization problem: the classification of each
region from a segmented image as belonging t
one tissue type.

Effectiveness results and examples on rea.

pressure ulcer digital photographs have beehigure 13.A: Examples of streaks. Images (a) and (c

presented, and the appropriateness of offe lesions containing radial streaming and

proposed supervised approach for the efficierRSeudopods pattern, respectively. Images (b) apd (d

. L are magnified images to show the linear structures.
detection of significant wound areas has also been 9 9

shown. The use of a Bayesian classifier to _ N

combine the classifications of the neural networks Automating the recognition of streaks
allows the efficient detection of particularly Would help in building a computer-aided system
critical tissue, such as necrosis, which requirér melanoma detection. Such a system would not
invasive and immediate clinical intervention. TheOnly help physicians diagnose melanoma as a
Bayesian-committee-machine approach providegécond reader, it (_:ould also teach the technique of
better specificity scores than a more classicl€rmoscopy. This paper presents a novel
Ensemble-Averaged-Committee-Machine automated method, which builds upon and

approach when classifying those tissues with lo/@Xtends the earlier work This method analyzes the
prevalence rates, such as necrosis, which @rientation and spatial arrangement of streak lines
clinically a very desirable outcome. and classifies the lesion as a lesion wAlhsent

Now we are referring to the papeetection and Regular andirregular s.treaks. _
Analysis of Irregular Streaks in Dermoscopic Peleg et al.[29] first proposed and outlined
Images of Skin Lesions Irregular streaks are @ method to detect streaks; they argued that the
important clues for Melanoma (a potentially fatalPresence and absence of radial streaming and
form of skin cancer). This paper extends ouPS€udopods and their charactgrlstlcs could be
previous algorithm to identify the absence of€sted from a skeleton of the pigment network.
presence of streaks in skin lesions, by furtheftowever, they did not publish the details of their
analyzing the appearance of detected streak lingdgorithm. Bettaet al. developed a method in
and performing a three-way classification forWhICh streaks were detected by simultaneously

streaks, Absent Regular and Irregular, in a looking for occurrence of finger-like tracks along
the contour of a lesion, and brown pigmentation




for the corresponding region. Dividing an imagethreshold of /6, non-streak line segments are
into 16 sub-images, they computed, in each sulgliminated from the set of detected lines, and
image, the irregularity of the lesion border andeliable line segments at every scale are found to
also the hue component of the original coloform a multi-scale result to be used for feature
image in the HSV color space. The finalextraction. Reliable lines detected after orieptati
diagnostic decision was made by a simplenhancement are shown in Fig. 14(b), and the
threshold on these computed values. Theesult of valid streaks selection is illustratedtie
algorithm to locate streak lines is divided intaffo Fig. 14(c). These valid streaks are ordered in the

steps: preprocessing, blob detection, featurg@irection of the red arrow from 0 tatdor feature
selection, and two-class classification. extraction in the next step.

This  section describes the new Based on the mathematical definitions of
contributions in this paper, analyzing streakstreaks proposed in [14], a new set of 18 features
orientation, feature extraction and classification. is proposed for streaks, called STR (streaks),

The method for recognizing partial andwhich includes three Structural, three Geometric,
complete radial streaming patterns builds uposix Orientation, and six Chromatic characteristics
and extends the earlier work [14], [15], throughof valid streaks. Common color and texture
identification of valid streak lines from the sdt o features [35], [18] of the lesion itself, called TC
candidate streak lines, to reduce false positivdesion color texture) has also been used.
streaks such as hairs and skin lines. The method
also extends the analysis to identify the
orientation and spatial arrangement of streak lines
These novel geometric features are used to
identify not only the presence of streak lines, but
whether or not they aréregular or Regular
important for melanoma diagnosis.

Now we have to identify Valid Streak
Lines from Candidate Streaks. Skin lesions are
mainly circular in dermoscopy images, but they
can be any shape. The lesion shape is generalized
as an ellipse that has the same normalized second
central moment’s asthe lesion region. Two foci F1
and F2 are computed using the eccentricity of the
ellipse. To test whether a line segment, for
example the red line segment with the an@gle
with respect to the horizontal direction and the
centroid Al of in Fig. 14(a), is a streak or nof, A
is connected to F1 and F2 and the angle between
Al1F1 and A1F2 is computed and its bisector line
(A1B1) is found. It is expected that the orientatio
of a true streak line segment will coincide witle th
bisector line A1B1 . To test such a condition, the
angle between A1B1 and the line joining the Foci
F1F2 @1) is compared to the orientation angle
(B1) of the line. All orientations counterclockwise
from the horizontal axis are measured in the
range of [0, &]. By comparinga- | to a constant



constructed over the entire lesion, is a tabulation
of how often different combinations of pixel
brightness values (gray levels) occur in a pixel
pair in an image.

The streak detection algorithm and the
validation procedure outlined in the paper likely
miss and/or exclude some “true” streak lines. In

, -"ffi;;”'"’“L addition, the streak-specific features reported in
N T ——— Section 1lI-B may not cover “all” streak
properties. Thus the LCT feature set was

constructed, in order to capture the “missing”
information globally from the entire lesion.
Potentially, the LCT set could include other
dermoscopic features such as border asymmetry,
irregularity and the color counts. However, the
LCT set was restricted to the color and texture
information that is more obviously useful for
modeling streak patterns. In future, these streak
features will be compared with other dermoscopic
features to determine the predictive power of each
of them.

These results demonstrate that the
proposed approach can locate, visualize, and
classify streaks a8bsent Regular andlrregular
in dermoscopy images. Therefore, it can be used
in computer-aided melanoma diagnosis using
scoring methods. Furthermore, since the proposed
method locates streaks and provides a qualitative
analysis, it can be used to highlight suspicious
areas for experts’ diagnosis and for visualization
and training purposes.

Fig. 14. Validating streaks candidates. Images(a) The method has been successfully applied
illustrates how line segments are filtered based ofy the specific case of automatic detection and
their orientation difference /(6) from the expected c|assification of streaks, which are represented by
direction. Image (b) shows the line segments deleCt |inaar radial patterns. These oriented patterns,
after orientation estimation and (c) shows Val'dproduced by propagation, accretion, and
streaks after remow.ng false positives. deformation in radial phase, are common in nature
LCT (Lesion color texture feature) gng aiso in different fields of computer visiondan

includes the following 13 features: The meanihey are an important class for visual analysis.
standard deviation and reciprocal of coefficient of Now we are referring to the papBace

variation (mean/stdev) of the values in S andVRecognition using New Texture Representation

from HSV and L* of L*a*b*, and four of the e :
f Face ImagesFace recognition is substantially

classical texture measures;  energy, Cc’ntrasg’ifferent from classical pattern recognition
correlation, and homogeneity [37], [18]. These P 9

textural features are calculated from a grey level roblems,_ such as object recognition. The sh_apes
co-occurrence matrix (GLCM). The GLCM, of the objects are usually different in an object

recognition task, while in face recognition one




always identifies objects with the same basibe able to pick up shape as well as texture
shape. This is of utmost difficulty for a face characteristics of the object it is used to describ
recognition system when one tries to discriminat§ve show the result of the Trace transform of the
faces all of which have the same shape with mingQIl image, the rectangular face and elliptical
texture differences. The face recognition thereforghape in figure below. One can see that the
depends heavily on the particular choice of facehclusion of background sections destroys the
representation. local texture and structure of the Trace transform.
The Trace transform [1], a generalizationHowever, with the masked Trace transform we
of the Radon transform, is a new tool for imagecan keep the local structure of the shape as well a
processing which can be used for recognizingexture characteristics. We therefore call thisefac
objects under transformations, e.g. rotationtepresentation the masked Trace transform
translation and scaling. To produce the Trac@TT). The values of the masked Trace transform
transform one computes a functional along tracingnay be regarded as some sort of “texture”
lines of an image. Each line is characterized bgharacteristics of a face image.
two parameters, namely its distangefrom the

centre of the axes and the orientatgtine normal rq
to the line has with respect to the reference - = Y Ly
direction. In addition, we define parameter t along - | =

the line with its origin at the foot of the normal.
The definitions of these three parameters are
shown in figure below. The image is transformed
to another image with the Trace transform which
is a 2-D function depending on parametexp)(

N

Figure 16: Examples of the Trace transform. (a)lFul
image (b) rectangular shape and (c) elliptical skap

In face recognition, one may have the problem of
recognizing a face that is rotated, scaled and
translated with respect to the face in the database
It can be seen that the masked Trace transform is
shifted left or right by the corresponding amount
of rotation. One can apply a matching algorithm
on each column between original and rotated
versions of the masked Trace transform.

Figure 15 : Tracing line on an image with paramster

(@p) and t.

The Trace transform is a global transform,
applicable to full images. If we are going to use i
to recognize faces, we must consider a local
version of it. Having identified the faces in an
image, we proceed here to define the masked
Trace transform. The Trace transform is known to



proposed that combines color and texture
information to segment skin regions in color
images. Contourlet coefficients are used as
texture features. Proposed method has training
and test phases. In the training phase, these
coefficients are classified by MLP. For test
phase, at first the boosted pixel-based skin
detection is used to characterize skin pixels from
images. The used pixel-based skin detection is
similar to our previous work in Texture features
of skin-like region are extracted and recognized
by MLP which decides between skin and non-
skin regions. Then, a post-processing stage based
on Markov property is applied to joint separate
neighboring skin detected regions. In our
approach, we assume a structure of classifiers that
each of them is an explicit boundary skin detector
in a specific color space. A boosting method
called “unbiased voting” is used to combine the
results of the classifier and makes a better final
decision. This method gives a weight to each
classifier. This weight indicates the effect of leac
Figure 17: An original face and its versions diséf  classifier result in the final decision. The
by rotation. The corresponding masked Traceonducted experiments show a direct relation
transform for each face version is shown in thedoot betweertrue positive(TP) andfalse positive(FP)
row. rates in skin detectors. We have found that if the
~ The masked Trace transform allows us thgyassifier weights are determined in an order #hat
define a new way for face coding. We observegjance exists among high and low TP-FP
that there are subtle differences between the Traggyssifier weights, the best results will be
transforms of different people that make themychieved. The pixel based boosted skin detector
distinct, while the Trace transform of the samei cture is shown in Fig. 6. The weight of each
person seems to retain its structure over the thre@<ifier is determined by (By(i)=T(i)/ €T()
different images. where Ti is the TP rate of each explicit skin
Every point in the Trace representation oflassifier on the training data. Threshold of pixel
an image represents a tracing line. Here, we shalhsed boosted skin detection, , is determined
describe a method for weighting each tracing linempirically to detect 95.2% of all skin-associated
according to the role it plays in recognizing thepixels and assessment then made in terms of the
face. We need to find the persistence of thgercentage of non-skin pixels incorrectly
features locally in the masked Trace transform foaccepted_ The lowest false acceptance rate found
each person. So, by selecting the features in thg be about 27.6%. The threshold can be change to
Trace transform which persist for an individual,achieve higher TP versus lower FP. The aim of
even when their expression changes, we awgur proposed method is to detect the early skin

identifying those scanning lines that are mostegion with high TP and FP and then reduce the
important in the definition of the person. FP using texture analysis.

In the paper Skin Detection using The contourlet transform can be employed
Contourlet Texture Analysis, an algorithm is as a texture representation method in two different




settings. In the first case, patches of size 3282 atexture feature. Then, each patch matrix will be
selected from the main image and their contourlebw-ordered to get the features in the vector form.
coefficients are calculated. In the second formThe PCA transform of the vector samples is used,
undecimated contourlet transform can be appliegsince the contourlet coefficients are highly
to the whole image and then the small patches aredundant. Analyzing the eigenvalues, it is found
selected to process. The disadvantages of the fitstat using 70 first PCA coefficients, at least %95
case are twofold; it needs a large patch size wf the total signal energy will be preserved.
apply the contourlet transform with high numberrFinally, to classify the samples, an artificial redu

of decomposition stages. In addition, if thenetwork is used. The skin and non-skin class
minimum allowed patch siza.€., 3232) is used, target value is considered as +1 and -1,
the final skin map will have low quality due to therespectively. In the test phase, the contourlet
fact that skin pixels on the object borders aréransform of the whole test image is first
detected as non-skin. This will be as a side effe@omputed. Then, the basic color-based skin
of limited locality of the algorithm. However, in detector is used. For candidate skin pixels, the se
the second case the patch size can be changafd55 patches around that pixel in all sub images
freely to tune the locality of the method. Henceare selected and projected in the trained PCA
the second form of texture representation will besubspace to get the 70 topmost dimensions. The
used with 8 and 16 directions decomposition YO features are then fed into the trained neural
the first and second stage, respectively. To trainetwork. The label of the pixel can be determined
the system a set of 300 color images are selecteatcording to the sign of the network output.

Each image pixels are labeled in prior either as a Using 300 skin images, 3500 positive and
skin or non-skin pixel. A basic color-based skinhegative training data were extracted and used to
detector is employed to extract skin candidatgain a MLP with two layers of 14 and 9 neurons.
pixels of these images. Those candidate pixelgiassification was performed using the sign of the
that are labeled in prior by the user as skin @r-no network output. In color-based skin detection,
skin, are considered as positive and negativRGB, YCbCr, HSV, Nrgb, and YIQ color space
samples, respectively. In order to further procesgere used. In the post processing stage, if 65% of
the skin colored pixels, the color representatibn opixels in a block were detected as skin, the block
the main image is changed to YCbCr formatcenter was also marked as skin. The proposed
since method was tested on a number of images.

In this system the color information is separated ;

from intensity. The texture of the local area
around each skin colored pixel can be extracte

from the Y component. In fact, the proposed
method tries to model the nonskin pixels that have=ss
skin color and cannot be detected using the color “
based skin detector. To model these case® " |
successfully, the texture feature of pixels is™

needed. In contrast with non-skin areas, the locaf——= -
texture content of the skin pixels usually varlesﬂ
smoothly. Contourlet transform proves to be ag .= %=
suitable candidate for texture classification, 8inCrjgure 18: Results of applying nonsubsampled
it decomposes the input image in frequencyontourlet transform on whole image with post-
domain into different directions. Therefore, forprocessing. (a)Original Image, (b) boosted pixesdih

each sample pixel, a patch of size 5by5 arounskin detection, Input Image Y Color-Based Skin

that pixel in all sub images is used as the locdPetection Changing to YCbCr Space Contourlet
Transformation based on Y Component Selecting 5x5




Patches Around Skin-Colored Pixels Row-Orderingvalues.Next we have the decomposition of input
Patch Coefficients in each SubimageCoefficiengray scale images I(x,y) into the binary images is
Concatenation ANN Classifier Decision on Pixel (a)achieved by selecting pairs of thresholds from T
(b) (c) (d) (c) classification of pixels with cont®et  ang then the two threshold segmentation is
features, (d) .post-processed results. followed by I(x,y)=1 if t(I) <I(x,y)<t(u) and

In this paper, the advantage of the texturgy yv)=0 otherwise.where the t(l) and t(u) are the
information is taken in addition to color featue t ypper and lower threshold values. The following

devise a skin detection algorithm. Nonsubsamplegigyre illustrates the method of the TTBD(two
Contourlet tranSform was proved to be a Sun:ablﬁ-"'esho'd binary decompos|t|0n) in bnef

texture. A learning classifier was employed to
perform texture classification of pixels.
Additionally, the Markov property of natural
images is employed to join separate skin detecte
regions. The proposed configuration shows
significant improvement on false positive rate
with respect to one of the state-of-the-art methoc

iy ey

based on texture information. ———
In the paperAn efficient algorithm for
fractal analysis of texture [13]where a L Secsuolel

Binary Decomposition

completely new texture feature extraction methoi
is proposed ,which is named as the segmentatic
based fractal texture analysis method.Th
proposed method basically decompose the inpi
image into a set of binary images and then th
fractal dimensions of the resulting regions ar¢
somputed so that the segmented texture patte
can be classified.

The purpose of this paper is firstly to
decompose the input images into a set of binat
images by the two threshold binary decompositio
algorithm and to evaluate the STFA for image
classification and for the tasks of content base
image retrieval and to compare the performanc
of this STFA method with the already exsisting
extraction method .

The STFA algorithm is broadly categorizec e
into two main parts .(i) Usage of the TTBD(Two- Fig[13]B:-Decomposition of the region takem

threshold  binary ~ decomposition) technique&trom the satellite images using the TTBD
method for the conversion of input gray scalegorithm .

image into binary images. (i) Then for each (ii)

i g ) . ) STFA feature extraction algorithm is as
resulting binary image fractal dimensions mean, -\ After applying the TTBD to the input
gray level,and size are calculated.

_ _ ~gray level image the STFA feature vector is

(The threshold binary decompositionphtained from the set of the threshold values
method is as follows — firstly it computes a set opbtained from the multilevel otsu algorithm.Thus
threshold values.This set of the threshold ValUQﬁe feature vector is constructed as the the

is obtained by selecting equally spaced gray levebsylting binary image size,mean gray level,and




boundaries fractal dimension.The fractal !¢ 77
measurements are calculated or computed in ord gz :
to describe the complexity of the objects and th 47 -
structures segmented in the input image..Thus tt g o6 -
STFA feature vector corresponds to the number ¢ 3 %5~
images obtained by the TTBD multiplied by three = 2%
because the following measurements like g, -

==t Basic Texture
m——m— FFS
e SET A
. (3 bOT

= = = Haralick

ecision

area,mean gray level,and fractal dimension i o1 -

calculated.The following two figures pictorically 0-90'0 & = i o e
represents the STFA algorithm as proposed in tt ' ' © Recall ' '
paper.

Figure[13]C:-Precision and recall curves is
obtained for the lung CT ROIs dataset and STFA
presenting the highest image retrieval precision
for all recall curves.

Input
Image

V. Conclusion

In this paper we have discussed about what is
digital image processing, texture recognition and
discussed briefly about the prior recent work, but
the aim of the paper is to criticize the
technological gap and to highlight the problem
area faced in the field of texture recognition. We
had surveyed a large number of papers across the
different technologies that are used for texture
analysis that varies from fractal to artificial malu
network to statistical models and others and found
that each technology has their pros and cons. We
had shortlisted the best and most recent papers

Figure[13]D:-STFA extraction diagram taking anStudied in each technology and presented their
input gray scale image.First the input image if€VieW in our paper. The advantages and
decomposed into a set of the binary images gshortcomings of the paper are discussed in our

the TTBD algorithm .Then the STFA featureP@per. Since, the papers studied varies in
vector is constructed as the resulting binant€chnologies, so no generic comparison is done

image's size,mean gray level and boundari but individual analysis of the papers are done.

fractaldimension.
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