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ABSTRACT 8 

 9 

Consolidation is a process of decreasing soil volume that occurs in a lapse of time, derives an stresses 10 

transfer process that begins with the loading of the foundation and passes to the water phase contained 11 

in the soil, producing a reduction in pore pressure and the volume of the soil by the rearrangement of the 12 

solid particles. Thus, consolidation is considered a flow-mechanical coupled problem. Models have been 13 

developed to simulate this phenomenon properly. Therefore, this paper presents a coupled model of 14 

saturated consolidation, it can be extended to the unsaturated consolidation due to the introduction of soil 15 

effective stress. This model provides quick and easy results due to its flexibility, allowing infinite 16 

combinations in its boundary and loading conditions. The results show an appropriate behavior of the 17 

phenomenon of saturated consolidation and are consistent with those reported by other authors and 18 

those obtained in the laboratory. 19 

 20 

Keywords: coupled model; consolidation theory; saturated soil, dynamic solution, fluid-solid fields 21 

 22 

1. BACKGROUND 23 

 24 

The soil suffers a volume decrease (consolidation) induced by applied load of the foundation and 25 

variations in pore pressure caused due to the increase in water content derived from rain period and 26 

water pipe leaks [1,2]. Varying the consolidation depends on the velocity with which the fluid is ejected 27 

soil due to the applied load, hence a problem is considered a "flow-mechanical coupled problem" [3]. 28 

Coupled models have been developed to simulate the saturated consolidation, such as provided by: 29 

Magaña y Romo [1], Bentler [3], Manzolillo et al. [4], Di-Rado et al. [5] y Krishnamoorthy [6]. These 30 

models are based on: a) the soil is saturated, b) the water phase is incompressible, c) the solid phase is 31 

incompressible, but his arrangement is compressible, d) Darcy's law governs the behavior of flow through 32 

the soil. In addition, some authors provided improvements by incorporating some theories: the theory of 33 

small deformations used by Bentler [3]. The principle of virtual work was used by Manzolillo et al. [4] and 34 

conservation mass law was considered in models of Manzolillo et al. [4] y Di-Rado et al. [5]. These latter 35 

employed the effective stress of Terzaghi and the Galerkin's solution method of weighted residuals, 36 

respectively. Besides, Krishnamoorthy [6] took in to account the nonlinear behavior of soil and used the 37 

hyperbolic relationship of Duncan and Chang (1970). 38 
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This paper presents a coupled model for the saturated consolidation of soils, which can be extended to 39 

the unsaturated consolidation, because its formulation allows the introduction of effective stress of 40 

unsaturated soils that include the Terzaghi's effective stress and matric stress from the soil-water 41 

retention curves (SWRC). 42 

 43 

2. GOVERNING EQUATIONS 44 

 45 

Due to weather seasonal changes, soils are subjected to cyclic wetting and drying processes. When the 46 

water content is high, the load on the ground causes the water content decreases causing outflow and 47 

consequently reduction of the soil volume. Thus, mechanical soil deformation and flow water pressure is a 48 

coupled problem field. Some assumptions include: a) Full saturation and water incompressibility, b) the 49 

solid phase (soil squeleton) is also incompressible, c) Darcy's law governs the behavior of the flow through 50 

the soil. Besides, small deformations theory is already in use. So, according to Continuum mechanics 51 

theory the governing equations are as follow: 52 

 53 

i. Equilibrium Equations: 54 

 55 

According to the Balance Low of Continuum Mechanics, and introducing the Piola-Kirchhoff Stress Tensor  56 

S  in Lagrangean Configuration: 57 

 58 

OObSDiv ρχ
••

=+  (1) 

 59 

Whereas in our case body forces commonly are considered 0=Ob , also acceleration field 0=
••

χ , since 60 

the settlement processes are considered as quasiestatic. 61 

 62 

ii.   Continuity Equations 63 

 64 

0=−
•

εvdiv  (2) 

 65 

Here v is the velocity field and �� is the derivative of the field strain. 66 

 67 

iii.   Darcy’s Law 68 

 69 

( ) wjiwiji hkv γγ
,

=  (3) 

 70 

where: v is the flow velocity field, k the permeability coefficient of soil, γ is the specific weight, piezometric 71 

level h  is evaluated according to the reference level z: zph ww += γ . 72 

 73 

iv.   Boundary Conditions: 74 

 75 

These conditions are related to the pore pressure values on the whole boundary soil and pressure load 76 

applied on soil surface. One more condition is involved: the surface inflow due to weather conditions. All 77 

these conditions will change in time. The whole boundary Ω include Dirichlet ΩD boundary as well 78 

Newman’s ones ΩN. Then, we can write these conditions in terms of prescribed values:  79 

 80 

 81 

a) Pore pressure Conditions: 82 

 83 

uu ˆ=          on       DΩ∂  (4) 

 84 
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b) Pressure Surface loads: 85 

 86 

tnS ˆ=         on       NΩ∂  (5) 

 87 

c) Surface Inflow: 88 

 89 

QQ ˆ=          on       iΩ∂  (6) 

 90 

One more condition is related to the inflow inside soil. This case can be observed as an induced a flow 91 

charge due to some fail on drainpipes. 92 

 93 

d) Inflow inside soil: 94 

 95 

sQQs
ˆ=         on       iΩ∂  (7) 

 96 

3. CONSTITUTIVE EQUATION 97 

 98 

The relationship between Stresses and deformation on soil will follow the Hooke’s Law. In particular, 99 

Stress Tensor S involves stresses on soil squeleton as on the water.  100 

 101 

~~~

IpSS w+=  (8) 

 102 

where: 
~

S  is the Tensor of soil stresses, wp is the water pore pressure (Hydrostatic Stresses), and 
~
I is the 103 

Identity Tensor  ∑ ⊗=
i

ii ee  104 

 105 

The procedure for determining coupling equations is based on the virtual work principle. Discrete coupled 106 

final equation are written as follow: 107 

 108 

[ ]{ } [ ] { } { }FpKUK
T

v =+  (9) 

 109 

Here, [ ]K  is the soil stiffness matrix, [ ]T

vK coupled matrix transpose, { }U  nodal displacements vector, 110 

{ }p  nodal water pore pressure,{ }F  external forces vector. 111 

 112 

[ ] [ ]{ } { }QpKUK h

w

v =+






 •

γ

1
 (10) 

 113 

where: [ ]vK  coupled matrix, [ ]hK  drained matrix, { }p  nodal water pore pressure, { }Q  external/internal 114 

flow vector, 






 •

U  velocity vector of nodal displacements. 115 

  116 

Resulting matrices involve integral equations: 117 

 118 

[K] =  [ ] [ ][ ]∫V u

T
dVBDBϕ

 

[Kv]
T
 =   [ ] [ ]∫V p

TT
dVNB 011ϕ

 
(11) 
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[Kh] =  [ ] [ ][ ]dVBkB p
V

T

∫ θ
 

 119 

Matrices [Bi] contain derivatives of the shape function, [k] is the permeability matrix, and vector 120 
T

001  is required to couple the values corresponding to the degree of freedom of the two involved 121 

fields.  122 

 123 

The resulting matrix equations associate the coupled model (flow-mechanical) consolidation on saturated 124 

soils. Final equation (9) and (10) can be written as a coupled equations: 125 

 126 
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 127 

To solve it we need to apply a dynamic solution procedure. The variables are the soil displacements and 128 

the pore pressures over time. One of the procedures used in this work is the application of Finite difference 129 

method in time together with Galerkin method for Theta values. The approximates quantities are referred 130 

to the external Forces F on soil surface; Induced inflow charges Q, Pore pressure on the soil p; 131 

Displacements of mass soil, as well rate movement in terms of its velocity. 132 

 133 

{ } { } { } { }{ }aba FFFF −+= θ  

{ } { } { } { }{ }aba QQQQ −+= θ  

{ } ( ){ } { }ab ppp θθ +−= 1  

{ } ( ){ } { }ab UUU θθ +−= 1  

{ } { } tUUU ab ∆−=






 •

 

(13) 

 134 

where: { }aF , { }aQ , { }ap  and { }aU  are the initial vectors, { }bF , { }bQ , { }bp  and { }bU  are the vectors 135 

after an interval of time, θ  is the value of Galerkin’s parameter on the  numerical solution of evolution over 136 

time, t∆  is the pass of time to avoid numerical oscillations according to the next relationship (for triangle 137 

finite elements). 138 

 139 

θ

α

−
≤∆

1
t     

 
vC

A

9

2
min

=α  
(14) 

 140 

where: A  is the area of the linear triangular finite element, 
vC  is the coefficient of consolidation for the 141 

soil. 142 

 143 

In order to obtain a solution we proceed to build a Fortran code together with come visualizations tools. 144 

Fig. 1 shows the flow chart of the applied solution: 145 

  146 



 

147 
148 

149 

Fig. 1. Flowchart of the dynamic process of saturated consolidation coupled model.150 

 151 

4. NUMERICAL EXAMPLE   152 

 153 

We propose a rectangular slab foundation of L=154 

distributed surface load F=4.0 Ton/m155 

 156 

The displacements Ux and Uy are considered restricted in both lateral boundary and the lower boundary of 157 

the soil. Furthermore, the clay layer is placed above a sand layer which allows out158 

boundary. So, on this boundary pore pressure159 

allow water outflow. The mesh spacing 160 

 161 

 

 
 

. Flowchart of the dynamic process of saturated consolidation coupled model.

ectangular slab foundation of L=5.0 m, and unitary wide (plane strain condition) with a 
4.0 Ton/m

2
 (40 kPa) on a clay soil of H=3.0 m thickness (see Fig.

are considered restricted in both lateral boundary and the lower boundary of 
the soil. Furthermore, the clay layer is placed above a sand layer which allows outflow water of the lower 

pore pressures are zero. On the other hand, on the lateral borders do not 
he mesh spacing was taking of 0.25 m (side value of the triangle used mesh
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. Flowchart of the dynamic process of saturated consolidation coupled model. 

m, and unitary wide (plane strain condition) with a 
Fig. 2). 

are considered restricted in both lateral boundary and the lower boundary of 
flow water of the lower 

the lateral borders do not 
le used mesh).  
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164 

Fig. 2. Soil's domain with slab foundation applied on the surface.165 

 166 

In order to proceed to the dynamic analysis, step time used was of 10 days. The167 

mechanical analysis are shown in the next 168 

soil, and however, the values are suitable for a saturated clayey soil.169 

 170 

Table 1.  Properties of clayey soil strat171 

 172 

Soil Properties

Elastic Modulus 
Poisson’s ratio 
Coefficient of permeability (x direction)
Coefficient of permeability (y direction)

 173 

174 
175 

176 

Fig. 3. Pore water pressure distribution at 50 days. Units: T/m177 

 178 

Pore water pressure tend to dissipate 179 

 180 

 181 

Table 2, here it shows the distribution of pore water pressure on 182 

 183 

 184 

 

3.00 m

5.00 m

p = 0

4.0 Ton/m2

 
 
 

Soil's domain with slab foundation applied on the surface. 

In order to proceed to the dynamic analysis, step time used was of 10 days. The soil properties required for 
the next TABLE 1, these values do not necessarily represent an actual 

soil, and however, the values are suitable for a saturated clayey soil. 

roperties of clayey soil stratum for consolidation analysis. 

Soil Properties Symbol Magnitude 

 E 20000 kPa
 

ν 0.35 
Coefficient of permeability (x direction) kx 0.000117 m/day 
Coefficient of permeability (y direction) ky 0.000117 m/day 

 
 
 

ressure distribution at 50 days. Units: T/m
2 
(x10 kPa) 

dissipate when time is increased. This can be seen on  

shows the distribution of pore water pressure on different times: 50, 450, and 900 days.

6 

soil properties required for 
, these values do not necessarily represent an actual 

 
 

 

50, 450, and 900 days.  
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 185 

 186 

 187 

Table 2.  Pore water pressure distribution. 188 

 189 

Pore water pressure distribution Ton/m
2
 (x 10 kPa)

 

Color Scale 50 days 450 days 900 days 

 -3.229 -0.463x
-4 

-0.197x
-9
 

 -2.870 -0.412x
-4

 -0.175x
-9

 
 -2.511 -0.360x

-4
 -0.153x

-9
 

 -2.153 -0.309x
-4

 -0.131x
-9

 
 -1.794 -0.257x

-4
 -0.109x

-9
 

 -1.435 -0.206x
-4

 -0.875x
-10

 
 -1.076 -0.154x

-4
 -0.656x

-10
 

 -0.718 -0.103x
-4

 -0.437x
-10

 
 -0.359 -0.515x

-5
 -0.219x

-10
 

 190 

Fig. 4  shows the evolution of pore water pressure through vertical profiles, Vertical axe refers the depth of 191 

soil, horizontal axe shows the pore pressures, all the value tends to zero on below boundary. 192 

 193 

 194 
 195 

 196 

Fig. 4. Evolution of the vertical profiles of pore water pressure.  197 

 198 

Another main result are the vertical displacements. These diminish by the applied load as time goes on. 199 

Thus, Fig. 5 shows the vertical displacements in the passage of time at 50 days. Through this figure it can 200 

be seen that displacements are about -0.0168 m in the superficial edge, while near the bottom border are 201 

near zero. Here, the negative sign indicates the direction in which evolve the displacements. The behavior 202 

of the evolution of vertical displacement is consistent with those obtained in the laboratory and the field. 203 

This is evidenced noting Fig. 5 and Table 3. 204 

 205 



 

206 
Fig. 5. Distribution of the vertical displacements U207 

 208 

In addition, the diagrams of distribution and evolution of the displacements are equal, only change the 209 

values of these as time goes on. Therefore, 210 

of the displacements at 50, 450, and 900 days. Furthermore, through 211 

observed on surface, is reached at 450 days. In turn, these displacements represent the final values that 212 

were caused by the forces transmitted by the 213 

provides a figure that shows the evolution of the profile of surface displacements at each 214 

Thus, the profile of the final displacements of soil due to the applied load is obtained (see 215 

 216 

Table 3.  Distribution of vertical displacements U217 

 218 

Color Scale

 
 
 
 
 
 
 
 
 

 219 

220 
221 

222 

Fig. 6. Superficial profile of soil. 223 

 224 

 

 
. Distribution of the vertical displacements Uy. Units: meters 

In addition, the diagrams of distribution and evolution of the displacements are equal, only change the 
values of these as time goes on. Therefore, Fig. 5 shows such distribution, and Table 3

and 900 days. Furthermore, through Table 3, the maxim
surface, is reached at 450 days. In turn, these displacements represent the final values that 

were caused by the forces transmitted by the slap foundation. To verify this assertion, the model also 
ure that shows the evolution of the profile of surface displacements at each 

Thus, the profile of the final displacements of soil due to the applied load is obtained (see 

Distribution of vertical displacements Uy. 

Vertical displacements Uy (m)
 

Color Scale 50 days 450 days 900 days 

-0.0169 -0.0189 -0.0189 
-0.0149 -0.0168 -0.0168 
-0.0131 -0.0147 -0.0147 
-0.0112 -0.0126 -0.0126 
-0.0094 -0.0105 -0.0105 
-0.0075 -0.0084 -0.0084 
-0.0056 -0.0063 -0.0063 
-0.0037 -0.0042 -0.0042 
-0.0018 -0.0021 -0.0021 
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In addition, the diagrams of distribution and evolution of the displacements are equal, only change the 
3 shows the values 

, the maximum displacement 
surface, is reached at 450 days. In turn, these displacements represent the final values that 

foundation. To verify this assertion, the model also 
ure that shows the evolution of the profile of surface displacements at each passage of time. 

Thus, the profile of the final displacements of soil due to the applied load is obtained (see Fig. 6). 
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Another case of interest is when an isolated foundation on a saturated clay soil is placed as shown in Fig. 225 

7. For the next exercise the same domain with L = 5.0 m was used, but only one isolated footing is placed 226 

to the center and transfers a distributed load of -40 kPa (-4 Ton/m
2
) over 2.5 m. With this, it is observed 227 

that the free parts of the upper border allow water flow (1.25 m on each side of the foundation) it means 228 

that the pore pressure is zero. Also, the lower boundary also allows water flow. The displacements are 229 

restricted in the lateral and lower boundaries (see Fig. 7). Table 4 shows the properties of the soil, the 230 

passage of time and the time required for dynamic analysis. 231 

 232 

3.00 m

5.00 m

p = 0

4.0 Ton/m2

p = 0 p = 0

 233 
 234 

 235 

Fig. 7. Soil's domain with isolated footing applied on the surface. 236 

 237 

Table 4.  Data required for the dynamic analysis. 238 

 239 

Data for dynamic analysis Symbol Magnitude 

Elastic Modulus E 20000 kPa
 

Poisson’s ratio ν 0.35 
Coefficient of permeability (x direction) kx 0.00117 m/day 
Coefficient of permeability (y direction) ky 0.00117 m/day 
Passage of time ∆t 30 days 
Time analysis t 900 days 

 240 

After the analysis is complete, we note that pore pressure for a time step of 30 days is very close to the 241 

value of the pressure applied by forces on the surface. Thus, Fig. 8 shows the distribution of pore pressure 242 

for time steps of 30 days, but the diagram of the distribution is the same for 450 and 870 days, only change 243 

the values of pore water pressures as are shown in  244 

 245 

 246 

 247 

Table 5. Furthermore,  248 

 249 

 250 

 251 

Table 5 shows again that pore water pressure dissipates, it means, tending to null values. 252 

 253 



 

254 
255 

256 

Fig. 8. Distribution of pore water pressure for isolated footing at 30 days.257 

 258 

 259 

 260 

 261 

Table 5.  Distribution of pore water pressure for isolated footing.262 

 263 

Pore water pressure distribution Ton/m
Color Scale

 
 
 
 
 
 
 
 
 

 264 

Another result of analysis obtained by using the coupled model, are the vertical profiles of the pore water 265 

pressure. Fig. 9 shows a vertical profile of pore pressure at a distance of 1.25 m, this is in the domain zone 266 

that is uncharged, and allows water flow. Thus, it can be seen that the pore pressure is zero at the surface 267 

and the lower border, while within the domain underg268 

 269 

 

 
 
 

. Distribution of pore water pressure for isolated footing at 30 days. Units: T/m

Distribution of pore water pressure for isolated footing. 

Pore water pressure distribution Ton/m
2
 (x 10 kPa)

 

Color Scale 30 days 450 days 870 days 

-5.238 -0.441
 

-0.023 
-4.656 -0.392 -0.021 
-4.074 -0.343 -0.018 
-3.492 -0.294 -0.016 
-2.910 -0.245 -0.013 
-2.328 -0.196 -0.010 
-1.746 -0.147 -0.008 
-1.164 -0.098 -0.005 
-0.582 -0.049 -0.003 

Another result of analysis obtained by using the coupled model, are the vertical profiles of the pore water 
shows a vertical profile of pore pressure at a distance of 1.25 m, this is in the domain zone 

that is uncharged, and allows water flow. Thus, it can be seen that the pore pressure is zero at the surface 
and the lower border, while within the domain undergoes variations. 
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Units: T/m
2 
(x10 kPa) 

Another result of analysis obtained by using the coupled model, are the vertical profiles of the pore water 
shows a vertical profile of pore pressure at a distance of 1.25 m, this is in the domain zone 

that is uncharged, and allows water flow. Thus, it can be seen that the pore pressure is zero at the surface 
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 270 
 271 

 272 

Fig. 9. Evolution of the vertical profiles of pore water pressure at 1.25 m. 273 

 274 

Moreover, the Fig. 10 shows the vertical profile of the pore water pressure at 2.50 m (center line of the 275 

domain). We can see that the values, start very close to the value of the applied force on surface, and as 276 

the depth increases, the value decreases. In both figures, the values of pore water pressures tend to be 277 

zero. 278 

 279 

 280 
 281 

 282 

Fig. 10. Evolution of the vertical profiles of pore water pressure at 2.50 m. 283 

 284 

As for measuring the displacements, the model provides diagrams of distribution of horizontal Ux and 285 

vertical Uy displacement. Thus, Fig. 11 shows the distribution of horizontal displacement and Fig. 12 the 286 

vertical displacements. Additionally,  287 

Table 6 and Table 7 show the distribution of displacement Ux and Uy for each time step (30, 450, and 870 288 

days). 289 

 290 

Through Fig. 11 and  291 

Table 6, a characteristic phenomenon of symmetrical problems due to loads applied at center is observed. 292 

So, from the center line to the left, we have offset values with a negative sign. This is due to the direction in 293 

which they occur, given a coordinate system in which the y-axis corresponds to the center line. Moreover, 294 

the values of the displacements are positive, from the center line to the right. 295 

 296 



 

297 
298 

299 

Fig. 11. Horizontal displacements U300 

 301 

Table 6.  Distribution of Ux displacements for isolated footing302 

 303 

Color Scale

 
 
 
 
 
 
 
 
 

 304 

Observing Fig. 12 and Table 7, the evolution of the vertical displacement U305 

through this figure it can be seen that displacements are about 306 

near the bottom border are near zero. Here, the negative sign indicates the direction in which evolve the 307 

displacements. Vertical displacements are308 

the length of the domain. It is notable that these values also have a symmetrical behavior. They are also 309 

appropriate and consistent with the results reported by other researchers.310 

 311 

312 
313 

314 

Fig. 12. Vertical displacements Uy315 

 

 
 
 

orizontal displacements Ux for isolated footing. 

displacements for isolated footing. 

Horizontal displacements Ux (m)
 

Color Scale 30 days 450 days 870 days 

-1.33x10
-3

 -1.52x10
-3

 -1.51x10
-3

 
-1.03x10

-4
 -1.18x10

-4
 -1.17x10

-4
 

-7.34x10
-4

 -8.35x10
-4

 -8.26x10
-4

 
-4.34x10

-4
 -4.91x10

-4
 -4.86x10

-4
 

-1.35x10
-4

 -1.48x10
-4

 -1.46x10
-4

 
1.65x10

-4
 1.96x10

-4
 1.95x10

-4
 

4.64x10
-4

 5.40x10
-4

 5.35x10
-4

 
7.64x10

-4
 8.83x10

-4
 8.75x10

-4
 

1.06x10
-4

 1.23x10
-4

 1.22x10
-4

 

, the evolution of the vertical displacement Uy, is appreciated. Furthermo
through this figure it can be seen that displacements are about -0.0069 m in the superficial edge, while 
near the bottom border are near zero. Here, the negative sign indicates the direction in which evolve the 
displacements. Vertical displacements are produced by the load applied on the surface and the center of 
the length of the domain. It is notable that these values also have a symmetrical behavior. They are also 
appropriate and consistent with the results reported by other researchers. 

 
 
 

y for isolated footing. 
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, is appreciated. Furthermore, 
0.0069 m in the superficial edge, while 

near the bottom border are near zero. Here, the negative sign indicates the direction in which evolve the 
produced by the load applied on the surface and the center of 

the length of the domain. It is notable that these values also have a symmetrical behavior. They are also 
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 316 

Fig. 13 shows the surface profile of vertical displacements. Again, we can see that these are negative 317 

(decrease of volume) and the maximum value (-0.0130 m) occurs in the middle of the domain, it means, in 318 

the part that is subjected to surface forces. Furthermore, in areas uncharged positive offsets values are 319 

presented. This shows us that these areas suffer an increase in volume or bulging. 320 

 321 

Table 7.  Uy displacements for isolated footing. 322 

 323 

Vertical displacements Uy (m)
 

Color Scale 30 days 450 days 870 days 

 -6.90x10
-3

 -1.30x10
-2

 -1.30x10
-2

 
 -5.97x10

-3
 -1.16x10

-2
 -1.16x10

-2
 

 -5.05x10
-3

 -1.10x10
-2

 -1.10x10
-2

 
 -4.13x10

-3
 -8.68x10

-3
 -8.68x10

-3
 

 -3.20x10
-3

 -7.23x10
-3

 -7.23x10
-3

 
 -2.28x10

-3
 -5.79x10

-3
 -5.79x10

-3
 

 -1.35x10
-3

 -4.34x10
-3

 -4.34x10
-3

 
 -4.29x10

-4
 -2.89x10

-3
 -2.89x10

-3
 

 -4.96x10
-4

 -1.45x10
-3

 -1.45x10
-3

 

 324 

 325 
 326 

 327 

Fig. 13. Superficial profile of soil for isolated footing. 328 

 329 

5. CONCLUSIONS 330 

 331 

The coupled model algorithm delivers results quickly and easily, just simply introducing basic soil 332 

parameters. It is flexible, allowing infinite combinations that can reproduce any field or laboratory 333 

condition. Also, consider any issue in which there era input or extraction water, through the flow vector 334 

{Q}. The above produces changes in pore pressure and the horizontal and vertical displacements. 335 

Furthermore, the results show an appropriate behavior of the phenomenon of saturated consolidation. 336 

Even, results are consistent to those reported by other researchers and those obtained in the laboratory. 337 

 338 

Another advantage of the model is that it was formulated so that it can be extended to simulate the 339 

unsaturated consolidation. This because its structure take in to account the effective stress of saturated 340 

soil which can be replaced by the unsaturated effective stress. Additionally, the permeability coefficient 341 

which is in the flow matrix can vary with the water content changes. Also, due to the presence of the flux 342 
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vector can be considered that these can be negative or positive. Therefore, efforts are aimed towards 343 

unsaturated consolidation study. 344 

 345 
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