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Formation of Magnetic Semiconductor Carbon Nanctuba
Iron Incorporation

Abstract

This article reports the synthesis of iron (Fe)amsulated carbon nanotubes (CNTSs) that would leddrtnation of
magnetic semiconductors, by the arc discharge rdetflorphology of the samples were studied fromgraission
electron microscope (TEM) and scanning electronragi@ph (SEM) imaging, and data recording by x-ray
diffractometer (XRD) and energy dispersion x-rayp¥g equipments is used for the identification oé tsample
constituent. TEM images of metal added samplesatdithat defects are completely removed after naumadic
treatment and open air oxidizing at 40Cfor 15minutes leaving nano sized carbonaceous skattached on the
surface of carbon nanotubes and catalyst partesbeapsulated. This formation is recognized as agrhenon at
certain temperature limit. From the SEM analysiseav phenomenon of spherical structure with diameéarly
15umto which bundles of CNTs and carbonaceous impsriiee attached is observed. EDX examination shows
that the carbon weight % is dominating the compasias expected along with oxygen and iron perliapsing
FeO during the reaction, as also revealed from X&falysis, indicating success in metal incorporatidhis
envisages that there would be formation of magregimiconductors, as can be verified with furthgrezments,
where iron ions may take carbon cites in the CNifk semiconducting behavior and iron filling othése:

PACS numbers: 81.07.De, 81.05.uf, 81.05.ub
Keywords: Arc discharge, carbon nanotubes, deféet®, iron encapsulation.

1. Introduction

Carbon nanotubes are a front line research tdgimperature, refluxing duration, system geometry,
since last two decades [1, 2]. Their discovery wiaag electric current and voltage applied, and tyfpe
in electric arc discharge experiments for fullereaeids used for the reflux [4-6]. Experimental works
synthesis [1]. Carbon Nanotubes, CNTs, have bé&ewe been reporting that these tubes can be @freith
produced mainly by various methods involving gadth metallic [7] or semiconducting character [8,
solid reactions such as arc discharge, laser ablat®]. Theoretical electronic band structure
catalytic chemical vapor deposition (CVD) anthlculations have also predicted that the chirality
plasma assisted deposition [3]. (n,m) indices and diameter determine whether a
SWNT has a metallic or semiconducting behavior
The quality and quantity of the nanotubes [0, 11].
understood as to depend on the type of the
discharge method, the environment, annealipcause of their unique properties, CNTs are
temperature, annealing duration, refluxirgtractive materials for a wide range of applicasio



such as biosensors [12, 13], fillers [14], gas a Py -
energy storage [15], efficient source of electr
field emitters [16], that enabled fabrication clél- |" 'I
effect transistors based on individual single- al |
multi-wall with analyzed performance [8,17,18 J 4 F _ I
aphite rods
Deionized Water

chargeable batteries [19], and semiconduc
devices [20]. Moreover, for their gate effect narro
diameter SWCNTs are required for applications =
carbon nanotube-based field effect transistors o
than_ larger diam_eter MWNTS in  SOMEg. 1: The schematic diagram of the arcing equigriecally
semiconductor devices, where band gap delised [23].
semiconducting CNTs is understood to decrease
with increasing diameter [19]. This noveh d.c of 50-20@driven by a 4¥ potential creating
functionality can bring dynamism combined witd high temperature discharge between the
magnetic ions such as iron, nickel and chromigiectrodes was applied. After frequent arcing, soot
integrating semiconductivity and storage facilitié$ formed in the water. The soot of water is then
in a single crystal. transferred into a bigger beaker after the remofal
the chamber from the setup. Six hours later, the
The effect of metal added CNTs was studiédrface water was decanted and the remaining
systematically by plasma-enhanced hot-filametitide made dry in an oven for about 12 hours at
chemical vapor deposition and known to determih@P’C. Finally, the sample was tested for the purity
the diameter of the nanotube diameter [21]. Irbs powder x-ray diffractometer, XRD Cueif
catalyzed production of CNTs have beefiPert PRO PANalytical.
investigated  using  different  incorporation
mechanisms and technique [6, 22] for both quantltye CNTs collected in the form of soot were
and quality improvement. In the present work, irgwrified by refluxing in a strong oxidant 8M Nitric
incorporation was done through powder mixing &¢id (HHNO) for the removal of catalyst metal for
which preparation and characterization is carriédl hours. Subsequently, filtration with a28im
out in two phases. Sample preparation by the Hiter membrane with the aid of a pump and
discharging process and purification of the pristithoroughly washing with distilled water until the
sample by acidic treatment and open air oxidizilj value reaches neutral was done. Finally, the
for the removal of unwanted impurities followed bg@mples were dried in an oven at t0@llowed by
characterization using various mechanisms. open air oxidizing for 15min at 480 in a furnace
for the removal of impurities/amorphous carbon
and other unreacted reagents [6, 24]. Ultimately,
the product was analyzed by XRD, TEM, HR-

2. Experimental Details TEM, EDX, SEM and scanning tunneling
microscopy (STM).

In sample preparation we used carbon graphite rods
cc_)mmercially a_lvailable. These rods were cut [ ) Results and Discussion

pieces and drilled from one end forming a well

structure. A mix of graphite and iron powder of 1:1 o

molar ratio is stuffed in to each well and mountdd® XRD measurement of the pristine sample
horizontally on the electrodes of the arc used SA$Ws that there are no apparent peaks attribsted a
anode and cathode, few millimeters apart inifiroduced by defects, as can be seen from left

chamber of deionized water cover, as shownP@nel of fig.2. However, the XRD plot of the as
fig.1, before the process [23]. prepared sample from iron doping in the Fe:C 1:22

molar ratio prepared from previously purchased
graphite rods of the same company indicated that
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? | in the sample.
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The XRD measurement data plotting of purified

sample shown in the right panel of fig. 2 indicates

that there are few remnant iron nano particles afte

purification and the product is of, 97.35%, carbon

content attributed as of CNTs at large, as can also
be seen from table Ill and fig. 6. The relatively

small diffraction peaks associated with Fe phase
: : suggested the presence of well crystallized iron
grains with certain amount of size [26]. Peak

positions in both panels of fig. 2 are the same
B L except that there are slight shifts and change in
intensity in which those of graphite and Fe are

il ] dominating, and perhaps some of them might have
been overwhelmed by noise before purification.

L\ / PN Table | demonstrates the inter planar spacing
e ) between the diffraction fringes calculated from the
XRD patterns shown in the left panel of fig. 2,
applying the famous Braggs’ equatiori= 2d sind,
FIG. 2: XRD pattern of CNTs from Fe:C 1:1 molaioas signifying the decrease of the spacing with inoeeas
prepared, 2a, and post purification, 2b, withrthei in Braggs’ angles,
corresponding planes[25].

impurities can be introduced industrially duringag| £ |- Inter planar spacing calculated post
preparation of the sample source. This was revealgication.

from fig. 3 and other reports [25] directing to
preferably use the later with increased molar ra
(1:1) in order to prevent degradation especially
mass production. This suggests that quality of t =
source material can persuade the purificationaate |[42.36 | 100 2.1082
well. Scherrer’s formula [27] = «A/BcoDg, is applied in
‘ :C 12k ot ptcan ‘ ‘ order to estimate thickness of the nanotubes,
L e \ ] where x is the shape factor approximated t®.0
- w ] p=2A6x7/180 is the line broadening at half the
’ |
r |

26 | hkl|Inter planar spacing, d(A")
26.61"|002 3.3471

] maximum intensity (at full width half of maximum
| 1 intensity, FWHM), A is the x-ray wave length and
] 0g is the Bragg's angle. In accordance with this,

intensity (arb. unit)

q ] table Il is calculated for peaks indicated in thHeX

“r \J ] data plots shown in fig. 2; illustrating the size
I M decrement of both carbon and iron particles
o ] contrary to the line broadening after the sample is
& & @ &% + % = purified perhaps due to the removal of certain

FIG. 3: XRD pattern of as prepared CNTs from FeRf)mon_ during acidic treatment and open air
1:22 molar ratio. The diffraction peaks emerged &pnealing.

26.42° corresponds to C(002) plane,.43 corresponds

to C(101) and so on have resemblance with that of

graphite. The remaining peaks reveal the existafce



TABLE II: Particle size calculated pre and post

Fig. 5b shows the 3D scanning transmission
electron microscopy, STEM structure of graphene
sheet with attachment of CNTs and fullerene on the

purification surface. Moreover, the presence of Fe in the sample
Pristine CNTs from 1:1 molar ratio mixed sampln| and acidic treatment is understood as increasing
20(deg.) A20(deg.) | hkl t (A7) | mass production of CNTs in comparison to their
Fo 1429 16976 011 | 505030 | absence at the temperature limit the experiment is
o 26.456 0.62514 002 | 130.4913 carried out, perhaps reducing breakages [25].
Incorporation of iron nano particles into CNTs from
For CNTs from 1:1 molar ratio post purification | jnside is illustrated, as in fig. 5¢ and d, indiogt
26(deg) A20(deg) hkl | t (A% | such carbon nanotube composite can be engineered
Fe | 44.65292 1.75263 011 | 48.0815 | for the purpose of data storage beside optical and
C | 2661034 | 072724 | 002 |112.2068| transport facilities. Perhaps, the merging could

follow substitutional or interstitial scheme where

. : he later could degrade ferromagnetism. The
In th's §tudy, the TEM images where collected afgeurbstitutional method may well assist introduction
sonication of the samples for 5 days suspende

n . . . .
ethanol using a device of powerked/ model of magnetic spins leading the CNTSs, of specially,
HITACHI 7500, maximum magnification of $10°
times and resolution.BA°,

p o

According to fig. 4 most of the CNTs have cor
shaped tips in agreement with previously obtain
results [1], and also cut slantly from one end. Sehc
open at the middle along their length are found
bundle with some roped creating graphitic nar - ..
ribbons and also layered over one another (agin
4a and c), as for the case of SWNTSs [28]. There .
others with striped surfaces closed from both er
standing separately (as shown in fig. 4d). Gloor
spot like particles (shown in fig. 4a, b and c) a
observed on the surface of the tubes as well. Th
are bean shaped nano rings of inner diameter-5
8nm with thickness Bm located scattered
elsewhere on the surface of graphene sheets . =
also attached to sides of some of the CN1., S
oriented parallel and perpendicularly, as in figs. _ . o
This situ%tion is coIrjlfir?ned by h)i/gh resoﬁioﬁle'él' TEM images of CNTs prepared from Fe:C 1:1
L . olar ratio, after purification.
transmission electron microscopy (HR-TEMS1
images, detected by apparatus operating at 200
accelerating voltage, and shown as in fig.
Speculations from further scrutiny indicate thad t
surface attached systems are CNTs of hexagq
structure with multilayered rings, as shown in fi
5a too.

%}ﬁiconducting nature to acquire magnetic
miconductor property. In this situation carbon of
ur valence electrons could be replaced by iron of

valence electrons with six localizddsub shell
iectrons (@) forming spg hybridization. This
would introduce holes for ferromagnetic mediation

Qf the localized spins, following Dietl model [29],

establishing exchange energy explained by the
ell-known Heisenberg mathematical expression H

—92"-\1,-3,3 whereJ; is exchange energy of magnetic

spins S localized at cites andj. This can also

Both fig. 4 and fig. 5 reveals that there are CN
longitudinally cut open from center, with so
observed to have multilayered structure and par
to the axial direction exhibiting a good crystathn



ascertain a new scheme and a useful motivationdgreement with previous results [23]. Few of these
systematic study of properties of carbon nanotubbes are found attached on the surface of a
coated iron in analogy with the gold coating iraarbonaceous system that formed spherical
nano clusters, aiming at understanding the magnstiacture of about 1&nin diameter, attributed as a
properties of core-shell structure used in biomadinew phenomenon.

applications [30].

According to Energy dispersive X-ray spectrosco
(EDS) analysis, weight percentage content of i
iron particles in the purified product is aboutd).2
as also can be seen from Table lll. Fig. 6 sho
profile of EDS chemical characterization of tr: ™
sample illustrated in table Il in which copper, {Su
introduced due to copper grip on which the sam,
was deposited. Morphology of the sample was a .|| . ;
analyzed from scanning electron microscope (SE [ L
using a JEOL JSM 6490instrument) images. by e AL 5 3

Energy (ke

1000

FIG. 6: EDS analysis of CNTs prepared from graphit
iron C:Fe 1:1 molar ratio mix post purification.

TABLE |lll: Energy dispersive X-ray spectroscopy
(EDS) elemental analysis of the sample.

Quantification Results

Correction method: None

element | Weight | Atomic | uncert. | Detector | K-factor

% % % |correction
C(K) | 85.92 | 95.72 0.61 0.26 3.940
O(K) 2.08 1.74 0.08 (0.49 1.974

Fe(K) | 0.26 0.06 0.02 0.99 1.403
Cu(K) | 11.72 | 2.46 0.14 0.99 1.667

from Fe:C 1:1 molar ratio after purification a) HFEEM
images of high magnification of the nano-ringséutine
attached to each other b) STEM 3-D images of gnaghe
sheet c) distribution of CNTs and fullerene on th
surface of graphene sheet d) magnified form of bane
showing morphology of CNT filled with iron partice

Though SEM with high resolution is powerfu
instrument for imaging of fine structure of matégia
and nano particles fabricated by th
nanotechnology, the low magnification devic
available was used. As shown in figs. 7, the CN
are found in filament-like structures that are den 10kV  X2,300 "10um 0005 RAJ
perhaps, bundled by van der Waals attractions
being agitated thermally and/or depending on
where in the reactor they were deposited in



FIG. 7: CNTs after acid treatment with 8 MNO;. nanotubes by arc discharge method.Carbon.
Large bundles of CNTs and carbonaceous impurities a 1999:37: 1449-1453.
observed with attached spherical phenomena. [6] Stancu, M, Ruxanda, G, Ciuparu, D, Dinescu,
A. Purification of multiwall carbon nanotubes
. obtained by AC arc discharge method.
4. Conclusions Optoelectronics and Advanced Materigl§11;
R5 ( 8): 846-850.
[7] Tans SJ, Devoret MH, Dai H, Thess A, Smalley
RE, Georliga LJ, Dekker C. Individual
single-wall carbon nanotubes as quantum
wires. Naturel997;386: 474-477.
@eTans, SJ, Verschueren, RM, Dekker, C. Room
temperature transistor based on a single
carbon nanotube. Nature998;393: 49-52.
cEuen, PL, Fuhrer, MS and Park. 8lingle-

The possibility of incorporation of metal iron ia t
CNTs and the formation of magnetic
semiconductors is suggested for nanotubes of
semiconducting behavior. Production of Fullere
is identified as a phenomenon of attachment on
surface of CNTs at 48@, the maximum annealing
temperature limit considered in this experimeﬁgl M
Iron encapsulation was done by powder mixi .
mechanisrr; at Fe:C 1:1 molar rétirc)). After acidic Walled Carbon Nanotube Electronics.
treatment the remaining product is found to be |EEE Transactions on Nanotechnology
more of CNTSs, fullerene, few graphene sheets and 2002;1(1): 78-85. _

other carbonaceous impurities. Calculations frofP] Hamada N, Sawada S and Oshiyama A. New
the XRD data indicated that particle size decreases On€-Dimensional  Conductors:  Graphitic
with increase in diffraction angle contrary to the Microtubules. Phys. Rev. Lett1992; 68

line broadening. According to the TEM images 1579-1581 _

most of the CNTs have cone shaped tips ande[édt] Garau C.,Frontera A, Quinonero D, Costa A,
slantly from one end. Those open at the middle Ballester P, Dey PM. Lithium diffusion in
along their length are found in bundle with some single-walled carbon nanotubes: a theoretical
roped and layered over one another. The EDX_ Study. Chem. Phys. Lett. 20084: 548-555.

analysis show that there are carbon, oxygen ahgl P& H, Hafner JH , Rinzler AG, Colbert DT
iron contents remaining in the sample after and Smalley RE. Nanotubes as Nanoprobes in
purification, perhaps forming FeO during the Scanning Probe Microscopy. Natur&996;
reaction indicating that iron is successfullv 384: 147-159.

incorporated as well. Such carbon nanoti[13] Lau KT, Chong Gu and Hui D. A Critical
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