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Abstract

Dye-sensitized solar cell (DSSC) was fabricatedgisiatural dye extracted from Roselle flower.
The sensitization performance related to interadbietween the dye and titanium dioxide (2)iO
surface was evaluated under 100 mWchight intensity. The DSSC based on thibiscus
sabdariffaorganic dye gave a short-circuit current denslty of 0.0259 mAcrif, open-circuit
voltage Voo of 0.432 V and fill factor KF) of 0.594, yielding an overall solar conversion
efficiency ¢) of 0.0067 %. The result obtained shows some ingreent over similar studies
carried out by Adeniket.,al[1] with lower efficiency of 0.002 %. The improvexerformance
might be attributed to the differences in concdmns of phytoconstituents in different parts of
the plant and also the type of solvent used taekthe sensitizer.
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1. Introduction

The most well-known and studied unconventional pholtaic system is the dye- sensitized
nanostructured solar cells. Incorporation of dydetwes in some wide bandgap semiconductor
electrodes was a key factor in developing photeetd®emical solar cells. Michael Gratzel and
coworkers at the Ecole Polytechnique Federale dsdrane [2,3,4] succeeded for the first time
to produce what is known as “Gratzel Cell” or thge densitized solar cell (DSSC) to imitate
photosynthesis, the natural processes plants corsugilight into energy by sensitizing a
nanocrystalline Ti@film using novel ruthenium (Ru) bipyridl complelk dye sensitized solar
cell, charge separation is accomplished by kinetorapetition like in photosynthesis leading to
photovoltaic action. The organic dye monolayerhia photoelectrochemical or dye sensitized
solar cell replaces light absorbing pigments (apbwylls), the wide bandgap nanostructured
semiconductor layer replaces oxidized dihydro-mi@hide-adenine-dinucleotide phosphate
(NADPH), and carbon dioxide acts as the electrarepior. Moreover, the electrolyte replaces
the water while oxygen as the electron donor andabon product, respectively [5,6]. It has
been shown that DSSCs are promising class of lost and moderate efficiency solar cells
based on organic materials [7,8].

DSSCs are based on the photo-injection of electfoo® dye molecules into an inorganic
semiconductor and holes transport by a redox n@d{&]. The nanoporous structure of the
inorganic semiconductor provides the large surfaea necessary to achieve significant optical
density of the solar cell despite the low light @ipsion of a dye monolayer [10,11,12].
However, the porous electrode also plays an impbrtde in the enhancement of recombination
processes in the DSSC, thus decreasing all cedinpeters and its total conversion efficiency
[13,14,15]. Since the electrolyte penetrates thinoug the entire porous structure, a large surface
area is available for a reaction between the phmézted electrons in the semiconductor and the
oxidized ions in the redox mediator or oxidized dy¢he semiconductor surface [13,16].

Major advantages of DSSCs are the large flexibiiityshape, colour, transparency, and
performance also under diffuse light. DSSCs co@dnitegrated into large varieties of products,
e.g. hand bags or clothing, indoor applicationg] building-integrated photovoltaics such as
rollable devices for walls of buildings or windowBut many components of a DSSC remain to
be optimized. We focus on the identification andgesaf natural pigments as light harvesting
elements in DSSCs. Natural pigments as photoseastin DSSCs have the potential to reach
similar performances and stability as known froresipased on metal complexes.

In this work, we reported the performance of a D&®@sitized withhibiscus sabdariffavith
water as extracting solvent for the dye. The pemntorce of this cell was compared with a similar
cell fabricated under the same condition but witieeol as extracting solvent. We found that,
the cell fabricated with aqueous extract outpertmiithe DSSC fabricated with ethanol extract.

The Hibiscus sabdariffalye (commercially known as Roselle) belongs tofémeily Malvacae
and is present in abundance through-out the warld has attained prominence as a jute
substitute [17].



1.1 Photovoltaic performance

The dye used in dye-sensitized solar cells is e efficient at converting absorbed photons
into free electrons in the titanium oxide Li@yer. However, the current is limited to how many
photons the dye can actually absorb. The photoat db get absorbed are the ones that
ultimately produce the current. The rate at whibkh photons are absorbed depends on the
overlap between the absorption spectrum of thaitita oxide layer (or other nanocrystalline
oxide film used) and the solar flux spectrum. Theximum possible photocurrent is dependent
on the overlap between these two spectra [18].

2. Experimental Procedure.

2.1 Dye Extraction

The flowers ofHibiscuswere air dried till they became invariant in weighhe dried flowers of
Hibiscus sabdariffavere left uncrushed because previous attempts griareire to extract the
dye from crushed samples due to jellification [1Bhe method of heating in wateAd.) was
used to extract the dye. Distilled water was tHeesu for agueous extraction. 5 g of the sample
was measured using analytical scale (OHAUS CO-OPHRN-USA) and dipped in 50 ml of
the solvent heated to 10t for 30 min after which solid residues were fiégrout to obtain
clear dye solutions. Roselle flower is riched inhacyanins. It was reported that anthocyanin
obtained from Roselle are delphinidin and cyanictimplexes [20]. The chemical structure of
cyanidin and delphinidin in the hibiscus sabdarif{@ is shown in figure 4.

2.2 Preparation of TiO; paste

The TiQ, films were prepared using a modified sol-gel métha which 2 g of P25 Ti®
(Degussa, Japan) powder was dissolved in 10 mgiohized water mixed with 0.2 ml of Triton-
X 100 and 0.4 ml of acetaldehyde, then vibratechsitinically for 1 day

2.3 DSSC Assembly

The fluorine doped tin oxide (FTO) electrodes weeshed with laury sulphate then later rinsed
with water six times in an ultrasonication bath tem (10) mins then finally washed in propanol.
The photoanode was prepared by first depositinigeking layer on the FTO glass, followed by
the nanocrystalline Ti© The blocking layer was deposited from a 2.5 wti#@,Tprecursor and
was applied to the FTO glass substrate by spirirmand subsequently sintered at 5D for

45 mins. The 9u m thick nanocrystalline Tiplayer was deposited by screen printing. It was
then sintered in air for 30 mins at 580. The counter electrode was prepared by screetingi

a platinum catalyst gel coating onto the FTO glétswas then dried at 108C and fired at 400
°C for 30 mins.

The sintered photoanode was sensitized by immenmsitrehibiscus sabdariffaxtracts at room
temperature overnight. The cell was assembled &égsprg the photoanode against the platinum-
coated counter electrode slightly offset to eadmentto enable electrical connection to the
conductive side of the electrodes. Between thetreldes, a 50 m space was retained using

two layers of a thermostat hot melt sealing fogdathg was done by keeping the structure in a



hot-pressed at 108C for 1 min. The liquid electrolyte constituted 59 mmols of iodide/tri-
iodide in acetonitrile was introduced by capillagtion into the cell gap through a channel
previously fabricated at opposite sides of therhelt adhesive. The channel was then sealed.

2.4. Characterization and measurement

The current-voltage (I-V) data was obtained usinkgdhley 2400 source meter under AM1.5
(100 mw/cr) illumination and without illumination from a Newp A solar simulator,
Scanning electron micrographs of the nanocrys&lliiO; films are taken with Carl Zeis SEM,
The absorption spectrum of the dye was recordefiviarspec-2048 spectrophotometer, The cell
active area was 1.8¢miThickness measurement was obtained with a Ddl&@curface profiler.
X-ray microanalysis was carried out with INCA EDKadyzer.

3. Results and Discussion

Fig. 1a. shows the SEM micrograph of Ti@lm. From the figure, it shows that the TiO
nanoparticles produced have a mean particle siabaiit 18 nm. It also reveals that the surface
is porous and has agglomeration.
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Figure. 1a The Scanning electron microscope surface mor phology of TiO,sample.
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Figure 1b. EDX Image Showing the Elements Present in the TiO, Compound



Fig. 1b presents the EDX Image of TiOThe elements present in the Fi@e Titania, Chlorine,
Oxygen and Nitrogen. Nitrogen is present due to hilwsver that was used to dry the TiO

semiconductor.
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Figure 2a. UV-vis spectra of the dye
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Figure 2b. UV-vis spectra of TiO,without dye.
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Figure 2c. UV-vis spectra of TiO, with dye

Figure 2 shows the absorbance of the dye and,Twith and without the dye within the
wavelength range of 350-1000 nm. The absorptiok péthe dye was observed around 550 nm
(indicated in Fig 2a), and the optical absorptiomancement was observed in the dye-loaded



TiO, films. The relative changes in optical absorptdrthe TiG, film with and without dye are
shown in Fig. 2b and 2c. The relatively broad aimdng enhancement is observed in the range
of 470-650 nm with a maximum peak around 550 nmg¢hvboincides with the band position of
decorated TiQ(Fig. 2c).
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Figure 3a. Photocurrent density-voltage (J-V) curveunder illumination.
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Figure 3b. Photocurrent density-voltage (J-V) curvewithout illumination

This enhanced absorption and broadened spectruonpéios of figure 1¢c was mainly attributed

to the interaction between the dye and JiDhese features suggest that dye molecules in the
environment of TiQ can absorb more photons, presumably due to therapeverlap between
the dye and Ti@

Figure 3a shows the photocurrent density—voltageVj curve of the DSSC under illumination
and Figure 3b shows th&V curve of the DSSC without illumination. In the Kathe cell
behaves as a diode, and under illuminationJthécurve is shifted by the value of the current
generated by the cell. Based on fh¥ curve, théfill factor (FF) andsolar cell efficiency(7)

were determined using equations (1) and (2) res@gt

P J max X Vmax
(1)

FF = =
P ‘JSC XVOC
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WhereVmnax= maximum voltage (V);
Jmax= Maximum current (mA/chy;
Jsc = short current (mA/ch);

Voc = 0pen circuit voltag€V) and
Pirraoiance= light intensity (mWi/crf)

The open-circuit voltageV.), short-circuit current densityd¢q, fill factor (FF), and overall
conversion efficiency 7/f) are summarized in Table 1. Adenike.,al [1] once reported an
obtained solar energy conversion efficiency of Q.00 usinghibiscus sabdariffeextract with
ethanol as extracting solvent. Better result wasiobd in our studies due to the differences in
the extracting solvent. As shown in Fig. 3a andl@dh the overall conversion efficiency was
remarkably improved, which was caused by the udedistilled water as extracting solvent
which allows better chemical connections betweea ttye and the semiconductor and
subsequently lead to donation of more conducti@ttedns into the conduction band of the
semiconductor instead of ethanol as extractingesdlas used in their research.

Table 1. Performance characteristics of DSSC under 100mWcm™,

Sample| k{mAcm?) | Vo(V) | FF | 77(%)

DSSC | 0.0259 0.432 | 0.594 | 0.0067

cyvanifin-3-sambubioside (R1 = OH. B2 = H, B3 = sambubiose)
dephinidin-3-sambubioside (R 1 = OH, B2 = OH, R3 = sambubios )
cyvanidin-3-plucoside {R1 = OH_ B2 =H, B3 = glacose)

Figure 4. Chemical structuresof: cyanidin and delphinidin in roselle dye
4. Conclusions

Dye sensitized solar cell was fabricated from acyhain extracts ofiibiscus sabdariffdlower.

The dye absorbs visible light in the range of 47Gar650nm and its peak absorbance value was
at 550nm. The dye is chemically connected to aymlayer of a wide band-gap semiconductor.

The DSSC employing the nanocrystalline Ti@s photoanode shows a power conversion
efficiency of about 0.00670%. Poor charge tranbtgween the dye molecule and the F e



to low regeneration kinetics could be responsiblethe low conversion efficiency of the cell
[21]. The results obtained are encouraging and ldhprompt more detailed studies to uncover
the exact mechanisms involved.
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