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Abstract: 16 

The state of Qatar falls in one of the driest regions in the world with average 17 

rainfall of 80 mm year
-1

, and with zero surface water, this situation puts Qatar 18 

under huge pressure to balance between available water and water demands for 19 

different uses. 20 

  21 

The uncontrolled ground water use in agriculture causes decline in the 22 

groundwater table and results in serious environmental problems including 23 

creation of depression zones, salt intrusion in several areas and deterioration of 24 

ground water quality and quantity in several production wells. 25 

 26 

In 2007 the government has issued the ministerial decree No. 20 on 27 

“Rationalizing the use of groundwater and preventing its deterioration”  the 28 

decree banned the digging of new production wells to prevent this over 29 

extraction, in 2008 the Qatari government set its goals to protect and sustain its 30 

natural environment. The decree was amended and a proposed banning of the 31 

existing wells in the specific areas under a groundwater Salinity <2000 ppm for 32 

irrigating fodder crops, this amendment is intended to be a short-term solution 33 

till the issuance of the National Water Act. 34 

This paper aims to review the current situation of water consumption for 35 

agricultural production and suggesting alternative water source (Treated  36 
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Sewage Effluent TSE with upgraded water quality) to comply with the decree 37 

No. 20. Available data from governmental institutions deal with TSE 38 

production; agricultural production and environmental protection were 39 

collected, analyzed and presented. 40 

 41 

The current total agricultural irrigated area, and water demand (excluding TSE) 42 

in the State of Qatar are 10,388 ha and 238mcm respectively.  43 

The Public Works Authority (PWA) has 3 main wastewater treatment plants 44 

plus other minor treatment plants that produced 634,860 m
3
 day

-1
 in 2013, 45 

amount of 196,445 m
3
 day

-1
 is in use for Roads and Expressways Irrigation, 46 

Local Landscaping Irrigation, Private Irrigation, Cooling, Industry (General) 47 

and Sand Washing. The remaining TSE volume 438,415 m
3
day

-1
 can be used 48 

for agricultural production after upgrading Treated Sewage Works (TSW) 49 

treatment plants to quadratic treatment using Reverse Osmosis (R.Os).If all of 50 

the reaming volume of TSE will be available for Agriculture then 58 percent of 51 

water demand by 2020 will be covered.  52 

 53 

1. Introduction: 54 

 55 

Qatar is a small peninsula in the Arabian Gulf covering an area of 56 

approximately 11,525 Km
2
 including a number of small offshore islands. The 57 

peninsula is located between 24 
0
 27

/ 
and 26 

0
 10

/
 north latitudes, and 50 

0
 45

/
 58 

and 51 
0
 and 40

/
 East longitudes (Fig. 1).  59 

 60 

The country has an extensive hydrological and meteorological data collection 61 

network which has been operative since 1972. The State of Qatar’s climate is 62 

characterized as hot and arid, scanty rainfall with an annual average of about 63 

77.6 mm over the period 1972–2010. Rainfall is extremely unpredictable and 64 

highly erratic, both in time and space. The low intensity and variability of rain 65 

considered it not be reliable for supplementing irrigation and maintaining 66 

agriculture, yet it represents the main source of irrigation water in the form of 67 

recharge to groundwater. Other climatic characteristics are high temperatures 68 

during summer (> 40 °C), high evaporation rates with an annual average of 69 

2 200 mm, very strong winds and high relative humidity (Abu Sukar et al, 70 

2007).  71 

 72 

Conventional (or natural) water resources in Qatar are ground water and 73 

rainfall, while non-conventional water sources are desalinated sea water 74 

and Treated Sewage Effluent (TSE).The aim of this paper is to review the 75 

current situation of water consumption for agricultural production and 76 

suggesting alternative water source (TSE with upgraded water quality) to 77 

comply with the decree No. 20. 78 
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 79 

2. Research Review: 80 

 81 

The fresh groundwater is provided by two main aquifers. The uppermost is a 82 

chalky limestone referred to as the Rus aquifer. This overlies the important 83 

Umm er Rhaduma which is a major aquifer throughout the Gulf region. The 84 

salinity level of these two aquifers in northern and central Qatar varies from 500 85 

to 3 000 mg/l and increases towards the sea reaching 10 000 mg/l near the 86 

coasts. The average annual groundwater recharge from rainfall is estimated 87 

internally at 55.9 million m
3
year

-1
. In addition there is an inflow of groundwater 88 

from Saudi Arabia estimated at 2.2 million m
3
year

-1
, making the average total 89 

renewable groundwater  90 

 91 

 92 

 93 
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 94 

            Fig.1: Location of the State of Qatar  (Source:FAO-AQUASTAT,2008). 95 

 96 

 97 

 98 

 99 

 100 

 101 

 102 

 103 

resources 58.1 million m
3
year

-1
 for the period 1972-2005 (DAWR, Groundwater 104 

Unit, 2006). 105 

 106 
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It was found that available fresh groundwater in the northern and middle 107 

aquifers has decreased from 15% of the total country’s area in 1971 to 2% in 108 

2009, and that the currently available fresh groundwater area in the country is 109 

approximately 11% of that area in 1971,figure. 2 shows the groundwater 110 

depletion in 1979 and 2009 .  111 

 112 

Throughout the remainder of Qatar, except in the extreme Southwest, 113 

groundwater conditions were highly variable with generally poor yields and 114 

higher salinity, except in certain favourable areas where meteoric waters have 115 

gained access to the two main aquifers.  116 

 117 

The quality of groundwater has been monitored regularly since the early 118 

seventies. This has shown that the quality deterioration process has been 119 

continuous since then and is the result of over extraction and the subsequent 120 

increase in the concentration of salts from both seawater intrusion and upward 121 

migration of deep saline groundwater. Even under normal conditions prior to 122 

over-abstraction, suitable groundwater for domestic consumption was limited to 123 

the northern groundwater area containing waters of less than 1500 mg/l of total 124 

dissolved solids. Elsewhere, groundwater was not to be supplied directly to the 125 

consumer, in particular in those areas of central and southern Qatar where 126 

magnesium exceeded 30 mg/l and where sulphate concentration was in excess 127 

of 250 mg/l.      128 

 129 

The groundwater is considered the main natural water resource available for 130 

agriculture; in 2005, total water withdrawal was estimated at 444 million m
3
, of 131 

which 262 million m
3
 or 59 percent for agricultural purposes, 39 percent for 132 

municipal purposes and 2 percent for industrial use (Figure 3).the cultivated 133 

land for agriculture is varies from year to year, table 1 shows that the cropped 134 

area in 2010,2011 and 2012 was10,506;9,021 and 10,259 respectively.while the 135 

water demand for the same years are 240,207 and 238 mcm respectively.The 136 

water requires by each crop is varies table 2 shows the different water 137 

requirement by each crop under different system of cultivation,vegetables that 138 

grown under open field in winter require 600 m
3
ha

-1
 while vegetables under 139 

same system grown in summer require10,000 m
3
ha

-1
 while vegetables that 140 

grown in green house required8,000 m
3
ha

-1
 141 

 142 

 143 

 144 
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 145 

 146 

 147 

Figure2: ground water depletion in 1979-2009 148 

 149 
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 150 

Figure 3: Ground water abstraction and number of wells for Agriculture (Source: Schlumberger 151 

Water Resources, 2009). 152 

Table 1:Agricultural land use from 2010 to 2012(Agric. Sector 2012) 153 

 

 

2010 

 

2011 

 

 

2012 

Type 

65000 65000 65000 Total arable area (ha) 

1275 1281 1318 Number of the registered farms 

44421.6 43047.2 44591.2 
Total area of the registered 

farms(ha) 

26653 25828.3 26754.7 
Total arable area of the registered 

farms(ha) 

822 831 833 Number of active farms 

9961.7 8555.7 10388.2 
Cultivated area for open field crops in 

the active  farms(ha) 

10505.9 9021.3 10259.2 Cropped area in active farms(ha) 

 154 

 155 

 156 

 157 

 158 
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 159 

Table 2: Estimated Crop Water Consumption in 2012 160 

 161 

Crop Cropped 

area(ha) 

Estimated 

Gross 

Irrigation 

req.(m
3
ha

-1)
 

Estimated water 

consumption(MCM) 

Percentage of 

water 

consumption (%) 

Openfield (winter 

vegetables) 

1,448 600 8,688 3.65 

Openfield(summer 

vegetables) 

412 10,000 4.12 1.73 

Green house 

vegetables(cooled & 

uncooled) 

129 8,000 1,032 0.43 

Fruits 424 24,000 10,176 4.28 

Dates 2,479 20,000 49,58 20.83 

Cereal 313 6,000 1,878 0.79 

Forages 5,183 30,000 155,49 65.83 

Wind break trees   7,036 2.95 

Total 10,388  238 100 

 162 

 163 

Increased water scarcity led to development of many technologies that can help 164 

in maintaining environmental quality and decrease the impact on natural 165 

freshwater sources. Reuse of wastewater is therefore crucial to to overcome 166 

shortage in natural water sources. non-conventional water resource 167 

(TSE in particular) can be an excelant alternative for agricultural 168 

irrigation. 169 

 170 

Reverse osmosis (RO), as one of the membrane methods, is used to separate the 171 

incoming water inflow to clean water (permeate) and a concentrate with high 172 

nutrients content. RO initially was developed for the production of potable 173 

water from saline and brackish water .However, the RO performance has been 174 

improved in recent years and begun to find applications in the treatment of 175 

water and hazardous waste, the process has also been applied for treating 176 

municipal wastewater. The RO process has been used mostly for the removal of 177 

dissolved solids since they are not removed by conventional municipal 178 

treatment processes. Moreover, the RO process can also remove organics, 179 

colour, nitrate and low total dissolved solids (TDS) concentrations (Sirkar et al., 180 

1992). In the NEWater process, which is a significant part of future water 181 

policies in Singapore, reverse osmosis is used to treat domestic wastewater 182 

before discharging the effluent water back into reservoirs.membrane separation 183 

processes were introduced to treat secondary and tertiary municipal wastewater. 184 

In wastewater treatment applications, membranes are currently being used for 185 

the removal of dissolved salts, organic compounds, phosphorus, colloidal and 186 
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suspended solids, heavy metals and human pathogens, including bacteria, 187 

protozoan cysts, and viruses. The application of RO technology was also 188 

investigated by Qadis and Moussa (2004) for treatment of wastewater 189 

containing copper (Cu
2+

) and cadmium (Cd
2+

). High removal efficiency was 190 

achieved by the RO process, as 98% of the copper and 99% of the cadmium was 191 

recovered. The effectiveness of the RO membrane technology in treating 192 

wastewater containing mixed heavy metals was also tested. The result showed 193 

that the RO membrane was able to reduce initial ion concentrations of 500ppm 194 

in wastewater to 3ppm with removal efficiency equal to 99.4% (Anna K. 2006).  195 

Available data from governmental institutions deal with TSE production, 196 

agricultural production and environmental protection were collected, 197 

analyzed and presented in this study. 198 

 199 

The State of Qatar, during the last two decades,has provided sewerage treatment 200 

for most of the wastewater. The first sewage water treatment plant was installed 201 

in 1971 to cater for the flow generated by a population of 65,000. 202 

 203 

Sewage Treatment Works (STWs) 204 

Greater Doha, as the capital city and only sizeable population centre in Qatar, is 205 

currently served by three STWs. Doha South at Naijah, , Doha West at Saliya  206 

and the Industrial Area. These are supported by a number of PTPs serving 207 

specific users such as the Qatar Defence Force. The only other STW is located 208 

in Al Khor in the north of Qatar. A number of new STWs are planned and / or 209 

under construction. 210 

 211 

More than twelve small plants are in operation in villages, housing and 212 

industrial complexes.The total volume of treated sewage effluent (TSE) in Doha 213 

South and Doha West STW (Sewage Treatment Works) amounted to 140,000 214 

m
3
/day (51.1 MCM) in 2006 and increased to 117.66 MCM in 2011. Table 3 215 

present the total flow of all sources of sewage flow. 216 

 217 

STWs Capacity 218 

In the capital, Doha West STW (DWSTW) which has a capacity of 175,000 219 

m
3
/day, received flows ranging from 200,000- 220,000 m

3
day

-1
 in 2012. Doha 220 

South STW (DSSTW) with a capacity of 106,000 m
3
day

-1
 received flows 221 

ranging from 160,000-180,000 m
3
day

-1
 in 2012.  Industrial Area STW (IASTW) 222 

has a capacity of 12,000 m
3
day

-1
 and receives mainly tankered flows.  223 

 224 

Al Karaana Lagoon: since early 2007 sewage tankers have been discharging 225 

untreated sewage, trade and some industrial waste effluents into the Al Karaana 226 

lagoon. Formerly an open quarry site, Ashghal constructed some rock/sand 227 

filled bunds to create a series of 4 interlinked cells approximately 500 x 2,000 m 228 
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each in area. At the time of construction it was envisaged that the lagoon would 229 

accept effluent flows amounting to about 20,000 m
3
day

-1
.  230 

 231 

TSE Standards: the treatment process adopted by Ashghal as a standard for 232 

foul water treatment includes biological nutrient removal followed by ultra-233 

filtration, ultra-violet and chlorination. This process will produce a very high 234 

quality recycled water which is comparable to Class A+ water in Australia 235 

(allowable for use for inside and outside use by residential customers) and a 236 

much higher standard than adopted in many places in the world for irrigation. 237 

Tables   4,5& 6 show the TSE standard for STWs.  238 

 239 

Table3: Total Sewage Flows from All Sources in 2011(Source QIDMP2013) 240 

 241 

 242 

 243 

 244 

 245 

 246 

 247 

 248 

 249 

 250 

 251 

 252 

 253 
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Table 4: Doha South STW Influent and Effluent Characteristics 254 

(Source :QIDMP2013) 255 

 256 

 257 

 258 

 259 

 260 

 261 

 262 

 263 

 264 

 265 

 266 

 267 

 268 

 269 

 270 

 271 

 272 

 273 

 274 

 275 
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Table 5: Doha West STW Influent and Effluent Characteristics. 276 

(Source :QIDMP2013). 277 

 278 

 279 

 280 

 281 

 282 

 283 

 284 

 285 

 286 

 287 

 288 

 289 

 290 

 291 

 292 

 293 

 294 

 295 

 296 

 297 

 298 

 299 

 300 
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Table 6: Industrial area STW Influent and Effluent Characteristics.  301 

(Source :QIDMP2013) 302 

 303 

 304 

 3. Results and Discussion 305 

The opportunity for safeguarding and sustaining the agriculture sector is offered 306 

by the availability of non-conventional water resources and of advances in 307 

technology that permit the safe use and management of these resources. Putting 308 

the available non-conventional water resources into use would complement the 309 

renewable conventional resources for sustaining the present area under 310 

irrigation. The value added from putting treated wastewater into use would also 311 

compensate for part of the treatments costs and at the same time protect the 312 

environment.  313 

The Food and Agriculture Organization of the United Nations (FAO) and the 314 

World Health Organization (WHO) have developed guidelines for the safe use 315 

of treated wastewater in agriculture. The two organizations further recommend 316 

that countries develop national standards and regulations on the use of these 317 

water resources, by adopting these guidelines or eventually adapting them to 318 
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their local conditions. Table 7 shows the FAO guideline for irrigation water. 319 

Table 4, 5& 6 display the effluent characteristic, before and after treatment for 320 

Doha south, West and industrial area. the current and Proposed Effluent 321 

Discharge Standards is need to add standard for heavy metals as in table 8 and 322 

table 7 for FAO, later FAO have standard,allowable concentration  for heavy 323 

metals in  TSE as shown in table 8 324 

 325 

Table7: Laboratory determinations of irrigation water quality parameters 326 

(FAO.1985) 327 

Water parameter Symbol Unit Usual range in irrigation water 
SALINITY         
Salt Content         
Electrical Conductivity EC

w
 dS/m 0 – 3 dS/m 

(or)         
Total Dissolved Solids TDS mg/l 0 – 2000 mg/l 
Cations and Anions         
Calcium Ca

++ me/l 0 – 20 me/l 
Magnesium Mg

++ me/l 0 – 5 me/l 
Sodium Na

+ me/l 0 – 40 me/l 
Carbonate CO

--

3
 me/l 0 – .1 me/l 

Bicarbonate HCO
3

- me/l 0 – 10 me/l 
Chloride Cl

- me/l 0 – 30 me/l 
Sulphate SO

4

-- me/l 0 – 20 me/l 
NUTRIENTS         
Nitrate-Nitrogen NO

3
-N mg/l 0 – 10 mg/l 

Ammonium-Nitrogen NH
4
-N mg/l 0 – 5 mg/l 

Phosphate-Phosphorus PO
4
-P mg/l 0 – 2 mg/l 

Potassium K
+ mg/l 0 – 2 mg/l 

MISCELLANEOUS         
Boron B mg/l 0 – 2 mg/l 
Acid/Basicity pH 1–14 6.0 – 8.5   
Sodium Adsorption Ratio SAR (me/l),  0 – 15   

 328 

 329 

 330 

 331 

 332 

 333 

 334 

 335 
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Table 8: Recommended concentrations of trace elements in irrigation water for 336 

long and short use. (FAO 1985) 337 

Element Long term use (mg/l) Short term use 

(mg/l) 

Aluminium (Al) 5 20 

Arsenic(As) 0.1 2 

Beryllium(Be) 0.1 0.5 

Cadmium(Cd) 0.01 .05 

Chromium(Cr) 0.1 1 

Cobalt(Co) 0.05 5 

Copper(Cu) 0.2 5 

Fluoride(F) 1 15 

Iron(Fe) 5 20 

Lead(Pb) 5 10 

Lithium(Li) 2.5 2.5 

Manganese (mg) 0.2 10 

Molybdenum(Mo) 0.01 0.05 

Nickel(Ni) 0.2 2 

Selenium(Se) 0.02 0.02 

Vanadium((V) 0.1 1 

Zinc(Zn) 2 10 

 338 

 339 

 340 

 341 

 342 

 343 

 344 
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Table 9: Current and Proposed Effluent Discharge Standards (QIDMP2013) 345 

 346 

 347 

The contribution of agriculture toward food security in Qatar is about 10% self-348 

sufficiency under area of10,388 ha and irrigation water of 238mcm 349 

respectively(AS.2012). The Qatar Food Security Program (QNFSP) is planning 350 

for increasing the self-sufficiency of agriculture up 70% by 2020.  351 

Water requirement will increase as crop production is increasing, table  352 

10 shows the water requirement for openfield crops(92mcm/yr) and green 353 

house(135mcmyr
-1

) respectively.Total water requirement for crop production in 354 

year 2020 is estimated to be 271 mcm this represent extension and new projects 355 

for attaining 70% self-sufficiency of green house and openfield crops.  356 

 357 

 358 

 359 

 360 

 361 

 362 

 363 

 364 

 365 

 366 

 367 

 368 

 369 
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Table 10:Land and water requirement for  70% self-sufficiency in 2020 370 

List of all Projects under 
Agriculture/greenhouses 

Area (ha) Type Current 
2012 2015 2018 2020 

      MCM 

Modernize Irrigation systems - 
Openfield 

200 Extension 
31.7 34.3 37.2 40.8 

Modernize Irrigation systems - 
Greenhouses 

100 Extension 
11.8 12.7 13.8 15.2 

Installation of 10,000 modern 
cool Greenhouses in 500 
farms 

380 Extension 
0.0 0.0 61.0 73.2 

Transition of 300 Ha into 
organic farm 

300 Extension 
0.0 0.0 5.0 5.0 

2 New concessions - each 100 
Ha, hydrophonic 

200 
New 
concession 0 0 36.6 44 

New concessions OF   
New 
concession 0 12.3 40.1 46.5 

New concessions GH   
New 
concession 0 12.3 40.1 46.5 

Total (mcm)     43.5 71.5 233.7 271.2 

 371 

 372 

As the ground water is scarce resource and highly depleted, looking for 373 

alternative source of water is a crucial, one of the non-conventional water 374 

resources is TSE. Ashghal’s proposal for upgrading TSE to level 4 using 375 

ROs will improve TSE quality as portable water. 376 

 377 

During the period from 2004 to 2011; the TSE reuse volumes have remained 378 

fairly stable until 2011 with major increases. production corresponding to an 379 

increase in excess TSE; the increase in flows to the STWs from Doha 380 

development has resulted in a major increase in excess TSE, from around 381 

24,000 m
3
day

-1
 in 2004 to 150,000 m

3
day

-1
 in 2011, or a total annual volume of 382 

8.751 to 54.789 Mm
3
 (8,751 to 54,789 ML); TSE to lagoons (both local STW 383 

and Abu Nahkla) is increasing again since the introduction of the groundwater 384 

injection system. In 2012 the discharge to lagoons was approximately 30 385 

Mm
3
year

-1
; figure 4 shows the quantity of excess of TSE from 2004 to 2011. 386 

 387 

The Public Works Authority (PWA) has 3 main wastewater treatment plants 388 

plus other minor treatment plants that produced 634,860 m
3
 day

-1
 in 2013, out of 389 

this volume 196,445 m
3
 day

-1
 is in use for Roads and Expressways Irrigation, 390 

Local Landscaping Irrigation, Private Irrigation, Cooling, Industry (General) 391 

and Sand Washing. The remaining TSE volume 438,415 m
3
day

-1
 (can be used 392 

for agricultural production after  393 

 394 

 395 
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 396 

 397 
Note: 1 ML = 1,000 m3 398 

 399 

Figure 4. TSE Production, Reuse and Excess for the period 2004-2011. 400 

upgrading Treated Sewage Works (TSW) treatment plants to quadratic 401 

treatment using Reverse Osmosis (R.Os), these excess of TSE (438,415m
3
day

-1
) 402 

of TSE would cover about 67% of current water demand for agricultural 403 

crop,while for year 2020 the excess will cover 75% water demand for 404 

agricultural crop in open field and green house  2020. Extension to a new 405 

treated plant to allocate the excess that discharge to lagoon will also participate 406 

to the 2020 agricultural water demand (depending on Ashghal strategy and 407 

other users demand). 408 

Conclusion: 409 

If Ashghal’s  proposal of upgrading TSE quality to level 4 using ROs is applied 410 

then this TSE can contribute to cover 67% of the estimated water requirement 411 

for current agricultural production. The excess od TSE in 2020 will be 203mcm 412 

which will cover about 75% of water demand for agricultural production. 413 

More research to be carried out on Socio -economic aspects and Environmental 414 

impact. 415 

 416 

 417 

 418 

 419 
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Disclaimer: - This manuscript was presented in the conference.  422 

Conference name: “The 2nd Arab Water Conference and Exhibition 2014”  423 

Conference link is “ http://www.awcqatar.com/presentations-424 

pdf/track2/Morning-Dr.%20Hanan%20O.%20Ali%20presentation.pdf    ”  425 

date  27-29 May 2014. Qatar. 426 
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