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PART  1: Review Comments 
 
 Reviewer’s comment Author’s comment (if agreed with reviewer, correct the manuscript and 

highlight that part in the manuscript. It is mandatory that authors should write 
his/her feedback here) 

Compulsory REVISION 
comments 
 

The manuscript was discussed on the 
efficiency of wetland that was operated with 
various conditions. The author should discuss 
more on the benefit and new evidence in the 
wetland process moreover, the update 
reference should be added 
 
 

Answer:  
We are grateful for his constructive observations, but the objective of this 
paper is mainly the hydrodynamic modelling of wetland, because channels 
are usually constructed in rectangular form. The authors have been modified 
this channels with curved shapes with slopes, as presented in this article, in 
order to improve the treatment efficiency of the system and avoid short 
circuits of hydraulic flows which in turn allows avoid dead zones in each 
channel. It is important to point out that this sub-surface wetland of horizontal 
flow, is important for a construction commitment acquired in rural 
communities located in the Upper Lerma River Basin in the state of Mexico, 
Mexico, where there are agricultural areas that lack water and require of 
recovery of its municipal waters for agricultural irrigation, since previously 
they used waters of the river Lerma that at the moment is very contaminated.  
In addition with the experience of another wetland built in a rural community 
in the State of Michoacán, Mexico, in which there were problems of short 
circuits and therefore of dead zones that have caused presence of harmful 
fauna, reason why it was design in the wetland of this article, forms curves 
with slopes in each channel suitable to homogenize the water flow and the 
transport of pollutants. The wetland was redesigned, by comparison with the 
built in Michoacán state, and see references [14] and [15]. Paper [14], Rivas, 
H. A. “Determination of kinetic constants for design and optimization of a 
system combined, wetland-maturation lagoon, under a climatic condition in 
Mexico”. Ph.D. Thesis from University Autonoma Metropolitana, Campus 
Azcapotzalco, 2013, Paper [15], Rivas, A., Barceló-Quintal I. and G. E. 
Moeller G.E. Pollutant removal in a multi-stage municipal wastewater 
treatment system comprised of constructed wetlands and a maturation pond, 
in a temperate climate. Water Science & Technology. 2011; 64 (4): 980-987). 
It is also important that at suggestion of another evaluator the title of article 
was changed by: “Treatment of municipal wastewater by subsurface flow 
wetlands modified to rural communities in Mexico” 
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