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Reviewer's comment

Author’'s comment (if agreed with
reviewer, correct the manuscript and
highlight that part in the manuscript. It is
mandatory that authors should write
his/her feedback here)

Compulsory REVISION comments

The paper represents a patent. The idea of the devi ce is
not original and was applied in many researches. In

order to be accepted as an original research, the a  uthor
should submit an approach to prove the results of h is
experiment. This can be done theoretically and
mathematically by considering the equations of the

energy transfer and conservation in such system and the
natures of the transferred and converted energies.
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The goal of this study is to design, implement and test a
wireless charger for low power devices via inductive
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coupling. After analyzing the whole system step by step for
optimization, a system was designed and implemented.
Experimental results showed that significant improvements in
terms of power-transfer efficiency have been achieved.
Measured results are in good agreement with the theoretical
models. It was described and demonstrated that inductive
coupling can be used to deliver power wirelessly from a
source coil to a load coil and charge a low power device
(battery of cell phone, laptop computers and other portable
electronics and being capable of charging themselves
without ever being plugged in. This mechanism is a
potentially robust means for the future low power devices it
could developed to reduce our society’s dependence on
batteries, which are currently heavy and expensive. The
main disadvantages of inductive charging are its lower
efficiency for far distances and increased resistive heating in
comparison to direct contact. Implementations using lower
frequencies or older drive technologies charge more slowly
and generate heat within most portable electronics and
slower charging - due to the lower efficiency. In this
application the efficiency exceeding 85% have been realized.
This paper introduces a system to transfer the power
wirelessly by using the inductive coupling. The produced
system has two devices: an external device (transmitter) and
an implantable device (receiver). The receiver harvests the
power to charge an implanted battery with a regulated
voltage.This battery is included to supply the implanted
sensor that measures the glucose level in the human body
and the Microcontroller that is added to control the sensor.
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