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ABSTRACT 7 
 8 
Aims: In this paper a comparison between three different human head models with three 
different types of antennas to show the effect of shielding technique on the reduction of SAR. 
The three human head models presented are SAM phantom, six-layer and two-tissue 
models. The three different types of antennas that are studied in this research are monopole, 
dipole and helix antenna. Studying the parameters that affect the SAR value such as ferrite 
shield dimensions and position are also taken into consideration in this study to end up with 
a recommendation for the best model that achieves the optimum SAR reduction value. 

Place of Study: Department of Electronics and Communication Engineering. 
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1. INTRODUCTION 12 
 13 
Human body is exposed continuously to the electromagnetic waves from cell phones, wireless routers 14 
and other radio frequency (RF) transceivers.  Electromagnetic radiation absorbed by human tissue 15 
leads to health hazard such as brain tumors, childhood leukemia, miscarriage, cardiovascular effects, 16 
Alzheimer disease, genotoxic effects, breast cancer, DNA damage and micro nucleation [1-3]. There 17 
are different techniques to reduce the effect of electromagnetic waves on human body by shielding 18 
with microwave absorbing material such as ferrite material [1, 4-7] or metamaterial [8-10] or resistive 19 
card (R-card) [11]. This research concerned with shielding with ferrite material. Attaching a ferrite 20 
shield to cell phone between human head and antenna reduces the amount of electromagnetic 21 
radiation power absorbed by human tissue to specific absorption rate. Specific Absorption Rate (SAR)  22 
is defined as [3, 7, 11, 12]: 23 

                                                 (W/Kg)                                                  (1) 24 

Where  is the conductivity of the human tissue (S/m), E is the induced electric field intensity (V/m) 25 
and  is the mass density of the human tissue (Kg/m3). SAR values averaged over 1g and 10g of 26 
human tissue were denoted as SAR1g and SAR10g respectively. IEEE C 95.1: 1999 specify the SAR 27 
limit as 1.6W/Kg averaged over 1g of human tissue while IEEE C 95.1: 2005 specify the SAR limit to 28 
be 2W/Kg averaged over 10g of human tissue [13]. SAR value must not exceed the threshold levels 29 
to avoid bad effects on human health. SAR Reduction Factor (SRF) is defined as [4]: 30 
 31 

                                                                                      (2) 32 

                                                                                 (3) 33 

Where SRF1g is SAR reduction factor for 1g peak SAR, SRF10g is SAR reduction factor for 10g peak 34 
SAR, SAR1g is 1g peak SAR without shielding, SAR10g is 10g peak SAR without shielding, SAR1g,s is 35 
1g peak SAR with shielding and SAR10g,s is 10g peak SAR with shielding. 36 
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The following table gives an idea about some important work that done before for SAR reduction 37 
using different reduction technique. 38 
 39 
 40 
 41 
Table 1. Comparison of peak SAR 42 
 43 

Ref. SAR1g (W/Kg) 
without 
shielding 

SAR10g (W/Kg) 
without 
shielding 

SAR1g (W/Kg) 
with 
shielding 

SAR10g (W/Kg) 
with shielding 

Shielding 
technique 

[5] 
[6] 
[6] 
[7] 

2.002 
2.002 
2.002 
2.002 

1.293 
1.293 
1.293 
1.293 

1.043 
1.043 
1.1607 
1.043 

0.676 
0.676 
0.737 
0.676 

Ferrites 
Ferrites 
Metamaterials 
Ferrites 

 44 
2. MATERIALS AND MODELING 45 
 46 
2.1. Ferrite Shield 47 
 48 
Shielding is performed by ferrite material shield which has relative permittivity (εr) of  7–j0.6,  relative 49 
permeability (µr) of 2.8–j3.3, electrical conductivity (σ1) of 0.030042 S/m, magnetic conductivity (σ2) of 50 
23450.18 Ω.m-1 and mass density (ρ) of 5270 Kg/m3 [4]. Shield size is 80 mm height, 40 mm width 51 
and 3 mm thickness. 52 
 53 
2.2. Human Head Model 54 
 55 
Human head is modeled by different models such as SAM phantom model, six-layer model and two-56 
tissue human head model. SAM phantom human head model is provided by CST Microwave Studio 57 
[14]. Six-layer human head model consists of six tissues skin, fat, bone, dura, cerebrospinal fluid 58 
(CSF) and brain [12]. Two-tissue human head model consists of two tissues bone and brain [4]. The 59 
properties of the six-layer human head model and the two-tissue human head model at 900MHz are 60 
shown in Table 2. 61 

Table 2. Human head tissue properties 62 
 63 

Human 
Head Model 

Tissue Relative 
permittivity (����r) 

Conductivity 
���� (S/m) 

Mass Density 
���� (Kg/m3) 

Radius 
(mm) 

 
 
Six-layer 
model 

Skin 
Fat 
Bone 
Dura 
CSF 
Brain 

40.7 
10 
20.9 
40.7 
79.1 
41.1 

0.65 
0.17 
0.33 
0.65 
2.14 
0.86 

1100 
920 
1850 
1050 
1060 
1030 

83.25 
82.25 
82.11 
81.7 
81.2 
81 

Two-tissue 
Model 

Bone 
Brain 

8 
55 

0.105 
1.23 

1850 
1030 

100 
90 

 64 
2.3. Antenna Model 65 
 66 
The different parameters of the three different antenna models that have been used in this study are 67 
introduced in this section. Cell phone with monopole antenna is modeled by perfect electric conductor 68 
(PEC). Cell phone size is 100 mm length, 40 mm width and 20 mm thickness. Monopole antenna is    69 
λ / 4 length, 2.5 mm feeding gap and 0.45 mm radius [4]. Cell phone with helix antenna is provided by 70 
CST MWS [14]. Dipole antenna  is 149 mm length, 0.745 mm feeding gap and 1.8 mm radius [12]. 71 
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 72 
3. DESCRIPTION OF THE SIMULATION ENVIRONMENT 73 
 74 
The simulations are performed with CST Microwave Studio (CST MWS) software using finite-75 
difference time-domain (FDTD) method. Mesh type is hexahedral and solver type is transient solver. 76 
The output power of the antenna is 500 mW at the operating frequency of 0.9 GHz. Practically the 77 
output power of the cell phone does not exceed 250 mW for normal use, while the maximum output 78 
power can reach till 1W or 2W when the base station is far away from the cell phone [8]. Spacing 79 
between human head model and antenna is 20 mm in the case of helix and monopole antenna and 80 
25 mm in the case of the dipole antenna. 81 
 82 
4. RESULTS AND SIMULATIONS 83 
 84 
4.1. SAM Phantom Human Head Model 85 
 86 
4.1.1. SAM Phantom Human Head Model with Monopole Antenna 87 
 88 
Human head is modeled by SAM phantom model with monopole antenna. Spacing between SAM 89 
phantom human head model and the cell phone is 20 mm. Without ferrite shield attachment, the SAR 90 
values are 1.401W/Kg for SAR1g and 0.7389 W/kg for SAR10g. The Ferrite shield is attached to the cell 91 
phone between SAM phantom human head model and monopole antenna as shown in Fig. 1. With 92 
ferrite shield attachment, the SAR values reduced to be 0.7303 W/Kg for SAR1g and 0.4347 W/Kg for 93 
SAR10g as shown in Fig. 2, respectively. SAR reduction factor of 47.87% for 1g peak SAR and 41.17% 94 
for 10g peak SAR are achieved. 95 

 96 

Fig. 1. Complete model used for simulation including SAM phantom model, cell phone, 97 

monopole antenna and ferrite shield 98 

 99 
 100 
Fig.2. SAR distribution over SAM phantom human head model with monopole antenna 101 

Sweeping the SAR value over the different dimension of the shield (height, width, thickness and 102 
position) gives the results described in Figs. 3.a-3.d. Firstly; the SAR value is swept over the height of 103 
the ferrite shield between 20-100 mm whereas width equals 40 mm and thickness equals 3 mm. 104 
Secondly; the SAR value is swept over the width of the ferrite shield between 10-50 mm whereas 105 
height equals 80 mm and thickness equals 3 mm. Thirdly; the SAR value is swept over the thickness 106 
of the ferrite shield between 1-6 mm whereas height equals 80 mm and width equals 40 mm. Finally; 107 
the SAR value is swept over the position whereas height equals 80 mm, width equals 40 mm and 108 
thickness equals 3 mm. 109 
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The results show that the SAR value decreases as the height, width or thickness of the ferrite shield is 110 
increased but the SAR value increases as the ferrite shield moves away from the monopole antenna. 111 

                     112 
Fig. 3.a. SAR value versus ferrite shield height                        Fig. 3.b. SAR value versus ferrite shield width 113 

                     114 
Fig. 3.c. SAR value versus ferrite shield thickness            Fig. 3.d. SAR value versus shield position along  115 

                                                                     positive z-axis 116 
 117 
4.1.2. SAM Phantom Human Head Model with Helix Antenna 118 
 119 
In this section, human head is modeled by SAM phantom model with helix antenna. Spacing between 120 
SAM phantom human head model and the cell phone is 20 mm. Without ferrite shield attachment, the 121 
SAR values are 1.465 W/Kg for SAR1g and 1.066 W/kg for SAR10g. The Ferrite shield is attached to 122 
the cell phone between SAM phantom human head model and helix antenna. With ferrite attachment, 123 
the SAR values reduced to be 0.8872 W/Kg for SAR1g and 0.6421W/Kg for SAR10g as shown in Fig. 4, 124 
respectively The SAR reduction factor of 39.44% for 1g peak SAR and 39.76% for 10g peak SAR are  125 

achieved. 126 

 127 

Fig. 4. SAR distribution over SAM phantom human head model with helix antenna 128 

The SAR values are swept over the different dimensions of the shield (height, width, thickness and 129 

position) as described before in section 4.1.1 and the obtained results are shown in Figs. 5.a-5.d.  130 
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                     131 
Fig. 5.a. SAR value versus ferrite shield height                        Fig. 5.b. SAR value versus ferrite shield width 132 

                     133 
   Fig. 5.c. SAR value versus ferrite shield thickness            Fig. 5.d. SAR value versus shield position along  134 

                                                                     positive z-axis 135 
4.1.3. SAM Phantom Human Head with Dipole Antenna 136 
 137 
Human head is modeled by SAM phantom model with dipole antenna. Spacing between SAM 138 
phantom human head model and the feeding point of dipole antenna is 25 mm. Without ferrite shield 139 
attachment, the SAR values are 2.985 W/Kg for SAR1g and 1.506 W/kg for SAR10g. The ferrite shield 140 
is attached between SAM phantom human head model and dipole antenna. With ferrite shield 141 
attachment, the SAR values reduced to be 0.8629 W/Kg for SAR1g and 0.5807 W/Kg for SAR10g as 142 
shown in Fig. 6, respectively. SAR reduction factor of 71.09% for 1g peak SAR and 61.44% for 10g 143 
peak SAR are achieved. 144 

 145 

Fig. 6. SAR distribution over SAM phantom human head model with dipole antenna 146 

The SAR values are swept over the different dimensions of the shield (height, width, thickness and 147 
position) as described before in section 4.1.1 and the obtained results are shown in Figs. 7.a-7.d.  148 
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                     149 
Fig. 7.a. SAR value versus ferrite shield height                        Fig. 7.b. SAR value versus ferrite shield width 150 

                     151 
   Fig. 7.c. SAR value versus ferrite shield thickness            Fig. 7.d. SAR value versus shield position along  152 

                                                                     negative x-axis 153 
 154 
4.2. Six-Layer Human Head Model 155 
 156 
4.2.1. Six-Layer Human Head Model with Monopole Antenna 157 
 158 

Human head is modeled by six-layer model with monopole antenna. Spacing between six-layer 159 
human head model and the cell phone is 20 mm. Without ferrite shield attachment, the SAR values 160 
are 0.6899 W/Kg for SAR1g and 0.5499 W/kg for SAR10g.  The ferrite shield is attached to the cell 161 
phone between six-layer human head model and monopole antenna as shown in Fig. 8. With ferrite 162 
shield attachment, the SAR values reduced to be 0.4918 W/Kg for SAR1g and 0.4239 W/Kg for SAR10g 163 
as shown in Fig.9, respectively. SAR reduction factor of 28.71% for 1g peak SAR and 22.91% for 10g 164 
peak SAR are achieved. 165 

 166 
Fig.8. complete model used for simulation including six-layer model, cell phone, monopole 167 

antenna and ferrite shield 168 
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 169 
 170 
Fig. 9. SAR distribution over six-layer human head model with monopole antenna 171 

The SAR values are swept over the different dimensions of the shield (height, width, thickness and 172 
position) as described before in section 4.1.1 and the obtained results are shown in Figs. 10.a-10.d.  173 

                     174 
Fig. 10.a. SAR value versus ferrite shield height                       Fig. 10.b. SAR value versus ferrite shield width 175 

                     176 
Fig. 10.c. SAR value versus ferrite shield thickness            Fig. 10.d. SAR value versus shield position along  177 

                                                                       positive z-axis 178 
4.2.2. Six-Layer Human Head Model with Helix Antenna 179 
Human head is modeled by six-layer model with helix antenna. Spacing between six-layer human 180 
head model and the cell phone is 20 mm. Without ferrite shield attachment, the SAR values are 2.313 181 
W/Kg for SAR1g and 1.699 W/kg for SAR10g. The ferrite shield is attached to the cell phone between 182 
six-layer human head model and helix antenna. With ferrite shield attachment, the SAR values 183 
reduced to be 1.517 W/Kg for SAR1g and 1.119 W/Kg for SAR10g as shown in Fig. 11, respectively. 184 
SAR reduction factor of 34.41% for 1g peak SAR and 34.13% for 10g peak SAR are achieved. 185 

 186 

Fig. 11. SAR distribution over six-layer human head model with helix antenna 187 
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The SAR values are swept over the different dimensions of the shield (height, width, thickness and 188 
position) as described before in section 4.1.1 and the obtained results are shown in Figs. 12.a-12.d. 189 

                     190 

Fig. 12.a. SAR value versus ferrite shield height                       Fig. 12.b. SAR value versus ferrite shield width 191 

                     192 

Fig. 12.c. SAR value versus ferrite shield thickness            Fig. 12.d. SAR value versus shield position along  193 
                                                                       positive z-axis 194 

 195 
4.2.3. Six-Layer Human Head Model with Dipole Antenna 196 
 197 
Human head is modeled by six-layer model with dipole antenna. Spacing between six-layer human 198 
head model and the feeding point of dipole antenna is 25 mm. Without ferrite shield attachment, the 199 
SAR values are 1.642 W/Kg for SAR1g and 1.279 W/kg for SAR10g. The ferrite shield is attached 200 
between six-layer human head model and dipole antenna. With ferrite shield attachment, the SAR 201 
values reduced to be 0.9483 W/Kg for SAR1g and 0.7587 W/Kg for SAR10g as shown in Fig. 13, 202 
respectively. SAR reduction factor of 42.24% for 1g peak SAR and 40.68% for 10g peak SAR are 203 
achieved.  204 

 205 

Fig. 13. SAR distribution over six-layer human head model with dipole antenna 206 

The SAR values are swept over the different dimensions of the shield (height, width, thickness and 207 
position) as described before in section 4.1.1 and the obtained results are shown in Figs. 14.a-14.d. 208 
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                     209 
Fig. 14.a. SAR value versus ferrite shield height                      Fig. 14.b. SAR value versus ferrite shield width 210 

                     211 
Fig. 14.c. SAR value versus ferrite shield thickness            Fig. 14.d. SAR value versus shield position along  212 

                                                                       negative x-axis 213 

 214 
4.3. TWO-TISSUE HUMAN HEAD MODEL 215 
 216 
4.3.1. Two-Tissue Human Head Model with Monopole Antenna 217 
 218 
Human head is modeled by two-tissue model with monopole antenna. Spacing between two-tissue 219 
human head model and the cell phone is 20 mm. Without ferrite shield attachment, the SAR values 220 
are 0.7462 W/Kg for SAR1g and 0.5622 W/kg for SAR10g. The ferrite shield is attached to the cell 221 
phone between two-tissue human head model and monopole antenna. With ferrite shield attachment, 222 
the SAR values reduced to be 0.61 W/Kg for SAR1g and 0.4615 W/Kg for SAR10g as shown in Fig. 15, 223 
respectively. SAR reduction factor of 18.25% for 1g peak SAR and 17.91% for 10g peak SAR are 224 
achieved. 225 

 226 

Fig. 15. SAR distribution over two-tissue human head model with monopole antenna 227 

The SAR values are swept over the different dimensions of the shield (height, width, thickness and 228 
position) as described before in section 4.1.1 and the obtained results are shown in Figs. 16.a-16.d. 229 
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                     230 
Fig. 16.a. SAR value versus ferrite shield height                       Fig. 16.b. SAR value versus ferrite shield width 231 

                     232 
Fig. 16.c. SAR value versus ferrite shield thickness            Fig. 16.d. SAR value versus shield position along  233 

                                                                       positive z-axis 234 
 235 
4.3.2. Two-Tissue Human Head Model with Helix Antenna 236 
 237 
Human head is modeled by two-tissue model with helix antenna. Spacing between two-tissue human 238 
head model and the cell phone is 20 mm. Without ferrite shield attachment, the SAR values are 1.42 239 
W/Kg for SAR1g and 1.076 W/kg for SAR10g. The ferrite shield is attached to the cell phone between 240 
two-tissue human head model and helix antenna. With ferrite shield attachment, the SAR values 241 
reduced to be 0.894 W/Kg for SAR1g and 0.6879 W/Kg for SAR10g as shown in Fig. 17, respectively. 242 
SAR reduction factor of 37.04% for 1g peak SAR and 36.06% for 10g peak SAR are achieved. 243 

 244 

Fig. 17. SAR distribution over two-tissue human head model with helix antenna 245 

The SAR values are swept over the different dimensions of the shield (height, width, thickness and 246 
position) as described before in section 4.1.1 and the obtained results are shown in Figs. 18.a-18.d.  247 
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                     248 
Fig. 18.a. SAR value versus ferrite shield height                       Fig. 18.b. SAR value versus ferrite shield width 249 

                     250 
Fig. 18.c. SAR value versus ferrite shield thickness            Fig. 18.d. SAR value versus shield position along  251 

                                                                       positive z-axis 252 
 253 
4.3.3. Two-Tissue Human Head Model with Dipole Antenna 254 
 255 
Human head is modeled by two-tissue model with dipole antenna. Spacing between two-tissue 256 
human head model and the feeding point of dipole antenna is 25 mm. Without ferrite shield 257 
attachment, the SAR values are 1.544 W/Kg for SAR1g and 1.1 W/kg for SAR10g. The ferrite shield is 258 
attached between two-tissue human head model and dipole antenna. With ferrite shield attachment, 259 
the SAR values reduced to be 0.9798 W/Kg for SAR1g and 0.696 W/kg for SAR10g as shown in Fig. 260 
19, respectively. SAR reduction factor of 36.54% for 1g peak SAR and 36.72% for 10g peak SAR are 261 
achieved. 262 

 263 

Fig. 19. SAR distribution over two-tissue human head model with dipole antenna 264 

The SAR values are swept over the different dimensions of the shield (height, width, thickness and 265 
position) as described before in section 4.1.1 and the obtained results are shown in Figs. 20.a-20.d.  266 
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                     267 
Fig. 20.a. SAR value versus ferrite shield height                       Fig. 20.b. SAR value versus ferrite shield width 268 

                     269 
Fig. 20.c. SAR value versus ferrite shield thickness            Fig. 20.d. SAR value versus shield position along  270 

                                                                       negative x-axis 271 

 272 
5. CONCLUSION 273 
 274 
Simulation with SAM phantom human head model achieves SAR reduction factor greater than other 275 
models. For monopole antenna, SRF equals 47.87% for 1g peak SAR and 41.14% for 10g peak SAR. 276 
For helix antenna SRF equals 39.44% for 1g peak SAR and 39.76% for 10g peak SAR. Shielding 277 
dipole antenna with ferrite achieves the largest SAR reduction factor of 71.09% for 1g peak SAR and 278 
61.44% for 10g peak SAR as shown in Table 3. The SAR value decreases as size of the ferrite shield 279 
increases. SAR value increases as ferrite shield moves away from the antenna.  280 
 281 
Table 3. Comparison between SAR values with different human head model and different types 282 
of antenna 283 
 284 

Human 
Head 
Model 

Antenna Type Without Shielding With Ferrite Shield 
SAR1g 
(W/kg) 

SAR10g 
(W/kg) 

SAR1g 
(W/kg) 

SAR10g 
(W/kg) 

SRF1g 
(%) 

SRF10g 
(%) 

SAM 
Phantom  

Model 

Monopole 
Helix 

Dipole 

1.401 
1.465 
2.985 

0.7389 
1.066 
1.506 

0.7303 
0.8872 
0.8629 

0.4347 
0.6421 
0.5807 

47.87 
39.44 
71.09 

41.17 
39.76 
61.44 

Six-Layer 
Model 

Monopole 
Helix 

Dipole 

0.6899 
2.313 
1.642 

0.5499 
1.699 
1.279 

0.4918 
1.517 

0.9483 

0.4239 
1.119 

0.7587 

28.71 
34.41 
42.24 

22.91 
34.13 
40.68 

Two-Tissue 
Model 

Monopole 
Helix 

Dipole 

0.7462 
1.42 

1.544 

0.5622 
1.076 
1.1 

0.61 
0.894 

0.9798 

0.4615 
0.6879 
0.696 

18.25 
37.04 
36.54 

17.91 
36.06 
36.72 
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