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Evaluation of Airports Traffic Systems in Nigeria

ABSTRACT

The impact of civil aviation as a sector on the general economic activity has been studied
systematically and documented. In other words, sustaining a viable aviation industry is therefore
vital if the economy is to reap the full benefits of the future growth in foreign trade and
investment. It is in the light of this that the paper is aimed at examining airport operational
efficiency and capacity utilization as determined or influenced by different airport traffic
variables, with a view to determining significant relationship among constituents of airport
capacity and traffic volume. Data were sought from Ten (10) sampled Airports in the country on
their relative socio-economic characteristics. Therein, descriptive statistics was adopted to
describe the relative importance of traffic systems variables at those sampled airports. Smilarly,
Pearson Product Correlation was adopted to determine the significant relationship of these
variables. Results reveal ed that those variables were positively, high and low correlated in some
cases. The implication is that they are related and consequently interact with one another. It is
thus recommended among others that streamlining efficiencies in operational integrity, new
business processes and paradigms and the use of new technology will continue to see the
industry and airports work towards a competitive advantage and achieve outcomes which are
appropriate for airports shareholders and acceptable for stakeholders.

Keywords : Evaluation, Airports, Traffic, Systems and Capacity.

Introduction

The economic significance of air transport can testappreciated in the roles performed by this
sector of transport industry by bridging distanod &me (Fisk, et. al, 1993). Air transport hasoal
proved to be an important arm in the distributidngoods and services by covering very wide
markets (Airports Council International- ACI- 2004Jowever, efficient and relatively cheap air
travel can move products such as newspapers oeftote far-flung distance markets. As the sizes
and the distances of goods keeps increasing irablolrket, air transport is routinely planned and
designed to suit dynamic productive facilities tosgacreating total “mine to market” capabilities
(Cherniavsky, and Abrahamsen, 2000).

In recent years, airports have been under growiagspire to be more financially self sufficient and
less reliant on government support. This was agsaltr of the increasing demand and global
privatisation of notable economy sectors. Manyaigparound the world have been commercialized
and/or privatized so that airports are operatecertibe a business (Chopra and Meindl, 2001; IATA,

1997). Most countries have created regulatory a@genseparately from airport operators. These

changes introduced strong incentives for airpomagars to increase revenue and reduce costs. The

changing objective and strategy of airports, togetwith the evolving regulatory policies and
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governance structures influence airports’ perforceaand their services. This is noticeable in the
operational cost and revenue generation. Thesegebaare posing new challenges to airport
managers and regulation system. In an increasiglfiipalised economy, air transport is a vital
element of the country’s transport infrastructudgdsiku et al. 2013).

Nigeria as a developing country continues to gnowandem with its air transport network following
the construction of airports and planning of amtes. Most state capitals, big towns and cities are
connected with aviation operations and servicesstrAnsport in Nigeria has been growing in relation
to the Gross National Product (GNP) as it accoforits large part of transport expenditure in the
economy (Oyesiku et al. 2013). It should be noteat the share of freight movement on a tonne
kilometre is small compared to other modes; aidimarry high value, perishable, and provide
emergency goods that make them an important patheftotal transport system (Oyesiku and
Oduwole, 2004).

Given that airports require large initial investriterthat require long gestation periods before
profitable returns can be generated, cumbersomelatians discourage private capital. When
airports are effectively regulated and subjecteddod performance, more efficient terminals would
justifiably earn higher profits or be able to attréurther investments towards an efficient airport
system. Hence the aim of the paper is to examingomi operational efficiency and capacity
utilization as determined or influenced by diffaraxirport traffic variables, with the specific
objectives to evaluate the airport traffic syssenglative to airport capacity and traffic volunagth

a view to determining significant relationship armgoconstituents of airport capacity and traffic
volume. This is predicated on the fact that aip@issess considerable monopoly power and thus
have the scope to operate inefficiently, and passthte higher costs which result from this
inefficiency to their customers (Turner, 2003). Eany, the relationship of demand to available
capacity of an airport focuses on delays to aiterafvements as a result of limited runway capacity.
Aside this, there are several factors influencioggestion at the airports. The movements, landings
and take-offs are operational arrangement of ttpodi(e.g. whether there are separate runaways for
landing or take-off or not). It should be notedtthacraft characteristics affect delays; for imst@,
small commuter aircrafts are typically slower tharge jets and may occupy the runway for longer
periods. Air traffic control, aircraft separatiorasdards also affect throughput and delays.

2.0 Literature and Conceptual Clarification

The importance of air transport and airport capadiilization has made it a major subject of reskan
transport geography. Indeed studies in transpagm@gehy bring with it a new wave of ideas, fads and

techniques. It is imperative to note that each idpples through the field, with different speeddan
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impact. Thus, an accumulation of new approachestwbiccasionally develop does not lead to the
overthrow of existing findings or air transport kviedge. This chapter presents the conceptual and
theoretical framework for the airport capacity iatition, which is the main focus of this study. \Roes
empirical studies were reviewed. The relevant cpteceeviewed are: (i) Airport System (ii) Airport

capacity utilization (iii) Airport performance amdicators.
2.1 Airport System

Airports activities are diversified and descendsrfrnature of airports’ operations, which involvettbo
airside and landside services. In addition, nomaautical commercial businesses including revenues
from retail activities and license allotment toe¥xial operators supplying ship, restaurant, dug-fcar
parking services, etc are assuming growing impodafihis gives rise to the strategic opportunitydo
airport to focus on traditional airside activities to enter commercial activities, which are not
traditionally considered as core business (Qairal., 2003). The basic functions of an airport are to
provide access for aircraft to the national airspdo permit easy interchange between aircrafttand
facilitate the consolidation of traffic. To effeatly deliver these functions, an airport must haseeral
basic infrastructure elements present such as yynagiways, aprons (airside infrastructure) anmgai
ground resources for passengers or cargo. The gnasource elements as well as airside infrastreictu
capacity dictate the airport’s air traffic capadtyDCAD, 2003).

In relation to this study, it should be noted aitpaoes not provide only place for landing andtdkof
aircraft, but enable various services and facditfer airlines, passengers and other allied indlgdi
government bodies and concessionaires. Thus, dengefarge amount of benefits for local economy
(TRB, 2003). Interestingly, TRB (2009) explaine@ttlan airport system consists of two components for

effective functioning of airport services (Fig 2add 2.2). These components include the following:

® Landside system
(i) Airside System
) Landside system

Landside system embraces surface access systenw) iwhconnecting to an airport to its
catchment area, passenger and freight terminagmsy6Atkinson and Primont, 2002; CCSF, 2003). The
surface access system embraces individual cacalaxiail and road based public transport syst@iRrs.
(2009) emphasised that these facilities are pravide transport outgoing and incoming passengers,
airport employees and visitors to and from theairplhe airport passenger and freight terminatesys

consists of two components dedicated interfacespasdenger (and freight) terminals, which both Enab
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101 transfer of passengers (and freight) between ttporiisurface transport systems and aircraft anéd vi
102  versa (Ashford et al., 1997).
103 (i) Airside System
104 TRB (2009) reiterate that airport airside systemsists of airspace around airport called the
105  ‘Airport Zone' or ‘Terminal Airspace’, runways, taxays and apron / gate complex. The airspace
106  provides accommodation for the arrival of aircjafit before landing and the departure aircraft @itsr
107  taking-off. The runway accommodates the ground @lddanding and taking-off. Taxiways physically
108 link runway and apron/gate complex and enable iticeadt for taxing between two complexes. At apfon
109 gate complex, the aircraft perform their grounddieng services (Ashford et al., 1997; CCSF, 2003).
110
111 Airport System
112
113 l

Land Side System Airside System
114 % pax Terminal / Freight * Terminal Airspace

Terminal * Runways
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117  Source: Senguttuvan, (2006)
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Figure 2.2: Airport System (Landside and airside oprations of airport)

Source: Airport operations (Ashford, Stanton and Moore; 1991)

2.1.2 Concept of Airport Capacity and Capacity Utilzation

Airside

Landside
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Infrastructure capacity development is one of thastnimportant factors in determining the operationa
efficiency of an airport. Caves et al, 1984 and EC3)03) opine that capacity can conceptualisechase
on the area or field of study. Capacity accordm@®RB (2009) refers to the ability of an airporttandle

a given volume or magnitude of traffic (demand)hivit a specific period of time. It was further
emphasised that, operational capacity is geneeajlyessed by the maximum number of units of demand
that can be accommodated at an airport during geegiod of time and under given conditions. Zogsafo
et. al. (2013)reported that capacity measures can be done omidax Throughput Rate (MTR) and
Level of Service (LOS) related capacity. MTR isidefl as the ‘average number of demands a server can
process per unit of time when always busy’ and Lefeservice (LOS) related capacity is measured
through the number of demands processed per uniin@ while meeting some pre-specified LOS
standards. Understanding of the concept of airpapacity is fundamental to traffic operations and
designed problems are also associated with safedy egonomic operation of air transport systems
(UNCTAD, 1975; Oyesiku, 1994; Oyesiku and Oduwd@04). Airport capacity is described as the
ability of an airport to handle passenger or freighffic. It is often expressed in terms of maximu
number of aircraft, number of passengers or tonoégargo that can be handled per unit time (hday,
month, and year) without impairing safety and camfd@he capacity of an airport depends on the
component elements through which the flow of amgviand departing passengers and the flow of
incoming and outgoing cargo proceed. Capacity theggas a measure of performance under varying
conditions, can be applied to individual locatiamsa complete network. Hence the airport capaciies

as inherent in the facilities capacities, passeéagapacities, and cargo handling capacities. Adiogrto

the Washington Aviation System Plan (2009), fiveety of airport capacity can be identified:

() Airfield Capacity: the ability of an airport’'s ruray system to accommodate take-offs and landings
without experiencing delays.

(i) Commercial Airline Passengers: the ability of arpait terminal to accommodate airline passengers
with adequate space for ticketing, security, etc.

(i) Air Cargo: the ability of an airport to accommaglgirocessing of air cargo tonnage using existing
facilities.

(iv) Aircraft Storage and Parking: the ability of arpait to accommodate storage of based and transient
aircraft in tie-downs and hangars.

(v) Airspace System: the ability of available airsptmesafely accommodate aircraft in transit between

airports.
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It is pertinent to note that four elements havebéoconsidered in analyzing and investigating afrpor
operational capacity (i) Airspace (ii) Airfield ifii Terminal (iv) Ground Access (Bubalo, 2009; Zaigps

et. al., 2013). Based on these four elements, thati®ors further ascertained that airport operation
capacity is determined according to the time scdperefore, operational capacity is divided intatw
periods; short term and long term operational alatirpng parameter in estimating the capacity of an
airport. Airport capacity analyses serve two mainctions: (i) to objectively measure the capaliitof
the components of the airport system to handlecésteaircraft movements and passenger flows and (ii
to estimate the extent of delays in the systeneasadd varies (Ashford et al 1991).

Capacity refers to the ability of a component ie #irport system to handle aircraft and is usually
expressed in terms of operations per hour (arrigaldepartures). This hourly capacity is the maximu
number of operations that can be handled in a aoe period under specific operating conditions, (i)
Ceiling and visibility (ii) air traffic control (i) Aircraft mix (iv) nature of operations. Accorgjnto
Bubalo (2009) capacity is a measure of supply. Médle, in order to determine the airport capadite
operating conditions must be specified. It washfeirtemphasised that the preferred measure of ¢tapsci
the ‘ultimate or saturation’ capacity which givdse tmaximum number of aircraft that can be handled
during a certain period under conditions of contimsidemand (Ashford et al 1991). Runway capacity is
usually the controlling element of the airport'stgm capacity. Ashford et al (1991) reported thatvay
capacity can be influenced by, air traffic contrdémand characteristics; environmental conditiam$ a
design and layout of the runway system

Bubalo (2009) and Zografos et. al. (2013) remartked aircraft delay in arrival and departure foam
critical problem in the airport landside area. Hwstance, congestion at the airport terminal bogdi
access roads, and parking areas increasingly émeahe capability of airports to serve additional
passengers and air cargo. Thus, measuring capdciyport facilities and services is becomingicat
issue. It should be noted that, the layout of pagsebuildings are associated with runways, taxsyay
apron, car parks and access roads. Airport aitgdea close relationship with airport landside.hBarte
interdependent with each other in accommodatingafirand passenger, which in turn demonstratieg th
airport capability. To affirm this fact is the siion of most airports in US, UK and few airporsAsia
Pacific facing crisis in the landside capabilityedio zooming traffic. The capacity utilization cept is

of great importance in the manufacturing or promurcindustries. It may therefore be better expldibg
considering the minimum output corresponding torthieimum level of short run total cost or optimal
capacity as mentioned earlier.

Bubalo (2009) elaborate that full capacity of aitpdias been variously viewed as a minimum poiré on
cost function, a full input point on an aggregatedoiction function, and a bottleneck point in aeah

equilibrium system. Full capacity should be defirgsdan attainable level of output that can be mch
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under normal input conditions-without lengtheninccepted working weeks, and allowing for usual
vacations and for normal maintenance. It was raiéer that, indirect use of capacity measures is
important in the construction of econometric modeid serves as a validation test for the seriembygt
being considered. The indirect uses are in eqguation (a) price formation; (b) capital formatiort) (
trade capacity utilization is one of the most st variables in the Wharton model ,and showsnup i
several places. The airport economic capacity isnel@ by the economic conditions, which may
significantly influence the number of units of dexdesaccommodated at an airport in both short and lon
term, during a given period of time (one hour or pear). In the short-term, the charges of an airpo
services during the peak and off-peak hours deterntine economic conditions (Bubalo, 2009; and
Zografos et. al.,2013).

The relationship between capacity and utilizatiayralso be determined in the growth or otherwisanof
industry, firm or airport over a few years as irded in both changes in percentage utilizationuchs

capacity. In an airport system, productive capawdty be measured by:

the concept of potential annual output (OP) andeeage utilization by ratio in percentage of attu
output (OA) to potential output (OP) (OA/OPx1@Blubalo, 2009)..........c.cccevevennee. eq (2.1)

If there have been changes in percentage utilizatiohigh rate of increase output would have been
observed, but such increase will not be sustainafibe capacity is 100% utilized. Percentage utibra

is considered to be the ratio of actual outputdiptial output in percentage for the purpose isf $tudy.
Thus, capacity as a measure of performance is zethlgn the basis of port performance indicatorskvhi
are also indicators of productivity. This is beeaysoductivity itself is a member of efficiency it
which resources are converted into goods and s=nespecially when it is defined as the relatignshi
between output of goods and services and the imgfuiasic resources, labour, capital goods andaatu
resource. These indicators are analyzed as relatedutput, quality of service, utilization and
productivity. The aircraft occupancy is an indicatbthe level of demand of airport services andrghs,
while aircraft utilization indicates how effectiyethe time the aircraft is occupied is being uséds also

gives a very clear indication of available spaneacity.
2.2 Airport Traffic, Efficiency and Regulation

With deregulation and liberalization of airlinesdasommercialization and privatization of airports,

airport operators have been pressured to provideb&st possible services in the most efficient way.
Studies on efficiency and productivity of airpodse therefore very germane to the present airport
industry (ATRS, 2004). Furthermore, pricing and uletpry issues related to social welfare and

increasing airport congestion are other probleragyhg the airport industry. Despite the trend tava
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commercialization and privatization of the airportiustry, policy makers have placed more stringent
regulatory governance to prevent airports from mdgusnarket power and to increase the quality of
service that is being provided. Additionally, wititreasing demand and with the advent of the hub-an
spoke system, major hub airports have experiennerkasing congestions since the end of 1990's
(Brueckner, 2002). Salazar de la Cruz (1999) studieport efficiency by using panel data from 16
Spanish airports between 1993 and 1995. He emplthedata Envelopment Analysis (DEA) method
with the assumption of Variable Returns to Scal®$Y. He used total returns (total revenue), returns
from infrastructure services (infra related aviati@venue), operative returns (non-infra relateidtan
revenue), final returns (non-aviation revenue) anthber of passengers as outputs and total economic
cost (total cost) as the input. He found that aitpevith 3.5 to 12.5 million passengers had coristan
returns to scale, whereas airports with over 12Ibkom passengers exhibited decreasing returnsates
However, as he indicated in the paper, his conmhssshould be interpreted cautiously due to thdlsma
size of data at the end of the frontier; the ovelagree of scale economies and its turning poa wary

according to samples.

A study on airport regulation and competition wasducted by Starkie (2002). He pointed out tha in
spatial context the airport industry was no longeder a natural monopoly, but rather under an ifeper

or monopolistic competition. This transformationcomed because with privatization, airports became
involved in a fierce competition with other airpoifor the connecting service of airlines. Basedhan
change in the market structure, he suggested xhpbst regulation for natural competition is likelye
most appropriate model for the industry. Oum ef28i04) examined the relationship between different
type of price regulation and airport efficiencyveall as non-aviation activities at airports. Themnpirical
analysis found that airports under the dual-tilt@rcap regulations tended to have higher levelgads
TFP than those with a single-till price cap or #ntsat operate under the single-till Rate-of-Re(lROR)
regulation. Those airports that operated underadtillregulation had better economic efficienctean
those under a single-till regulation, particuldidy large, congested airports. This finding suppdrthe
arguments of Starkie and Yarrow (2000), Starki®©d@nd Forsyth (2002).

Airport competition is determined by the numbeaoports in an overlapping catchment area. Moreover
several definitions of airport competition and thastence of different players in the picture apais,
airlines and service providers make the analysairpbrt competition even harder. For example,ghgr
no consensus on which airport services are commetind on which are monopolistic. Ceolli, et al.
(2005) point out that low degree of airline comfeti in the past was the main determinant of logrde

of airport competition in Europe. However, thisiaiion has changed first with the deregulationidihe

industry, forcing airports to use more attractitrategies for incumbent airlines as well as newaans,



UNDER PEER REVI EW

279
280
281
282
283
284
285
286
287
288
289
290

291

292

293
294

295
296

297

298

299

300
301

302
303
304
305
306

and second with the development in low-cost-camiarket. Airports with excess capacity used low-cos
carriers for extra passengers, which can createa esdvenue sources. Hence, increasing level of
competition and battle for the market power gawe rio the desire for the determination of “best
practices” among airports which are competing widlh other, in order to get support in developieg n
strategies to survive or to gain more power (VZ089).

The airport business has gone beyond plain fieldaioding and departure of an airplane to a difiesi
multi-business, including ramp and traffic handinganagement of events and other commercial
activities not directly related to the aviation imess. There have been several studies concerning t
examination of economies of scale in the airpodusiry. Findings from these studies range from no
economies of scale exist at all, up to the exigasfeeconomies of scale until a traffic volume p28 or
even 90 been passengers or that they do not exhtasty number of passengers or work load unit
(WLU).

3.0. Materials and Methods
3.1 Study Area

The Federal Airports Authority (FAAN) was estabbshin 1978. The Authority has the following

principal functions

(i) To develop and maintain at the nation’s airpaatl necessary operational facilities and servioes

aircrafts and excluding navigational aids, telecamization facilities and air traffic control sereg

(if) To provide accommodation and other facilittesthe effective handling of passengers and fiteigh
(iii) To develop and provide facilities for surfatransport within airports.

(iv) To carry out at the airports such economidviteds as are relevant to air transport and

(v) Generally to create conditions for the develepimn the most economic and efficient manner of ai

transport and services connected with it.

The Federal Airport Authority of Nigeria (FAAN) ctwols all airports which are fairly distributed the
country to service commercial, administrative cesi@nd areas of natural resources. The airpottsei
country constitute the main component of the aiteonetworks. There are domestic and international
airports in the country. The domestic airports ifaio two basic groups, namely the trunk airpatsl

local airports. The former provide air travel seeg mostly to cross-country routes (e.g. lkejamBstic

10
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Terminal). International airports include LagosstRgarcourt, Kano, Calabar and Abuja which handle

international traffic and include passport, cust@md quarantine controls.

Most of the airports in the country are civil aidat establishments that serve scheduled airlines
incorporate a wide variety of facilities for hamdji passengers, baggage, freight and airmail. Figure
depicts Nigerian Airports. There are eighteenaiminals. The Runway dimensions range between 2400
x 45m to 3600 x 65m. The international airporsAbuja, Calabar, Kano, Lagos and Port-Harcourehav

modern navigational facilities, lighting, termindisildings, aprons and uninterrupted power supply.
3.2 Data Sources

Data for this paper was through questionnaire thas administered, using multi stage sampling
technique to select the airports in which informativas sought on socio-economic characteristi¢cheof
airports such as name, location, year of estabksiystaff strength and scope of the airport. ithier
includes information on capacity utilization such arside capacity, terminal-side capacity, nunfer
gates and terminal, work load unit, aircraft movatnetc. It is important to stress that data wasatyu
sought from existing airports reports of 2004, 208E6, 2007 and 2008. Table 3.1 presents the sampl

airports.

Table 3.1: Geo-Political Zones and Airports

Geo — political zone Airports

SouthWest (1) Akure Airport

(2) llorin Airport  *

(3) Ibadan Airport

(4) MMA (Lagos) International *

South-East (1LEnugu Airport *
(2) Imo Airport
North-East (1)Bauchi Airport  *

(2) Maiduguri Airport
(3) Yola Airport

North-West (1)Katsina Airport
(2) Sokoto Airport *

(3) Aminu Kano International Airport *

North-Central (1)Kaduna Airport

11
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(2) Jos Airport *
(3) Minna Airport

(4) Nnamdi Azikwe International Airport *

South-South (1Benin Airport
(2) Osubi Airport
(3) Port Harcourt Airport  *

(4) Margaret Ekpo International Airport *

* Sampled Airport
Source Authors’fieldsurvey (2014)
4:0 Analysis and Discussion

This section evaluates airport capacity and trafitume in overall airport management system with a
view to articulating the germane issues in the ept&; while bearing in mind the bench mark of
international standards. This is predicated on fdu that airports are complicated businesses which
provides a wide range of services to airlines aasspngers, as well as other related entities. Tite w
range of services and facilities at an airport @ften classified into air side operations and $iahel
operations; while airside operation refer to atithgi that facilitate the movement of aircraft irdihg
runway services, apron services, and the loadingueroading of baggage/freight. Landside operations
refer to activities associated directly with pagga and freight traffic, covering various stagds o
processing of passengers, baggage and/or freigiigh the respective terminals and onto the aircraf
Again, it also includes commercial activities agilities such as concessions, office rental, @akipg

and others.

In view of the above, this section provides sonwicators of airport capacity and traffic volume.eEb
include number of runways as an indicator of a@sidpacity; number of gates and the total area of
terminals as an indicator of landside capacity. Thenber of people directly employed by an airport
operator provides another indicator of airport citgalt should be noted that, in order to prevernor

due to various degrees of outsourcing practiceffarent airports emphasis was placed on the nurobe
Federal Aviation Authority of Nigeria (FAAN) emplegs. Is worth reporting that, airports provide
services to both passengers and cargo shippess,ahport traffic consists of both passenger icadhd
cargo traffic. However, a significant portion of@rt activities are related to the movement ofraift,

and the number of aircraft movements at an airigah important indicator of airport activities. tghthis
section provides examined three airport trafficgatbrs; (i) number of passengers, (ii) volume afgo

traffic and (iii) number of aircraft movements.

12
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Table 4.1, reveals that virtually all the variabéas not only positively correlated but equally édigh

correlation values. The implication is that theg aelated and consequently interact with one amothe
However, it is important to note that most of theseiables are significant at 0.01 and 0.05 level o
significance. Meanwhile, passenger/aircraft movenfeas low but positive correlation values with all
these variables. This shows significant relatiomsésmong constituents of airport capacity and taffi

volume. This is as a result of the ratio of botlsgmmger and aircraft movement that was used for the

analysis. There is significant relationship amoagstituents of airport capacity and traffic volume.

Table 4.1 Correlation Matrix of Air Traffic Syst ems Variables

No of Terminal | Pax Cargo Work Aircraft Pax/Aircraft
Gates Size Traffic Traffic Load Movt Movt
Unit
No of Gates | - 91** .95** .98** .96** 92%* AT
Terminal - .90** .86* .93* .88** .46*
Size
Pax Traffic - .93 .84 .82* 45
Cargo - .86** 91** 61**
Traffic
Work Load - 87** .59*
Unit
Aircraft - .53*
Movt
Pax/Aircraft -
Movt

**correlation is significant at 0.01 level (2-taile

*correlation is significant at 0.01 level (2-td)

Source Result output based on field survey (2014)

Fig. 4.1 shows that the rate of passenger trafftesveen 2004-2008 was more pronounced at MMM, as

expected, and closely followed by the Abuja airpdtie least passengers’ traffic was recorded atré\ku

airport. This finding might be connected to theunatand the locational advantage of the airport.
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366  Fig 4.1 Passenger Traffic of all the Sampled Airpts
367
368  Source Result otput based on field survey (20)

369

370 In a related development, cargo traffic analysigeaded that Lagos has the highest cargo patrol
371  followed by Abuja and Port Harcourt. This buttressiee initial argument of the location advantagke
372  these airports. Interestingly, other airporte Kano and other do handle cargo, but not as prarezlias

373  these initially mentioned three as shown in Fig
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Fig 4.2: Cargo Traffic of Sampled Airports
Source Result output based on field survey (2014)

The Work Load Unit (WLU) that measures the relaginip between volume of passengers and
cargo traffic was more pronounced at Abuja, Podbiart and Kano airports (see Fig 4.3). Fig 4.4 show
that aircraft movement is also more in Lagos MMAg &buja. Similarly, passengers’ movement is more
pronounced in these airports. The import of thasgirigs is that, there is positive and linear relahip
as initially discussed earlier based on the cdio#lavalues, among passenger traffic, WLU, andraftc
movement. In other words, the more passengerdraffe more the aircraft movement. For instance, th
passenger movement and WLU at MMA are more thaerahports. In the same vein, these indicators
of airport capacity and passenger/aircraft moverasrdepicted in Figures 4.5 and 4.6 corroboridues
initial fact about the relative nature and chanasties of these airports MMA, Abuja, Port Harcoartd

others respectively.
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Fig 4.3: Work Load Unit of Sampled Airports

Source Result otput based on field survey (20)
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Fig 4.4: Aircraft Movement of Sampled Airports
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Fig. 4.5 Total Terminal Size in Sampled Airports
Source Result otput based on field survey (20)
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Fig. 4.6: Passenger/Employees of Sampled Airports
Source Result output based on field survey (2014)

5.0: Conclusion and Recommendation

The evaluation of this objective is based on thesiteration of airside capacity and land side cdépac
This involved the evaluation of volume of passeagend cargo traffic as well as aircraft movements
respectively. The result of the correlation anaysrried out revealed that variables such a NGaiés,
Terminal size , Passenger Traffic, Aircraft movetnand work load unit have high positive correlation
values . The outcome of this analysis shows ttexetis a positive and significant relationship amtre

constituents of aircraft capacity and traffic voksn

Streamlining efficiencies in operational integringw business processes and paradigms and thed use o
new technology will continue to see the industrd airports work towards a competitive advantage and
achieve outcomes which are appropriate for airpbareholders and acceptable for stakeholders. Value
creation for airports will continue to have a doarih effect on decision making by airport managers.
Working with key airlines by closely understandthgir business model and customizing the relatipnsh
will provide the benchmark for future airport/aidi relationships. Excellence in operations, flditibi
working with partners, efficiencies in lowering ogon costs as well as reducing noise and emission

are all possible and timely for the aviation indyst

The role of the airport with tourism numbers isimaportant factor as aviation and tourism management
have a supply and demand relationship and depetideostrength of each other. The impact of working
with tourism partners with the objective of growithige market share of the destination is a key atdic

for airport business development. Working with tenr partners provides the opportunity to extrattea
from airport customers-(both as an airline or a@ls customer). Airports and airlines should share
business strategies as the partnership is thed#yetgrowth of both the airport and airline.  Trote
government as the principal facilitator of infrastiure is to regulate the provision of air transpor
infrastructure with a view to ensuring the effidieperation of the aviation industry at the lowsstial
cost. Oni (2014) aptly noted that government adblenand facilitator must creates the right envinemt

and incentives for stakeholders to contribute teetlgpment and ensures that resources needed for
construction and maintenance of transport infrastines are available at the lowest possible coptioe
through a more pluralistic and inclusive approazhiransportation planning, in which all stakehosder

functions as partner
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