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Abstract
The present paper deals with moving boundary problby fixing the moving boundary

by an assumption of the fors{t) = 2¢¥t, m>2,mis assumed power ang is an

unknown.An iterative algorithms thendeveloped within the main algorithm
solvethe phaseshat appear throughout the whole proosith moving boundariest each
time step as phases with fixed boundaresvo test problems are solved using the present
method.The results due to the first test problerare compared with previousumerical
results based on boundary integral formulation Jevtiie results due to the secanmttwas
compared with available analytical solutiofin overall good agreement is obtained for
both two examples compared with the previous nurakand analytical results.
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1. Introduction

Phase change problem is a practical example of nmgdvoundary problems
and usually highly nonlinear due to the moving iiftee conditions I-3].
Practical engineering problems are efficiently sdlvnowadays only by
numerical methods, such as finite differendg finite element $-7] and
boundary elements8{9]. Boundary integral method is very convenient to
use for solution of Stefan problems in which, nogaints are located only
on the boundaries and move together with the pbhaage interface, this
means that, there is no need for any mesh adjust@il]. The present
paper deals with moving boundary problems by fixing moving boundary
by anassumption of the foreft)=2¢¥t, m> 2, mis assumed power angl is
an unknown.An iterative algorithmis then developed within the main
algorithmto solvethe phaseghat appear throughout the whole proosth

moving boundariest each time step as phases with fixed boundakiéso
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test problems are solved using the present mefTilog.results due to the
first test problemwere compared with previousumericalresults based on
boundary integral formulation, while the resultsedo the secondnewas

compared with available analytical solutiofn overall good agreement is
obtained for both two examples compared with thevipus numerical and

analytical results.

2. Physical background and M athematical for mulation

2.1. Physical background

Melting and solidification are classical types defa@n problems. Assume
that we have a mould of finite length filled witiquid — in case of melting —
and this mould is subjected to cooled air, theidgaation starts appearing
while the remaining still liquid and a moving infiere between the two
phases starts appearing and its position variel timie. Then the main
unknown in this process is to trace the moving llauyn with time. Once the
moving boundary becomes known at each time step, &l other unknowns
become easy to found. The problem underhand issicismelting or
solidification Stefan’s problem in which a new taafue to trace the moving
boundary is developed within main algorithm to soduich problems.

2.2. Mathematical formulation

A domain Q consists ofQ.-solid phase- an®, -liquid phase- representing

the overall domain. The domain is bounded by a daonr, while the two

phases are separated by a moving interfacsee figure (1).



Moving Interfacd,,

Figure 1: Problem domain
The mathematical formulation is as follows:

ou, (x,t)

[%u. =
0 xg) =240

, 1=5/ 1)

The subscripts =s,¢ refer to solid and liquid phases respectively. D&
fixed boundary, two boundary conditions are prdwsxi

ulxt)=u, OxOrg (2)

o

In case ofolidification, we have:

K{%j =q(xt) OxOr (3)

Or in case ofnelting, we have:
ou(x,t)) _
K/(T) =q(x,t), Ox O re, (4)

In equations (2-4y =1, 0T represent the boundary of the domainThe

boundary condition (3) or (4) depends mainly on tyyge of the problem
under consideration. On the moving boundary, twongary conditions are

prescribed:



u(x,t)=u,, or u,, Oxdr,, or T, (5)
Input heat flux - output heat flux = oLV, (6)

u(x,0)=u. (7)
Based on the boundary integral formulation for dixaoundary{ 8], for any
point the integral equation takes the followingnfor

*

u(f,r):j.u( ) Eerdx+kJr.j'u (&, x7,t)q xtdxdt—k”q (&, % 7,t)u(x, t)dxdt

(8)
4, Numerical iterative algorithm
In this section, the suggested iterative algorigtarting from determination
the time at which phase change starts occurrintpupe end of the process
is shown in figure (2). As it appears, the firsttpH the developed algorithm
is designed to determine the time at which phassmgh starts occurring
within a prescribed error to ensure high accurddh® computed results.
Thealgorithm in few steps:

1- Assume linear variation between the moving bounday its speed,
with m=2 in the moving boundary equation.

2- Assume an initial position and subsequently ingiaed.

3- Solve the two phases as fixed boundary problemé wiescribed
allowable error, then two possible outputs will @cahe first output is
an achievement the prescribed error then move totmee step. The
second output is a non-achievement of the prestrixeor, then
updating for both moving boundary position andspiged, then repeat
again the process.

The details of the proposed algorittare shown in the flow chart in figure

(2).
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Figure 2: Flow chart of the suggested algorithm
5. Numerical results
In the present paper, two different examples atlgesp the first one is
melting problem and the results due to the pres@thod are compared with
previous numerical results. The second problenxygen concentration and
the results are compared with previous analytieslits. The details for both
examples are in the next subsections.
51. Example (1)
A solid medium initially at uniform temperature, =300°K , the boundary

x=0 exposed to two different cases of input heat fliognstant,
Q(t)=5x10°and linear, Q(t)=3x10't respectively. Figure (3) shows the
movement of solid-liquid due to constant heat flag the resulting ablation
surface due to the same heat flux is shown in édd)y. The same results due
to linear case are plotted on the same plot asshofgures (5-6). From the
above figures, it is found that the solid-liquidarface has the same behavior
in both constant and linear cases of heat fluxihabncave upward. In case
of linear heat flux input this concavity becomesren@pparent than the
constant case. In the contrary, the ablated interfaehaves concave

downward but in linear case this concavity increase
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Figure (3): Solid-Liquid due to constant input hikax
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Figure (4): Ablation surface due to constant hiead f
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Figure (5): Solid-Liquid due to linear heat flux



Case: Linear input heat flux
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Figure (6): Ablation surface due to linear heaxflu

Also, It is found from the computation that the expnimhas a direct effect
in the obtained results where the deviation from pinevious moving code
results starts increasing by increastrigut still acceptable up to=5. But
this conclusion is not acceptable when tracingtabianterface, see figures
(4) and (6), respectively.

5.2. Example(2)

Assume that the free surface of the sphkd, is exposed to a constant

oxygen concentratiafy, and initial oxygen concentration is zero. Assume
that oxygen concentration in oxidized and metdHyers is denoted bg,
andC, respectively, the state equations describinggiosess, segl?]. The
following numerical data are used in the computetio

D, =0.274um?, D, =0.166um?, C, =10, C_, = 065and[C] = 025.

Since the exact analytical solution to the planardation problem is
available, a comparison between exact solution thedpresent method is
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made as shown in figure (7). It is clear that thexea good agreement
between the two solutions with small acceptablerefFollow up the results
of the present method, figures (8-9) show the omygencentration in both
layers at different times= 05handt = 25h. It is clear from these figures that
the behavior is the same but the distance fromstinéace increases by

growing up the time.
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Figure (7). Location of oxidation front
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Figure (8): Oxygen concentrations in both layersmaé = 0.5 h



4 Oxygen concentration in both layers
Analytical Solution
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Figure (9): Oxygen concentrations in both layersnaé = 2.5h

Conclusion

Numerical methods, techniques, and algorithms @ng lvay and has no end as long as
there exist scientific researchnd thepresent paper is a trial in this long way. Thermai
idea is to solve the moving boundary problem as a fikedindary by a prescribed
treatment of the moving boundary. Aterative scheme baseth the boundary integral
equationfor fixed boundary was developed with prescribddvedble error. It is found
from the computations the following:
1- The mathematics of the proposed technique is smlsimompared with the
boundary integral equation for domain with moviraybdary.
2- Global number of iterations ranges from 20 to 2Baition per time step.
3- Prescribed errors are small and acceptable fqorénetical applications.
4- The proposed hybrid technique can be modified teecdigher dimensional
problems.
5- All moving boundary problems of like similarity mioyg interface can be easily
solved using the proposed hybrid technique.
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