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PART  1: Review Comments 

 
 Reviewer’s comment Author’s comment (if agreed with 

reviewer, corrects the manuscript 

and highlights that part in the 

manuscript. It is mandatory that 

authors should write his/her 

feedback here) 
Compulsory  

REVISION comments 
 

1. The chemical characterisation (Kappa number, cellulose content etc.) 
of resulted pulp are not given in the results.  

2. Results of bleaching are not presented in the paper. Chemical and 
optical characteristics. 

3. It is better to give the results of strength properties as index, in order 
to easy comparison.  

4. The obtained results must be compared with results from other studies 
in discussion section. 

5. Line 88 – there are reference to paper density in Seth 1990 publication, 
but in the manuscript the paper density value is not given? 

6. The all data from graphics is repetition of data from Table 2. 
 

 

Minor  
REVISION comments 
 

1. Available amount of corn husk as a raw material is important issue. 
Modern corn harvesting machinery do not separate the husk from 
whole stalk and leaves. Furthermore, the silica content of corn husk is 
another important topic. 

2. During conventional pulping process the pulp are not dried between 
pulping and bleaching stages, this will cause hornification that 
decrease the paper strength properties. The drying of pulp must be 
explained. 

3. Pulping yield is important parameter that is recommended to be given 
in the results. 

4. The handsheed procedure is not given in the material section. 
5. Standard testing methods for strength properties are not given in the 

material section. 
6. The data about beating of pulp are not presented in the paper. The 

drainage property (SR° of CSF) of pulp is one of important properties 
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of pulp.  
7. Cooking duration is not given. (H-factor will be useful parameter.) 
8. Basis weight of paper sheets is not given. 
9. Graphics- Bar graphics will better present the situation. Arranging the 

blend series from 100% to 0% in the graphics (KC1, KC5, KC3, KC4 and 
KC 2) will present the situation better. Additionally, the results can be 
arranged as XY graphic, which will illustrate the effect of blending ratio 
on strength property. 

10. According to the TAPPI test methods the units of tensile stiffness is 
(kN/m), in the manuscript is in “m”. The difference can be explained. 
 

Optional/General  

comments 
 

1. Graphs – Placing the units in the Y axis is better. 
2. Title on the top of the graphics is not necessary. Information on the 

caption is enough. 
3. The square of units must be given as super script or simple inserted 

from symbols. The ASCII code of square “²” is “Alt”+253. Press “Alt” and 
type 253. 

4. Tensile strength must be presented as kN/m. 
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