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ABSTRACT 4 

This article presents a study on thermo-physical characterization of local materials used in 5 

building and simulation under EnergyPlus software. The studied materials are lateritic blocks 6 

simple and those stabilized with the nere pod, the cement and the lime. Simulation makes it 7 

possible to determine the performance of the building and to evaluate the thermal comfort. 8 

The asymmetric hot plane method was used to determine the properties of the different types 9 

of samples. The materials LG14%, LG16%, LG12%, Clay88% G8% C4% and La92% 10 

lime4% G4% have thermal conductivities less than 0.5 W.m-1.K-1. These materials are better 11 

for thermal insulation of buildings. This work aims to develop a new composite material, to 12 

improve their thermophysical propreties. Nere pod stabilization economizes 20 to 43% 13 

energy depending on the mixing rate compared to simple laterite. The decrement factor and 14 

the time lag are better when the wall thickness increases. For  the purpose of reducing the 15 

building energy consumption , this composite material is intended to be used in walls or false 16 

ceillings. 17 

Keywords: Thermal insulation, asymmetric hot plan model, thermophysical properties, 18 

economy of energy, nere pod, decrement factor, time lag. 19 

1. INTRODUCTION  20 

The use of a composite material requires first of all knowledge of its thermo-pysical 21 

ownership, especially if it is about a natural, lasting and environmental material. The objectif 22 

of this work is to determine the thermophysical characteristics of new types of materials 23 

based on laterite and clay mix with nere pod, lime and cement. For this work, we used the 24 

method of the hot plan transitional to determine the thermal effusivity, and the method of hot 25 

plan in regime permanent to determine thermal conductivit. Studies have already done and 26 

published on materials at the root of clay and alfa fibers. The results obtained by Noura 27 

Hamour et al [1] show that the addition of alfa fiber treated and untreated in the matrix makes 28 

it possible to improve the mechanical properties of the materials. For thermal properties, the 29 

stabilization with treated and untreated alfa fibers improves thermal stability. The results 30 
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obtained by Yassine Elhamdouni et al [2] show that increasing the content of ALFA fibers 31 

improves the thermal properties, they have obtained samples that are more insulating. A. 32 

Oushabi et al [3] showed that composite materials (PU-DPP) have good mechanical and 33 

thermal performance compared to insulating materials available on the market. So, the (PU-34 

DPP) is a good isolate because it is inexpensive and safe. Laaroussi et al [4] studied the 35 

thermal properties of samples stabilized with alfa fiber. The results obtained show that 36 

increasing the levels of ALFA fibers improves the thermal properties. This makes the sample 37 

more insulation and allows economize the energy. Also , Pierre Meukam [5] determined the 38 

mechanical  and thermal properties of the briks of earth stabilized with the aim of use in 39 

building. They showed the dependence of thermal conductivity and thermal diffusivity of 40 

these materials as a function of the water content remains low. these results also show that 41 

made-up clay bricks can be used in building construction without presenting a high risk of 42 

cracking. O. Bahloul and al [6] evaluated the effect of alfa fibers on the values of the 43 

mechanical and thermal resistance of mortar of cement. Imbga and al [7] determined the 44 

thermal and mechanical performance of laterite blocks stabilized with nere pod for the 45 

thermal insulation of buildings. Thermal conductivity decreases as the Nere pod rate 46 

increases. The mechanical strength is reduced depending on the dosage rate which enables to 47 

conclude that the Nere pod does not stabilize laterite. The stay time of the Nere pod in the 48 

laterite impacts the thermal and mechanical performance. They have found that the thermal  49 

conductivity and the compressive strength increase depending on the maturing time of the  50 

Nere pod. Imbga and al [8] have determined the thermophysical  properties of various 51 

formulations with laterite and slaked lime. The value of the thermal conductivity decreases 52 

when the lime rate is lower than 4% and increases for rates higher than 4%. The thermal 53 

conductivity was 0.623 W.m-1.K-1 for a rate of 4%; it increases to 21.13% for 16% of lime 54 

used. Recent works were carried out by Azakine S and al [9] on earth blocks stabilized with 55 

lime. The results of the thermal properties of the various formulations were measured using 56 

the hot wire method. They obtained 0.59 W.m-1.K-1 for a 4% lime rate, 0.62 W.m-1.K-1 for a 57 

rate of 8% and 0.68 W.m-1.K-1 for a rate of 12% of lime used as stabilizer. Results  indicate  58 

that  thermal  conductivity  increases  when  percentages  of  cement and lime increase. 59 

However, it decreases  when the  rates of the sawdust increase. Moreover, thermal resistance 60 

decreases according to the percentages of lime and cement, and increases according to the 61 

percentages of the sawdust. Seckou Bodian and al [10] have determined the mechanical et 62 

thermal properties of unfired and fired clay soil  bricks made from a mixture of clay soil and 63 

laterite. The thermal conductivity and thermal effusivity  were measured by the asymmetric 64 
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Hot plate method. The results show that the variation of thermal conductivity with laterite 65 

percentage has the same shape for unfired and fired bricks. Cherki and al [11] carried out an 66 

experimental study about the thermal properties of a cork-gypsum composite by using the 67 

asymmetrical Hot plate method. They demonstrated that the composite material is three times 68 

more insulating and twice lighter than cork-free gypsum. Mustapha Boumhaout and al [12] 69 

aimed to study the thermomechanical characterization of composite materials made from 70 

mortar and date palm fibers mesh. Their objectif is to evaluate the thermal insulation 71 

properties as well as the mechanical performance of this material for insulation of buildings . 72 

The volume percentage of  date palm fibers mesh in the samples was varied from 0% to 51% 73 

. The results show that the values of thermal conductivity decrease as the fibers rate 74 

increases. While thermal conductivity of the reference mortar is 0.795 1 1. .W m K    it drops  to 75 

0.243 1 1. .W m K    for the reinforced fiber mortar  51 % composite material which 76 

corresponds to an abatement of about 70%. 77 

2. MATERIALS AND METHODS  78 

2.1. Clay and laterite 79 

We have used clay from the quarter of karpala from the city of Ouagadougou (Burkina Faso). 80 

The laterite  we used comes from a company located in the Gandigal region in sénégal. The 81 

diameter of its lower than or equal 4mn. Atterberg limits and size of laterite studied were 82 

studied by Sekou Bodian [13].  83 

16.02%pW  ,    16.02%pW        16.02%pW      and   mod 2.476The finess ulus is . 84 

2.2 . Nere pod 85 

The nere pod are used because they are available and inexpensive.. 86 

2.3. Preparation of samples 87 

For this study, we used four (04) types of samples of the same dimensions. These samples 88 

are in laterite and laterite stabilized with nere pod, lime and cement. To evaluate the 89 

influence of stabilizers (nere pod, lime and cement) on thermo-physical properties, several 90 

mixtures were made by varying the levels of these stabilizers. For characterization, we 91 

used bricks in the dry state. 92 

2.4. Theoretical approach of determination the thermo-physicals propieties 93 

2.4.1. Method of determination of thermal conductivity 94 
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Thermal conductivity is determined by the hot plan  method in permanent  regime  developed 95 

by Y. Jannot et al [14]. This method is based on the determination the values of the 96 

temperature in the centre of the heating plate inserted  between the material to be 97 

characterized and the thermal insulation in polyethylene. Fig.1 illustrates the fundamental 98 

schema of method. The brick of dimensions  100*100*25 mm3   is put on a heating plate of 99 

section 100±1mm*100±1mm and a thickness 0.22±1.01mm equal to that of the sample. The 100 

uncertainty in the heating device area is thus around 2 %.  We  must  add  the  uncertainty to  101 

the  sample thickness  estimated at 1 % and to the heat flux produced  in the heating device 102 

estimated at 0.5 %. The sum of these uncertainties leads to an overall uncertainty rate of  3.5 103 

%  to which must be added the estimation error due to noise measurement on ΔT  and the 104 

errors due to phenomena that have not been taken into account in the model. Most of the heat 105 

dissipated into the heating device which electric resistance 40eR   . The temperature 106 

evolution  recorded at every each 0.1s.  The presence of the thermocouple   does not increase 107 

the contact  resistance between the heating element  and the polystyrene. Since polystyrene is 108 

an insulating material, this thermal resistance will be marginal . The system is modeled   with  109 

the unidirectional  transfer hypothesis (1 )D . At the center  of the heating element and the 110 

sample during the measurement . This hypothesis  is checked  with (3 )D simulation using 111 

comsol and residues analysis : the difference between the temperature provided by the 112 

theoretical model mod ( )T t  and provided by the experience  exp ( )T t . They put, under the 113 

heating  element , an insulationg foam of dimension  100 100 40mm mm mm  .  In order for 114 

the great party of the heat flux emitted by the hot plate to pass into the sample, the brick is 115 

placed between this plate and the thermal insulation. this allows the system to reach thermal 116 

equilibrium as quickly as possible. 117 



5 
 

 118 

                Fig.1. Experimental mounting of the hot plate method 119 

 One thermocouple is placed in the  center of the lower face of hot plate to determine the 120 

temperature values 0T . The second thermocouple placed on the unheated face of the sample 121 

and the third on the unheated face of the thermal insulation are used respectively to determine 122 

the temperatures T1 and T2. With this shape, we can write : 123 

              1 2      ,    21
1 0 1 2 0 2

1 2

( ) ;T T T T
e e


                              124 

(1) 125 

1  is the heat flux through the material, 2  is the heat flux through the thermal insulation. 126 

  is the total flux emitted  by the heating element, λ1 is the thermal conductivity of the 127 

sample as we seek to determine, e1 is the thickness of the sample, λ2 and e2 are successively 128 

thermal conductivity and thickness of the thermal insulation. The heating plate is an electrical 129 

resistance R dissipating heat flux by Joule effect when it is crossed by an electric current 130 

electrique (I) under of voltage (U), so : 131 

2

.

U

R S
                                                                                                                                   (2) 132 

Combining equation 1 and 2, we have : 133 

 
2

21
1 0 2

0 1 2.

e U
T T

T T R S e




 
     

                                                                                             (3) 134 
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 Equation 3 allows to determine the thermal conductivity when system reaches the steady 135 

state regime. 136 

2.4.2. The method of determining thermal effusivity 137 

Thermal effusivity is determined using the hot plane method in transient regime [15]. We use 138 

the asymmetric experimental device (represented on the fig. 2). An element of heating plan 139 

having the section of  100 1 100 1mm mm    is put under the sample. One thermocouple of 140 

type K with two sons accomplished with a 0.005 mm diameter is glued together on the lower 141 

face of heating element. This arrangement is placed enter two thermal insulation in 142 

polystyrene  having a thickness of 40 mm fixed between two aluminum plate with a thickness 143 

of 40 mm.                                                       144 

 145 

                                                  Fig. 2. Schema of the experimental  Plate 146 

The heat flux sent by the heating plate and the transitional temperature T (t) are recorded. It is 147 

assumed that the thermocouple in contact with the insulation does not increase the thermal 148 

contact resistance between plate and polystyrene, this thermal resistance is neglected. The 149 

system is modeled using the unidirectional heat transfer assumption (1D) at the center of the 150 

sample. Temperatures are assumed constant at the level of the aluminum blades because the 151 

value of the heat flux passing through the polystyrene is very low. 152 

Within these hypotheses one  can write :  153 

Using the temperature of the side before the sample 1( )T t : 154 

1 1

'
101 1

01 0 1 0

1 0 1
e e i i

s e e i i

A B A BRc A B

C p C D C D C D

             
                            

                                    (4) 155 

s s s sC c e
                                                                                                                          156 
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159 

Concerning the (polystyrene) insulator. we have  1

202

0i i

i i

A B

C D

     
          

                             (5) 160 

 With 0
0 01 02 p


                             161 

(6) 162 

where θ, Φ01, Φ02, Φ0, Φ1 et Φ2 are respectively the symbols of Laplace transforms: the 163 

temperature, the heat flux density coming from the heating element (upstream), the thermal 164 

flux density coming from the heating element (downstream), the total flux produced in the 165 

element heating, the thermal flux density entering the upper aluminum block, the thermal flux 166 

density entering the lower aluminum block. 167 

θ the thermal flux density produced in the heating plate, Cs the surface heat capacity of the 168 

heating plate and Rc the thermal contact resistance between the plate and the material. 169 

i  the polystyrene thermal conductivity, ia and a   are successively  the thermal diffusivity 170 

of polystyrene and sample.  ie and e  are successively the thickness of polystyrene and 171 

sample. 172 

Combining equation  4 and 5, the system leads to : 173 

  0 ( )

i

i

p
p

DD
B B

 



                                                   (6) 174 

This method makes it possible to determine the value of the thermal effusivity. The thermal 175 

conductivity λ of the block and the contact resistance Rc that minimize the Mean Squared. 176 

Error of the sum 

2

exp( ) mod( )
0

j j

N

t t
j

T T


      (9) between the theoretical curve 177 
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mod( ) mod (0, )c t cT T t and the experimental curve exp exp exp(0, ) ( , )c c cT T t T e t   in the 178 

Levemberg-Marquardt-like algorithm program [16]. 179 

3. RESULTS AND DISCUSSION 180 

The results of the thermophisic characterization of the different samples as a function of the 181 

percentage of nere pod, lime and cement are shown in Table 1. 182 

Table 1: Thermophysical properties of laterite plus the different pod  of Nere 183 

 184 

Table 1 shows that the thermal conductivity of laterite decreases as the nere pod level 185 

increases. It is reduced when Nere's pod is added to the laterite and if Nere's pod is added to 186 

the laterite. It can be seen that the thermal effusivity also decreases as the néré pod rate 187 

increases in the laterite. It is reduced when we add 8%   and 23.67 % of nere pod. The 188 

materials LG14%, LG16%, LG12% have lower thermal conductivities than the brick in 189 

straw-clay (3%) formulated by David Y.K. Toguyeni and al which have a good thermal 190 

performance [17]. 191 

Table 2. Thermal properties of Karpala clay stabilized with cement and Nere's pod 192 

Material 2 1/ 2( / . . )E J m K s 0
0( )

E

E

 ( / . )W mK 0
0( )




  3/ .c KJ m K   ( % )
c

c





 

  

Clay 1269.447 ±0.183 0.814 ±0.173 1985.900 
  

±0.539 
  

Clay96%C4% 1125.987 ±0.018 0.572 ±0.165 2225.730 
  

±0.201 
  

Clay92%G4%C4% 1069.651 ±0.068 0.544 ±0.129 2104.479 
  

±0.265 
  

Clay88%G8%C4% 985.146 ±1.930 0.443 ±0.434 2194.722 
  

±4.294 
  

 193 

Table 2 indicates that thermal effusivity and thermal conductivity decrease as the clump rate increases 194 

in the clay. Thermal effusivity decreases with the addition of cement and clay seed in the clay and 195 

when cement and clay seed are added to the clay. However, the volume heat capacity increases when 196 

the rate of néré pod increases in the clay. 197 

material  / .W m K  %




( % )
E

E


 

LS 0.750 ±0.121 1277.561 ±0.027 
LG4% 0.603 ±0.226 1160.735 ±0.017 
LG8% 0.552 ±0.175 1082.955 ±0.053 
LG12% 0.483 ±0.240 1056.508 ±0.013 
LG14% 0.428 ±0.113 1005.946 ±0.016 
LG16% 0.427 ±0.118 975.141 ±0.019 

1/ 2( / . . )E J m K S
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Table 3. Thermophysical properties of laterite stabilized with cement, lime and néré pod 198 

Material 
 

 

   

 

La92%lime4%G4%       0.458 ± 0.367 2079.561 ± 0.399

La92%lime4%C4%       0.509 ± 0.367 1871.197 ± 0.399

La96%C4%       0.611 ± 0.183 2605.126 ± 0.219

LaG4%       0.603 ±0.226 2234.337 ± 0.260

The results in Table 3 indicate that the addition of the cement in the laterite-chalk mix 199 

increases the thermal conductivity compared to the addition of the pearl pod. 200 

Consider two envelopes of the same habitat that are subjected to the same temperature 201 

gradient. We can write the following relation: 202 

  Laterite

gnxLaterite

Laterite

gnxLaterite


 %%  





                                                                              (7)
 203 

This relationship allows us to estimate energy saving by using composite materials by the 204 

relation the following relation 205 

                           








 

Laterite

gnxLateriteEs


 %1100
                                                          (8) 

206 

   :% gnxLaterite  Thermal conductivity of the laterite mix + a percentage of néré pod; Es: 207 

economy of energy. 208 
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Fig. 3. Economy of energy depending on the nature of the building envelope 210 
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A wall with a more insulating envelope saves more energy because the percentage of energy 211 

savings increases when the conductivity is low. The performance of the envelope is 212 

determined by the decrement factor f (equation 9) and the time lag φd (equation 10). 213 

     
m a x m i n

m a x m i n
m i m i

m e m e

T T
f

T T




                                             
(9) 214 

                                                 (max)(max) memi TTd tt 
                         

(10) 215 

f: decrement factor ; :max
miT  Maximum temperature of the interior wall (°C); :min

miT  Minimum 216 

temperature of the interior wall (°C); :max
meT  Maximum temperature of the outside wall (°C);217 

:min
meT  Minimum temperature of the outside wall (°C); φd: time lag (h); :

(max)miTt  Time when the 218 

temperature of the interior wall is maximum (h); :
(max)meTt  Time when the temperature of the 219 

outside wall is maximum (h). 220 
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 221 

 222 

The decrement factors are calculated on the south wall (Fig. 5) because they are most 223 

exposed to solar radiation. The decrement factor decreases with increasing thermal capacity 224 

and wall thickness, and augments with increasing thermal conductivity. The time lag (Fig. 4) 225 

increases as the thermal capacity and wall thickness increase and the thermal conductivity 226 

decreases. B. Belhadj et al [16] carried out an experimental study also on the influence of 227 

cereal fibers on the thermal properties of concrete. The thermal results from this experimental 228 

Fig. 4. Decrement factor according to the 
thickness Fig. 5. Time lag according to the thickness 
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study were used to simulate using the EnergyPlus software to determine the decrement factor 229 

and the time lag. Vincent SAMBOU [18] has shown that the thermophysical properties of the 230 

wall have important effects on the time lag and decrement factor of the thermal wave. 231 
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     Fig. 6. Thermal resistance of stabilized materials with laterite and néré pod. 233 

The performance of the insulation is also related to the thermal resistivity of the insulation. 234 

For a new building, the thickness of the insulation may vary depending on the type of 235 

material, the nature of the wall and the level of performance. The resistivity increases when 236 

the material is insulating, it also increases with the thickness of the wall. Reducing air 237 

infiltration in low-energy housing is an important lever for achieving energy performance.  238 
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 240 

Fig. 7. Air temperature according to the 
thickness of the wall. 

Fig. 8. Indoor air temperature acording 
to the air infiltration rate 
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 241 

 242 

The same amount of heat uniformly distributed in the wall will cause in it a temperature that 243 

is a function of its thickness and the thermophysical properties of the materials used for 244 

construction (Fig. 7), plus a wall receiving a quantity of heat is thick minus its temperature 245 

internal rises, it rises all the less as the mass heat C is great. The flux density crossing the two 246 

media is proportional to the thermal effusivity. The rate of air infiltration increases the 247 

temperature of the air during the day and refreshes it at night (Fig. 8). 248 

4. CONCLUSION 249 

This paper presents the results of the thermophysical properties of local materials stabilized 250 

with lime, cement and néré pod by the asymmetric hot plane method. The results indicate that 251 

the values of the thermal conductivity decreases when the nere pod rate is high in laterite. 252 

The values of the thermal effusivity and those of the thermal conductivity of the mixture 253 

(clay plus cement) decrease when the rate of néré pod increases. The thermophysical results 254 

obtained were simulated under the EnergyPlus software, the results resulting from this 255 

simulation indicate that the thermal phase shift increases as the thermal conductivity 256 

decreases and the thickness of the wall increases. The decrement factor decreases when the 257 

thermal conductivity decreases and when the thickness of the wall is large. The indoor air 258 

temperature of a home is stable when the thermal time lag is high and the decrement factor is 259 

low. 260 

REFERENCES 261 

1. Oushabi, A., Sair, S., Abboud, Y., Tanane, O., & El Bouari, A. An experimental 262 

investigation on morphological, mechanical and thermal properties of date palm particles 263 

reinforced polyurethane composites as new ecological insulating materials in building. Case 264 

studies in construction materials. 2017; 7, 128-137. 265 

2. Noura Hamour, Amar Boukerrou, Alain Bourmaud, Hocine Djidjelli and Yves Grohens. 266 

Effect of alfa fiber treatment and MAPP compatibilization on thermal and mechanical 267 

properties of polypropylene/alfa fiber composites. Cellulose Chem. Technol. 2016; 50(9-10), 268 

1069-1076. 269 

3. Yassine Elhamdouni, Abdelhamid Khabbazi, Chaimaa Benayad, Abdallah Dadi, Oumar 270 

Idriss Ahmid. Effect of fiber alfa on thermophysical characteristics of a material based on 271 

clay. Energy Procedia. 2015 ; 74, 718 – 727. 272 



13 
 

4.  N. Laaroussi, A. Cherki, M. Garouma , A. Khabbazia,  A. Feizb. Thermal properties of a 273 

sample prepared using mixtures of Clay bricks, Conference : Sustainable Building 274 

Technologies. Energy Procedia. 2013 ; 42, 337-346. 275 

5. Pierre Meukam. Valorisation des briques de terre stabilisées en vue l’isolation thermique 276 

du bâtiments. Thèse de doctorat, Université de Yaoundé I, novembre 2004. 277 

6. O. Bahloul, A. Bourzam. Utilisation des fibres végétales dans le renforcement de mortiers 278 

de ciment (Cas  de la fibre alfa). International Conference on sustainable Built Environment 279 

Infrastructures in Developing Countries ENSET Oran  (Algeria) October. 2009; 12-14. 280 

7. Imbga B. Kossi, Kieno P. Florent, Sambou Vincent, Ouedraogo Emmanuel, Gouba Daniel and 281 

Toure P. Moussa. Study of the thermal and mechanical performance of laterite blocks mixed 282 

with nere pod for the thermal insulation of buildings. Physical Science International Journal. 283 

2016; 11(2) :1-10. 284 

8. Imbga b kossi , Sambou vincent , kieno P. florent, Dieye Younouss,. Ouedraogo 285 

Emmanuel,  ‘thermal and mechanical study of laterite stabilized with lime for sustainable 286 

building applications in sahel countries’ International Journal of current research. 2017; 9 287 

(01), 44609-4415. 288 

9. Azakine Sindanne S, Ntamack GE, Lemanle Sanga RP, Moubeke CA, Kelmamo Sallaboui 289 

ES, Bouabid H, Mansouri K, D’Ouazzane SC. Thermophysical characterisation of earth 290 

blocks stabilized by Cement Sawdust and lime’ J. Build Mater. Struct. 2014; 1, 58-64. 291 

10. Séckou Bodian, Moctar Faye, Ndeye Awa Sene, Vincent Sambou ‘Thermo-mechanical 292 

behavior of unfired bricks and fired bricks made from a mixture of clay soil and laterite’ 293 

Journal  of Building Engineering. 2018; 18, 172-179. 294 

11. Cherki-Abou- Bakr, Remi Benjamin ‘ Experimental thermal properties characterization of 295 

insulation cork-Gypsum composite. Construction and Building Material. 2014; 54, 202-209. 296 

12. Mustapha Boumhaout, Lahcen Boukhattem, Hassan Hamdi,Brahim Benhamou ‘ 297 

Thermomechanical characterization of a bio-composite building material: Mortar reinforced 298 

with date palm fibers mesh’ Construction and building materials. 2017; 135, 241-250. 299 

13. Bodian Sekou . Comportement thermo-mécanique d’ une brique de terre crue et en terre 300 

cuite. Master de recherche. Mémoire de fin de stage à ‘l école supérieure  Polytechnique 301 

(ESP) Dakar. 2015. 302 



14 
 

14. Y. Jannot, V. Felix,  A. Degiovanni. A method of the hot place centered  for the measure 303 

of the the thermal ownership of the slim insulation materials. Meas Sci Technology. 2010 ; 304 

21(3). 305 

15. Y Jannot, Remy B, Degiovanni Alain : Measurement of thermal conductivity and thermal 306 

resistance with a Tiny Hote Plate. High Temp High Pressres .2009 ; 39 (1) :11-31.  307 

16. B. Belhadj, M. Bederina, Z. Makhloufi, A. Goullieux, M. Quéneudec :Study of the 308 

thermal performances of an exterior wall for barley straw and concrete in an arid 309 

environment ,Energy and Building. 2015; 87, 166-175. 310 

17. David Y.K. Toguyeni, Ousmane Coulibaly, Abdoulaye Ouedraogo, Jean Koulidiati, Yvan 311 

Dutilc, Daniel Rousse. Study of the influence of roof insulation involving local materials on 312 

cooling loads of houses built of clay and straw. Energy and Buildings. 2012; 50, 74–80. 313 

18. Vincent SAMBOU. Transfert thermique instationnaires : vers une optimisation de parois 314 

de bâtiments, Thèse de doctorat à l’université de Toulouse. 2008. 315 


