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ABSTRACT 6 

This study was designed to formulate complementary foods from millet and soybean blends with the 7 

aim to provide high energy and proteineous food for vulnerable populations. Single screw extruder 8 

was used for the extrusion of the millet-soybeans composite blends and response surface 9 

methodology in a central composite rotatable design were adopted for the design of the process 10 

variables that could produce optimum complementary foods with high protein, calorie values and 11 

physical attributes. Results indicated that during extrusion, the colour of the extrudates varied 12 

between 17.67 and 54.81.The expansion index of the formulations ranges between 121.10 to 149.84. 13 

However, the results of proximate composition reported that moisture content ranges from 0.18% to 14 

0.35%. The protein content increased from 23.81±1.21 to 28.87±0.16 suggesting proportional 15 

increase in protein when millet was blended with soybeans. The fat content varied between 0.08% 16 

and 0.10%. With respect to the carbohydrate and calorie values, the highest values were 89.56% and 17 

494.53kcal/100g which was found in sample extruded at temperature of 100
o
C with 25% soybeans 18 

composition and 8% feed moisture content while the least values were observed in samples extruded 19 

at 140
o
C with 25% soybeans composition and 8% feed moisture content (81.06%) for carbonhydrates 20 

and for calories (432kcal). The result of pasting characteristics showed effect on the variation 21 

observed in the peak viscosity of different extruded products. Peak viscosity for the extrudates varied 22 

from 113.83 to 228.68. The consumer’s acceptability of the extrudates after reconstituting into gruel 23 

with warm water, milk and sugar showed that all the samples were generally acceptable. 24 

 25 
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1. INTRODUCTION 28 

Protein–energy malnutrition (PEM) is still a major public health issue in developing countries and 29 

mostly associated with 50–60% of under-five mortality (Muller and Krawinkel, 2005; Faruque et al., 30 

2008). In its effort to address the situation in Nigeria, the National Policy on food and nutrition was 31 

launched in 2002 and was revised in 2014 to reposition the country to address malnutrition and 32 

hunger from more comprehensive perspective than was earlier envisaged in the 1990s when the 33 

policy was first formulated (FMOH, 2009). The improvement of local food staples and utilization of 34 

locally produced staple crops in the development of high energy foods rich in micronutrients has been 35 

a subject of research over the years to meet the protein and energy need of vulnerable populations 36 

(Muller and  Krawinkel, 2005). This has shown high economic advantage when composite flour made 37 

from cereals and legumes are used to develop such food products.  38 

 39 

Extrusion cooking technology is central to improving the nutrition and aesthetic values of agricultural 40 

commodities, especially cereals-legumes blends which are used to enhance food and nutrition 41 

security and sustainable development. Food extrusion cooking is a high-temperature short-time 42 

(HTST) process which reduces microbial contamination, inactivates enzymes, and facilitates the 43 

elimination of anti-nutritional factors, resulting in products that are in a dry state and do not require 44 

refrigeration for storage. Such extruded products are better for a tropical nation especially, Nigeria 45 

where infrastructure for a cold supply chain is inadequate (Filli et al., 2010). But the adoption of 46 

extrusion for the development of food products depends on how well the process parameters both for 47 

the extruder and raw materials are adjusted and conditioned (Riaz, 2013). The main objective of this 48 

work is to formulate, evaluate and optimize process variables that will produce high energy nutritious 49 

foods from millet and soybeans as a strategy to combat protein-energy malnutrition in Nigeria.  50 

 51 

 52 

 53 

2. METHODOLOGY 54 
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 55 

Millet samples were purchased from the modern (New) market Bida, Niger State, while soybean was 56 

obtained from the Soybean Research Program of the National Cereals Research Institute, Badeggi, 57 

Nigeria. Samples (or They) were manually cleaned and packaged in a paper bags under ambient 58 

temperature (30±2
o
C) in a cardboard. All chemical/reagents used were purchase from local chemical 59 

store in Minna, Niger State and are of analytical grade. 60 

 61 

2.1. Processing of millet and soybean flours 62 

The millet grains were milled into flour using locally fabricated attrition mill and sieved. The sieved 63 

flour was then packaged in plastic containers and stored until required for extrusion. Ten kilograms 64 

(10kg) of soybean was soaked in hot water for 60min and then washed several time in tap water to 65 

remove the seed coat. Washing water was drained off and the seed dried to about 14% moisture 66 

content. The dried seeds were then milled using an attrition mill (Galenkamp, England) and sieved to 67 

pass through a 2mm sieve mesh. The sieved flour was then packaged for further use. 68 

 69 

2.2. Composite flour formulation 70 

Based on the central composite design in a response surface methodology (Table 1), 20 formulations 71 

were generated containing between 11.59 and 28.41% (w/w) soybean flour. The moisture content of 72 

the formulations was adjusted to fall between 5.61 and 17.39 % (w/w) by sprinkling with calculated 73 

amount of water after the determination of initial moisture content and mixing thoroughly before 74 

extrusion. 75 

 76 

2.3 Experimental Design 77 

Response Surface Methodology (RSM) and Central Composite Design (CCD) were used to study the 78 

production process and optimization of process parameters for the production of extruded foods using 79 

extrusion cooking technology (Myers et al., 2009). The methodology was based on five levels of three 80 

extruder variables (barrel temperature (A) = 86.36 – 153.64
o
C), feed moisture content (B) = 5.61-81 

17.39% w/w and millet-soybean composition, (C) =11.59 – 28.41). The operating ranges of the three 82 

independent variables were established after several preliminary trials and reported range for similar 83 

products (Table 1). Data generated were subjected to analysis of variance,(ANOVA). Significant 84 

differences were accepted at 5% probability (p=0.05). 85 

 86 

Table 1: Experimental design 87 

 88 

Runs 
Coded variables Non-coded variables 

A B C A (
o
C) B (w/w) C (w/w) 

1 -1 -1 -1 100.00 15.00 8.00 
2 1 -1 -1 140.00 15.00 8.00 
3 -1 1 -1 100.00 25.00 8.00 
4 1 1 -1 140.00 25.00 8.00 
5 -1 -1 1 100.00 15.00 24.00 
6 1 -1 1 140.00 15.00 24.00 
7 -1 1 1 100.00 25.00 24.00 
8 1 1 1 140.00 25.00 24.00 
9 -1.68 0 0 86.36 20.00 16.00 
10 1.68 0 0 153.64 20.00 16.00 
11 0 -1.68 0 120.00 11.60 16.00 
12 0 1.68 0 120.00 28.40 16.00 
13 0 0 -1.68 120.00 20.00 2.600 
14 0 0 1.68 120.00 20.00 29.50 
15 0 0 0 120.00 20.00 16.00 
16 0 0 0 120.00 20.00 16.00 
17 0 0 0 120.00 20.00 16.00 
18 0 0 0 120.00 20.00 16.00 
19 0 0 0 120.00 20.00 16.00 
20 0 0 0 120.00 20.00 16.00 

 89 

 90 

2.4 Physico-chemical analysis 91 
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Monilta Colour Reader CR-10 (Minolta Co. Ltd., Tokyo, Japan) was used to measure colour indices of 92 

the extruded foods. Colour of sample is represented by L*, a*, and b*. The L* value gives a measure 93 

of product lightness, a chromatic colour from absolute black (0) to absolute white (100); a* value 94 

represents mixed red-to-green colour of samples and ranges from negative value on the red side to 95 

positive on the green side (a+ = 0-100 for red and a- = 0-(-100) for green); and b* value represents 96 

mixed blue-to-yellow colour of samples ranging from negative to positive value (b+ = 0 - 100) for 97 

yellow and b- = 0-(-100) for blue. Protein, fat, ash, dietary fibre, and moisture were determined 98 

according to AOAC method (2003). The carbohydrate was calculated by difference method, while 99 

energy value (kcal/100g) was calculated as reported by FAO (2002). 100 

 101 

2.4.1Sectional Expansion Index (SEI) 102 

Sectional expansion index was determined by dividing the cross sectional area (mean of five 103 

measurements) of the extrudates by the cross-sectional area of the die nozzle (Alvarez – Martinez et 104 

al., 1988). The ratio of diameter of extrudates and the diameter of die was used to express the 105 

expansion of extrudates (Fan, 1996). 106 

 107 

2.5 Pasting Characteristics 108 

The pasting characteristics were determined using a Brabender viskograph- E(Brabender OHG, 109 

Duisberg, Germany) (Gayinetal., 2009). The slurries were heated to 95
o
C from 50

o
C at a rate of 110 

1.5
o
C/minute, and held for 15 min before cooling back to 50

o
C at the same rate and finally held at 111 

50
o
C for another 15 min. Gelatinization temperature (GT), maximum or peak viscosity (PV), minimum 112 

viscosity (MV), final viscosity (FV), breakdown viscosity (BDV), and setback viscosity (SBV) were 113 

measured. The BDV was calculated as PV minus TV, while setback viscosity (SV) determined by 114 

subtracting PV from FV. Peak time (PT) (the time at which peak viscosity was recorded) and the 115 

Pasting temperature (PT °C) (the temperature at which starch granules begin to swell and gelatinize 116 

due to water uptake). The viscosity was expressed in terms of Rapid Visco Units (RVU), which is 117 

equivalent to 10 centipoises (Ikegwu et al, 2010). 118 

 119 

2.6. Sensory Evaluation 120 

One hundred gram of pulverized extruded porridge will be added to 500 ml of water in a plastic cup 121 

each for the best selected extruded porridge samples. The panelists were be asked to indicate their 122 

opinion on four sensory attributes, namely the colour, flavour, texture  and the overall acceptability 123 

using Hedonic scale rating of  9 =  liked extremely to 1 = disliked  extremely. Acceptability scores 124 

using the mean of the observations was recorded. 125 

 126 

2.7. Statistical Analysis 127 

Data obtained from Experimental design matrix (CCD) was subjected to regression analysis using 128 

response surface regression procedure of MINITAB 14.13. Statistical software (Manitab Inc. USA) 129 

was used to optimize the product responses (Myers and Montgomery, 2002). 130 

 131 

3.0 RESULTS AND DISCUSSION 132 

3.1 Proximate composition 133 

The results of proximate composition (moisture, protein, lipid, ash, carbohydrate and caloric value) of 134 

five highly rated samples are presented in Table 2. The moisture content varied between 0.18% and 135 

0.35% with an average mean of 0.26%. The highest moisture content was recorded in sample 136 

corresponding to barrel temperature 100°C, moisture 20% and feed composition 16% and the least 137 

value in sample extruded at 120°C barrel temperature, 20% moisture and 16% soybeans addition, 138 

however there was a significant reduction in moisture content which is dependent on the extrusion 139 

temperature that determine the speed of the extruder and not on the amount of moisture of raw 140 

material or blend composition. In addition, the higher the screw speed, the rate at which the extrusion 141 

temperature will also be affected. These results suggested that the product had low moisture enough 142 

to have an extended shelf life. It has also been reported in the literature that in a dry food systems 143 

with moisture content between 6% and 10%, there is a prolong shelf life stability, and above this 144 

range, the shelf life stability of the products could be hindered by both chemical and microbiological 145 

agents (Harper and Jansen, 1985). The protein content of the extrudates increased from 23.81% to 146 

28.87% when temperature fall from 140°C to 120°C, 15 to 20% of feed moisture and 8 to 16% blend 147 

composition suggesting proportional significant increase in protein when cereals was blended with 148 

legumes. Filli et al (2011) revealed that protein content increase from 11.23% to 16.23% when millet 149 

was fortified with cowpea using extrusion cooking. Protein content of foods are determinant as 150 
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nitrogen multiply by a factor (Nx6.25), and apparent protein content is not influenced by extrusion 151 

temperature as nitrogen is not affected by heat (Pelembe et al., 2002; Filli et al., 2011).  152 

 153 

The fat content varied between 0.08±0.01 and 0.10±0.00. The highest value was observed in sample 154 

extruded at 100°C barrel temperature, 15% moisture and 8% feed blend composition. The little 155 

changes in fat content may be due to the possible raising concentration of non-fat compounds 156 

established by Millard reaction or caramelization which are insoluble in organic solvent (El-Samahy et 157 

al., 2007). The reduction in fat content indicated that this quality indices requires to be added from 158 

other sources into the diet of the consumers of this product, most especially if it is going to be used as 159 

food formulation. Mitzner et al., (1984) reported that the requirement for good complementary 160 

formulations should be 6%. Both cereals and some legumes are low in fat content, in addition, the 161 

extruder processing condition such as barrel temperature and screw speed remove the little fat 162 

present in the raw materials through several reactions including complex formation with amylose and 163 

protein, oxidation, lipid binding due to interactions with starch and protein’s cis and trans isomerization 164 

of unsaturated fatty acids and degradation of fat splitting enzymes. All these reactions resulted in fat 165 

loss. The ash content of the extruded foods ranged between 1.13% and 1.87%, with the highest value 166 

observed in sample corresponding to 140°C barrel temperature, 25% moisture and 8% of blend 167 

compositions and the least value were studied at 100°C barrel temperature, 25% moisture and 8% 168 

soybeans. There was significant increase in the ash of complementary food as the concentration of 169 

soybeans increased. El-Samahy et al., (2007), reported increase in ash content when cactus pear 170 

concentration was increased in a rice-cactus pear extruded samples. Regarding the carbohydrate and 171 

calorie values of the complementary food, the highest values ranges from 89.56±0.01 and 172 

494.53±0.08kcal/100g in samples three for both carbohydrates and calories at (153.6°C barrel 173 

temperature, 20% moisture and 16% blend composition) and (100°C barrel temperature, 15% 174 

moisture and 8% feed blend composition ) respectively, while the least values were observed in 175 

samples four (81.06±0.02 and 452±0.03) for carbohydrates at (120°C barrel temperature, 15% 176 

moisture and 24% soybeans) and five (82.71±0.01 and 432±0.08) for calories at (100°C barrel 177 

temperature, 15% moisture and 24% blend composition) respectively. 178 

 179 

Table 2. Proximate composition of highly rated extruded porridge  180 

Formulation 
Proximate composition (%) 

Moisture Protein Ash Fat CHO 
Energy 

(kcal/100g) 

Sample 1 0.35±0.01 24.90±1.01 1.13±0.01 0.08±0.01 87.44±0.03 464.08±0.06 

Sample 2 0.29±0.03 25.16±0.07 1.22±0.04 0.10±0.00 88.29±0.02 464.70±1.01 

Sample 3 0.26±0.05 28.87±0.16 1.22±0.05 0.09±0.04 89.56±0.01 494.53±0.08 

Sample 4 0.18±0.04 23.81±1.21 1.87±0.04 0.08±0.06 81.06±0.02 452.86±0.03 

Sample 5 0.26±0.02 25.49±0.59 1.46±0.02 0.08±0.03 82.71±0.01 432.52±0.08 

Mean  0.11±0.02 10.01±0.00 0.21±0.01 0.01±0.02 42.11±0.03 230.13±0.04 

LSD (5%) 0.01 0.21 0.10 0.01 NA NA 

Results are mean of three determinations. Means in the same column followed having difference 181 

greater than LSD are significantly different at 5% level of probability. 182 

 183 

3.2. Product colour 184 

Colour in food products is an important physical quality of foods that attract consumer. Therefore, any 185 

changes in colour of food product could be an indication of nutrients degradation during heat 186 

processing (Bjorck and Asp, 1984). Colour in foods produced through extrusion is a trigger force in 187 

the acceptance of the food products by the consumers; it also plays an important role in visual 188 

recognition and assessment of the surface and sub-surface properties of the foods (Nisha, et al., 189 

2004). It was observed that during extrusion, the colour of the finished products varied between 17.67 190 

and 54.81 which was extruded at 140
o
C barrel temperature, 15% (w/w) feed moisture level and 8% 191 

(w/w) feed legume composition. However, the highest value recorded for yellowness was an 192 

indication of traversing of the colour from brown to yellow colour. The colour of the product therefore 193 

is golden in colour. 194 

 195 

3.3. Expansion index 196 
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The results of expansion index ranges between 121.10 and 149.8. The highest expansion found in 197 

extrusion parameters of 120
o
C barrel temperature, 20% (w/w) feed moisture and 2.6% (w/w) 198 

soybeans composition, while the lowest level was recorded at higher temperature of 140
o
C barrel 199 

temperature, 15% (w/w) feed moisture and 8% (w/w) feed soybeans composition (Table 3).Extrusion 200 

cooking of cereal based raw materials to produce extrudates such as expanded-puffed snacks and 201 

ready-to-eat cereals, porridges, among one of the most important quality attributes is the ability of the 202 

materials to expand significantly at the die. During extrusion exercise, the extrudates reaches its 203 

maximum expansion as it is formed into a definite shape at the die. This expansion phenomenon is 204 

fundamentally important property describing the product quality and directly correlated with degree of 205 

cook. Until the extruded products expansion index meet some certain specifications, the product will 206 

not be acceptable.  207 

 208 

Table 3. Design layout and mean experimental results for color and expansion indices of millet-209 

soybeans composite flour extruded instant porridge 210 

Runs 

Independen
t variables 
in coded 

forms 

 
Non coded 
variables in 

natural forms 

 

CIE Colour value 
EI 

X1 X2 X3  BRT FMC FBC  L* a* b* 

1 -1 -1 -1  100.00 15.00 8.00  20.31 4.90 36.01 137.81 
2 1 -1 -1  140.00 15.00 8.00  17.67 10.20 43.60 121.10 
3 -1 1 -1  100.00 25.00 8.00  18.12 13.50 51.00 145.68 
4 1 1 -1  140.00 25.00 8.00  33.21 11.30 52.10 140.85 
5 -1 -1 1  100.00 15.00 24.0

0 
 25.52 11.75 43.70 140.66 

6 1 -1 1  140.00 15.00 24.0
0 

 21.33 12.64 36.49 139.86 

7 -1 1 1  100.00 25.00 24.0
0 

 26.73 12.20 47.17 141.66 

8 1 1 1  140.00 25.00 24.0
0 

 25.43 14.10 43.13 142.74 

9 -1.68 0 0  86.4 20.00 16.0
0 

 26.94 12.63 55.00 138.84 

10 1.68 0 0  153.6 20.00 16.0
0 

 20.38 15.35 58.80 141.51 

11 0 -1.68 0  120.00 11.6 16.0
0 

 27.14 21.61 43.70 138.90 

12 0 1.68 0  120.00 28.4 16.0
0 

 27.65 11.10 36.55 139.54 

13 0 0 -1.68  120.00 20.00 2.60
0 

 36.43 11.02 44.87 149.84 

14 0 0 1.68  120.00 20.00 29.5
0 

 35.36 10.07 54.81 143.82 

15 0 0 0  120.00 20.00 16.0
0 

 38.35 11.36 53.12 143.56 

16 0 0 0  120.00 20.00 16.0
0 

 38.35 11.36 53.12 143.56 

17 0 0 0  120.00 20.00 16.0
0 

 38.35 11.36 53.12 143.56 

18 0 0 0  120.00 20.00 16.0
0 

 38.35 11.36 53.12 143.56 

19 0 0 0  120.00 20.00 16.0
0 

 38.35 11.36 53.12 143.56 

20 0 0 0  120.00 20.00 16.0
0 

 38.35 11.36 53.12 143.56 

L* is the luminance or lightness component, which ranges from 0 to 100, a* (from green to red), and  211 

b* (from blue to yellow) are the two chromatic components, which range from -120 to +120, X1 = 212 

Barrel temperature, X2 = Feed moisture content, X3 = Feed blend composition, BRT = Barrel 213 
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temperature (
o
C), FMC = Feed moisture content (g/100g), FBC = Feed blend composition (g/100g), EI 214 

= Expansion index 215 

3.4. Consumer preference analysis 216 

The results of consumer preference showed that below 24% feed composition and 15% feed moisture 217 

content, colour rating of extrudates was below 5.61±0.13. On the other hand, increasing the moisture 218 

content with increased level of soybeans at the same barrel temperature resulted in increased colour 219 

rating of extruded samples. Maximal colour rating (6.98±0.65) was recorded at 29.5% feed 220 

composition, 20% feed moisture content at 120
o
C barrel temperature. These results were earlier 221 

reported by (Ramparsadet al., 2003; Iwe and Ngoddy, 1998; Iweet al.,2000). Iwe and Ngoddy (1998) 222 

also explained this phenomenon as the activity of the amino groups in soy protein triggering off 223 

maillard reactions with the melt carbohydrate of cereals. The result of the taste of extrudates ranges 224 

from 6.79±0.21 and 6.16±0.11. Increasing the concentration of soybeans in turn increased the taste 225 

rating of the extruded products. However, the result of aroma ranges from 6.46±0.11 and 5.41±0.21. 226 

There was significant increase in aroma as the level of soybeans increased. The highest values for 227 

aroma was recorded at 29.5% feed composition, 20% feed moisture content at 120
o
C barrel 228 

temperature. This result is agreement with Iwe (2001) who reported a similar trend of results for 229 

cereal/legumes flour blends. They also reported that the taste of the samples closely resembled those 230 

of aroma, noting that taste and aroma interaction are physiologically and physically connected and 231 

depending on the respondents, identities could be confused. These observations are reflected in the 232 

results obtained from this study. Results from this work show that the highest contributor to aroma and 233 

taste of extrudates was the Feed Composition, and of lesser consequence, the Barrel Temperature 234 

and Feed Moisture Content. Further, Iwe (2001) explained that lower values for taste and aroma 235 

might be due to the non-full development and release of adequate heterocyclic with diverse aromas, 236 

due to low shear effect. Other results of consumer preferences (Such as texture,consistency and 237 

overall acceptability) followed similar trend of results.  238 

 239 

Table 4. Consumer preference analysis of porridge made from extruded millet and soybean 240 

Formulations 
Preferences  

Taste Texture Aroma Colour Consistency 
Overall 

Acceptability 
Total 

Ranking 

1 6.16±0.11 6.15±0.12 5.41±0.21 6.26±0.15 6.56±0.06 6.11±0.03 44.40 
2 6.61±0.12 6.44±0.12 6.46±0.11 5.61±0.13 7.08±0.25 6.78±0.08 45.61 
3 6.23±0.17 6.76±0.18 5.89±0.18 6.70±0.15 7.33±0.21 6.98±0.22 46.74 
4 6.79±0.21 6.46±0.06 6.49±0.26 6.08±0.24 6.78±0.07 6.33±0.23 45.59 
5 6.51±0.05 6.59±0.05 6.31±0.35 6.98±0.65 6.99±0.23 6.12±0.33 45.50 
Means 6.46±0.26 6.48±0.22 6.11±0.46 6.33±0.54 6.95±0.29 6.46±0.40 45.57 
        
LSD (%) 1.35 0.86 1.22 1.26 1.29 1.59 NA 

Results are mean of three determinations. Means in the same column followed having 241 

difference greater than LSD are significantly different at 5% level of probability. 242 

3.5. Pasting characteristics 243 

The results of pasting characteristics of complementary foods developed from millet-soybean blend 244 

were presented in Figures a, b, c, d, e and f respectively. This characteristic response was generally 245 

common to all the extrudates tested for pasting characteristics. Viscosity increased gradually when 246 

the paste was heated under mechanical force, reaching peak viscosity after heating at 120°C without 247 

any form of cold swell, showing less starch destruction and cooking of the extrudates starch during 248 

extrusion. The lack of cold swell might be attributed to amylose lipid-complex, which inhibits starch for 249 

hydration (Becker et al., 2001). The results revealed that there was an effect of formulation on the 250 

variation observed in the peak viscosity of different extruded products. Peak viscosity for the 251 

extrudates varied from 113.83 – 228.68 indicating significant quantity of starch in millet extrudates 252 

compared to other cereals extruded samples. This result is in agreement with Ozcan and Jackson, 253 

(2005) who reported difference for peak viscosity of extruded corn starch. There is an effect between 254 

peak viscosities of millet extrudates with 20% soy content. However, with 29.5% soy addition, peak 255 

viscosity decreased significantly. This effect might be as a result of protein which could influence 256 

viscosity development during cooking (Batey and Curtis, 2000; Ragaee and Abdel-Aal, 2006). In 257 

addition to Nunez et al. (2009), it was reported that the level of starch and presence of protein in 258 

extruded samples have a great effect on the degree of swelling. However, high soy flour blends 259 
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attained peak viscosity quicker than low soy blends. This trend was contrary in millet extrudates. The 260 

similar trend of viscosity was also observed in high soy samples, which might be an indication of 261 

minimal starch damage linked to lower starch content and protein shielding effect on starch in the 262 

samples.  263 

 264 

(a) 265 

(b)  266 

Fig. a. Pasting characteristics of extruded millet and soybean Fig. b. Pasting characteristics of 267 

extruded millet and soybeans 268 

 269 

 270 

 271 

 272 

Fig. c. Pasting characteristics of extruded millet and soybeans 273 

 274 

 275 
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(d) (e)276 

 277 

                                  (f)                                                                                                                                        278 

(f) 279 

Fig. a-f: Pasting behaviour of extruded products using preparation in warm water. 280 

 281 

4. CONCLUSION 282 

 283 

In this current study attempt have been made to formulate a complementary food that will be of higher 284 

nutritive value and easily affordable. The results showed that acceptable convenient and low cost 285 

complementary food could be produced from Millet and soybean extrudates. It is recommended that 286 

the instant complementary food could be used by both infants and adult consumption. However, 287 

complementary food should also be taken with water or milk and less quantity of sugar or honey. 288 

Finally, 50% Soybeans composition could be added to millet without developing any objectionable 289 

taste and flavour. 290 

 291 
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