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Comparison Among Unstructured TVD, ENO and UNO Schemes in

Two-Dimensions

Abstract

In this work, unstructured TVD, ENO and UNO schemes are applied to solve the Euler equations in
two-dimensions. They are implemented on a finite volume context and cell centered data base. The
algorithms of Yee, Warming and Harten 1982; Harten; Yee and Kutler; Yee Warming and Harten
1985; Yee; Yee and Harten; Harten and Osher; Yang; Hughson and Beran; and Yang and Hsu are
implemented to solve such system of equations in two-dimensions. All schemes are flux difference
splitting and good resolution is expected. This study deals with calorically perfect gas model and in
so on the cold gas formulation is employed. Two problems are studied, namely: the transonic
convergent-divergent symmetrical nozzle, and the supersonic ramp. A spatially variable time step is
implemented to accelerate the convergence process. The results highlights the excellent performance
of the Yang TVD scheme, yielding an excellent pressure distribution at the nozzle wall, whereas the
Harten and Osher scheme vyields accurate values to the angle of the oblique shock wave and the best
wall pressure distributions in the ramp problem.

1. Introduction

Conventional shock capturing schemes for the solution of nonlinear hyperbolic conservation laws
are linear and L2-stable (stable in the L2-norm) when considered in the constant coefficient case
([1])- There are three major difficulties in using such schemes to compute discontinuous solutions of
a nonlinear system, such as the compressible Euler equations:

0] Schemes that are second (or higher) order accurate may produce oscillations wherever the
solution is not smooth;

(i) Nonlinear instabilities may develop in spite of the L2-stability in the constant coefficient
case;

(ili)) ~ The scheme may select a nonphysical solution.

It is well known that monotone conservative difference schemes always converge and that their
limit is the physical weak solution satisfying an entropy inequality. Thus monotone schemes are
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guaranteed to have no difficulties (ii) and (iii). However, monotone schemes are only first order
accurate. Consequently, they produce rather crude approximations whenever the solution varies
strongly in space or time.

When using a second (or higher) order accurate scheme, some of these difficulties can be
overcome by adding a hefty amount of numerical dissipation to the scheme. Unfortunately, this
process brings about an irretrievable loss of information that exhibits itself in degraded accuracy and
smeared discontinuities. Thus, a typical complaint about conventional schemes which are developed
under the guidelines of linear theory is that they are not robust and/or not accurate enough.

To overcome the difficulties, a new class of schemes was considered that is more appropriate for
the computation of weak solutions (i.e., solutions with shocks and contact discontinuities) of
nonlinear hyperbolic conservation laws. These schemes are required (a) to be total variation
diminishing in the nonlinear scalar case and the constant coefficient system case ([2-3]) and (b) to be
consistent with the conservation law and an entropy inequality ([4-5]). The first property guarantees
that the scheme does not generate spurious oscillations. Schemes with this property are referred in
the literature as total variation diminishing (TVD) schemes (or total variation non-increasing, TVNI,
[3]). The latter property guarantees that the weak solutions are physical ones. Schemes in this class
are guaranteed to avoid difficulties (i)-(iii) mentioned above. Some schemes in this context are
mentioned below:

[6] developed a flux difference splitting scheme, which utilizes the concept of TVD (“Total
Variation Diminishing”). It utilizes the concept of a modified inviscid flux vector to calculate the
numerical fluxes. It utilizes artificial compressibility terms to take into account compressibility
effects. The second order of accuracy is obtained with an appropriate definition of the modified
numerical flux. The scheme satisfies a proper entropy inequality to ensure that the limit solution will
have only physically relevant discontinuities. The scheme presented is second-order accurate in
space and time. The time integration is accomplished by a Runge-Kutta method.

[3] defined a class of new explicit second-order accurate finite difference schemes, for the
computation of weak solutions of hyperbolic conservation laws. The highly non-linear schemes were
obtained by applying a non-oscillatory first-order accurate scheme to an appropriately modified flux
function. The so-derived second-order accurate schemes achieve high resolution while preserving the
robustness of the original non-oscillatory first-order accurate scheme. These schemes are called TVD
(“Total Variation Diminishing”) ones and yield physically relevant solutions by the use of an entropy
condition. Our implementation of the [3] scheme is accomplished on a finite volume context. The
scheme presented is second-order accurate in space. The time integration is accomplished by a
Runge-Kutta method, second-order accurate in time.

[7] emphasized that a one-parameter family of explicit and implicit second order accurate,
entropy satisfying, total variation diminishing (TVD) schemes had been developed by [3]. These
schemes had the property of not generating spurious oscillations for one-dimensional non-linear
scalar hyperbolic conservation laws and constant coefficient hyperbolic systems. Application of
these methods to one- and two-dimensional fluid flows containing shocks (in Cartesian coordinates)
yielded highly accurate non-oscillatory numerical solutions. The goal of the work of [7] was to
extend these methods to the multidimensional Euler equations in generalized coordinate systems.
The scheme is second order accurate in space and time. The time integration is accomplished by a
Runge-Kutta method, second-order accurate.

[8] applied a new implicit unconditionally stable high resolution TVD scheme to steady state
calculations. It was a member of a one-parameter family of explicit and implicit second order
accurate schemes developed by [3] for the computation of weak solutions of one-dimensional



hyperbolic conservation laws. The scheme was guaranteed not to generate spurious oscillations for a
nonlinear scalar equation and a constant coefficient system. Numerical experiments have shown that
the scheme not only had a fairly rapid convergence rate, but also generated a highly resolved
approximation to the steady state solution. A detailed implementation of the implicit scheme for the
one- and two-dimensional compressible inviscid equations of gas dynamics was presented. Some
numerical experiments of one- and two-dimensional fluid flows containing shocks demonstrated the
efficiency and accuracy of the new scheme.

[9] reformulated a one-parameter family of second-order explicit and implicit total variation
diminishing (TVD) schemes so that a simpler and wider group of limiters was included. The
resulting scheme can be viewed as a symmetrical algorithm with a variety of numerical dissipation
terms that were designed for weak solutions of hyperbolic problems. This was a generalization of the
works of Roe and Davis to a wider class of symmetric schemes other than Lax-Wendroff. The main
properties of this class of schemes were that they could be implicit, and, when steady-state
calculations were sought, the numerical solution was independent of the time step. Numerical
experiments with two-dimensional unsteady and steady-state airfoil calculations have shown that the
proposed symmetric TVD schemes were quite robust and accurate. In the present study, only the
results with the Minmod limiter, Eq. (44), are presented.

[10] considered that Harten’s method of constructing high resolution TVD schemes involves
starting with a first-order TVD scheme and applying it to a modified flux. The modified flux is
chosen so that the scheme is second-order at regions of smoothness and first-order at points of
extrema. This technique is sometimes referred to as the modified flux approach. [10] extended a
TVD scheme (via the modified flux approach) to generalized coordinate systems and discussed the
various solution strategies for the implicit TVD schemes for more efficient two-dimensional steady-
state applications. The TVD scheme was initially an implicit TVD one developed to solve a two-
dimensional gas-dynamic problem in Cartesian coordinate.

[11] presented an explicit, second order accurate, total variation diminishing (TVD) scheme
applied to the Euler equations in axisymmetric form to study hypersonic blunt-body flows. The
modified flux function approach of [3], with modification by [12], for two-dimensional flows is
extended to treat axisymmetric flows. The scheme was presented on a finite difference context, but
in our implementation, the scheme is written on a finite volume context. Roe’s averaging for a
perfect gas was used to assess the eigenvalues and eigenvectors at cell interfaces, because it has the
computational advantage of resolving stationary discontinuities. An entropy condition is
implemented to assure relevant physical solutions. Linear and non-linear limiters (g’s functions)
assure second order accuracy as well control the amount of numerical dissipation added to the flow
equations.

Recently, a new class of uniformly high order accurate essentially nonoscillatory (ENO) schemes
have been developed by [13-16]. They presented a hierarchy of uniformly high order accurate
schemes that generalize [17]’s scheme, its second order accurate MUSCL extension ([18-19]), and
the total variation diminishing (TVD) scheme ([3]) to arbitrary order of accuracy. In contrast to the
earlier second order TVD schemes which drop to first order accuracy at local extrema and maintain
second order accuracy in smooth regions, the new ENO schemes are uniformly high order accurate
throughout, even at critical points. The ENO schemes use a reconstruction algorithm that is derived
from a new interpolation technique that when applied to piecewise smooth data gives high order
accuracy whenever the function is smooth but avoids a Gibbs phenomenon at discontinuities. An
adaptive stencil of grid points is used; therefore, the resulting schemes are highly nonlinear even in
the scalar case. Some schemes constructed in this way were:



[13] presented a hierarchy of uniformly high order accurate schemes that generalize [17] scheme,
and its second order accurate extension of monotonic upstream schemes for conservation laws
(MUSCL) ([18-19]) and total variation diminishing (TVD) schemes ([3] and [20]) to arbitrary order
of accuracy.

[21] has presented two time level explicit and implicit finite difference shock capturing schemes
based on the characteristic flux difference splitting method and the modified flux approach with the
essentially nonoscillatory (ENO) property that [13] have been developed for the two-dimensional
Euler equations. The methods were conservative, uniformly second order accurate in time and space,
even at local extrema. General coordinate systems were used to treat complex geometries. Standard
alternating direction implicit approximate factorization was used for constructing implicit schemes.
Numerical results have been obtained for unsteady shock wave reflection around general two-
dimensional blunt body and for steady transonic flows over a circular arc bump in a channel.
Properties of ENO schemes as applied to two-dimensional flows with multiple embedded
discontinuities were discussed. Comparisons of the performance between the presented ENO
schemes and author’s previous total variation diminishing schemes were also included. The [21]
scheme could be ENO or TVD ones depending of the choice of a free parameter.

[22] developed high-resolution explicit finite difference nonoscillatory shock-capturing schemes
based on Harten’s essentially nonoscillatory interpolation using reconstruction via primitive function
approach with N = 3 for simulating unsteady compressible flow. The extension to nonlinear system
is done using Roe’s method, which permits the use of different scalar schemes for different
characteristic fields. For multidimensional problems, a Runge-Kutta scheme was adopted. Numerical
simulations of unsteady shock diffraction by an elliptic cylinder and shock wave propagating through
a convergent-divergent nozzle were studied in their original paper.

In this work, the Euler equations in two-dimensions are solved by the use of TVD, ENO and
UNO schemes, second and third order accurate. The following ten flux difference splitting
algorithms are employed: [6, 3, 7-11], on a TVD approach and [13, 21], on an ENO approach, and
finally [22], on a UNO approach. A finite volume formulation is employed on conservative and
unstructured contexts. The time discretization employs a Runge-Kutta method of five steps. All ten
algorithms are applied to the solution of two problems: the transonic convergent-divergent nozzle,
and the supersonic ramp. All schemes are accelerated to the steady state solution using a spatially
variable time step procedure, which has proved excellent characteristics of convergence [23-24]. The
results have demonstrated that the best result of the wall pressure distribution in the nozzle case is
due to [21] and the best wall pressure distribution and shock angle in the ramp case is due to [13] in
both TVD and ENO variants.

2. Euler Equations

The fluid movement is described by the Euler equations, which express the conservation of mass,
of linear momentum and of energy to an inviscid medium, heat non-conductor and compressible, in
the absence of external forces. In integral and conservative forms, these equations can be given by:

o/at[ Qdv-+[[(E,n, +(F,)n, Hs=0, (1)



with Q written to a Cartesian system, V is the cell volume, ny and ny are the components of the
normal unity vector to the flux face, S is the flux area, and E¢ and F. are the convective flux vector
components. The Q, E¢ and F, vectors are represented by:

p pu pV
u u?+ uv
Q=" E =P Pl oang £ =) PV L @)
pVv puv pvZ +p
e e+pu e+p\V

being p the fluid density; u and v the Cartesian components of the velocity vector in the x and y
directions, respectively; e the total energy; and p the static pressure of the fluid medium.

In the studied problems, the Euler equations were nondimensionalized in relation to the
freestream density, p., and in relation to the freestream speed of sound, a.. Hence, the density is
nondimensionalized in relation to p.; the u and v velocity components are nondimensionalized in
relation to a.; and the pressure and the total energy are nondimensionalized in relation to the product
pw(ax)?. The matrix system of the Euler equations is closed with the state equation
p= (y—l)[e—O.Sp(u2 +v2)J, assuming the ideal gas hypothesis. The total enthalpy is determined by

H=(e+p)p.

Equation (1) describes a relation in which the time rate of variation of the Q state vector, inside a
V volume, is balanced by the net convective flux which crosses the S boundary surface. The
calculation domain is divided in a great number of triangular cells and the Eq. (1) is applied to each
cell.

3. Yee, Warming and Harten (1982) TVD Algorithm

The [6] algorithm, second order accurate in space, is specified by the determination of the
numerical flux vector at “I” interface.

Following a finite volume formalism, which is equivalent to a generalized coordinate system, the
right and left cell volumes, as well the interface volume, necessary to a coordinate change, are
defined by:

Vo=V, V.=V, and V, =05V, +V,), A3)

where “R” and “L” represent right and left states, respectively, and “ne” represent a neighbor volume
to the “i” volume. In this work, it was adopted that “L” is associated to properties of a given “i”
volume and “R” is associated to properties of the “ne” neighbor volume. The cell volume on an
unstructured context is defined by:



\/i = 0'5|(anyn2 tYuXns + Xn2yn3)_(xn3yn2 tYnsXu t anynl1 ) (4)

with nl, n2 and n3 being the nodes of a given triangular cell. The description of the computational
cell and its nodes, flux interfaces and neighbors are shown in Fig. 1.

The area components at the “I” interface are defined by:
| I ol I _ Kl
S,=nS and S =ngS, (5)
where n}, n, and S, are defined as:

n, :Ayl/(Ax,2 +Ay,2)0'5, n, :—Axl/(Ax,2 +Ay|2)0'5 and S' =(AX,2 +Ay,2)0'5. (6)

Expressions to Ax; and Ay, are given in Tab. 1. The metric terms to this generalized coordinate
system are defined as:

h,=S,/V,, h,=S,/V, and h =S'/V,. ©)

The properties calculated at the flux interface are obtained by arithmetical average or by Roe
average. In the present work, the Roe average was used:

u +U, 4/ v +V, 4/ H +H
plzm'ulszR LVPL V_RpR LVPL and H, = RVPR LvVPL . 8)

N N NN RN

a, =(y=1)H, —0.5(u; +v7 ), ©)

where a is the speed of sound at the flux interface. The eigenvalues of the Euler equations, in the
normal direction to the flux face, to the convective flux are given by:

CInormal = ulhx +Vlhy7 >\‘1 :qnormal_alhn’ 7\‘2 :7\’3 :qnormal and 7\’4 :qnormal+alhn' (10)



The jumps of the conserved variables, necessary to the construction of the [6] dissipation function,
are given by:

Ae=V, (eR _eL)’ Ap=V, (PR _pL)’ A(pu):V, [(pU)R _(pU)L] and A(pv):V, [(pV)R _(pV)L]; (11)

The o vectors to the “1” interface are calculated by the following expressions:

o' =0.5(@ —bb), a®? =Ap—aa, o’ =cc and o =0.5(aa +bb), (12)
with:
aa = _%Iz [Ae+0.5(u,2 +V|2)Ap—U|A(pu)—V|A(pV)]; (13)
bb:% [h'XA(pu)—(h'xuI +h'yv|)Ap+h'yA(pv)]; (14)
cc=h. A(pv)+(h,u, —h v, JAp—h, Apu); (15)
h.=h,/h, and N, =h /h, . (16)

The [6] dissipation function uses the right-eigenvector matrix of the normal to the flux face
Jacobian matrix in generalized coordinates:

1 1 0 1
R u,—h.a, u, ~h, u,+h.a, 07
' v,—h.a, v, h, v, +h.a, ' (17

H, —h,ua —hva, 0.5(u,2+v,2) hyv,—hyu, H +hua +hyvga,

Two options to the yn, entropy function, responsible to guarantee that only relevant physical
solutions are to be considered, are implemented aiming an entropy satisfying algorithm:

v, =AtA, =Z, and , =Z2+0.25; (18)



Or:

Z,.], if |Z,,] > &
W =10.5(2% +6$)/ iffz)<5, (19)
f

where “m” varies from 1 to 4 (two-dimensional space) and &; assuming values between 0.1 and 0.5,
being 0.2 the recommended value by [6]. In the present studies, Eq. (18) was used to perform the
numerical experiments.

The g function at the “I” interface is defined by:

g =05(y,, —Z2 ™. (20)

The g numerical flux function, which is a limited function to avoid the formation of new
extremes in the solution and is responsible to the second order accuracy of the scheme, is given by:

g" =signal  x MAx(o.o; MlN(jgim\,’gi”_‘l x signal m)) (21)

where signalr, is equal to 1.0 if g"> 0.0 and -1.0 otherwise.

The 0 term, responsible to the artificial compressibility, as referred in the CFD community,
which enhances the resolution of the scheme at discontinuities, is defined as follows:

oM —

{\a;n oot o]} i Jo| oy % 0.0, -

0.0, if |o"|+|a| =0.0 "

The B vector at the “I” interface, which introduces the artificial compression term in the algorithm, is
defined by the following expression:

B, =1.0+wm, MAX(O, 0" (23)

i i+1/

where on, assumes the following values: ®; = 0.25 (non-linear field), ®; = w3 = 1.0 (linear field) and
o4 = 0.25 (non-linear field).



The numerical characteristic speed, o,,, at the “I”” interface, which is responsible to transport the
numerical information associated to the g numerical flux function, is defined by:

O z{ @m —g")a",  if a" =00

: 24
0.0, if o™ =0.0 @)

The entropy function is redefined considering o, and B,.: Z, =v,, +B,®,, and y_ Iis

recalculated according to Eq. (18) or to Eq. (19). Finally, the [6] dissipation function, to second order
accuracy in space, is constructed by the following matrix-vector product:

e =R} (PO +00) vl 1. @)

The convective numerical flux vector to the “I” interface is described by:

VE™ =(E™h, +F™h, V, + 05D, (26)
with:
E™ =05E™ +EM) and K™ =0.5F™ +F™). (27)

The time integration is performed by an explicit method, second order accurate, Runge-Kutta
type of five stages and can be represented of generalized form by:

Q¥ =Q"
Q' =Q —ay At /V, C(Qi(kil))’ (28)
Qi(n+1) — Qi(k)

with k =1, 2; oy = 1/2, and o, = 1. The contribution of the convective numerical flux vectors is
determined by the C; vector:



C™ =VE™ +VFE™ + VFM. (29)

4. Harten (1983) TVD Algorithm

The [3] algorithm, second order accurate in space, follows the Egs. (3) to (17). The next step is
the definition of the entropy condition, which is defined by Eq. (18), v, and Eq. (19).

The g function at the “1” interface is defined according to Eq. (20) and the g numerical flux
function is given by Eq. (21). The numerical characteristic speed ¢, at the “I” interface is defined
according to Eq. (24).

The entropy function is redefined considering ¢,: Z,=v,+¢,, and vy is recalculated

according to Eq. (19). Finally, the [3] dissipation function, to second order spatial accuracy, is
constructed by the following matrix-vector product:

{DHarten}I = [R]I {(gi +0ia _Wa)/Ati }| : (30)

Equations (26), (27) and (29) are used to conclude the numerical flux vector of the [3] scheme and
the time integration is performed by the Runge-Kutta method defined by Eq. (28).

5. Yee and Kutler (1985) TVD Algorithm

The [7] algorithm, second order accurate in space, follows Egs. (3) to (17). The next step consists
in determining the 6 function. This function is defined in terms of the differences of the gradients of
the characteristic variables to take into account discontinuities effects and is responsible to artificial
compression:

elm _ %, if (OLIm +O(.injl)¢ 0.0 . (31)
0.0, if (o +al",)=00

The « function at the “1” interface is defined as follows:

K =81+ 0, MAX(O™, 61, ) (32)

i+1

The g numerical flux function is determined by:



g =signal , x MAX(0.0; MIN(]oc{“‘,oc{’jl x signal m» (33)

where signaly,, assumes value 1.0 if " > 0.0 and -1.0 otherwise. The numerical characteristic speed
¢, at the “I” interface is calculated by the following expression:

0, = Km (gi+1 —0; )/a ) -|f Otm ;t0.0. (34)
0.0, if ™ =0.0

The v, entropy function at the “I” interface is defined by:
v, =, +o,) +0.25, (35)

with v, defined according to Eq. (18). Finally, the [7] dissipation function, to second order spatial
accuracy, is constructed by the following matrix-vector product:

{DYee/KutIer }| = [R]I {(K(gi + 9i+1)_Wa)/Ati }| - (36)

Equations (26), (27) and (29) are used to conclude the numerical flux vector of [7] scheme and the
time integration is performed by the Runge-Kutta method defined by Eqg. (28).

6. Yee, Warming and Harten (1985) TVD Algorithm

The [8] algorithm, second order accurate in space, follows Egs. (3) to (17). The next step is to
calculate the numerical flux function, g. The g numerical flux function, which is a limited function to
avoid the formation of new extrema in the solution and is responsible to the second order accuracy of
the scheme, is given by:

g =signal , x MAX[0.0; (c{“‘ocim‘, signal _ xcsi”jloci”]l)J, (37)

where signaly, is equal to 1.0 if a™ > 0.0 and -1.0 otherwise; o,(%,)=0.5Q,(%,); and Q is given by:

Z, i [2,,]> 5,

0.5(z% +82)/5,,  if [Z,,|<8, ' (38)

Qm<zm>={



where “m” varies from 1 to 4 (two-dimensional space) and o¢ assumes values between 0.1 and 0.5,

being 0.2 the value recommended by [8]. The 6 term, responsible to the artificial compression, which
enhances the resolution of the scheme at discontinuities like shock waves and contact discontinuities,
is defined as:

o _{‘a'm ooy |+lan]) i for|+[an =00 (39)

' 00, if |ou"|+|o| = 0.0.
The B parameter at the | interface, which introduces the artificial compression term, is given by:

B, =1.0+w,0", (40)

in which w; assumes the following values: w; = 0.25 (non-linear field), w,; = w3 = 1.0 (linear field)
and w4 = 0.25 (non-linear field). The g function is defined by:

gim :Bigim' (41)

The numerical characteristic speed, ¢,, at the | interface, which is responsible to transport the
numerical information associated to the g numerical flux function, or indirectly through g, is
defined by:

o, :{(giTl -g )/am1 if o™ #0.0; (42)

0.0, if o™ =0.0.

Finally, the [8] dissipation function, to second order of spatial accuracy, is constructed by the
following matrix-vector product:

{DYWHSS }| = [R]I {(gi +0ia ) - Q(k + (P)a}] - (43)

The convective numerical flux vector to the “I” interface is described by Egs. (26), (27) and (29)
and the time integration is performed by Eq. (28).



7. Yee (1987) TVD Symmetrical Algorithm

The [9] symmetrical algorithm, second order accurate in space, follows Egs. (3) to (17). The next
step is to calculate the entropy function. It is determined by Eq. (19) using the eigenvalues, Eq. (10),
of the Euler equations as variables. After that, the Q function is determined. In the present work, five
options were implemented. They are:

Q(r,r")=min mod(, r~)+min mod(,r*) -1, (44)
Q(r,r")=min mod@,r,r"); (45)
Q(r~,r")=min mod[2,2r~,2r",0.5(r" +r")]; (46)

Q(r~,r") =max{0, min(2r~,1), min(r~,2)}+ max{0, min(2r*,1), min(r*,2)}—1; 47

r+ ‘r“ r o+
Q(r,r7) = — + - (48)
1+r 1+r"
Normally the “minmod” function of two arguments is defined as
min mod(x, y) = sign (x). max{0, min[|x], y.sign (x)1}; (49)
and the argument r is defined as:
m m
rm= ai: and  r"= ai;} (50)
Qj A
Finally, the dissipation operator at the interface “1” is defined as:
{DYee }I = [R]I {W(kl Xl_ QI )al } (51)

and the numerical flux vector is given by:

VE™ = (E™h, +F™h M, -0.5D¢ (52)

Yee!



The time integration is performed by Eqg. (28).

8. Yee and Harten (1987) TVD Algorithm

The [10] symmetrical algorithm, second order accurate in space, follows Egs. (3) to (17). The
next step is the determination of the g numerical speed of propagation of information:

9" =S-max[0, min([A,|,S- a";)}, where : S =sign(a."). (53)

The entropy function is defined by Eqg. (19) and the numerical speed of information propagation is
determined by:

1 @r -gr)am, i o %00
M= Zy(h,) o : 54
= v {0.0, otherwise 54
The numerical characteristic speed, @, is expressed by:
1 m m
U :EW()\’I)(gi +gi+l)_\|]<}\’l i )0L (55)

Finally, the [10] dissipation function, to second order of spatial accuracy, is constructed by the
following matrix-vector product:

{DYee/Harten}l = [R]I{ m}l (56)

and Eqgs. (26), (27), (29) and (28) are used to determine the dissipation operator and accomplish the
time integration of the [9] scheme.

9. Hughson and Beran (1991) TVD Algorithm

The [11] algorithm, second order accurate in space, follows the Egs. (3) to (17). The next step
consists in determining the g numerical flux function. To non-linear fields (m = 1 and 4), it is
possible to write:



m_.m m m
& iy "“ai ai—l‘

, If (ocim+oci”jl)¢0.0 _

gim = ocim +ocinil (57)
0.0, if (o +al")=00
To linear fileds (m = 2 and 3), it is possible to write:
g" =signal , x MAX(0.0; MIN(]oci“jl‘,oc{“ x signal m» (58)

where signaly, assumes the value 1.0 if o", > 0.0 and -1.0 otherwise. After that, the Egs. (18) and
(19) are employed and the o, term is defined at the “1” interface as:

G, =05y, —Z2). (59)

The ¢,, numerical characteristic speed at the “I” interface is defined by:

(Pm:{csm(gi”ll—gim)/am, if (xm;t0.0. (60)

0.0, if ™ =0.0

The entropy function is redefined considering ¢,,: Z, =v,, +¢,, and vy, is recalculated

according to Eqg. (19). Finally, the [11] dissipation function, to second order accurate in space, is
constructed by the following matrix-vector product:

(o—— Y] {[G(gi *G) _“’%ti }. - (61)

After that, Egs. (26), (27) and (29) are used to conclude the numerical flux vector of the [11] scheme
and Eq. (28) is employed to perform the time integration.

10. Harten and Osher (1987) TVD/ENO Algorithm

The [13] algorithm, second order accurate in space, employs Egs. (3-17). The next step consists
in constructing the TVD/ENO numerical flux vector. Initially, it is necessary to define the o



parameter at the “I” interface to calculate the numerical velocity of information propagation, which
contributes to the second order spatial accuracy of the scheme:

o(z)=0.5]¥(z)- At,2; (62)

with W(z) defined according to Eq. (19) and z defined as the eigenvalues at the interface, Eq. (10).
The non-linear limited flux function, based on the idea of a modified flux function of [3], is
constructed by:

B =mla —cm(a, A ol ol +m(A,al’y, A ol ), (63)

+ i1

where the m and M limiters are defined as:

m(y,z):{ sxMIN(yl,[z|) if S|gnal(y?=3|gnal(z)=s ; (64)
0, otherwise
- y, iflyl<[z
= ; 65
miy.2) {z, it |yl > |2 (6
and the forward and backward operators are defined according to:
A, = (')i+1 _(')i and A_= ()u _(')i—l' (66)
The numerical velocity of information propagation is calculated by:
7 =c(x’i“>{(ﬁm e e s? 7
0, otherwise.

The dissipation function to the TVD and ENO versions of the [13] scheme is defined as:

07 o =0l XB™ + B )P + 77 Jour, (68)



with: “I” assuming values from 1 to 4 (two-dimensional space), € assuming the value 0.2
recommended by [13], W is the entropy function to guarantee that only relevant physical solutions
are admissible, and ¢ assumes the value 0.0 to obtain the TVD scheme of [3], second order accurate,
and 0.5 to obtain the essentially non-oscillatory scheme, uniform second order accuracy in the field,
of [13].

Finally, the dissipation operator of [13], to second order of spatial accuracy, in its TVD and
ENO versions, is constructed by the following matrix-vector product:

{DHarten/Osher }I = [R]I { HO }I ' (69)

The complete numerical flux vector to the “1” interface is described by Egs. (26), (27), and (29)
whereas the tine integration is performed by the Runge-Kutta method of Eq. (28).

11.Yang (1990) TVD/ENO Algorithm

11.1. Explicit Upwind Algorithm

A typical conservative numerical scheme, using a finite volume and unstructured formulations,
for solving Eq. (1) can be expressed in terms of numerical fluxes as follows:

QM =Q" —At, /V, (VE" + VF) + VF)), (70)

where VF", VF}' and VF,' are the numerical fluxes. For a first order upwind scheme, F" is given
by:

VEN =F" —AA, F", (71)

int" i

with: A, =(),. = (), F" and F" defined by:

pUcont pUCOFIt
uJ_ . +ph uU_ . +ph
Fln =V1 p cont p X and Fin =Vi p cont p X ’ (72)
pVUcont + phy pVU cont + phy
(e + p)Ucont 1 (e + p)Ucont i



and A/ defined as follows:

A

Ar = (lelel‘l)l, A = diag{qu and A} = 0.5[1+ sign(k2°rma')], (73)

where: R, is defined by Eq. (17) and R;* is defined in [23]; diag(-) represents a diagonal matrix, as
for instance:

A= . : (74)

2™ are defined by Eqg. (10) to the normal direction of flux at the | = 1 interface; and sign(x’i‘”ma') is

equal to 1.0 if 1™ > 0.0 and -1.0 otherwise. For explicit methods in the two-dimensional space,

the Runge-Kutta method of Eq. (28) is employed with the definition of interface fluxes as described
by Eq. (29).

11.2. Uniformly Second Order Essentially Nonoscillatory Schemes

[3] proposed to construct second order accurate TVD schemes by applying a first order
approximate Riemann solver to a modified flux. Following [3], [21] proposed to define a modified
numerical flux function with the definition of the modified flux:

VFN =FM —F" 4 F, (75)

where VFM is the modified flux which has essentially nonoscillatory property yet to be defined. In
the following, a numerical method of uniformly second order accuracy in time and space which
combines both characteristic and conversion features of Eq. (1) is discussed. For the present ENO
scheme, the numerical flux VFN is described by:

VEN =FM —A'A, FM =FM + ATAFM. (76)

int" i int" i

The components of the additional vector F are given by:



~

f,=mlf, +pmla_f.AF ) F, —pm(a_f,.4,5., ) (77)

where A =(), = ()4, A, =)z —();,and f, are components of the following column vector:
F =sign(A, NI -At|A A, F /2. (78)
The sign(A) and |A] in Eq. (78) are given by:

Slgn( ) normald Iag {S Ign (}\‘normal)}R normal and |A| = R normald Iag ﬂ;\’normal }R normal ! (79)

where Rnormai and R ;... are the matrices defined by Eq. (17) and [23], respectively. In Equation
(77), m is the minmod function:

m(a, b) =sxmin Qa|, |b|) if sign(a) = sign(b) =s; (80)

m(a, b) = 0.0, otherwise. (81)
and the m function is defined by:

m

a, if[a<|b; (82)

m=b, if[a>[y. (83)

For B = 0.0, one has a second order TVD scheme. For 3 = 0.5, one has a uniformly second order
nonoscillatory scheme. The numerical scheme is thus formed by Eq. (70) using the definition (76) to
the numerical flux function and the explicit time integration is performed by the Runge-Kutta
method described by Eq. (28).

The first author introduced some modifications in the [21] scheme. Equation (76) is redefined:

VF FI'-\F/I]. A+ th + A AIntQ (84)



with: F" =F", + ATE", and QM =V, {p pu pv e} +F". The positive splitting matrix A is
defined as

AI+ = R normald Iag {7\’7 }R ;irmal’ (85)

with A| = O.S(N;‘”ma' + ) and the Jacobian matrix at the normal flux direction is described by

normal
A

AF = R normald Iag {xqormal}Rgtleral' (86)
The vector I~:i is also redefined as:
I~:i =Sign(Al)(|_Ati|AI|)AintQi/2’ (87)

where Q, =V, {o pu pv e} isthe vector of conserved variables in the cell “i”.

Observe that the resulting schemes are equivalent to the originals of [21], with the unique
difference that the difference of fluxes in Eq. (76) is changed by the difference of conserved variable
values, Eq. (84). With this new definition, the solutions present better behavior, free of oscillations,
undershoots and overshoots. The other expressions maintain the same structure.

12. Yang and Hsu (1992) UNO Algorithm

The [22] UNO scheme is equivalent to an ENO scheme of third order of accuracy. The

components of ¢ are defined as:

SOB" +BL)- w0y +y7 +7)ap, i ol <[ar|
S0M)Br +B™, ) wI +y" +7™)a”, i otherwise

o = (17 (B +B1, )+ { (88)

where the o, G, and & functions are given by:

o=@ -1z} 5-2la-ap ) and o-chE -l @9



The B, B, and B are parameters defined by:

B=mla, al]; (90)
B=mA al,Aal] i [on]<|or) (91)
B:m[Afa{“,Aﬂ{"] if ‘ai“jl‘>‘oc{“‘. (92)

and finally, the vy, ¥, and ¥ numerical speed of propagation of information are given by:

o [BR—BP )™ if o] =00,
v=olk ){ 0.0 otherwise ®3)
o BB )™ i o] =00,
v=olk ){ 0.0 otherwise 4)
o som B -Br)am i [am|=00
v =6k ){ 0.0 otherwise 93)

Finally, the dissipation operator of [22], to third order of spatial accuracy, in its UNO version, is
constructed by the following matrix-vector product:

{DYang/Hsu }| = [R]I {(pUNOB }I . (96)

The complete numerical flux vector to the “1” interface is described by Egs. (26), (27), and (29)
whereas the tine integration is performed by the Runge-Kutta method of Eq. (28).

13. Spatially Variable Time Step

The basic idea of this procedure consists in keeping constant the CFL number in all calculation
domain, allowing, hence, the use of appropriated time steps to each specific mesh region during the
convergence process. According to the definition of the CFL number, it is possible to write:

At, = CFL(As), /¢, , (97)



where CFL is the “Courant-Friedrichs-Lewy” number to provide numerical stability to the scheme;

C ={\/u2 +V? +aJi is the maximum characteristic speed of propagation of information in the
calculation domain; and (As), is a characteristic length of transport of information. On a finite
volume context, (As), is chosen as the minor value found between the minor centroid distance,
involving the i cell and a neighbor, and the minor cell side length.

14. Physical Problems

The first problem to be studied is the transonic convergent-divergent nozzle. The geometry of the
convergent-divergent nozzle at the xy plane is described in Fig. 2. The total length of the nozzle is
0.38ft (0.116m) and the throat height is equal to 0.090ft (0.027m). The throat is located at 0.19ft
(0.058m) from the entrance boundary. The throat curvature ratio is equal to 0.090ft. The nozzle
convergence angle is 22.33° and the nozzle divergence angle is 1.21°. An exponential stretching of
10% in both normal and tangent lines was used. An algebraic mesh of 61 points in the tangent
direction and 71 points in the normal direction was generated, which corresponds in finite volumes to
8,400 triangular cells and 4,331 nodes. Figure 3 exhibits the mesh employed in the simulations.

The second problem is the ramp problem. The ramp configuration at the xy plane is described in
Fig. 4. The compression corner has 20° of inclination. The mesh used in the simulations has 11,880
triangular cells and 6,100 nodes to a structured discretization of the calculation domain. This mesh is
equivalent, in finite differences, of being composed of 61 points in the tangent direction and 100
points in the normal direction. Figure 5 shows such mesh. The initial and boundary conditions are
described in [25].

15. Results

15.1. Nozzle problem

Figures 6 and 7 exhibit the pressure and Mach number contours generated by the [6] scheme.
Both pressure and Mach number contours are of good quality. The weak shock wave at the nozzle
throat is well captured by the [6] scheme.

Figures 8 and 9 show the pressure and Mach number contours generated by the [3] scheme.
The pressure and Mach number contours are of good quality. The shock wave at the nozzle throat is
accurately captured by the [3] scheme.

Figures 10 and 11 present the pressure and Mach number contours obtained by the [7] scheme.
The pressure contours are of good quality, but the Mach number contours are worse than the
respective ones obtained by the other schemes. The weak shock wave is well captured by this
scheme.

Figures 12 and 13 exhibit the pressure and Mach number contours obtained by the [8] scheme.
The pressure and Mach number contours are of good quality. The weak shock wave at the throat is
well captured by the [8] scheme.

Figures 14 and 15 show the pressure and Mach number generated by the [9] scheme as using
the Eq. (44) to the function Q. Both pressure and Mach number are of good quality and the weak
shock wave at the throat is well captured.

Figures 16 and 17 present the pressure and Mach number contours calculated with the [10]
scheme. The pressure and Mach number contours are of good quality, comparable to [9]. The weak
shock wave at the throat is also captured.



Figures 18 and 19 exhibit the pressure and Mach number contours obtained by the [11]
scheme. The pressure and Mach number contours are of good quality, the best until now. The weak
shock wave at the nozzle throat is well captured by this scheme.

Figures 20 and 21 present the pressure and Mach number contours generated by the [13] TVD
scheme. The pressure and Mach number contours are of good quality, very similar with the solutions
of the [9] scheme. Figures 22 and 23 show the pressure and Mach number generated by the [13]
ENO scheme. The solutions are of good quality, similar to the [9] scheme solution.

Figures 24 and 25 present the pressure and Mach number contours obtained by the [21] scheme
in its TVD version. The ENO version of this algorithm did not present converged solutions. The
pressure contours are of good quality, but the Mach number contours are badly described. The weak
shock at the nozzle throat is well captured by the pressure contours.

Figures 26 and 27 show the pressure and Mach number contours generated by the [22] scheme.
This UNO algorithm yields good solutions to the pressure and Mach number contours. The weak
shock wave is well captured.

Finally, Figure 28 presents the wall pressure ratio calculated by all ten schemes. The pressure
distributions are compared with the experimental results of [26]. The best wall pressure distribution
is due to [21] in its TVD version.

15.2. Ramp problem

For this problem, a supersonic Mach number of 2.0 and an entrance angle of 0.0° were employed
as initial condition.

Figures 29 and 30 exhibit the pressure and Mach number contours obtained by the [6] scheme.
The shock wave and the expansion fan are appropriately captured by the numerical algorithm. The
curves of contours are of good quality, although the Mach contours present some oscillations close to
the shock, the pre-shock oscillations.

Figures 31 and 32 show the pressure and Mach number contours calculated by the [3] scheme.
Both solutions present good contours of pressure and of Mach number. The Mach number field is
free of pre-shock oscillations. Both solutions have good homogeneity properties.

Figures 33 and 34 present the pressure and Mach number contours generated by the [7] scheme.
Both solutions are of good quality, although the Mach number contours present some pre-shock
oscillations.

Figures 35 and 36 exhibit the pressure and Mach number contours obtained by the [8] scheme.
Some pre-shock oscillations are observed in the Mach number contours. The pressure field is free of
oscillations and the shock wave is well captured.

Figures 37 and 38 show the pressure and Mach number contours calculated by the [13] scheme in
its TVD version. The shock is captured with formation of some pre-shock oscillations. The pressure
field is better captured, without oscillations. Figures 39 and 40 present the pressure and Mach
number contours generated by [13] scheme in its ENO version. The figures are very similar to the
respective ones of the TVD case. A line of pre-shock oscillations is observed along the shock. The
pressure contours are well defined.

Figures 41 and 42 exhibit the pressure and Mach number contours obtained with the [9] scheme
using Eq. (44) as the limiter. Both contours are well captured, characterizing the [3] and the [9] as
the best one until now. The shock wave is well captured by the [9] scheme.



Figures 43 and 44 show the pressure and the Mach number contours generated by the [10]
scheme. The pressure contours are of good quality, but the Mach number contours present the same
behavior as in the [13] solutions.

Figures 45 and 46 present the pressure and Mach number contours obtained by the [11] scheme.
The Mach number contours present some pre-shock oscillations, but the pressure contours are free of
such instabilities.

Figures 47 and 48 exhibit the pressure and Mach contours generated by the [21] scheme. Both
pressure and Mach number contours are badly captured. The shock wave is badly estimated.
Oscillations along the shock wave are perceptible in the Mach number contours.

Figures 49 and 50 present the pressure and the Mach number contours calculated with the [22]
scheme. The similar behavior of the [13] scheme is observed in these solutions. A line of pre-shock
oscillations is captured along the oblique shock wave.

Figures 51 shows the wall pressure distributions obtained with the TVD schemes, where the [10]
and [11] solutions were the best, and 52 shows the wall pressure distributions obtained with the ENO
schemes, where the [13]’s solutions in both variants were the best. The best distribution of each one
is compared in Fig. 53 and the best distribution is exhibited in Fig. 54. In this study, the best wall
pressure distribution is due to [13] to both TVD and ENO variants.

A way to quantitatively verify if the solutions generated by each scheme are satisfactory consists
in determining the shock angle of the oblique shock wave, 3, measured in relation to the initial
direction of the flow field. [27] presents a diagram with values of the shock angle, B, to oblique
shock waves. The value of this angle is determined as function of the freestream Mach number and
of the deflection angle of the flow after the shock wave, ¢. To ¢ = 20° (ramp inclination angle) and to
a freestream Mach number equals to 2.0, it is possible to obtain from this diagram a value to 3 equals
to 53.0°. Using a transfer in all pressure contours figures, it is possible to obtain the values of B to
each scheme, as well the respective errors, shown in Tab. 2. As can be noted, the best results are due
to [6], [9], [10], and [13] (in both TVD and ENO variants) with an error of 0.00%. Hence, in this
supersonic problem, the [13], in both TVD and ENO versions, was the best.

16. Conclusions

In this work, the Euler equations in two-dimensions were solved by the use of TVD, ENO and
UNO schemes, second and third order accurate. The following ten flux difference splitting
algorithms were employed: [6, 3, 7-11], on a TVD approach, [13, 21], on an ENO approach, and
finally [22], on a UNO approach. A finite volume formulation was employed on conservative and
unstructured contexts. The time discretization employed a Runge-Kutta method of five steps. All ten
algorithms were applied to the solution of two problems: the transonic convergent-divergent
symmetrical nozzle, and the supersonic ramp. All schemes were accelerated to the steady state
solution using a spatially variable time step procedure, which had proved excellent characteristics of
convergence [24-25]. The results have demonstrated that the best result of the wall pressure
distribution in the nozzle case was due to [21] and the best wall pressure distribution and shock angle
in the ramp case was due to [13] to its both TVD and ENO versions.

The merit of this study was to highlight the [13] scheme, in both TVD and ENO versions, and the
[21] scheme as able to capture the main aspects of the flowfield and, in the case of supersonic flow,
to capture the shock wave with accuracy. Moreover, the implementation of these schemes on an



unstructured context is also a significant and important contribution to the CFD community. The
next step is to repeat such study in three-dimensions.
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FIGURES

Figure 1. Unstructured cell with its defined nodes and flux interfaces.
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Figure 2. Nozzle configuration at the xy plane.
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Figure 3. Nozzle mesh in two-dimensions.
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Figure 4. Ramp configuration at the xy plane.

Figure 5. Ramp mesh in two-dimensions.
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Figure 6. Pressure contours ([6]).
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Figure 7. Mach number contours ([6]).
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Figure 8. Pressure contours ([3]).
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Figure 9. Mach number contours ([3]).
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Figure 10. Pressure contours ([7]).
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Figure 11. Mach number contours ([7]).
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Figure 12. Pressure contours ([8]).
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Figure 13. Mach number contours ([8]).



0.30

0.25

0.20

0.15

0.10

0.05

.00 o - - o o o s oy 1 1
TT0.00 0.05 0.10 0.15 0.20 0.25 0.30 0.35

X

Figure 14. Pressure contours ([9]).
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Figure 15. Mach number contours ([9]).
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Figure 16. Pressure contours ([10]).
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Figure 17. Mach number contours ([10]).
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Figure 18. Pressure contours ([11]).
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Figure 19. Mach number contours ([11]).
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Figure 20. Pressure contours ([13]-TVD).
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Figure 21. Mach number contours ([13]-TVD).
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Figure 23. Mach number contours ([13]-ENO).
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Figure 24. Pressure contours ([21]-TVD).
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Figure 25. Mach number contours ([21]-TVD).
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Figure 26. Pressure contours ([22]).

0.30

0.25

0.20

0.15

0.10

0.05

T B —_ ' BT BT B
0.00 0.05 0.10 0.15 0.20 0.25 0.30 0.35

0.00
X

Figure 27. Mach number contours ([22]).
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Figure 28. Wall pressure distributions (Choosing the best distribution).
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Figure 29. Pressure contours ([6]).
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Figure 30. Mach number contours ([6]).
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Figure 31. Pressure contours ([3]).
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Figure 32. Mach number contours ([3]).
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Figure 33. Pressure contours ([7]).
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Figure 34. Mach number contours ([7]).
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Figure 35. Pressure contours ([8]).



0.30

025

0.20

g

015

010

0.05

0.00 i PR EEPITEN RIS IR
“u.00 005 010 015 020 025 0.30 035 040

X

Figure 36. Mach number contours ([8]).
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Figure 37. Pressure contours ([13]-TVD).
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Figure 38. Mach number contours ([13]-TVD).
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Figure 39. Pressure contours ([13]-ENO).
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Figure 40. Mach number contours ([13]-ENO).
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Figure 41. Pressure contours ([9]).
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Figure 42. Mach number contours ([9]).
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Figure 43. Pressure contours ([10]).
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Figure 44. Mach number contours ([10]).
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Figure 45. Pressure contours ([11]).
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Figure 46. Mach number contours ([11]).
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Figure 47. Pressure contours ([21]).
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Figure 48. Mach number contours ([21]).
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Figure 49. Pressure contours ([22])
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Figure 50. Mach number contours ([22]).
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Figure 51. Wall pressure distributions (TVD).
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Figure 52. Wall pressure distributions (ENO).
2.8F —
26
24F
.
3 2.2 —
- s
=20F THEORY
£ sk Hdrten and Oshdf (1987) - TVD
= Harten and Oshd} (1987) - ENO
A 16F Ye&e and Harten {]1987)
14F Hdghson and Bggan (1991)
12F
1.0f =
— 4 . .1 .1 . . 1. . .1, . . .1 . . .1, . .
0.00 0.05 0.10 015 020 025 030 035 040

X

Figure 53. Wall pressure distributions (Choosing the best profile).
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Figure 54. Wall pressure distributions (The best profiles).
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TABLES

Table 1. Values of Ax; and Ay;.

Interface AX Ay,
=1 Xn2 = Xpy Yn2 =Y
=2 Xng = Xpz Yoz = Y2
=3 X1 = X3 Yo~ Yns

Table 2. Shock angle and percentage errors.

Scheme B (°) Error (%)
Yee, Warming and Harten (1982), [6] 53.0 0.00
Harten (1983), [3] 54.0 1.89
Yee and Kutler (1985), [7] 54.0 1.89
Yee, Warming and Harten (1985), [8] 53.3 0.57
Harten and Osher (1987), [13] - TVD 53.0 0.00
Harten and Osher (1987), [13] - ENO 53.0 0.00
Yee (1987), [9] 53.0 0.00
Yee and Harten (1987), [10] 53.0 0.00
Yang (1990) - TVD 58.0 9.43
Hughson and Beran (1991) 53.4 0.75
Yang and Hsu (1992) — UNO3 53.4 0.75
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