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Evaluation of Quality of Irrigation Water in Major Water
Sources in Ondo and Osun State, Nigeria

ABSTRACT

Aims:Irrigated agriculture is dependent on adequate water supply of usable quality. This
study was conducted to determine the quality and suitability of different water sources for
irrigation in Ondo and Osun states. The water samples were collected from rivers, dams,
streams, bore-hole and hand dug well within the two states respectively. The physico-
chemical properties of the sampled water were determined; physico-chemical properties
including pH, electrical conductivity, temperature, total dissolved solids, major ions (Ca, Mg,
K, Na) were analysed in the laboratory and sodium adsorption ratio (SAR), sodium
percentage (SP) and kelly’s ration (KI) were calculated from the major cations studied for the
criteria of irrigation water quality and suitability for irrigation.

Place and duration of the study: The study was performed on main rivers, streams, wells
and boreholes in Ondo and Osun states.

Methodology: Samples are collected in Ondo and Osun states, the samples are collected in
clean PVC bottles washed and rinsed with distilled water and HNO; dilute acid in eight
different point across the two states as follows; in the reservoir (Dams), rivers, bore-hole and
hand dug wells all channels to farms.

Results:The study revealed that the values of EC, pH, TDS, TSS, varied from 31
to1062mmhos/cm, 5.0 to 7.4, 42.83 to 280.96mg/L, 28.06 to 203.46 mg/L and turbidity; O to
3.5mg/l, hardness 34 to 160 mg/l and amount of Ca, Mg, K and Na varied from 38.61 to
71.64, 25.3 t0 60.17, 17.26 to 35.00 and 21.08 to 33.47 and SAR, SP, Kl values varied from
2.98 to 5.74, 30.58 to 49.24, and 0.18 to 0.49 respectively. The total viable count for the
microbial present in the surface water sample has the highest value of 5.5x10°CFU/100ml in
the Owena water sample. The presence of faecal-indicator bacteria and fungi in the water
source suggest pollution raising the possibility of the presence of pathogenic
microorganisms in the water sources, therefore adequate water treatment must be ensure
before discharge.

Conclusion:The result shows that there is higher concentration in groundwater than those
in surface water; this implies surface water is good and suitable for irrigation and if
groundwater is to be considered as source for irrigation, proper irrigation management must
be required and water analysis for suitable and effective irrigation practice.

Keywords: Irrigation, Water quality, Physico-chemical properties, Sodium adsorption ratio.

1. INTRODUCTION

In determining water availability for irrigation, information is required on both the quantity and quality;
however, the quality need has often been neglected. Quality should infer how well a water supply
fulfils the needs of the intended user and must be evaluated on the basis of its suitability for the
intended use [1, 14]. Irrigated agriculture is dependent on adequate water supply of usable quality.
Water quality concerns have often been neglected because good quality water supplies have been
plentiful and readily available [2, 12].Irrigation water quality is related to its effects on soils and crops
and its management. High quality crops can be produced only by using high-quality irrigation water
keeping other inputs optimal. Characteristics of irrigation water that define its quality vary with the
source of the water. Water used for irrigation always contains measurable quantities of dissolved
substances which as a general collective term are called salts. These include relatively small but
important amounts of dissolved solids originating from dissolution or weathering of the rocks and soil
and dissolving of lime, gypsum and other salt sources as water passes over or percolates through
them.

The suitability of water for irrigation will be determined by the amount and kind of salts present. With
poor water quality, various soil and cropping problems can be expected to develop there may also be
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great differences in the quality of water available on a local level depending on whether the source is
from surface water bodies (rivers and ponds) or from groundwater aquifers with varying geology, and
whether the water has been chemically treated. The chemical constituents of irrigation water can
affect plant growth directly through toxicity or deficiency, or indirectly by altering plant availability of
nutrients [7].Water has unique chemical properties due to its polarity and hydrogen bonds. It is able to
dissolve, absorb or suspend many different compounds. Thus in nature water is not pure as it
acquires contaminants from its surrounding and those arising from humans and animals as well as
biological activities [3].

Supplies of good quality water, well-matched to crop irrigation, is highly necessary in irrigation
monitoring for maximum crop production in order to ensure food security in Africa and the whole world
at large. Poor quality irrigation water will result into low crop production [9, 17, 20]. Irrigation water
with good quality is determined based on the characteristics are important for plant development and
growth, acceptable levels of concentrations, water test at reputable laboratory information about
geologic history of the rocks and suitability of the water for agricultural purposes [14]. This study was
therefore executed to evaluate the quality of irrigation water in major sources in Ondo and Osun
State, Nigeria and suggest the optimum solution to increase crop production.

2. MATERIALS AND METHODS
21 Description of the study area

The study was performed on main rivers, streams, wells and boreholes in Ondo and Osun states.
Geographically the two state which are situated in the tropical rain forest zone of the country in which
Ondo state lies between latitude 5° 45' and 7° 52'N and Longitude 4° 20' and 6° 5'E with land area of
15,500square kilometres as shown in the figure 1 below. Also Osun state is located 7° 30' 0" N and
longitude 4° 30' 0" E and a land area of approximately 14,875square kilometres (figure 2). Irrigation
practice is part of major agricultural practice in these two states which get most water use in irrigation
practice from water cooperation boards, like the OwenaMuti-purpose Dam in Ondo state, Rural and
Urban Muti-purpose Dam located in Kajola town Osun state also is the Osun river basin and much
more sources of irrigation water including ground water (i.e. wells and bore-holes). The states have
undergone great economic development in recent years pertaining to agricultural practice and in fact
they are notably know as agrarians states that contribute to product of raw materials for the industries
in Nigeria. Livestock farming, irrigated vegetables and horticulture are also agrarian activity in the two
states.
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Figure 2: Map showing location of the study area (Osun State).
2.2 Water Sampling

Samples are collected in Ondo and Osun states, the samples are collected in clean PVC bottles
washed and rinsed with distilled water and HNO; dilute acid in eight different point across the two
states as follows; in the reservoir (dams), rivers, bore-hole and hand dug wells all channels to farms
and are major sources of irrigation water in the two states. Sample from dams and rivers use for
agricultural purpose were collected as surface water while water samples from wells and bore-holes
are collected as ground water. The samples were taken to laboratory for chemical analysis according
to standard tests [5, 6]. Samples were tested for pH, electrical conductivity, total dissolved solids
(TDS), and calcium, magnesium and sodium ions and microbial effect. Samples were further tested
for presence of heavy metals like (Fe, Pb, Cr, Cu, Ni, Zn, Mn).

2.3 Water Analysis

Parameters such as electrical conductivity (EC), temperature and pH were determined on the site (in
situ test) with standard calibrated portable meters, thermometer and pH-meter respectively. The
analysis for physico-chemical and microbiological parameters were analysed using methods
prescribed by APHA, AOAC [5,6]. Water sampling locations were chosen based on the spatial
variations in the water stream and irrigation system (irrigation sources, downstream water bodies,
rivers, hand dug well and bore-holes). The water samgles were to be collected based on the standard
method guidelines described in [18]. pH, EC, TH, Ca*", Mg®*, Na*, K", NO;, SO, and CI" with other
parameters were the major ions in ground and surface water of the study area. All these ions and
parameters were determined using laboratory equipment and the concentration were analysed,
interpreted and calculated with irrigation indexes base on the standard method used by Reddy [20] in
the deformation of sodium percentage (SP), sodium absorption ratio (SAR) and Kelly ratio (KR) as
follows:

2.31 Sodium percentage

This was calculated by employing equation stated by Todd [23] as:
Na% = (Nat +K+)+(Ca®t + Mg?* +Nat+KT)
b =

100
(concentrations are in meg/L)

2.3.2 Sodium absorption ration

This was calculated by employing equation stated by Raghunath [19] as:
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Nat
SAR B ———————
J(Ca?t+ Mg2ts2

(Concentrations are in meg/L).

2.3.3 Kelly’s ratio

This was calculated by employing equation stated by Kelly [16] as:
_ Na‘

KR = (Ca?t+ Mg?t)

(Concentrations are in meg/L).

3. RESULTS AND DISCUSSION

Table 1 represents samples description and location of the study area. The results of physic-chemical
properties of irrigation water in Table 2. Table 3 shows the results of hydro geochemical analysis of
the water samples and calculated parameter indexes for irrigation feasibility of the study area. Table 4
to 6 represented classification of water based on SAR, SP and KR respectively. The results of water
quality parameters and variability for all eight (8) water sources were presented respectively, and the
water quality parameters are: Temperature measured in (°C), pH value, Chloride (mg/L), Hardness,
Calcium Hardness (mg/L), Magnesium Hardness (mg/L), Acidity and Alkalinity, Electrical Conductivity
and Turbidity.

Table 1: Samples description and location

SAMPLES LOCATION SYMBOL CLASSIFICATION
Ogbese River Ogbese, Ondo State A Surface water
Kajola Dam Kajola, Osun State B Surface water
llesa River llesa, Osun State C Surface water
Owenna Dam Owenna, Ondo State D Surface water
Bore-hole llesa, Osun State E Ground water
Hand dug well 1 Owenna, Ondo State F Ground water
Hand dug well 2 Kajola, Osun State G Ground water
Hand dug well 3 Akure, Ondo State H Ground water

Table 1 shows different sample locations, samples are collected in eight (8) different points which
includes dams, rivers, bore-hole, hand dug well and are classified under surface and ground water.

Table 2: Physico-chemical properties of irrigation water of the study area

SURFACE WATER GROUND WATER
PARAMETERS A B Cc D E F G H MIN  MAX MEAN
pH Value 7.20 710 7.00 7.10 6.30 5.40 5.00 7.40 5,00 7.40 6.56
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TEMPERATURE 25.00 24.00 24.00 2400 24,00 25.00 20.00 25.00 20.00 25.00

CHLORIDE(mg/L) 3545 39.70 72.32 5676 4112 3828 8508 4112 3545 8508
HARDNESS 34.00 5800 60.00  160.00 80.00 114.00 58.00 42.00 34.00 160.00
CALCIUM 1400 20.00 28.00 36.00 500 20.00 1940 9.00 500 36.00
HARDNESS(mg/L)

MAGNESSIUM 20.00 38.00 32.00 124.00 75.00 94.00 3860 33.00 20.00 124.00
HARDNESS(mg/L)

ELECTRICAL 149.00 99.00 1062.00 120.00 31.00 231.00 234.00 382.00 31.00 1062.0
CONDUCTIVITY

TURBIDITY 010 350 1.70 200 000 270 000 000 000 350
Dissolved Oxygen 11.00 13.00 1500 1020 13.00 11.80 11.90 14.00 10.20 15.00
(mg/l)

TDS (mgll) 114.56 71.04 109.44 74.88 4283 167.68 280.96 27584 42.83 280.96
TSS (mgll) 132.30 48.86 4913  52.08 28.06 103.83 163.4 20346 28.06 203.46

23.87

51.22

75.75
18.93

56.83

288.50

1.25
12.49

142.15

97.64

Table 2 shows the pH value ranges from 5.0 to 7.4 for water sources with the mean value of 6.56
which indicating the samples are neutral in nature and slightly alkaline for the surface water which
was comparatively higher than that of the groundwater (5.0 to 7.4) which are slightly acidic unless for
the sample H which is 7.4. The slightly alkaline nature of the pH value for the surface water might be
as a result of or effect of waste disposal and agrochemicals from the upstream [13].

The temperature is the most important physical variable and therefore one of the important water
qualities attributes to irrigation system. In Table 2, the temperature value ranges from 20 to 25°C with
the mean value of 23.875°C which fell within the optimal water temperature. According to WHO the
target guidelines is 25-30°C, within which maximal growth rate of plant, efficient food conversion, best
condition for aquatic lives, resistance to disease and tolerance of toxins are enhance [13,24].

The electrical conductivities for the water sample sources ranges from 31 to 1062mmhos/cm with the
mean value of 288.5mmhos/cm in which the value is below the critical water conductivity of
5000mmhos/cm which is within the permissible limit. Indication of this values shows that the water
sources were free from salinity problems as the electrical conductivity gives good indication of the
extent of the dissolved salts (Table 2).

The total dissolved solid (TDS) in water is one of the important parameters to be determined in
relation to irrigation level because many toxic solid materials maybe imbedded in the water which may
cause harm to the plants [22]. TDS for the water samples range from 42.83 to 208.96 mg/L (Table 2),
the values does not exceed the critical level of 4000mg/L the usage of the raw water will have no
salinity problem if applied to plant [11,12].

The chloride analysed ranges between 35.45 to 85.08mg/L (Table 2) with the mean value of
51.22875mg/L (Table 2). The water sources can be used since the values were below critical value of
355mg/I that can result into toxic absorbed by roots and also damage sensitive ornamental plants.
Also, the excess value of chloride obtained in the study area prevent the accumulation of chloride on
the leaves of the crop to be planted, which can result in leaf burns [10,22].

Another factor to be consider in water quality for irrigation is turbidity, measures the transmission of
light through water with respect to matter suspended in water. The turbidity level for surface water
ranges from 0 to 3.5mg/L with the mean value of 1.25 mg/L. The turbidity values obtained were similar
to that of Getahun et al., [11].

The value of the total suspended solids for water samples ranges from 28.06 to 203.46mg/L with the
mean value of 97.64mg/L. It is difficult to formulate general acceptable values for suspended solids in
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irrigation water therefore total suspended value below 50mg/L is safe for a drip irrigation system while
values above 100mg/L will cause plugging [20].

Sources of irrigation water (surface water and groundwater) are classified and analysed based on
sodium adsorption ratio (SAR), Kelly’s ratio (KI) and sodium percentage (SP). The table 3 shows the
classification respectively.

Table 3: Results of hydro geochemical analysis and calculated parameters indexes for
irrigation quality of the study area

ca” Na* Mg** K* SAR KR Na%
46.28 28.11 34.87 23.43 4.412976 0.346396 38.844241
63.42 23.452 60.17 31 2.983343 0.189756 30.58379
60.26 26.54 32.47 17.264 3.897676 0.286207 32.08285
52.46 21.086 34.76 28.242 3.193016 0.241756 36.12503
57.8 30.01 25.3 21.86 4.655652 0.361131 38.43076
38.61 33.476 29.22 32.332 5.748276 0.493528 49.24348
71.64 31.282 37.4 19.2 4.236591 0.286886 31.64579
60.14 27.612 44.83 35 3.811363 0.263047 37.36201

The content of Ca in the water samples varies from 38.61 to 71.64mg/l with mean value of
56.3263mg/l in which higher percentage of Ca were dominant in groundwater than in surface water.
Getahun et al. [12] had similar result. This higher value presence of dissolved calcium in the water
samples may be as a result of limestone and carbonate rocks in the study area.

The variation of magnesium concentration ranges from 25.30 to 60.17mg/l and with the mean value of
37.77mg/l. Magnesium is one of the constituent in natural water and its salts contribute to water
hardness. The value of magnesium does not exceed the critical level of WHO permissible limit of 150
mg/I.

Potassium is one of the natural occurring in the groundwater and surface water [4]. Potassium value
ranges from 17.26 to 35.00mg/l with the mean value of 26.04mg/l. These values were accepted limit
for irrigation and agricultural use according to WHO permissible limit of the value of 200mg/L.

Sodium content is another important factor in irrigation water quality evaluation. Plant roots absorb
sodium and transport it to leaves where it can accumulate and cause injury. Irrigation water with high
level of sodium salt can be particularly toxic if applied to plant leaves [10, 22]. The sodium value for
the sources of water ranges from 21.08 to 33.47mg/| with the mean value of 27.69 mg/I (Table 3).

31 Sodium Adsorption Ratio (SAR)

The sodium adsorption which relates the sodium content with the dicationications calcium and
magnesium ranged from 2.98 t05.74 mg/l in the study area (Table 4). It was a significant parameter
for determination of suitability of irrigation water. High sodium in water produces the undesirable
effects of changing soil properties and reducing soil permeability. In the study area, the SAR values
obtained fall within the excellent class and acceptable for irrigation [8, 20].
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Table 4: Classification of water based on SAR values

SAR Values Class % Number of samples and samples number
<10 Excellent 100

10-18 Good Nil

18-26 Fair Nil

>26 Poor Nil

3.2 Sodium Percentage (SP)

The use of high percentage of sodium of water for irrigation was stunts, the plant growth and sodium
reacts with the soil to reduce its permeability [15]. The values of sodium percentage for the study
areas range from 30.58 to 49.24mg/I(Table 5). According to the classification for SP given by [20,
25]that is when SP% is less than 25, it is under excellent and good for irrigation because the sodium
percentage were within permissible limit.

Table 5: Classification of water based on SP values

SP (%) Class % Number of samples and samples number
<20 Excellent 100

20-40 Good Nil

40-60 Permissible Nil

60-80 Doubtful Nil

>80 Unsuitable Nil

3.3 Kelly’s ratio

Kelly’s ratio is used in evaluate water based on level of sodium measured against calcium and
magnesium. Kelly’s ratio was more than 1 indicating an excess sodium level in water, therefore the
water Kelly’s ratio of less than 1 was suitable for irrigation (20, 22]. The Kelly’s ratio in the study area
ranges from 0.189 to 0.493mg/| therefore indicating the water samples were good for irrigation (Table
6).

Table 6: Classification of water based on KR values

KR meg/L Class % number of samples and samples number
<1 safe 100
>1 unsuitable Nil

4. CONCLUSION

Evaluation of quality of sources of irrigation water were carried out using different index method like
SP, SAR and Kl among these majority of index results were similar to SP, SAR and Kl implying that
the 100% of the water samples fall under excellent. The pH values indicated that the water is slightly
acidic to slightly alkaline. The increasing EC values of the sample of the different sources in the two
states make the impact of agriculture activities. In conclusion, the water in the study areas (i.e Ondo
and Osun state) were suitable for irrigation practices.

Also, the government should enforce strict rules and legislation on adequate evaluation of quality of
irrigation water and ensure proper acceptable standard for good and effective crop production in
Nigeria.

REFERENCES

1. Affullo AO. Irrigation suitability assessment of effluents from west Kano rice irrigation scheme,
kisumu, Kenya. Ethiopian Journal of Environmental Studies and Management. 2009; 2:1- 11.

2. Ahmed IM. Irrigation water quality evaluation in El-salam canal project. International Journal of
Engineering and Applied Sciences. 2013; 3: 11-28.



UNDER PEER REVI EW

10.

1.

12.

13.

14.

15.

16.
17.

18.

19.

20.

21.

22.

23.

24.

25.

Aiyesanmi AF. Baseline Concentration of Heavy metals in Water Samples from Rivers Within
Okitipupa South-east Belt of the Nigeria Bitumen Field,” Journal of Chemical Society of Nigeria.
2006; 31: 30-37.

Alfred K, Godfred O, Elikem K. Assessment of surface water quality: The perspective of the Weija
dam in Ghana. International Journal of Chemistry. 2011; 3: 32- 39.

AOAC. Official Methods of Analysis of the Association of Analytical Chemists. Virgina, USA; 1990.
APHA. American Public Health Association. Standard method for the examination of water and
waste water.1998; 1- 30.

Ayers RS, Westcot DW. Water quality for agriculture. Food and Agriculture Organization of the
United Nations. 1994.

Biswas SN, Mohabey H, Malik ML. (2002). Assessment of the irrigation water quality of river
Ganga in Haridwar district. Asian J. Chem., 2002; 16:

Chang Y, Hans MS, Haakon V. The environmental cost of water pollution in Chongqging. China
environ. Def. Econ. 2001; 6: 313-333.

Dhirendra M, Alok K, Namita A .Assessment of the irrigation water quality of river Ganga in
Haridwar district. Rasayan Journal of Chemistry. 2009; 2: 285-292.

Getahun K, Heluf G, Tena A, Geremew L .ldentification of groundwater level by using
geoelectrical resistivity method at Finch’a Sugar Estate, Blue Nile Basin, Western Ethiopia.
Science Technology and Arts Research Journals. 2013; 2: 114- 125.

Getahun K, Heluf G, Tena A. Assessment of irrigation water quality and suitability for irrigation in
the Fincha’a Valley Sugar Estate, Nile Basin of Western Ethiopia. Science, Technology and Arts
Research Journal. 2014 3: 64 — 73.

Islam MR, Jahiruddin M, Islam S. Assessment of arsenic in the water-soil-plant systems in
gangetic floodplains of Bangladesh’, Asian Journal of Plant Science. 2004; 3: 489-493

Islam MS, Shamsad SZKM. Assessment of irrigation water quality of Bogra District in
Bangladesh. Bangladesh Journal of Agric. Res. 2009; 34: 597 — 608.

Joshi DM, Kumar A, Agrawal N. Assessment of the irrigation water quality of river Ganga in
Haridwar District India. J. Chem. 2009; 2:285-292

Kelly WP. Use of saline irrigation water. Soil Sci. 1963; 95: 355-391

Lindhjem H. Environmental economics impact assessment in China: Problems and prospects.
Environ. Impact Assessment. Rev. 2007; 27: 1-25.

Masoudi M, Patwardhan AM, Gore SD. (2006). A new methodology of producing of risk maps of
soll

salinity, case study: Payab Basin, Ethiopia, Iran Journal of Applied Sciences and Environmental
Management. 2006; 10: 913

Raghunath HM, Grround water. Wiley Easten Limited. 1990; 563

Reddy KS. Assessment of groundwater quality for irrigation of BhaskarRaoKunta watershed,
Nalgonda District, India. International Journal of Water Resources and Environmental
Engineering 2013; 418 — 425.

Singah BR. Quality of irrigation water in Fadamalands north-western Nigeria.Ground and Surface
water in Kebbi state. Nig. J. Basic and Apl. Sci. 2000; 9:133-148

Sulchdev K. Assessment of surface water quality for drinking and irrigation purposes.A

case study of Ghaggar river system surface waters. Bulletin of Environment, Pharmacology and
Life Sciences. 2012; 1:1-6

Todd DK. Groundwater hydrology. John Wiley and Sons Publications, New York. 1995.

WHO, World Health Organisation, Guidelines for drinking water quality, World
Health Organisation, Geneva, 1984; 1:129

Wilcox LV. Classification and use of irrigation water, Washington: US Department of
Agriculture. Circular. 1955; 969: 19



