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Abstract8
This work involves the site specific determination of an outdoor path loss model and Signal9
penetration level in some selected modern residential and office apartments in Ogbomosho, Oyo State.10
Measurements of signal strength and its associated location parameters referenced globally were11
carried out. Propagation path loss characteristics of Ogbomosho were investigated using three12
different locations with distinctively different yet modern building materials. Consequently, received13
signal strength (RSS) was measured at a distance d in meters, from appropriate base stations for14
various environments investigated. The data were analyzed to determine the propagation path loss15
exponent, signal penetration level and path loss characteristics. From calculations, the average16
building penetration losses were, 5.93dBm, 6.40dBm and 6.1dBm outside the hollow blocks B1, solid17
blocks B2 and hollow blocks mixed with pre cast asbestos B3, buildings respectively with a18
corresponding path loss exponent values of, 3.77, 3.80 and 3.63. Models were developed and19
validated, and used to predict the received power inside specific buildings. Moreover, the propagation20
models developed for the different building types can be used to predict the respective signal level21
within the building types, once the transmitter – receiver distance is known. The readings obtained22
from the developed models were compared with both the measured values and values computed using23
some existing models with satisfactory results obtained.24
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1. Introduction28
Path loss or path attenuation is the reduction in power density (attenuation) of an electromagnetic29
wave as it propagates through space. Path loss is a major component in the analysis and design of the30
link budget of a telecommunication system.31
The term is commonly used in wireless communications and signal propagation. Path loss may be due32
to many effects, such as free-space loss, refraction, diffraction, reflection, aperture-medium coupling33
loss and absorption. Path loss is also influenced by terrain, contours, environment (urban or rural,34
vegetation and foliage), propagation medium (dry or moist air), the distance between the transmitter35
and the receiver, and the height and location of the antennas [1-2, 19-20]36
Path loss normally includes propagation losses caused by the natural expansion of the radio wave37
front in free space (which usually takes the shape of an ever-increasing sphere), absorption losses38
(sometimes called penetration losses), when the signal passes through media not transparent to39
electromagnetic waves, diffraction losses when part of the radio wave front is obstructed by an40
opaque obstacle, and losses caused by other phenomena. [3-6,17]41
The signal radiated by a transmitter may also travel along many different paths to a receiver42
simultaneously; this effect is called multipath. Multipath waves combine at the receiver antenna,43
resulting in a received signal that may vary widely, depending on the distribution of the intensity and44
relative propagation time of the waves and bandwidth of the transmitted signal. The total power of45
interfering waves in a Rayleigh fading scenario varies quickly as a function of space (which is known46
as a small-scale fading). Small-scale fading refers to the rapid changes in radio signal amplitude in a47
short period of time or travel distance.48
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2. Path Loss Experiment51

In wireless communication studies, path loss is represented by the path loss exponent, whose value is52
normally in the range of 2 to 4, where 2 is for propagation in free space, 4 is for relatively lossy53
environments and for the case of full specula reflection from the earth surface referred to as the flat54
earth model. In some environments, the path loss exponent can reach values in the range of 4 to 6. On55
the other hand, a tunnel may act as a waveguide, resulting in a path loss exponent less than 2.56
Path loss is usually expressed in dB. In its simplest form, the path loss can be calculated using the57
formula.58

L = 10 n + C (1)59
Where L is the path loss in decibels, n is the path loss exponent, d is the distance between the60
transmitter and the receiver, usually measured in meters, and C is a constant which account for system61
losses.62
The value of C usually varies and is normally dependent on the type of modeling under consideration.63
A list of typical path loss exponents obtained in various mobile environments is shown in Table 1.64

65
Table 1: Path Loss Exponents for Different Environments, [6-16]66

Environment Path Loss Exponent, n

Free space 2

Urban area cellular radio 2.7 to 3.5

Shadowed urban cellular radio 3 to 5

In building line-of-sight 1.6 to 1.8

Obstructed in building 4 to 6

Obstructed in factories 2 to 3

67
68

3. Study Area69
The study area is the suburban area of Ogbomoso of Edo State, Nigeria. The investigated buildings70
shall be solid block and hollow block bungalows as well as a building with hollow block along with71
pre-cast asbestos materials used for partitioning of the rooms/offices. These are the prevalent type of72
buildings in Ogbomosho Town.  The scope of this work shall cover the determination of GSM signal73
strength level outside and inside the selected buildings considering networks available in the location74
of the selected buildings.75
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Figure 1: Map showing the Town of Ogbomosho79
80

4. Methods81
The study was performed using the following equipments; 2 Samsung S6 android phones, Network82
Signal Info Pro (Kabiit Software), Standalone Inverter, A pair of AIRTEL, GLO and MTN sim cards83
and a 100 Meters Measuring Tape. The Network Signal Info Pro’ was installed in the 2 Samsung S684
Android phones, It consists of Global Positioning System (GPS) application capable of giving the85
geographical position of the mobile phone and a scale capable of giving accurate numerical value of86
the received signal strength indication in dBm. A 1.1 kVA power inverter enables the mobile phones to87
be recharged when necessary. Below is a diagram showing a description of the measurement set-up88

89
90
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Figure 2: Illustration of the measurement set-up98

Measurements of the sites were made up of the following; Building B1 (6 bedroom bungalow-hollow99
blocks building), Building B2 (10 bedroom bungalow-solid blocks building) and Building B3 (14 –100
room office block, hollow blocks building with pre – cast asbestos partitioning). Table 2 gives a list of101
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the houses used for the study and a brief description of construction and layout. The site and102
construction information for each of the buildings, that may have effect on the propagation of waves103
were carefully taken into consideration.104

105
106

Table 1: Measurement Site Description107

Building
Type

B1 B2 B3

External
Paint Type

Text Coat Text Coat Emulsion

Building
Dimension
(m)

22 x 12 x 3.1 23.2 x 10 x 4.04 27.1 x 7.8 x 4.095

Wall
Thickness

0.0254 x8 = 0.2032 0.1778 0.2794

Partitioning
Materials

Hollow Block Solid Block Pre Cast Asbestos

Partitioning
Thickness(m)

0.00254 x 9=
0.2032

0.1778 0.1016

Roofing
Type

Corrugated Sheet Corrugated Sheet Aluminum

Average
Room Size
(m2)

4.2672 3.048 3.048

Window
Type

Aluminum/Louvers Aluminum/Louvers Louvers

Number of
Doors / room

2 2 1

Door
Material

Hard Wood Hard Wood Steel
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108

Three of the existing GSM operators, ETISALAT, GLO and MTN referred to in this work as Operator109
E, Operator G and Operator M respectively, were used for the investigation. Measurements were110
carried out within a period of twenty two months. Measurements were taken at evenly spaced pre –111
determined points along the side walls of each of the site outside. The inside measurements were taken112
at pre – determined points after dividing the buildings into cells with all doors and windows closed,113
which represents worst case indoor conditions. All measurements were taken in active mode.114

4.1 Preliminary Results115
For buildings B1 and B2, twenty measurements inside and outside each of the selected buildings were116
made, with a total of twenty samples each day for each building, totaling forty samples daily. For117
building B3, twelve measurements inside and outside the building were made, with a total of twelve118
samples each day for the building. Below are tables with the average values of the measured signal119
levels from January to December 2015 for the buildings under investigation.120

121
Table 3: Monthly average measured signal level of operator E for building B1122

Month
Average Measured Distance

(m)
Average Measured Monthly Signals

(dBm)
Outside, do Inside, di Outside, Po Inside, Pi

January 1370 1376 -79.8194 -85.0194
February 1370 1376 -82.9929 -88.1929
March 1370 1376 -79.8065 -85.1871
April 1370 1376 -85.9333 -90.1333
May 1370 1376 -83.0774 -87.0774
June 1370 1376 -82.1333 -87.1333
July 1370 1376 -82.9697 -87.7677
August 1370 1376 -77.1032 -82.3032
September 1370 1376 -77.3333 -82.3333
October 1370 1376 -76.4129 -81.8129
November 1370 1376 -78.7333 -84.3333
December 1370 1376 -81.1097 -87.1333
Mean 1370 1376 -80.6187 -85.7023

123
124

Table 2: Monthly average measured signal level of operator G for building B1125
Month Average Measured Distance

(m)
Average Measured Monthly Signals

(dBm)
Outside, do Inside, di Outside, Po Inside, Pi

January 1570 1576 -82.2194 -91.0194
February 1570 1576 -89.1929 -95.1929
March 1570 1576 -83.3971 -89.1871
April 1570 1576 -89.3333 -96.1333
May 1570 1576 -87.6774 -94.0774
June 1570 1576 -86.7333 -92.1333
July 1570 1576 -83.3871 -89.9677
August 1570 1576 -82.3032 -88.3032
September 1570 1576 -81.3333 -86.1333
October 1370 1576 -78.2129 -84.0129
November 1570 1576 -76.5333 -82.1333
December 1570 1576 -81.1032 -87.1032
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Mean 1570 1576 -83.5461 -89.6164
126
127

Table 3: Monthly average measured signal level of operator M for building B1128

Month
Average Measured Distance

(m)
Average Measured Monthly Signals

(dBm)
Outside, do Inside, di Outside, Po Inside, Pi

January 906 912 -69.2194 -75.2194
February 906 912 -67.9714 -74.9714
March 906 912 -67.0701 -74.9714
April 906 912 -69.9067 -75.9067
May 906 912 -71.9871 -78.4871
June 906 912 -73.9133 -78.9133
July 906 912 -743032 -80.303
August 906 912 -77.9355 -84.9355
September 906 912 -72.8933 -78.8933
October 906 912 -71.0516 -77.0516
November 906 912 -68.8800 -76.88
December 906 912 -67.0581 -75.0581
Mean 906 912 -71.0518 -77.6326

129
130

Table 4: Monthly average measured signal level of operator E for building B2131

Month Average Measured Distance
(m)

Average Measured Monthly Signals
(dBm)

Outside, do Inside, di Outside, Po Inside, Pi

January 1450 1455 -82.1548 -88.3806
February 1450 1455 -79.2214 -85.4571
March 1450 1455 -80.2710 -86.4839
April 1450 1455 -83.2000 -88.6000
May 1450 1455 -85.2710 -92.8774
June 1450 1455 -87.2000 -94.0000
July 1450 1455 -87.2710 -94.0700
August 1450 1455 -89.2700 -96.6700
September 1450 1455 -85.8000 -92.0000
October 1450 1455 -84.0710 -90.2710
November 1450 1455 -83.0000 -88.0000
December 1450 1455 -79.6710 -86.0700
Mean 1450 1455 -83.8668 -90.2400

132
133

Table 5: Monthly average measured signal level of operator G for building B2134

Month Average Measured Distance
(m)

Average Measured Monthly Signals
(dBm)

Outside, do Inside, di Outside, Po Inside, Pi

January 2510 2515 -86.0194 -93.0258
February 2510 2515 -84.7857 -91.5857
March 2510 2515 -87.1355 -93.3419
April 2510 2515 -89.9933 -96.393
May 2510 2515 -91.5907 -97.91
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June 2510 2515 -93.9333 -100.333
July 2510 2515 -98.135 -103.135
August 2510 2515 -96.142 -101.135
September 2510 2515 -92.5933 -98.993
October 2510 2515 -90.9355 -97.335
November 2510 2515 -87.9933 -94.3933
December 2510 2515 -86.5806 -92.9806
Mean 2510 2515 -90.4865 -96.7134

135
Table 6: Monthly average measured signal level of operator M for building B2136

Month Average Measured Distance
(m)

Average Measured Monthly Signals
(dBm)

Outside, do Inside, di Outside, Po Inside, Pi

January 805 810 -67.8194 -76.6645
February 805 810 -65.9714 -73.9929
March 805 810 -66.0710 -74.7226
April 805 810 -68.7067 -78.6400
May 805 810 -70.7871 -78.1871
June 805 810 -72.5133 -79.7333
July 805 810 -72.1032 -80.9677
August 805 810 -75.9355 -83.7097
September 805 810 -72.4533 -78.4933
October 805 810 -69.2516 -75.8710
November 805 810 -67.0800 -60.2800
December 805 810 -65.0810 -71.8581
Mean 805 810 -69.4811 -76.0934

137
Table 7: Monthly average measured signal level of operator E for building B3138

Month Average Measured Distance
(m)

Average Measured Monthly Signals
(dBm)

Outside, do Inside, di Outside, Po Inside, Pi

January 472.5 476.4 -59.5000 -65.4700
February 472.5 476.4 -55.1960 -61.4820
March 472.5 476.4 -55.4247 -60.5590
April 472.5 476.4 -56.8167 -62.7440
May 472.5 476.4 -57.3925 -64.2258
June 472.5 476.4 -59.0778 -65.4111
July 472.5 476.4 -61.3925 -67.0591
August 472.5 476.4 -64.7258 -71.0591
September 472.5 476.4 -65.0890 -70.0778
October 472.5 476.4 -60.2688 -66.6602
November 472.5 476.4 -57.9111 -64.0778
December 472.5 476.4 -56.3925 -62.7258
Mean 472.5 476.4 -59.0990 -65.1293

139
140
141
142

Table 8: Monthly average measured signal level of operator G for building B3143
Month Average Measured Distance Average Measured Monthly Signals
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(m) (dBm)
Outside, do Inside, di Outside, Po Inside, Pi

January 1720.5 1724.4 -81.914 -88.1058
February 1720.5 1724.4 -80.8571 -87.1955
March 1720.5 1724.4 -83.4033 -89.3746
April 1720.5 1724.4 -85.7444 -91.4588
May 1720.5 1724.4 -85.1559 -91.7886
June 1720.5 1724.4 -87.7444 -93.9578
July 1720.5 1724.4 -89.457 -96.2886
August 1720.5 1724.4 -90.6344 -97.746
September 1720.5 1724.4 -86.4611 -92.9578
October 1720.5 1724.4 -83.4839 -90.3746
November 1720.5 1724.4 -83.5222 -88.4578
December 1720.5 1724.4 -81.129 -86.6972
Mean 1720.5 1724.4 -84.9589 -91.2003

144
Table 9: Monthly average measured signal level of operator M for building B3145

Month Average Measured Distance
(m)

Average Measured Monthly Signals
(dBm)

Outside, do Inside, di Outside, Po Inside, Pi

January 1452.5 1456.4 -79.8849 -85.8011
February 1452.5 1456.4 -77.2386 -83.8658
March 1452.5 1456.4 -76.0338 -82.8763
April 1452.5 1456.4 -78.1282 -84.6167
May 1452.5 1456.4 -80.0515 -86.7097
June 1452.5 1456.4 -82.8116 -88.8667
July 1452.5 1456.4 -83.8795 -90.828
August 1452.5 1456.4 -86.6107 -93.1613
September 1452.5 1456.4 -82.7782 -87.5333
October 1452.5 1456.4 -80.944 -86.2097
November 1452.5 1456.4 -81.3626 -85.45
December 1452.5 1456.4 -75.8204 -82.043
Mean 1452.5 1456.4 -80.462 -86.4968

146
4.1.1 Computation of Path Loss Exponent for Measured Values147
Path loss exponent for all locations were determined from the measured signal levels using the Log –148
Distant Path Loss Model Equation, (Rapparport, 2003) shown below.149

(2)150

The reference path loss, is given as151

(3)152

For operator A, the operating frequency= 2412 MHz, the wavelength is then calculated from153
(4)154

for v = 3 X 10-8 m/s, the wavelength is155

156
For outdoor propagation, the reference distance d0 of 10 m or 100 m is recommended. (Omorogiuwa157
and Edeko, 2009). In this work, 10 m was chosen. It therefore follows that,158

= - 60.008 dB   =    0.06008 dBm.159
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Hence, equation (3.6) becomes,160
(5)161

The path loss exponent, n, may then be computed as162

163
The mean average measured signal outside buildings, B1, B2 and B3 are – 80.6187 dBm, 83.8668 and164
59.099 dBm respectively.165
Mean PL0 for B1 = – 80.6187 dBm.166
Average distance d =1370 m, hence,167

(7)168

The path loss exponents for all other locations were subsequently computed from equation (17), with169
the aid of Microsoft Excel. The flowchart for the program is as shown in Appendix III,IV, V.170
Similarly, for operator G, the operating frequency is 2412 MHz. the wavelength was calculated from171
equation 3.8 as:-172

(8)173
It therefore follows that,174

= - 60.008 dB   =    0.06008 dBm.175

Hence, equation 3.6 becomes,176
(9)177

The path loss exponent, n, may then be computed as178
(10)179

The mean average measured signal outside buildings, B1, B2 and B3 are – 83.5461 dBm, 94.4865 and180
87.9589 dBm respectively.181
Mean PL0 fornB1 = – 83.5461 dBm.182
Average distance d =1570 m, hence,183

(11)184

The path loss exponents for all other locations were subsequently computed from equation (18), with185
the aid of Microsoft Excel. The flowchart for the program is as shown in Appendix III.186
Finally, for operator M, the operating frequency is 2437 MHz. the wavelength was calculated from187
equation 3.8 as:-188

(12)189
It therefore follows that,190

= - 60.21 dB   =    0.06021 dBm. (13)191

Hence, equation 3.6 becomes,192
(14)193

The path loss exponent, n, may then be computed as194
(15)195

The mean average measured signal outside buildings, B1, B2 and B3 are – 71.0158 dBm, 69.4811 and196
84.4615 dBm respectively.197
Mean PL0 fornB1 = – 71.0158 dBm.198
Average distance d = 906 m, hence,199

(16)200
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The path loss exponents for all other locations were subsequently computed from equation (16),201
with the aid of Microsoft Excel.202

203
Table 10: Path Loss exponent outside Buildings B1, B2 and B3 with Operator A signals204

Building
Type

d(m) PL0

(dBm)
d0

m
PL(d0)
(dBm)

d/ d0 10log (d/d0)
(dBm)

PL- PL(d0)
(dBm)

n=

B1 1370 80.619 10 0.06008 137 21.367 80.559 3.770
B2 1450 83.867 10 0.06008 145 21.613 83.807 3.864
B3 472.5 59.099 10 0.06008 47.3 16.749 59.039 3.524

205
Table 11: Path Loss exponent outside Buildings B1, B2 and B3 with Operator G signals206

Building
Type

d(m) PL0

(dBm)
d0

m
PL(d0)
(dBm)

d/ d0 10log (d/d0)
(dBm)

PL- PL(d0)
(dBm)

n=

B1 1570 83.546 10 0.06008 157 21.959 83.486 3.802
B2 2510 90.487 10 0.06008 251 23.997 90.426 3.768
B3 1720.5 84.959 10 0.06008 172.1 22.357 84.899 3.797

207
Table 12: Path Loss exponent outside Buildings B1, B2 and B3 with Operator M signals208

Building
Type

d(m) PL0

(dBm)
d0

m
PL(d0)
(dBm)

d/ d0 10log (d/d0)
(dBm)

PL- PL(d0)
(dBm)

n=

B1 906 71.016 10 0.0602 157 19.571 70.956 3.626
B2 805 69.481 10 0.0602 251 19.058 69.421 3.643
B3 1452.5 80.462 10 0.0602 172 21.621 80.402 3.719

209
Table 13: Average value of Path Loss exponent outside Buildings B1, B2 and B3210

Building Type
Path Loss Exponent Average Path

Loss ExponentOperator E Operator G Operator M
B1 3.770 3.802 3.626 3.733
B2 3.877 3.768 3.643 3.763
B3 3.521 3.795 3.719 3.678

Mean 3.725
211
212

4.1.2. Computation of Penetration Loss for the Building Walls213
The average penetration loss of the outer walls of the investigated buildings was computed using214
equation below, (Caluyo and Cruz, 2011; Plets et al., 2008).215
ABL(dBm) = Mean Average Outside Path Loss Level (dBm) minus Mean Average Inside Path Loss216
Level (dBm), represented mathematically as:-217

ABL(dBm)  =  PLO (dBm) - PLI (dBm) (7)218
where ABL  =  Average Building Loss.219
The average path loss levels in B1 using operator A Sim (Etisalat) are as given in Table 16, where PLO220
= - 80.619 dBm and PLI = - 85.72 dBm.  The penetration loss of other two buildings, B1 and B2 were221
also calculated with equation (20), using Microsoft Excel. The results are as presented in Tables 16 to222
18.223

Table 16: Penetration Loss in Buildings B1, B2, B3 with operator A Sim (Airtel)224

Building Type

Average Measured Path Loss Levels
(dBm)

Average Penetration
Loss (dBm)

Outside, PLO Inside, PLI ABL  =  PLO - PLI

B1 80.619 85.72 5.101
B2 83.867 90.24 6.373
B3 59.099 65.129 6.03
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225
Table 14: Penetration Loss in Buildings B1, B2, B3 with operator G Sim (GLO)226

Building Type

Average Measured Path Loss Levels
(dBm)

Average Penetration
Loss (dBm)

Outside, PLO Inside, PLI ABL  =  PLO - PLI

B1 83.546 89.616 6.07
B2 90.487 96.713 6.226
B3 84.959 91.2 6.241

227
Table 15: Penetration Loss in Buildings B1, B2, B3 with operator M Sim (MTN)228

Building Type

Average Measured Path Loss Levels
(dBm)

Average Penetration
Loss (dBm)

Outside, PLO Inside, PLI ABL  =  PLO - PLI

B1 71.016 77.632 6.616
B2 69.481 76.093 6.612
B3 80.462 86.497 6.035

229
The average values of penetration loss for the three buildings are as detailed in Table 19.230

Table 16: Mean of the Average values of Penetration Loss in Buildings B1, B2, B3.231

Building Type
Average Penetration Loss

Mean of the Average
Penetration Loss

Operator E Operator
G

Operator M

B1 5.101 6.07 6.616 5.929
B2 6.373 6.226 6.612 6.404
B3 6.03 6.241 6.035 6.102

232
4.1.3. Theoretical Computation of Path Loss Outside the different Buildings233
Equation (13) was used to compute the theoretical path loss values at different outdoor distances. The234
path loss exponent, n for shadowed urban cellular radio is used, which varies between 3 and 4,235
(Rappaport, 2003), and it gives the average value of n as236

(18)237
Hence, the theoretical path loss may be written as:-238

(19)239

With do = 10 m,240
= 0.06021241

Equation 3.23 becomes,242
(20)243

The theoretical path loss values at various distances were computed using equation (21) with the aid244
of Microsoft Excel.245

Table 17: Computation of Path Loss outside the Buildings Using Operator E Sim.246
Building

Type
d (m) d0

(m)
PL(d0)
dBm

d/d0 40log(d/d0)
dBm

PLT = PL(d0) + 40log(d/d0)
DBm

B1 1370 10 0.0602 137 85.469 85.529
B2 1450 10 0.0602 145 86.455 86.515
B3 472.5 10 0.0602 47.

3 66.976
67.036

247
Table 18: Computation of Path Loss outside the Buildings Using Operator G Sim248

Building
Type

d (m) d0

(m)
PL(d0)
dBm

d/d0 40log(d/d0)
dBm

PLT = PL(d0) + 40log(d/d0)
dBm
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B1 1570 10 0.0602 157 87.836 87.896
B2 2510 10 0.0602 251 95.987 96.047
B3 1720.5 10 0.0602 172 89.421 89.481

249
Table 19: Computation of Path Loss outside the Buildings Using Operator M Sim.250

Building
Type

d (m) d0

(m)
PL(d0)
dBm

d/d0 40log(d/d0)
dBm

PLT = PL(d0) +
40log(d/d0)

dBm
B1 906 10 0.0602 90.6 78.285 78. 345
B2 805 10 0.0602 80.5 76.232 76.292
B3 1452.5 10 0.0602 145.3 86.491 86.551

251
4.1.4. Comparison between Measured and Theoretical Path Loss outside the Buildings252
The mean of the average path loss values obtained from measurement and theoretical computation253
are as presented in Tables 20 to 22. The percentage difference between the measured and254
theoretical path loss outside the buildings were also computed as indicated.255

256
Table 23: Comparison between Measured and Theoretical Path Loss outside the Buildings Using257

Operator E Sim.258

Building
Type

d(m)
Path Loss (dBm)

Percentage
Difference

Measured
PLO

Theoretical PLO

B1 1370 80.619 85.529 5.74
B2 1450 83.867 86.515 3.06
B3 472.5 59.099 67.036 11.84

259
Table 24: Comparison between Measured and Theoretical Path Loss outside the Buildings Using260

Operator G Sim261

Building
Type

d(m)
Path Loss (dBm)

Percentage
Difference

Measured
PLO

Theoretical
PLO

B1 1570 83.546 87.896 4.95
B2 2510 90.847 96.047 5.41
B3 1720.5 84.959 89.481 5.05

262
263

Table 25: Comparison between Measured and Theoretical Path Loss outside the Buildings Using264
Operator M Sim265

Building
Type

d(m)
Path Loss (dBm)

Percentage
Difference

Measured
PLO

Theoretical
PLO

B1 906 71.016 78. 345 9.36
B2 805 69.481 76.292 8.93
B3 1452.5 80.462 86.551 7.04

266
4.1.5 Development of Model Equation for Path Loss in Ogbomosho267
A careful study of Tables 30, 31 and 32 which represents the comparison for operators E, G and M268
Sims, indicated that for Building types B1, B2 and B3, the measured path loss values are lower than269
the theoretically computed values at all locations. It therefore becomes necessary to develop a model270
which will be consequently be used to determine expected signal levels at required locations. The271
model will be developed to satisfy the condition, PLO < PLI,272
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In this work the path loss exponent for all locations lies between 3.5 and 4, the mean value of the273
entire path loss exponent is as computed in Table 15, with a value of 3.5 adopted for the model.274
Recall that the measured path loss in Ekpoma may be expressed as:-275

PLo = (21)276

Where277
PL = Path Loss in Ogbomosho, hence PL = PLo.278
PLo = Measured Signal Level outside the building.279
do = reference distance = 10m280

= Path Loss at reference distance = 0.062.281
n = 3.5.282
d = distance in meters (m).283
PL(dBm) = model or signal generated reception level for outdoor environment.284

V = PLo -285

V = PLo - (22)286
Values of V were computed from equation (33) for the different buildings as shown in Tables 33 to287
35.288

289
4.1.6. Calculation of V (modeled loss constant) for each of the locations for the Study period.290

Table 26: Calculation of V for Buildings B1, B2, B3 with Operator A Sim.291
Building

Type
D

(m)
PL(dO)
dBm

( )
(m)

35log( )
(dBm)

PLO

(dBm)
V = PLo-

(dBm)
B1 1370 0.0602 137 74.78 80.62 5.78
B2 1450 0.0602 145 75.65 83.87 8.16
B3 472.5 0.0602 47.25 58.61 59.10 0.429

292
Table 27: Calculation of V for Buildings B1, B2, B3 with Operator G Sim.293

Building
Type

d
(m)

PL(dO)
dBm

( )
(m)

35log( )
(dBm)

PLO

(dBm)
V = PLo-

(dBm)
B1 1570 0.0602 157 76.86 83.546 6.63
B2 2510 0.0602 251 83.99 90.847 6.80
B3 1720.5 0.0602 172.1 78.25 84.959 6.65

294
Table 28: Calculation of V for Buildings B1, B2, B3 with Operator M Sim.295

Building
Type

d
(m)

PL(dO)
dBm

( )
(m)

35log( )
(dBm)

PLO

(dBm)
V = PLo-

(dBm)
B1 906 0.0602 90.6 68.50 71.016 2.45
B2 805 0.0602 80.5 66.70 69.481 2.72
B3 1452.5 0.0602 145.25 75.67 80.462 4.73

296
Plotting the graph of Tables 33 to 35 indicates that V should be of the form velogd. i.e.,297

V = velogd (23)298
Or,299

(24)300
where v = coefficient of an exponential function. The values of v at locations being considered were301
computed from equation (3.28), and the results are as presented in Tables 36 to 38.302

303
304
305
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Table 29: Calculation of v for Buildings B1, B2, B3 with Operator E Sim.306
Building

Type
d

(m)
V

(dBm) elogd

(dBm)
B1 1370 5.78 23.03 0.251
B2 1450 8.16 23.60 0.346
B3 472.5 0.429 14.50 0.095

307
308

Table 30: Calculation of v for Buildings B1, B2, B3 with Operator G Sim.309

Building
Type

d
(m)

V
(dBm) elogd

(dBm)
B1 1570 6.63 24.43 0.271
B2 2510 6.80 29.95 0.227
B3 1720.5 6.65 25.42 0.262

310
Table 31: Calculation of v for Buildings B1, B2, B3 with Operator M Sim.311

Building
Type

d
(m)

V
(dBm) elogd

(dBm)
B1 906 2.45 19.24 0.127
B2 805 2.72 18.28 0.149
B3 1452.5 4.73 23.62 0.200

312
Hence, the path loss outside the buildings B1, B2, B3 in Ekpoma may be expressed as equation (25)313

(25)314

where315
= Outdoor Path loss316

dO = reference distance =10m317
=Pqth loss at reference distance= 0.0602 dBm318

d = distance in meter (m)319
n = 3.5320
v = a positive number321
0.095 ≤ v  ≤    0.346322

4.1.7. Computation of path loss outside the various buildings using Generated model323
The values of the path loss outside the buildings B1, B2, B3 computed from the generated model are324
shown in Tables 39 to 41.325

326
Table 32: Path loss Outside the Buildings using generated model for operator E.327

Bu
ild

in
g 

Ty
pe

d(
m

)

Lo
g 

d

PL
(d

O
)

(d
Bm

)

}(m
)

35
lo

g{
}

elo
g 

d

v

ve
lo

gd

PL
O

=
[0

.0
60

2+
35

lo
g 

{
}+

 v
elo

gd
]

(d
Bm

)
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B1 1370 3.137 0.0602 137 74.785 23.03 0.251 5.78 80.6252
B2 1450 3.162 0.0602 145 75.648 23.60 0.346 8.17 83.8782
B3 472.5 2.674 0.0602 47.25 58.604 14.50 0.095 1.38 60.0442

328
329

Table 33: Path loss Outside the Buildings using generated model for operator G.330
Bu

ild
in

g 
Ty

pe

d(
m

)

Lo
g 

d

PL
(d

O
) (

dB
m

)

35
lo

g elo
gd v

ve
lo

g 
d

PL
O

=
(d

Bm
)

B1 1570 3.19
6

0.060
2 157 76.85

7 24.44 0.271 6.62 83.5372

B2 2510 3.40
0

0.060
2 251 83.98

9
29.96

4 0.227 6.80 90.8492

B3 1720.
5

3.23
6

0.060
2 172 78.24

4
25.43

2 0.262 6.66 84.9642

331
332

333

334

335

336

337

338

339
Table 34: Path loss Outside the Buildings using generated model for operator M.340

Bu
ild

in
g 

Ty
pe

d(
m

)

Lo
g 

d

PL
(d

O
) (

dB
m

)

lo
g

35
lo

g elo
gd v

ve
lo

gd

PL
O

=

(d
Bm

)

B1 906 2.957 0.0602 90.6 68.50
0 19.24 0.127 2.44 71.0002

B2 805 2.906 0.0602 80.5 66.70
3 18.284 0.149 2.72 69.4832

B3 1452. 3.162 0.0602 145.3 75.67 23.618 0.200 4.72 80.4592
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5 9
341
342

4.1.8. Comparison between Path Loss Values outside the various buildings from measurement343
and generated model344
Values of path loss obtained from measurement and those obtained from the generated model are as345
shown in Tables 35 to 37.346

347
Table 35: Comparison between Path Loss Values outside the various buildings from measurement348

and generated model with operator A.349

Building Type d(m)
Path Loss (dBm) Standard

deviationMeasured Generated
B1 1370 80.619 80.6252 0.0031
B2 1450 83.867 83.8782 0.0056
B3 472.5 59.099 60.0442 0.4726

350
351

Table 36: Comparison between Path Loss Values outside the various buildings from measurement352
and generated model with operator G.353

Building Type d(m)
Path Loss (dBm) Standard

deviationMeasured Generated
B1 1570 83.546 83.5372 0.0044
B2 2510 90.847 90.8492 0.0011
B3 1720.5 84.959 84.9642 0.0026

354
355

Table 37: Comparison between Path Loss Values outside the various buildings from measurement356
and generated model with operator M.357

Building Type d(m)
Path Loss (dBm) Standard

deviationMeasured Generated
B1 906 71.016 71.0002 0.0079
B2 805 69.481 69.4832 0.0011
B3 1452.5 80.462 80.4592 0.0014

358
359
360

5. Results and discussion361
5.1 Path Loss Exponent362
The average values of path loss exponent outside the buildings B1, B2 and B3 in Ogbomosho were363
summarized in table 15. The least value of 3.521 was obtained outside building B3, where the building364
density of the area is relatively low while the highest value of 3.877 was obtained outside building B2,365
solid block building where the buildings were relatively clustered together, with no proper planning366
and layout. Also, the value of n for building B1 for operator G was 3.802, which is also high. This367
might be attributable to the effect of perimeter at the location.368
Generally, the values of path loss exponent are in agreement with theoretical values of between 3 and369
5, for such environments. These also agree with the value of 3.84 for suburban areas in Lees work370
(Adenike, 2010; Idim & Anyasi, 2014).371
5.2 Building Penetration Loss372
The building penetration losses for buildings B1, B2, B3 are compared in Figure 3. Building B2, with373
hollow block structure has the lowest value of 5.1, while building B2 has the highest value of 6.6. these374
values attests to the fact that the type of construction materials affects GSM signal levels inside375
buildings (Caluyo, Cruz, 2011).376

377
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378
The penetration loss of 6.7 dBm obtained for the block wall under consideration is a bit lower than379
8.33 dBm earlier reported by researchers in Ekpoma environ (Anyasi, Yesufu, Akpaida, Evbogbai and380
Erua). The difference may be attributable to the varying degree of quality of block used for the381
construction as well as the size of windows plus other differences in measurement conditions.382
Generally, the results are in agreement with earlier researchers opinion that, penetration loss383
decreases with increase in frequency.384
Earlier researches were based on f = 1800 MHz, while the current research indicated that the385
frequency measured for GLO and AIRTEL is 2412 MHz, while that for MTN network is 2437 MHz386
It is also important to note that the value of penetration loss of a building depends on the point at387
which the signal is measured. In this work outside measurement were taken by the closest points to the388
wall, and the average taken (Figures 3.1, 3.2, 3.3), while the inside measurements389

390

Figure3: Penetration loss of the three buildings under study391

392
The penetration loss of 6.7 dBm obtained for the block wall under consideration is a bit lower than393
8.33 dBm earlier reported by researchers in Ekpoma environ (Anyasi, Yesufu, Akpaida, Evbogbai and394
Erua). The difference may be attributable to the varying degree of quality of block used for the395
construction as well as the size of windows plus other differences in measurement conditions.396
Generally, the results are in agreement with earlier researchers opinion that, penetration loss397
decreases with increase in frequency. Earlier researches were based on f = 1800 MHz, while the398
current research indicated that the frequency measured for GLO and ETISALAT is 2412 MHz, while399
that for MTN network is 2437 MHz400
It is also important to note that the value of penetration loss of a building depends on the point at401
which the signal is measured. In this work outside measurement were taken by the closest points to the402
wall, and the average taken, while the inside measurements were taken at three different points along403
a straight line inside the building and the average taken.404

405
5.3 Generated Outdoor Path Loss Model406
The generated outdoor path loss model, equation (36) assumes a constant value of 3.5 as the path loss407
exponent for all locations. Plots of path loss outside each of the three buildings obtained from the408
generated model are shown in Figures 4 to 6.409

410
411
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432
433
434

Figure4: Path loss outside building B1, from the generated models for Etisalat, Glo, MTN and log435
distance n=4436

437
Figure 4 shows a loss of 42.02 dB/decade outside building B1 using Etisalat Sim, 42.65 dB/decade438
was recorded for Glo Sim, while 38.48 dB/decade was observed for the MTN Sim. The values for439
Etisalat nd GLO operators are 2.02dB/decade and 2.65 dB/decade higher respectively when compared440
with the 40 dB/decade obtained for similar distances using the theoretical log – distance path loss441
model. On the other hand the path loss recorded for the MTN operator is 1.52dB/decade lower than442
the theoretical log distance path loss model. This shows that for building B1, MTN operator recorded443
the strongest signal strength. From the graph of figure 4, at a distance of 1370 m outside the building444
B1, the path loss for Etisalat is 86.4dBm, similarly at a distance of 1570 m outside the building B1, the445
path loss for Glo is 90dBm while that for MTN at 906 m is 73dBm.446
Outside building B2 path losses of 44.58dBm/decade, 41.58dBm/decade and 38.99dBm/decade are447
obtained in Figure 5 for the Etisalat, Glo and the MTN Sims respectively. The path losses for448
operators E and G are 4.58dBm/decade and 1.58dBm/decade higher than the theoretical log –449
distance path loss model, while the path loss for operator M is 38.99dB/decade with a 1.01 dB/decade450
lower than the theoretical model.451
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465
466
467
468

469
470

Figure 5: Path loss outside building B2, from the generated models for Airtel, Glo,471
MTN and log distance n=4472

473

Outside building B3, path losses of 36.87dB/m was recorded for operator A Sim, 42.47dB/decade474
path loss was recorded for operator G Sim while operator M Sim recorded a 40.62dB/decade path475
loss, as shown in Figure 6. Similarly measurements taken at distances476
472.5 m for operator E Sim, 1720.5 m for operator G Sim and 1452.5 m for operator M Sim outside477
building B3, give corresponding values of 60, 90 and 85 dBm/decades respectively.  The above478
indicates that operator E Sim, is the one with the lowest and most consistent path loss in most of the479
measurements taken, hence the calculations.480

481
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487
488
489
490
491
492
493
494

Figure 4.1: Path loss outside building B3, from the generated models for Airtel, Glo,495
MTN and log distance n=4496

497
498

Figure 6: Path loss outside building B3, from the generated models for Etisalat, Glo,499
MTN and log distance n=4500

Table 38: Path loss outside building B1, from the generated models for Etisalat, Glo, MTN and log501
distance n=4502
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503
504
505
506
507

200 1.301 52.04 49.05 2.301 9.98 2.51 52.10 51.62 49.44 2.71 52.20 47.23 1.27 48.55
400 1.602 64.08 60.41 2.602 13.49 3.39 64.14 63.86 60.88 3.66 64.59 58.15 1.71 59.93
800 1.903 76.12 71.76 2.903 18.23 4.58 76.18 76.40 72.31 4.94 77.32 69.08 2.32 71.45

1200 2.080 83.2 78.44 3.080 21.76 5.46 83.26 83.96 79.04 5.90 85.0 75.50 2.76 78.33
1600 2.204 88.16 83.11 3.304 27.22 6.83 88.22 90.00 83.75 7.38 91.19 80.01 3.46 83.52
2000 2.301 92.04 86.77 3.301 27.14 6.81 92.10 93.64 87.44 7.36 94.85 83.53 3.45 87.03
2400 2.380 95.2 89.75 3.380 29.37 7.37 95.26 97.18 90.44 7.96 98.46 86.40 3.73 90.19
2800 2.450 97.89 92.26 3.45 31.5 7.91 97.95 100.17 92.99 8.54 101.59 88.83 4.00 92.89
3200 2.505 100.21 94.44 3.51 33.45 8.40 100.27 102.84 95.20 9.07 104.32 90.94 4.25 95.25
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Table 39: Path loss outside building B2, from the generated models for Etisalat, Glo, MTN and log508
distance n=4509

510

511
512

Table 40: Path loss outside building B3, from the generated models for Etisalat, Glo, MTN and log513
distance n=4514
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516
517
518
519

APPENDIX520

521
522
523
524

200 1.301 52.04 45.85 2.301 9.98 0.95 52.10 46.86 49.40 2.62 52.07 48.38 2.00 50.44
400 1.602 64.08 56.46 2.602 13.49 1.28 64.14 57.80 60.83 3.54 64.42 59.58 2.70 62.34
800 1.903 76.12 67.06 2.903 18.23 1.73 76.18 68.85 72.26 4.78 77.09 70.77 3.65 74.48

1200 2.080 83.2 73.30 3.080 21.76 2.07 83.26 75.43 78.98 5.70 84.74 77.36 4.35 81.77
1600 2.204 88.16 77.67 3.304 27.22 2.59 88.22 80.32 83.69 7.13 90.88 81.97 5.44 87.47
2000 2.301 92.04 81.09 3.301 27.14 2.58 92.10 83.73 87.37 7.11 94.54 85.58 5.43 91.06
2400 2.380 95.2 83.87 3.380 29.37 2.79 95.26 86.72 90.37 7.70 98.12 88.51 5.87 94.45
2800 2.450 97.89 86.34 3.45 31.5 2.99 97.95 89.39 93.03 8.25 101.34 91.12 6.30 97.48
3200 2.505 100.21 88.28 3.51 33.45 3.18 100.27 91.51 95.12 8.76 103.94 93.16 6.69 99.91
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