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PART  1: Review Comments 
 
 Reviewer’s comment Author’s comment (if agreed with reviewer, correct the manuscript and 

highlight that part in the manuscript. It is mandatory that authors should write 
his/her feedback here) 

Compulsory REVISION comments 
 

For developed ice cube plant, energy usage, ice cube production and refrigeration 
system performance is studied 

1. For performance analysis 240C and 320C temperatures were maintained why 
these two temperatures are selected, as this is ambient temperature 
condenser is to operate at these temperatures. 

2. If any standard for controlled climate testing is available, it needs to be 
mentioned 

3. How these temperature conditions were maintained for span of 5 hours, 
there is no mention of the facility used to maintain these temperatures, 
kindly include the arrangement in setup diagram 

4. Is data logger used for temperature recordings with time? 
5. What is the climate temperature for all the figures plotted? i.e Fig.3 to Fig. 10 

are plotted for 240C or 320C 
6. COP camparisons for 240C and 320C is required along with enrgy 

consumption 
7. Does the setup harvest cycle runs on hot gas defrosting method? Ii seems 

that hot gas defrosting is used, please compare the advantage over the 
commercial systems 

  

 

Minor REVISION comments   

Optional/General comments 
 

Overall results obtained are good as compared to commercial icemakers that claim ice 
making time as 3600 seconds and harvesting time as 210 sec. 
The overall time for freezing and harvesting for the developed ice maker is on very much 
lower side. 
The energy consumption reduction is also remarkable, overall a good manuscript for 
publication with suggested changes. 

 

 
PART  2:  
 

 Reviewer’s comment Author’s comment (if agreed with reviewer, correct the manuscript and highlight 
that part in the manuscript. It is mandatory that authors should write his/her 
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feedback here) 

Are there ethical issues in this manuscript?  
 

(If yes, Kindly please write down the ethical issues here in details) 
 
 

 
 
 

 
Reviewer Details: 
 
Name: Kiran D. Devade 
Department, University & Country Pune University, India 

 


