
New metrology approach for single molecular 1 

device: probing of molecular energy gap by 2 

electrical and optical measurements 3 

 4 

ABSTRACT  5 

 6 

We report on electrical and optical measurements to probe the energy gas in single 
molecular devices. The closeness of the energy of the high occupied molecular orbital - low 

unoccupied molecular orbital (HOMO-LUMO) energy gap was detected by electric (ΦB
Σ) and 

optic measurements (∆o), ΦB
Σ ≈ ∆o. The ‘electrical gap’, ΦB

Σ, consists of the sum of two 

barriers, ΦB
LUMO

 and ΦB
HOMO

, for tunneling of electrons and holes through molecular barrier 
correspondingly in devices with different pair of electrodes at low biases and difference in 

workfunction, ∆WF, between these metal electrodes: ΦB
Σ = ΦB

LUMO
 + ΦB

HOMO
+ ∆WF. Two 

devices with pair of gold (Au) and aluminum (Al) electrodes were fabricated and tested to 

find ΦB
HOMO

 (ΦB
Au

) and ΦB
LUMO

 (ΦB
Al

) using the Simmons tunneling model. The symbols 

ΦB
LUMO

 and ΦB
HOMO

 are the energy difference between the HOMO and LUMO levels in a 

molecular system relative to the Au and Al electrode’s Fermi level. Comparing ΦB
Σ and ∆o 

can identify the presence of electrically active molecules between electrodes in nanoscale 
devices. 
 7 
Keywords: Molecular nanoelectronics, nanowires, energy gap, tunneling models, molecular 8 
junctions, self-assembled-monolayer. 9 
 10 
 11 
 12 

1. INTRODUCTION 13 

 14 
Measurements of electronic properties of nanoscale and molecular junctions do not 15 

provide direct structural information about the junction [1]. Indeed direct experimental 16 
correlation between structure and electronic properties, which was observed in monoatomic 17 
Au wires [2], is not feasible for metal-molecule-metal junctions, at least not for a carbon-18 
based organic molecules [1]. Therefore, experimental studies of molecular junctions requires 19 
additional structure-oriented experiments, as combined transport studies under stimuli of 20 
mechanical force, optical illumination and thermal gradients [1]. These complementary 21 
techniques can provide some information about structure of molecular junction; however, 22 
they are barely assessable for many experimental groups. We propose simpler technique, 23 
for characterization of molecular junctions, based on evaluation of molecular energy gaps 24 
using simple transport and optical measurements.  25 

Currently the most accessible approach to analyze a single molecular transport are 26 
the phenomenological WKB-derived direct tunneling model at low bias and field emission 27 
tunneling at higher biases, which are traditionally referred as Simmons model28 
[3,4,5,6]

 
and Flower-Nordhaim (FN) tunneling. These approximate, phenomenological 29 

models are at present a necessary step for quantifying the increasing amount of molecular 30 
transport data [3]. Crossover between these two regimes (transition from a trapezoidal 31 
barrier to a triangular barrier) was recently studied in molecular junctions [7,8,9,10,11]. This 32 
development have potential to became a metrology tool for analysis of molecular nano-33 
junctions, due to correlation between the energy scale of Vtrans  point and optical offset 34 
between EF and nearest molecular orbital (MO)[8]. The optical offset can be detected 35 
independently from ultraviolet photoelectron spectroscopy (UPS) spectra. This is a 36 

UNDER PEER REVIEW



 

combination of electrical and an optical measurement over a wide range of molecular 37 
devices provides the necessary evidence in reliability of this “crossover” technique. The 38 
simultaneous analysis of electrical and optical properties is also a useful approach way to 39 
analysis of transport mechanism in molecular nanosystems [12]. 40 

In this communication we study an optical and electrical probing of molecular gap. This 41 
approach presumes that Simmons-type tunneling is the main transport mechanism in 42 
molecular diodes at low biases, when applied bias, V, is less than value of Simmons 43 

barrier, ΦB, i.e.: V < ΦB [3,13]. Following this assumption, the sum ΦB
Σ of molecular energy 44 

barriers, ΦB
LUMO

 and ΦB
HOMO

, obtained from Simmons model at low biases, for devices with 45 

Au and Al, ΦB
Au 

and ΦB
Al

 correspondingly, and a difference in workfunction, ∆WF, between Au 46 

and Al metal electrodes in these devices is compared to the optical gap ∆o [14].  We assume 47 
that device with Au electrodes have the hole conductivity (since EF

Au
 is in the HOMO 48 

proximity) and device with Al electrodes have the electron conductivity (since EF
Al

 is in the 49 

LUMO proximity). There is 1 eV difference in workfunction, ∆WF, between Au and Al [15]. 50 
Therefore EF of Al (~ 4.1 eV) should be closed to LUMO than EF of Au (~ 5.2 eV), which 51 
should result in electron transport through EF-LUMO barrier for Al electrodes, in differ to 52 
holes transport through HOMO-EF barrier in case of Au electrodes[16]. Note that the model 53 
is developed for HOMO-mediated tunneling for holes, and LUMO mediated tunneling for 54 
electrons, but suggested ‘gap’ model also applies for LUMO-mediated hole tunneling and 55 

HOMO-mediated electron tunneling. What is important in this experiment is that ΦB
Au 

and 56 

ΦB
Al

 should correspond to tunneling of charge carriers with opposite charge. ΦB
Au

 and ΦB
Al

 57 
can be obtained from the electrical measurements using Simmons modeling of experimental 58 

data, whereas ∆o can be defined independently from optical spectra. ∆WF could be taken from 59 
literature, or obtained directly using, for example, the Kelvin probe measurement [17,18]. 60 

2. ON TEMPERATURE DEPENDENCE OF TUNNELING 61 
 62 
This study compares optical and electrical measurements of the HOMO-LUMO gap in 63 
molecular self-assembled layers. There is a well-pronounced temperature dependence of 64 
tunneling in this system, which should be clarified prior to future discussion, since analysis of 65 
tunneling parameters critical for the main point of this paper. To justify the use of the 66 
tunneling models, three important criteria must be satisfied: (i) exponential decay of the 67 
current with molecular length, (ii) temperature independence, and (iii) the characteristic 68 
shape of the I-V curves. We will not report here any molecular length scale studies and 69 
assume that our results will be valid at different lengths of molecular bridge. It was indeed 70 
demonstrated that single molecular devices obey the law of the exponential current decay 71 
with increasing of molecular length[13,19].   72 

Ideal tunneling indeed should be temperature independent and Simmons model 73 
should work only at very low temperatures. So, temperature indeed does not show up at (1) 74 
and (2) eq.’s in our manuscript. We have to note that the temperature dependent tunneling is 75 
definitely not the new phenomena. Indeed, the room temperature measurements and 76 
temperature dependent tunneling has been reported and discussed.   Reed’s [20,21], Allara 77 
[22] and Nowak [23] groups reported on temperature dependent transport in molecular 78 
junctions long time ago. The recent confirmation of temperature dependence of tunneling in 79 
organic devices includes Moodera’s group report [24]. The nature of temperature 80 
dependence of molecular tunneling is still under discussion [25,26]. 81 

In our previous study of 2-[4-(2-mercaptoethyl)-phenyl]ethanethiol (Me-PET) as self-82 
assembled monolayer (SAM) molecules incorporated into the matrix of molecular insulator 83 
spacers [penthane 1-thiol (PT)] at a concentration ratio of r = 10

−6
 wires/spacers,[10] we 84 

founded that the value of the molecular barrier, ΦB, does not show essential temperature 85 
dependence for direct tunneling and show larger temperature dependence for the field 86 
emission tunneling (due to hopping through molecular orbital).  87 
In that study [10]

 
we found that the only parameter that really depends on temperature is pre-88 

exponential G0 factor. The number of tunneling channels increases with temperature, as 89 
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reflected by change in G0. Therefore the current amplitude increases too, but the shape of IV 90 
remains almost the same. It is more visualized in PT samples, which do not have chemical 91 
bond with upper electrode. This phenomenon could be attributed to the well established hot-92 
spot activation mechanism [27].  At high temperatures the number of point contacts with 93 
upper electrode increases and gives rise to the final conductivity. On the other hand, the 94 
change in G0 due to increase of the number of conductive channels does change only the 95 
amplitude of the response, but not it’s shape. This observation imposes the fact that 96 

tunneling barrier, ΦΒ does not change essentially with temperature.  This justifies our 97 
experimental approach even without discussion of temperature dependence of tunneling. 98 

We underline, that we do not force ΦB temperature-independent by imposing the ‘weight’ of 99 
temperature dependence on alpha, or m*. The set of fitting parameter was the best one we 100 
could get from the experimental data. 101 

We already proved [10]
 
that the temperature dependent transport mechanisms 102 

operate in parallel to tunneling and could be separated from pure tunneling in molecular 103 
junctions. We demonstrated [10] that even if temperature activated mechanisms are in serial 104 
to molecular tunneling, it still could be separated from temperature induced phenomena. 105 
Despite the fact that tunneling should be temperature independent, the characteristics of 106 
pure molecular barriers (in devices with structures similar to those considered in our report) 107 
should be compared at high temperatures due to the fact that the injection barrier becomes 108 
transparent at higher temperature. Similar concept was used recently to compare the room 109 
temperature crossover from direct to field emission tunneling regime with optically detected 110 
barrier offset in singe molecular junctions [7,8,9,11].  We would however restrain from 111 
generalizing results of our experimental observations to all type of molecular nanostructures. 112 
 113 

2. MATERIAL AND METHODS / EXPERIMENTAL DETAILS / METHODOLOGY  114 

 115 
We use a nanofabrication approach, which deals with an organic monolayer with many 116 
molecules acting in parallel [28,20]. It has been demonstrated [28,Error! Bookmark not 117 
defined.] that the organic monolayer in the nanodevice does not need to be homogeneous–118 
it may be composed of a mixture of two different types of molecules: conductive ‘wires’, and 119 
insulating ‘spacers’. If electron tunneling is the main conductive mechanism, the reason for 120 
the low conductivity of ‘spacers’ is due to the much higher position of the energy barrier or 121 
the absence of chemical bonds with respect to electrodes. A device having properties of a 122 
single molecule device could be achieved when the fraction of molecular ‘wires’ is small and 123 
the device contains many independent conducting molecules acting in parallel.  124 

This concept was used to grow the self-assembled monolayer (SAM) on metallic 125 
electrodes from a diluted mixtures of molecular wires [2-[4-(2-126 
mercaptoethyl)phenyl]ethanethiol (Me-PET)] and molecular insulating spacers [1-127 
pentanethiol (PT)]. Prepared precursor solutions have a concentration ratio r = NMe-PET/NPT, 128 
where NMe-PET and NPT

 
are their respective molar concentrations. The two-terminal molecular 129 

devices have been fabricated using the protocol shown schematically in figure 1. 130 
 131 
 132 
 133 
 134 
 135 
 136 
 137 
 138 
 139 
 140 
 141 
 142 
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Fig. 1 SAM approach to molecular diodes. The fabrication process of SAM solid-177 

state mixture diodes at a ratio r = 10
-6

 of molecular wires (Me-PET in red) to molecular 178 
insulators (PT in green) is shown schematically (‘r = 10

-6
 device’).  179 

 180 
In every device material of electrodes was the same. The bottom Au and Al electrodes 181 

(about 30-nm thick) was deposited on a SiO2/Si wafer using a DVSJ/20C Denton Vacuum e-182 
gun. The precursor mixture of Me-PET/PT was diluted with distilled toluene to a 3-mM 183 
concentration and air-free transferred into a homebuilt high-vacuum Shlenk line. The self-184 
assembling process was continued for 12 h in an argon atmosphere at room temperature. 185 
After the SAM growth had been completed, the samples were thoroughly washed in dry 186 
toluene and annealed in vacuum for 1 h at 90 °C to remove any physisorbed precursors. The 187 
upper Au and Al electrode was then evaporated through a shadow mask in a vertical cross 188 
electrode configuration using the DV-SJ/20C e-gun at 95 °C on the sample holder. In 189 
fabricated devices the upper and bottom electrode material was the same. During the self-190 
assembly process, we keep the ratio r, r = 10

-6
. This concentration is typical concentration 191 

for a single molecular device [29,30,31]. We denoted this device as ‘r = 10
-6

 device’. In this 192 
report the molecules that form the conductive molecular channels are Me-PET molecules. 193 
Similar studies were conducted using methylbenzene di-thiol (Me-BDT) molecules [29, 30]. 194 
The structure of Me-PET/PT and Me-BDT/PT ‘r = 10

-6
 devices should be very similar.  Every 195 
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Si chip contained three different devices, each having an active area of about 0.5 mm
2
.
 

We 196 
have also fabricated several devices with r = 0 for a comparison; these devices were 197 
composed of insulated PT molecules with no molecular wires (Table 1). 198 

 199 
Table 1 Tunneling parameters, de-convoluted from the Simmons model at low bias.  200 

 PT Me-PET (r = 10
-6

) 

T ΦΦΦΦB      αααα    Gοοοο    ΦΦΦΦB      αααα    Gοοοο    

K (eV) - S (eV) - S 

15 1.600 0.970 -- 1.189 0.872 -- 
50 1.561 0.956 5.128E-6 1.184 0.882 2.333 
100 1.628 0.842 1.230E-5 1.181 0.848 2.415 
150 1.492 0.779 5.523E-5 1.178 0.788 3.441 
200 1.450 0.800 1.455E-4 1.195 0.734 5.132 
250 1.385 0.738 0.018 1.223 0.721 11.304 
294 1.345 0.669 0.057 1.261 0.723 14.347 

 201 
 202 
 Terminal electrical measurements were performed with a Keithley 236 electrometer. 203 

Reflectivity spectra were recorded following ref. [29]. 204 
A detailed description of self-assembling approach and details of device fabrication are 205 

summarized in ref. [32]. The goal was to fabricate predictable and structurally similar devices 206 
composed of solid-state mixture wires and spacer molecules with Au-Au and Al-Al 207 
electrodes in each two-terminal device. These Au and Al electrodes have essentially 208 
different work-function, which result in shift of EF position in respect to Me-PET molecular 209 
orbitals. This might result in transport of charge carriers of opposite sign in the devices with 210 
different electrodes. This assumption enables us to test the applicability of the proposed 211 

measurement concept, ΦB
Σ ≈ ∆o, which impose proximity of gap between molecular orbitales 212 

probed by electrical and optical measurement. Electrically probed molecular gap, ΦB
Σ , is 213 

equal to sum of two barriers between Au and Al electrodes and nearest molecular orbitals, 214 

ΦB
Au

 and ΦB
Al

 correspondingly, and offset in workfunction between these metals, ∆WF:  215 

 ΦB
Σ = ΦB

Au
 + ΦB

Al
+ ∆WF.  216 

Short (~1 nm) organic molecules have substantial probability of direct tunneling due 217 
to nonzero wavefunction across molecular barrier. To approximate a current-voltage 218 
response of the fabricated molecular devices, we used the Simmons model [33,34] for 219 
electron tunneling through a thin dielectric layer. This model has also been successively 220 
applied to describe an electron tunneling through a single molecule [35,36,37].

 
The model is 221 

based on the assumption that if the Fermi level of the metal electrode is closely aligned to a 222 
molecular energy level, then the effect of the other, more distant, molecular energy levels on 223 
the charge transport is negligible. Depending on position of the Fermi level, the tunneling 224 
barrier may be associated either with the highest occupied or lowest unoccupied molecular 225 
orbital (HOMO or LUMO, respectively).  Simmons has derived a general expression which 226 
describes the current density versus voltage over the full range from metal-dielectric-metal to 227 
field-emission tunneling [33]. The Simmons model for organic or inorganic tunneling systems 228 

is restricted to low biases. If ΦB
Sim

 defines the lowest Simmons barrier in the system in 229 

electron-volts and applied bias is V < ΦB
Sim

/e (where e is the electron charge), then the 230 
dependence of the current density J on V can be approximated as:  231 
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Here, h is a Plank’s constant, me is the electron mass, and d is the barrier width. In 233 
molecular junctions, the barrier height can be approximated by the energy offset between 234 
the electrode Fermi level and the nearest molecular orbital. For a single monolayer, barrier 235 
width d should be close to the molecular length, which has been estimated to be ~ 1 nm 236 
from the data obtained by ellipsometric measurements [30]. Parameter α provides a way to 237 
apply the model to a nonrectangular barrier

 

and/or to account for the effective mass of the 238 
tunneling electrons. The pre-exponential factor G0 is related to the conductivity at very low 239 
biases V << ΦB/e, when the dependence J(V) becomes linear [4,38]. The G0 is also known 240 
as an ‘equilibrium conductivity’ [38] and its meaning and contribution can also be extended 241 
to the field emission at high-bias range (FN mechanism) based on a different linearized 242 
presentation [7,39]. 243 

 Equation (1) describes a trapezoidal barrier when the applied bias is less than the 244 
barrier height. In the zero-bias limit, the barrier is rectangular, and Eq. (1) reduces to 245 

  

*

0

2 2
( ) exp

Sim

e B
d m

J V G V
h

 Φ
 = −
 
 

    (2) 246 

Note that in Eq. (2) α-factor has been incorporated into the electron effective mass 247 
so that me

*
=  α

2
me [4,38]. These two presentations are equivalent because it is impossible to 248 

distinguish the contributions of α and me
*
 in Equation 1.  The experimental response, J(V), of 249 

the molecular devices with Au and Al electrodes, and the best fits with Simmons formula, 250 
Eq. (2) for low biases at different temperatures are shown in figure. 2. 251 

252 
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 289 
Fig. 2 (a, b) Analysis of electrical transport properties in SAM diodes (Au 290 

electrodes) with r = 10
-6

  with the Simmons model fit (solid lines) over experimental 291 
data (symbols) at low temperature (50 K) and high temperature (250K) and (b)  the 292 
same analysis of electrical transport properties in SAM diodes with Al electrodes at 293 

low bias. Fitting results for the Simmons tunneling barrier (ΦΦΦΦB) for devices with Au 294 
and Al electrodes in the temperature range 11-294 K are summarized in Fig. 4. IV’s 295 
characteristics for the SAM diodes with r = 0 (only PT molecules, Au electrodes), 296 

parameters αααα and G0 are summarized in supplementary materials. 297 
 298 
 299 
 Optical spectra of the surface reflectivity [29] at room temperature with a marked 300 

HOMO-LUMO optic resonance (∆o) are also summarized in figure 3.  301 
302 
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 303 
Fig. 3 Energy scale for optic measurements for ‘r =10

-6
 device’ shows the room 304 

temperature reflectivity optical spectra for this structure, with marked positions of 305 
HOMO-LUMO transition for the Me-PET (4.3 eV) and PT (6.3 eV) molecules. 306 

 307 
 308 

In Simmons range (V <<ΦB/e, Eq. (1)), we use ΦB
Sim

, α, and G0 as fitting 309 

parameters. The α, G0, and ΦB were determinate by finding the global minima of the model 310 
over the experimental data, as in ref. [35]. The temperature dependence of the fitting 311 

parameters α and G0 are summarized in the Table 1.  Parameter d was fixed at 1.0 nm, as 312 

for a Simmons fit, while for effective mass we used α values from Simmons fits so that  313 
me

*
=  α

2
me, as has been discussed above. To develop a two barriers approach we focused 314 

only on the ΦB parameter in this Letter. The decreasing of α
2 

[ref. 4] with a temperature was 315 
compensated by growth of G0 factor with a temperature. Technically, this fitting approach is 316 
similar to that used previously to obtain the tunneling transport from conductivity data [23]. 317 
 318 
 319 

4. RESULTS AND DISCUSSION 320 

 321 

A summary of the ΦB
Au

, ΦB
Al

, and ΦB
Σ values resulting from the best fits for low and high 322 

biases in the temperature range 11-294 K appears in figure 4 [40]. 323 
 324 

325 
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 326 
 327 
Fig. 4 (a, b) Energy scale for optic and electronic measurements for ‘r =10

-6
 device’. 328 

The upper panel (a) shows the temperature dependence of low and high direct 329 

tunneling barriers, ΦΦΦΦB (ΦΦΦΦB
ΣΣΣΣ, ΦΦΦΦB

Al and ΦΦΦΦB
Au. Symbols represent fitting results; solid 330 

lines represent the corresponding values averaged over the whole temperature range. 331 

The optical gap ∆∆∆∆o obtained from the second column is plotted as a dashed blue line 332 
for comparison. The bottom panel (b) shows energy diagrams explaining the 333 

statement: (ΦΦΦΦB
ΣΣΣΣ~ ∆∆∆∆0). 334 

 335 
 336 
 We found that the value of ΦB has a very weak dependence on temperature, which 337 
validates this approach even at room temperatures. The best fits at low biases, averaged in 338 
all the temperature ranges, gave ΦB

Au
 values of 1.2 ± 0.1 eV for the ‘r = 10

-6
 device’ with Au 339 

electrodes and ΦB
Al

 values of 2 ± 0.1 eV for the same Me-PET with r = 10
-6

, but with Al 340 
electrodes.  Same analysis of the devices composed of PT molecules at only (r = 0) exhibit 341 
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the ΦB
L
 and α values

 
(Table 1) are in good agreement with similar measurements by Reed et 342 

al. [41].  343 
We fabricated ‘10

-6
 devices’ using a to Me-PET molecules incorporated into the PT 344 

matrix with r = 10
-6

. These devices have a conductivity several orders of magnitude higher 345 
than the conductivity of PT devices with r = 0 (supplementary materials). The presence of 346 
both PT and Me-PET molecules in the monolayer is demonstrated by a reflectivity spectrum 347 
that has absorption bands at 6.3 and 4.3 eV. Is that possible to distinguish which molecules 348 

conduct in this heterostructure? The measurements of just the ΦB
Au

 value (ΦB
Au

 
349 

= 1.2 ± 0.1 eV, for Me-PET/PT device with Au electrodes) do not explain which conducting 350 
channels are responsible for conductivity this devices. On the other hand, for Me-PET/PT 351 

device with Al electrodes, we obtain ΦB
Al

 = 2.0 ± 0.1 eV. Accounting of an offset in the 352 

workfunction between Au and Al electrodes, ∆WF
 
= 1±0.1 eV, yields ΦB

Σ = ΦB
LUMO

 + ΦB
HOMO

+ 353 

∆WF
 
= 4.2±0.3 eV. This last value is comparable to ∆o which is associated with the Me-PET 354 

HOMO-LUMO band gap.   355 

We note that ΦB
Al

 = 2.0 eV is located slightly above middle of optical gap, ∆o/2 = 2.1 356 
eV, so the electron transport through LUMO is more favorable than hole tunneling through 357 
the HOMO.  It is well-known from organic light emission diode experimental studies that both 358 
aluminum charge transfer complexes with aromatic compounds, as tris(8-quinolinolato) 359 
aluminum (Alq3) [42], and  aluminum interface with aromatic compounds facilitate an 360 
electronic transport due to low oxidation potential of these complexes. Indeed in organic 361 
devices electron conduction is preponderant for the Al (and Ca) electrodes, while for Au (and 362 
ITO) electrodes the electron conduction is injection limited [16]. 363 

In our study, the value of ΦB
Σ was very close to ∆o. The discrepancy between these 364 

two values can be explained by accuracy of optic and electronic measurements and by the 365 
Frank-Condon principle [43], Because of momentum conservation, photon absorption is 366 
followed by an electron transition to a vibrationally excited LUMO (or HOMO) state. Electron 367 
tunneling through the molecule does not require this kind of momentum conservation. 368 
Hence, the tunneling barrier should be associated with the lowest vibronic state. The 369 
formation of mirror charge in electrode is the other possible reason of such discrepancy. The 370 

mirror charge might cause the most essential difference between ΦB
Σ and ∆o. These 371 

considerations are potential restriction for calculation of ‘electrical gap’ for suggested model. 372 
This study leads to the conclusion that the electrical properties of the ‘r = 10

-6
 device’ 373 

are defined by Me-PET ‘wires’, whereas the contribution of the PT transport channel is 374 

negligible. The energy gap approach (
B

Σ
Φ  ≈ ∆o) remains valid for this type of heterogeneous 375 

despite differences in properties and structures of its components, as indicated in figure 4(b).  376 

In the ‘r = 10
-6

 device’ the lower barrier ΦB
HOMO

 is probably associated with the distance 377 

between EF
Au

 and the HOMO of Me-PET, whereas the higher barrier, ΦB
LUMO

 , indicates the 378 
energy distance between EF

Al
 and the LUMO of Me-PET. In this case, the difference 379 

between the ionization potential and ΦB
LUMO

 (~ 2 eV) is large enough to accommodate higher 380 
LUMO states. This assumption is in agreement with other experiments for the similar 381 
samples [44] and electrodes [16]. 382 

 383 
 384 

5. CONCLUSION 385 

 386 
To conclude, we reported on comparison of electrically and optically probed energy gap 387 
between molecular orbitals in single molecular device.  The discussion is focuses on 388 

determination of Simmons barriers ΦB, for the holes and electrons, ΦB
LUMO

 and ΦB
HOMO

, 389 
correspondently, in devices, which have same molecular structure, but different electrode 390 
material. An electrons or hole tunneling mechanism control transport in molecular 391 
nanodevice owing to proximity of EF electrode to nearest molecular orbital. This study uses a 392 
Simmons modeling of experimental conductivity data to obtain the barrier for electrons and 393 
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holes. Together with known difference in workfunction between these electrodes, ∆WF, the 394 

 sum of ΦB
LUMO

 and ΦB
HOMO

 values should be equal to electrically probed gap between 395 

molecular orbitals, ΦB
Σ , ΦB

Σ = ΦB
LUMO

 + ΦB
HOMO

+∆WF. This value, ΦB
Σ, was equal to 396 

ΦB
Al

 + ΦB
Au

+∆WF for ‘Me-PET, 10
-6

’ device, and approximately equal to the value of optical 397 

gap, (∆o) for Me-PET molecule. Therefore the total ‘electrical gap’ between molecular 398 

orbitals, ΦB
Σ value, could be compared with an optical HOMO-LUMO gap (∆o)  to check there 399 

proximity, ΦB
Σ ≈ ∆o. This estimation relies on the two barrier approximation originating from 400 

the Simmons model that has been applied for devices with different workfunction of 401 

electrodes. The main result is the additive role of ΦB
LUMO

, ΦB
HOMO

 and
WF

∆ , which forms the 402 

‘electrically probed’ molecular gap, ΦB
Σ. 403 

Therefore, our experimental studies of molecular junctions result in simpler 404 
technique for evaluation of single molecular junctions compared to approaches that were 405 
developed for combined transport studies under stimuli of mechanical force, optical 406 
illumination and thermal gradients [1]. The list of measurement tools, required for proposed 407 
method, includes only electrometer and spectrophotometer setups. 408 
 409 
 410 

 411 
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