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Oriqginal research Articles
XRD and SEM of Bi4-xLaxTi3012 Ceramics

ABSTRACT

La-doped bismuth titanate ceramics with composition formula Bis4La,TizO1, (0 < x < 1.5) was
synthesized by solid-state reaction route. These ferroelectric materials find great applications
in nonvolatile memories. The x-ray diffraction was carried out to analyze the structures of
synthesized ceramics. The x-ray diffraction data revealed that there was a structural phase
transformation from pseudo-orthorhombic to tetragonal, for x = 0.75, which was confirmed
from (h 0 0), (h k 0) and (h O I) planes. SEM images were taken at a magnification of x1000.
The Archimedes principle was used to calculate the density of sintered ceramic samples,
which was in the range of 81-94% of theoretical value.

Keywords: Bi-layered perovskite material, La-doped bismuth titanate, ceramic technique,
phase transition

1. INTRODUCTION

Bismuth titanate (BisTisOq2, denoted as BT) is a member of bismuth layer structured
ferroelectrics (BLSFs), shown in figure 1. As represented by the chemical formula of
(Bi202)2+ (BigTigom)z', BT has an anisotropic structure in which bismuth oxide layer and
pseudo-perovskite layer alternatively stack [1-3]. It is a candidate for high temperature
piezoelectric applications, memory storage, and optical displays because of its high curie
temperature of 675°C [4-6] and electro-optic switching behaviour [7-9].

Bismuth titanate ceramics were known to show high conductivity, which interfere with the
poling process. Anisotropy in ac-conductivity measurement is well reported [10,11] for single
crystals. The dc-conductivity along a-axis was found to be higher than along the c-axis and
(Bi,0,)** layer is reported to hinder the conductivity when measured perpendicular to
(Bi,O,)** layer. Similarly, thin films of BLT [12,13] are plagued with high leakage current,
which is undesirable from memory point of view. This uncontrolled high leakage current will
lead to thermal failure of memory. Recently, La-doping (18.75%) at Bi-site in BisTi3Oq2 [14]
revealed high fatigue resistance up to 3 x 10'® read/write cycles. Hence our major interest
was to study the systematic variation of La-substitution at Bi-site.
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Fig. 1. Crystal structure of Bi;TizO4,[3].

2. EXPERIMENTAL DETAILS

The starting materials for the preparation of La-doped bismuth titanate (BisxLa,TizO12; X = 0
to 1.5) ceramics were Bi,O3, La;O3 and TixO3 (all 99.99% pure), the flow chart was shown in
figure 2. Table | indicates the notation, sintering temperatures and densities of the sintered
samples using Archimedes principle. Cutting the sintered sample into thin disks and using
fine grade emery papers ferroelectric capacitor was prepared. The cut surface were polished
to obtain parallel surfaces and electroded with platinum paste.

RIGAKU Corporation’s X-ray diffractometer was used for phase analysis with scanning
range 20 from 20°-70°, with step size of 0.02° and at 2°min scan rate. Microstructure
analysis of the ceramic samples was carried out at room temperature using Scanning
Electron Microscopy.

3. RESULTS AND DISCUSSION

The ceramic samples were sintered at different temperatures, because lanthanum has a
higher melting point than bismuth. Hence as the La-content (x) in the Bis,La,Ti3O1> was
increased the sintering temperature was also increased to obtain high sintering density.
Table 1 gives the notation, sintering temperature and density obtained for different La-
substituted bismuth titanate samples by using Archimedes principle.
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Fig. 2. Flow chart for preparation of ceramic by conventional solid-state route.

3.1 XRD

A single phase was confirmed by matching all peaks with the JCPDS file no. 35-795. Figure
3 compares the XRD patterns of Bis4La,TisO12 (X = 0 to 1.5), no second phase of pyrochlore
(BixTioO;) structure was found from the XRD patterns even after doping lanthanum in
bismuth titanate. The lattice parameters were calculated using the software ‘POWDER X’ for
orthorhombic crystal system and ‘F’ lattice type. Table 1 compares the lattice parameters for

different lanthanum composition, which were consistent with the reported value [15].

Table 1.

Notation, sintering temperature, density (%theoretical) and lattice
parameters for various La-substituted BT compositions.

Composition Sintering Density Lattice parameters
Bi,.La.Ti.O Notation Temperature (%)

xS 112 (°C) for 2 hrs a(nm) | b(nm) | c(nm)
x=0 BLTO 1050 91 0.5465 | 0.5416 3.286
x=0.25 BLTH 1100 92 0.5448 | 0.5422 3.296
x=0.5 BLT2 1150 94 0.543 0.541 3.306
x=0.75 BLT3 1250 87 0.5392 | 0.5392 3.296
x=1.0 BLT4 1300 81 0.5388 | 0.5388 3.294
x=1.25 BLT5 1310 78 0.5379 | 0.5379 3.303
x=15 BLT6 1350 91 0.5372 | 0.5372 3.304
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It is known that Bi and La have the same valence (+3), but different radii of Bi** (0.102nm)
and La* (0.106nm). The larger radii of La-ion may induce an addition distortion of lattice.
Hence the lattice retains an orthorhombic structure as long as it can bear the strain in the
lattice. As the strain increases beyond a threshold, the lattice necessarily changes to a
tetragonal one with release of excessive strain. It is reported [15] that as the lanthanum (x)
doping in bismuth titanate (BisLa,TisO12) reaches x = 1 then there was a structural phase
transition from orthorhombic to tetragonal structure. It is generally known that the peaks
corresponding to (hOl) and (0kl) type reflections should be single or doublet for orthorhombic
and tetragonal symmetry, respectively. Hence the (200), (028) and (026) reflections are
compared for different la-substituted BT compositions in figure 4. It is clear from these
figures that the finger print of the orthorhombic structure (200) and (020) peaks around 26 =
32-33° were found in BLTO, BLT1 and BLT2 and where as in BLT3, BLT4, BLT5 and BLT6
the (200) and (020) planes get merged into singe (200) plane confirming that there is a
structural phase transition from orthorhombic to tetragonal at x = 0.75. A structural phase
transition from orthorhombic to tetragonal has been observed at x = 0.75, which is also
consistent with the reported results of Chon et al. [16]. Note that in BLT2 (200) and (020)
planes get merged into (200) where as it is indexed with orthorhombic crystal system. Figure
5 shows the variation of lattice parameters with La-composition which confirms the structural
phase transition from orthorhombic to tetragonal at x = 0.75.
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Fig. 3(a). Indexing of BLTO using ‘POWDER X’ software.
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Fig. 5. Variation of lattice parameters with lanthanum doping in Bismuth titanate.
3.2 SEM

Fig 6 (a) - 6 (c) shows the micrographs at a magnification of x1000 of top surfaces of Bi,.
«La, T304 (x = 0, 0.75 and 1.5) ceramics. Plate like morphology was observed and the size
of the grain was about 1um in thick and 10-20um in length. As the lanthanum content was
increased from x = 0 to 1.5 there is a reduction in the grain size, which were consistent with
the reported literature [10]. No other different morphological grains were observed indicating
that no second phase present.
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3.3 CONCLUSIONS

Single-phase La-doped BLT ceramics were prepared using solid-state route. A structural
phase transition from orthorhombic to tetragonal has been observed at x = 0.75, which was
confirmed by the planes (h00) and (0kO) gets merged into (h00). Similarly the planes (h0l)
and (Okl) get merged into either (h0l) or (Okl). Plate like morphology was observed and the
size of the grain was decreased with increase in La**- composition.

REFERENCES

Aurivillius B., Arkiv Kemi, 1 (1949) 499.

Subbarao E. C., Phys. Rev., 122[3] (1961) 804.

Subbarao E. C., J. Phys. Chem. Solids, 23 (1962) 665.

Takenaka T. and Sakata K., Ferroelectrics, 38 (1981) 769.

Fouskova A. and Cross L. E., J.Appl. Phys., 41[7] (1970) 2834.

Irie H., Miyayama M., and Kudo T., J. Appl. Phys., 90 (2001) 4089.

Cummins S. E. and Cross L. E., Appl. Phys. Lett., 10[1] (1967) 14.

Cross L. E. and Pohanka R. C., J. Appl. Phys., 39[8] (1968) 3992.

Wu S. Y., J. Appl. Phys., 50[6] (1979) 4314.

0. Masuda Y., Masumoto H., Baba A., Goto T. and Hirai T., Jpn. J. Appl. Phys., 31 (1992)

3108.

11. Noguchi Y., Soga M., Takahashi M. and Miyayama M., Jpn. J. Appl. Phys., 44[9B]
(2005) 6998.

12. Toyoda M., Hamaji Y., Tomono K. and Payne D. A., Jpn. J. Appl. Phys., 33 (1994)
5543.

13. Chen S. Y., Sun C. L., Chen S. B. and Chin A., Appl. Phys. Lett., 80[17] (2002) 3168.

14. Park B. H., Kang B. S., Bu S. D.,, Noh T. W., Lee J. and Jo W., Nature, 401 (1999) 682.

15. Shimazu M., Tanaka J., Muramatsu K. and Tsukioda M., J. Solid-State Chem., 35 (1980)
402.

16. Chon U., Jang H. M., Lee S. U. and. Yi G. C, J. Mater. Res., 61 (2001) 3124.

SOeNoORk~wWN =



